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MAGNECORD SPECS PT63-A14 a PT6-AH 
FREQUENCY RESPONSE 

15" tape speed-flat from 50-15600 cps .4- 2 db 
Ph" tape speed-flat from SO-7000 cps A.- 2 db 
33/4 " tope speed-flat from 50-4000 cps  2 db 

SIGNAL TO NOISE RATIO 
Exceeds SO db with less than 2% harmonic distortion 

MAXIMUM FLUTTER 
Less than 0.3% maximum (measured peak-to-peak) 

POWER 
117 volt, ID cycle, single phase AC. 

PRINTED IN USA 

Magnecorder is used by more engineers and broadcasters than 
all other professional recorders combined-proof positive of 
Magn•cord•r superiority in the fisild. Meeting NAB standards. 
Mogn•corders assure you of the finest in professional magnetic 
tape recording  Pr•cision •ngine•red, each provides maximum 
fle•ibility and dependability for a minimum inv•stm•nt. Widely 
used in th• automotivsi, aviation and other manufacturing fi•lds, 
as well as broadcast industry, schools. universities, and labora-
tories. Their outstanding reputation hos bean earned only by 
strict adherence to fin• quality at all times. 

PT63-AH THREE HEAD RECORDING MECHANIS M 
With this three head Magnecorder you con monitor directly from the tape 
while recording. Separate erase, record and playback heads are triple 
shielded to prevent cross-talk and hum and each can be individually 
aligned or replaced. Has high speed forward feature for fast cueing and 
editing. Records at IS and Ph" speed; complete with quick-change cap-
stans for both tape speeds. Uses standard 7" reels and rewinds 1200 feet in 
40 seconds. For use with Magnecord P163-J or PT-7 amplifiers, listed below. 
7"x17" way hammerloid enamel panel. In black leatherette covered wood 
portable case, 18" W, 8" H, 1572' D. Shipping weight 46 It s  r 
MAGNICORDER PT63-A1-1 Recording Mechanism  NET •)--/0- .00 
MAGNECORDER PT63-AHX. Above, less case   NET 333.00 

P163-.1 RECORD AND PLAYBACK AMPLIFIER 
Complementary amplifier for the P163-AH recording mechanism above, 
this unit has separate record and playback amplifiers for the simultaneous 
playback of taps while recording. Single low-impedance microphone in-
put, also bridging input. Has 600 ohm balanced, zero level output and 10 
watts of audio with terminals for external speaker. Has 5" monitor speaker. 
Switch for Ph" or 15"/sec. tope speed equalization. Switch for reading 
bias, record or playback on VU meter. 7"x19" grey hommerloid panel 
for rack mounting wnen removed from portable case. (Con be used with 
PTO-IM4 for low-level mixing up to 4 low-impedonc• mikes.) In block 
leatherette covered wood case, 20 W, 8"H, 15 D. 
MAGNECORDEil PT63-J Amplifier. Shag. wt. 40 lbs.  NET 387.00 
MAGNECORDER P1'63-JX-As above, less case..  NET 370.00 

PT6-AH RECORDING MECHANISM 
This basic mechanism has long been recognized as one of the great values 
in the professional field. Has separate erase and record /reproduce heads 
and includes 772" and 15" tape speed capstans. Has high speed forward 
feature for fast cueing and editing. Uses standard 7" reels and rewinds 
1200 feet in 40 seconds. Grey hammerloid panel 7"•17" may be removed for 
rack mounting. In block leatherette covered wood carrying case, 18" W. 
8" H, 1572" D. Shipping weight 46 lbs. 
MAGNECORDER PT6-AH Recording Mechanism   NET 316.00 
MAGNECORDER PT6-AHX-As above, less case   NET 299.00 

PT6-.1 AMPLIFIER 
For use with P16-AH, or as all purpose amplifier, single mike input. Com-
bination record/reproduce amplifier has 10 watts audio with terminal for 
external speaker. One low impedance mike input, also bridging input. Out-
put: zero level at 600 ohms, balanced, plus lOw audio. Monitor speaker. 
Complete with tubes and interconnecting cables. Specify for 15" or 71/4 " 
equalizer. Grey hommerloid panel 7x17", may be rack mounted. In black 
leatherette covered wood case, 18" W, 8" H, 1572" D. 
MAGNECORDER PT6-J. Shpg. wt. 31 lbs   NET 248.00 
MAGNECORDER P16-.1X-As above, less case  NET 232.00 
PT6-1M4-Multi-Channel Low Lever Mixer. For up to four 30 50 ohm low 
impedance mikes. Plugs into input on PT6-J or PT63-.1 amplifiers Amplifier 
gain control masters all mikes. 4 ladder type attenuators (2 db per step). 
PT6-1M4-With Cannon receptacles and plugs. Wt. 13 lbs   NET 74.50 

PT7 EQUIP MENT  SPECIFICATIONS 

FREQUENCY RESPONSE: Flat from 50-15000 cps -4-  2 db at 15"/ second. Flat from 
50-7500 cps ± 2 db at 7142"/ second. SIGNAL TO NOISE RATIO: Over 55 db with 
less than 2cm. harmonic distortion. FLUTTER AND W O W: Less than 0.1 % maximum 
(peak-to-peak) at 15 /second; less than 0.2% maximum (peak-to-peak) at Ph" 
/second. INTERLOCKED PUSH-BUTTON CONTROLS: Forward, Stop, Rewind, or 
Hi-Speed. Can be remotely controlled. PO WER: 117 volts, 60 cycles AC. 

PT7-A RECORDER MECHANIS M 

This great new recorder mechanism f-a-
tures three heads; Erase  Record, Repro-
duce. Each can be individually replaced 
or aligned. Triple shielded to eliminate 
crosstalk or hum. Also has new positive 
drive speed reducer. This non-slip system 
provides perfect timing of tape-recorder to 
recorder-no lost program time. Instanta-
neous start and stop-up to full speed or 
stop in less than 1/10 second. Hi-Speed for-
ward and rewind-full 101/2 " reels in I min-
ute; 7" reels in 30 seconcs. 2-Speed switch 
on panel changes both 71/2 " a-id 15" speeds 
electrically. Tape lifts automatically from 
heads in Hi-Speed Forward or Rewind. 
Two flywheels-a double :ilter-driven by a 
flexible  neoprene gear-Soothed coupling 
assures accurate timing always. No slip-
page or wear. No lubrication is required 
at any time. A perfected, dependable re-
corder drive, surpassing all others. Grey 
hammerloid  panel  ir,101h". In  block 
leatherette covered wood case, 20" W, II" 
H, 113" D. Space for 10I/s" NAB reels in 
case. Shpg wt 82 lbs. 
MAGNECORDER PT7-A. NET 468.00 
MAGNECORDER PT7-AX-Above, less port. 
case  _  NET 452.00 

PT7-P A MPLIFIER 

This 3-channel, high level mixing amplifier 
has separate record and playback ampli-
fiers. Inputs for 3 low impedance 30/50, or 
250 ohms mikes have separate pre-amps 
for each with high-level mixing. Also bridg-
ing input. Output: zero level at 600 ohms, 
balanced and 10 watts of audio for moni-
tor, or external speaker. Switch for 71/2" or 
IS" equalization. Switch to read bias, rec-
ord or playback on 4" VU meter. Complete 
with tubes, Interconnecting cables are at-
tached to PT7.A Mechanism. In 20x8x18" 
deep portable case. 
Wt. 45 lbs. 
MAGNECORDER PT-7P. NET 440.00 
PT7-C LINE LEVEL AMPLIFIER. Input 600 
ohms, balanced, also bridging input. Out-
put: zero level at 600 ohms, balanced. 71/2 " 
or 15"/sec equalization. Read bias, record 
or playback on 4" VU meter. Complete 
with  tubes - no  audio  amplifier.  Size: 
7x19x18". Shpg. wt. 82 lbs. 
MAGNECORDER PT7-C  NET 334.00 
PT7-CC CONSOLE COMBINATION. Con-
sists of P17-AX and P17-C housed in chrome-
trim black wood cabinet, with formica top. 
38" H, 25" W, 241/2" D. 
PT7-CC. Wt. 211 lbs  NET 950.00 
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FOR over 30 years we have been building our organization on the firmest foundation 
there can be — the ever-increasing goodwill of thousands upon thousands of satis-

fied customers. An architect, designing a skyscraper that will tower up into the clouds, 
knows his structure must be supported by a solid foundation and steel-strong frame-
work if it is to last. Our foundation and framework are the good people who have told 
us countless times in person, in their letters and in their millions of dealings with us 
that they sincerely believe IT PAYS TO DEPEND ON US. They have learned to 
their complete satisfaction that what they buy from us is DEPENDABILITY, RELI-
ABILITY and SECURITY. 

WHEN YOU DEAL WITH RADIO WIRE TELEVISION —You Get 
Nationally Famous, Top Quality Merchandise 

Every top name in Radio and Electronics is available through R WT. Quality controls 
-- every item, every component, every piece of equipment is double checked for your 
security. 

World's Largest Radio and Electronics Stock 
Whatever you need in radio and electronics you will find in our complete stock. Space 
does not permit complete listing in this catalog, but you can be sure that our stock 
contains items you want. For full listing of radio items see our new 1000-page Lafay-
ette Radio's Master Catalog. 

Savings on All Your Purchases 

We buy more than any other radio house which assures us best possible prices. These 
savings are passed on to you. You pay the lowest prevailing market prices for every-
thing. R WT will not knowingly be undersold. 

Speedy, Efficient Service 
Over 95 % of our orders are shipped to you within 24 hours of their receipt, completely 
and correctly. Mail-order wise we have no equal. 30 years of experience means we 
know how to handle orders with super-speed. 

Money Back Guarantee 
Every piece of comple.e radio, television and electronic equipment has a 30-day, 
money back guarantee. If you are not satisfied within that time, return it to us for 
full refund, less transportation. Every individual part and component is doubly 
guaranteed, by RMA and R WT. 

Friendly, Expert, Personal Counsel 
R WT has bona-fide. seasoned experts in these fields: Amateur Radio, Broadcasting, 
Experimental Radio arid Electronics, High Fidelity, Sound, Industrial, Schools, 
Laboratories, Institutions, Television. Their advice is yours for the asking. Call on 
them. Thousands have, to their advantage. 

Benefit of Lowest Prevailing Prices 
RWT fills all orders at prices effective at the time of shipment. Any price reductions 
made after the publication of this catalog will automatically be given to you. Full 
refund of remaining ba:ances promptly mailed. 
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HIGH FIDELITY FM-AM TUNERS 
Browning RV-10A 

Browning 
RJ-121 

BRO WNING RV 10A FM TUNER 

& PO WER SUPPLY 

An ideal Armstrong FM tuning unit, complete 
with self-contain•d power supply and incor-
porating automatic  frequency control which 
may be switched off when desired. When  a 
fine amplifier and AM unit is already owned 
this excellent tuner is a worthy addition to make 
your radio listening pleasure complete. Cov-
ers 88 and 108 Mc band with a flat audio re-
sponse from 15 to 15.000 cps • db, 2-stage 
cascade limiter used to ensure freedom from 
noise: tuned RF stage increases gair and re-
duces  image  interference.  High  impedance 
output feeds into .any high fidelity amplifier 
Drift compensated.  No drift after 2-minute 
warm-up.  Controls:  Phono-FM.TV•Recorder; 
Volume: Tuning. Tubs complement: 3-6AU6, 
7F21, 2-6SJ7, 6H6, 6.16. Tuning ''eye . 6AL7; 513 
rectifier. Its compact size, 6I/C H., II" W., 
11)(4" D. makes for easy mounting in cabinets, 
shelves, bookcases, drawers. etc. Edge-lighted 
dial calibrated in megacycles and channel 
numbers. Rugged construction. Highest quality 
components. Complete with dial escutcheon, 
knobs, shielded cable and connectors. For 115 
volts 60 cycles AC. Full instructions. Shpg. wt. 
14 lbs. 
Browning Model RV-10A— 
List $154 15  NET 94.57 

BRO WNING M ODEL RJ-1 2B 
FM-A M TUNER 

Precision engineered for high fidelity reception 
on the 88-108 Mc FM band and 530 to 1650 Kc 
AM standard broadcast band. Has separate 
RF and IF /systems on both bonds for maxi-
mum performance: no coil switching. No drift 
on FM after 2-minute worm-up. Uses miniature 
tubes on RF and IF amplifiers for maximum 
gain. FM  audio response  15 to  15,000 cps 

I1/2 db; AM response 20 to 6,600 cps  3 db. 
High impedance output for connection to any 
high quality audio amplifier. 2-stage cascade 
limiting insures maximum noise rejection on 
FM. AFC circuit on FM may be cut out at will. 
Channel  selector  switch  includes  Phone-TV-
Recorder positions, which provides volume con-
trol directly on tuner. Three signal (phono-TV-
Recorder) inputs are located at back of tuner. 
Panel controls include ON-OFF switch, Tuning, 
Volume, and FM•AM•Phono-TV-R•cord•r switch. 
FM antenna input it 300 ohms. FM antenna can 
also serve AM. Large, edge, Lighted slide-rule 
dial has vernier for smooth, easy tuning. Tubes: 
3-6AUG,  1-7F8,  1-6507,  2-65J7, 
I-6H6, 1-65A7 I-6J6. Has 6AL7GT tuning in-
dicator and INS4 crystal defector. Site: 73/4 " 
H., 13 " W.,'9" D. Supplied with tubes, es-
cutcheon. knobs, interconnecting wire Lnd in-
structions Shag wt. 18 lbs. List $210.60. 
Browning Model RJ•1213— 
NET  129.21 
Browning PP-12 Power Supply — For RJ-128 
Tuner. Op•rates on I I5V., 60 cycles AC. Power 
consumption 80 watts  4.89 

Browning RJ-20A 
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BRO WNING M ODEL RJ-20A 

FM-A M TUNER 

For the discriminating high fidelity enthusiast 
who intends to combine a fine tun''r with the 
best speakers and amplifiers. Receives stand-
ard broadcast (530.1650 kc)  and FM band 
(88-108 mc)  Less than 10 microvolts produces 
30 db noise reduction in FM band. 5 micro-
volts sensitivity on AM. Separate RF and IF 
systems for AM and FM. No coil switching. 
Automatic frequency control  assures cortect 
tuning on FM and may be switched off, if 
desired.  FM uses dual cascade limiting in 
Armstrong circuit. Two stages of audio ampli-
fication with treble and boss controls give 20 
db boost in either tone range. FM audio re-
sponse flat from  I5•15,000 cycles 1t.:1 1/2 db. 
AM-IF system gives 9 kc and 4 kc bandwidths. 
Signal inputs for Phono-TV-Recorder selected 
by bandswitch and fed through volume control 
to these stages. 20,000 ohm output impedance. 
Either 300 or 72 ohm input for FM antenna 
provided.  Tubes:  5-6AU6,  1-7F8,  2-4AL5, 

1-6SK7,  1-65A7,  1-6507, I-6J6, 
1-6AL7 (tuning eye), I-5Y3 (rectifier). Has 
self-contained power supply. Operates on 115 
volts, 60 cycles AC. Size: NI" H., 17" W., 
9" D. Supplied with tubes escutcheon, plastic 
window,  knobs  and  complete  instructions. 
Shpg. wt. 26 lbs 
Browning Model RJ•20A— 
List $215.50 . NET 175.17 

ESPEY M ODEL 5 1 1B AM-F M 

HIGH FIDELITY CHASSIS 

Here's a custom built chassis designed for 
high quality performance on standard broad-
cast and static-free FM bonds. The FM circuit 
includes tuned RF amplifier stage, two stages 
of high gain IF amplification, and a ratio 
detector circuit. These features provide low 
noise level between stations, freedom from AM 
interference, ease of tuning and plenty of gain. 
A tuned RF amplifier in the AM circuit assures 
improved selectivity and sensitivity. Set has 
built-in preamplifier for variable reluctance 
pickups and phono input jack with switch. 
Equipped with separate boss and treble con-
trols and 6-gang tuning condenser. Two an-
tennas are  included:  a loop  for standard 
broadcast, and a folded dipole for FM. The 
multi-tap output transformer permits use of 
popular high fidelity speakers and dividing 
networks, or to match a standard 500-ohm line 
for remote installations. Provision for external 
antennas.  Tubes:  2-6BA6,  2-68E6.  1-6507, 
1-651.47,  1-6ALS, I-6C4,  1—SQ7,  1-7F7, 2-
6V61:3T,  I-6SC7. All  latest type tubes. Has 
SY3GT  rectifier.  Includes  knobs  and  dial 
escutcheon. For 105-125 V., 50/60 cycles AC. 
Dimensions: 13l/5" W. III/2" H., 10" D. Shag. 
wt. 12 lbs. 
1P1501—Espey Model 5118— 
With Tubes   104.50 

Brooke ST14 

BROOKS M ODEL ST14 
FM-A M TUNER 

A highly selective and sensitive FM-AM tuner 

of precision design and laboratory quality. 
Sensitivity on FM is less than 5 microvo ts. 

Frequency ranges: B8-1011 mc for entire FM 

band; 540-1620 c on standard broadcast AM 

bond. The FM circuit is temperature compen-

sated for negligible drift and features three IF 

stages, two cascade limiters and Foster See or, 

discriminator. Inductive tuning on both AM 

and FM for high "Q" selectivity. IF band-

width on FM: 150 kc at 6 db down; on AM, II 

kc at 3 db down. Has built-in power supply, 

and phono input jack and switch position. 

300-ohm FM antenna also serves AM. 8" slide 
rule dial calibrated for easy-to-read, linear 

tuning.  Tubes:  4-6CB6  2-6AU6,  2-6A.5, 

2-61IA6, 2-611E6, 1-6.16. Has I-6X4 rectifier. 

For 105-125 volts, 6$ cycles AC. Chassis dimen-

sions: A" D., IS" W., 6%" H. 

Shpg. wt. 15 lbs. 

Brooks Model ST14 Tuner  107.75 

LAFAYETTE FM TUNER 

Engineered to Lafayette's own rigid tpecifica-
lions with features never before available at 
many times its remarkably low  price. Just 
check these important specifications and see 
for yourself why we think it is one of the biggest 
FM buys to be found. Automatic Fr•quercy 
Control to give you needle sharp tuning—so 
necessary for true frequency response on FM. 
Two Microvolts Sensitivity means that you get 
far better than average reception in fringe 
areas and ideal reception In normal reception 
areas. Full Armstrong Circuit uses high gain 
miniature tubes: 4-6AG5,  1-68E6,  2-6AU6, 
I —6ALS discriminator, 6P6 AFC. Has 6X4 recti-
fier.  Patented  calibrated  tuning  head  uses 
permeability tuning for high "Q" selecitve IF 
circuits. No frequency drift after initial warm-
up perod. Covers entire FM band from 111-108 
mc. Controlled selectivity for maximum image 
rejection. Adjacent channel 60 db down. Full 
limiting action with only 2 microvolts input. 
Mites FCC standard dc-emphasis response of 
20 kc.  Rugged,  non-critical  construction on 
compact chassis.  Size:  IVA" W., 71/4 " D., 
63/1" H. 8" illuminated slide rule dial; linear 
tuning. For 115 volts, 60 cycles AC. Complete 
with tubes. Shag wt. 13 lbs. 
P22441—Lotoyoffe FM Tuner  68.69 
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FOR CUSTOM INSTALLATIONS 
Meissner 9-1091C 

MEISSNER M ODEL 9-1093 

FM-A M TUNER & A MPLIFIER 

Undoubtedly one of th• finest high quality 
FM-AM  tuners and  amplifiers on th• 
market today. Frequency rang• 535-1620 
kc on standard  broadcast band  ond 
88-108 mc on the FM band. Audio fidelity 
is flat from SO to 15,000 cps  db. Hum 
level 65 db below full output. Designed 
for use with crystal or magnetic pickups 
(requires 65C7 tub• not supplied). Sensi-

tivity is less than 20 microvolts. Tuner 
has a two-position AM selectivity control 
for distant or local  reception.  Phono 
input jack controlled by panel switch. A 
combination tone control provides boss 
boost up to II db at 40 cps, and treble 
attenuation up to 13 db at 10.000 cps. 
Output designed for 8 to 16-ohm speaker. 
Two indoor antennas are supplied—one 
indoor folded dipole (300-ohm) for FM, 
and one 12:16" noise reducing loop for 
AM. Provision is made for connecting 
external AM and FM antennas. Tubes: 

I-6SA7, I-6H6, 5-6AGS, 1-6C4, 
2-9001,  1-6ALS,  I-6SN7GT, 2-6L6, 2-
6J5. Has SY3G and SY4G rectifiers, and 
6U5/605 tuning indicator. Chassis mount-
', g space Tuner—I41/4 " W.,  121/4" D., 
t i" W.; Amplifier-71/4 " D., 161/4" W., 
' H. For 105-125 volts, 50/60 cycles AC. 

Supplied complete with tubes, two an-
tennas, escutcheon and knobs. Shag wt. 
SO lbs. List price $432.35. 
M•Issner Model 9-1093— 
NET  254.21 

MEISSNER M ODEL 9-109IC 

FM-A M TUNER 

Covers AM band from 527-1620 kc and 
entire FM band from 88-108 mc. Ser xi-
tinily 10 microvolts. Frequency response 
30-15,000 cycles  db. Hum level 60 db 
below full output. Separate boss and 
treble controls. 10 db boost at 40 cycles; 
12 db attenuation at 8000 cycles. 11 volts 
output at high impedance terminals; .2 
volts  at  500-ohm  terminals.  Equipped 
with input for crystal phono. FM section 
requires 300-ohm dipole. Tubes: 4-6BA6, 
I-6C4,  2-68E6,  3-6AG5,  2-6AU6,  1-
6AL5. 2-6.15. Also has 6U5/6GS tuning in-
dicator and 5Y3GT rectifier. Operates on 
105-125 volts, 50/60 cycles AC. Dimensions: 
16%" W., 101/4" D., 13%" H. Supplied 
complete with tubes, escutcheon, knobs 
and hardware, but less antennas. Shpg. 
wt. 23 lbs. List Price 5341.70, 
Meissner Model 9-1091C— 
NET  200.90 

Meissner 9AJ 

MEISSNER M ODEL 9AJ 

FM-A M CHASSIS 

Messner  engineered  this five  FM.AM 
chassis with one thought in mind—high 
fidelity reception and reproduction at 
unbelievably  modest  cost.  Gives  you 
facilities  for  complete  FM,  AM  and 
phono operation. Ever a power outlet 
plug is included to provide power for 
your phono motor. Designed for custom 
installations or for converting obsolete 
radio combinations. The highly sensitive 
and selective chassis features two sepa-
rate FM IF coils and two separate AM 
IF coils, plus a four-section gang con-
denser, All controls are on the front 
pane, including a tone control which 
operates on phono as well as radio. 
Oversized  components,  such  as heavy 
duty Thordarson power transformer, as-
sure long life and trouble-free operation. 
Wide audio fidelity is capable of power 
ing a fine speaker with excellent tone re-
production. New High "Q" die-stamped 
loop for AM and built-in FM antenna 
are included. Chassis is equipped with 
terminals  for  external  antennas  when 
needed.  Tubes:  3-68A6,  I-12AT7,  1-
6AL5, I-6BE6, 1-6AT6, I-6V6 power am-
plifier and SY3 rectifier. Size: 111/4" W.• 
81/4" H., 8" D. Shpg. wt. 16 lbs. Supplied 
with tubes, dial escutcheon and knobs. 
List Price $1113.30. 
Meissner Model 9AJ.  NET 69.53 
Mel  88T As above, but requires ex-
ternal amplifier . NET 64.78 

MEISSNER M ODEL 8C 

FM TUNER 

Adds static-free reception to any AM 
receiver, instantly converting it for FM 
use. Provides the ultimate in listening 
pleasure without outside electrical inter-
ference Can  be used with any high 
quality power amplifier having a high 
impedance input. Standard 300-ohm an-
tenna  input.  Sensitivity  40  microvolts. 
Output flat within 2 db from 50 to 15,000 
cps. Large 51/2 " slide rule dial calibrated 
in mc and channel numbers for easier 
tuning. Unit is also equipped with a 
tuning control and a combination volume 
control and power switch. Built-in power 
supply for 105-12S volts, 50/60 cycles AC. 
Attractive walnut cabinet 1234" W., 634" 
H., 8" D. With tubes. Shpg. wt. 13 lbs. 
List $91.15. 
M•issner Mode! BC  NET 53.61 

Meissner Model 8CC chassis only. Same 
as above, less cabinet. Size: 111/4" W•• 
71/2 " D., 6" H. Shpg. wt. 10 lbs. 
List $81.60.  NET 47.97 

RADIO CRAFTS MEN M ODEL RC-10 
FM-A M TUNER & A MPLIFIER 

An acknowledged leader in its field. This high fidelity 
tuner has a flat frequency range of 20-20,000 cps. In-
cludes such deluxe features as automatic frequency 
control which eliminates annoying drift; a tuned RF 
stage on both FM and AM; built-in preamplifier; 
continuously variable bass and treble controls. Sensi-
tivity is 5 microvolts on both bands. Bass variable to 
12 db boost or 10 db cut at 70 cps; treble to 8 db 
boost or 15 db cut at 10,000 cps. Controls: Bass: ON-
OFF/Volume;  Tuning:  FM•AM-Phono-TV  Selector; 
Treble. Has built-in loop antenna for AM and 72 or 
300-km input for FM; built•in FM antenna. Edge lighted 
slide rule dial. Complete with II tubes and 6x5GT 
rectifier, • dial  escutcheon,  knobs  and  instructions. 
Chrome plated chassis measures 131/2" W.  91/2" D., 
7" H. Operates on 105-125 volts, 60 cycles AC. Sh1351• 
wt. 16 lbs. List $219.00 
Radio Craftsmen Model RC-10  NET 131.50 

M ODEL RC-2 HI-Fl A MPLIFIER 

Companion unit to the above tuner. 10 watts of un-
distorted output obtainable at 4, 6, 8, 15 or 500 ohm 
impedance taps. Frequency range 20 to 20,000 cycles 
I db. Overall gain of 70 db, including inverse feed-

back. Hum level 70 db below rated output. Input 
500,000 ohms. Chrome plated chassis measures 7DxIO W 
sp6ri'c'He.$77.06ms. plet• with four tubes plus rectifier . For  
105.125 volts, 60 cycles AC. Shpg. wt.  12 lbs. List 

42.90 Radio Craftsmen Model RC-2  NET 

FM-A M TUNER & A MPLIFIER 

Weil-known deluxe tuner and amplifier for the dis-
criminating listener who wants exceptional perform-
ance. Fine superheterodyne circuit with improved FM, 
stabilized against drift. Full range bass and treble 
controls operate on both radio and phono. Wired and 
equipped with switch for connection of variable reluct-
ance or crystal pickup. Uses a 6-gang condenser and 
tuned RF circuits on FM and AM. A preamplifier stage 
is included for reluctance pickup use. Tuner includes 
eleven  latest type tubes. The 51413 amplifier con-
tains the power supply and is designed specifically for 
use with the 5138 tuner. It includes 6 tubes and 2 
rectifiers, and features parallel push-pull output, self. 
balanced phase inverter, inverse feedback and an 
extended range  high fidelity response  Impedance 
selective for any speaker from 4 to 500 ohms. For use 
on 105-125 volts, 50/60 cycles AC. Tuner dimensions: 
131/2 " W., 81/2 " H., 9" D. Amplifier dimensions: 131/2 " 
W., 71/2 " H., 7" D. Supplied complete with tubes. 
Shag. wt. 40 lbs. 
Esp•y Model 5138/51411  1 29.50 



INE QUALITY HIGH FIDELITY AMPLIFIERS 

BOGEN 01110 10- WATT AMPLIFIER 

A new, improved model of this popular and 
recommended amplifier for high fidelity radio 
and phono systems. Features a shock mounted 
preamplifier with compensated inputs for GE. 
Pickering, crystal and LP cartridges, and truly 
•ffective, separate boss and treble controls. 
Frequency response is flat from 30-18,000 cycles 
within 1 db A patching arrangement on rear 
of chassis permits simple switching of radio 
tuner and high level crystal cartridges into the 
amplifier with the preamplifier out of the cir-
cuit. Outputs: 4, 8, 16 ohms. Hum level is 23 
db, better than RMA standard. Power con-
sumption: 70 watts at 117V., 60 cycles AC. Size 
(with cage): II" W., 7" D., 7;', 6" H. Shpg. 
wt. 15 lbs. Complete with tubes. 
Bogen Model D1110. List $90.75  53.36 

Model EXT-4. 4-Ft. Extension shaft kit for above 
amplifier permits perfect custom installations. 
Includes flexible control extensions, wooden 
block assembly, hardware and instructions. 
EXT-4-  11.31 
Shpg. wt. 5 lbs. 

BOGEN PH10 10- WATT AMPLIFIER 

Universally praised by independent consumer 
research  organizations.  Features  4-position 
multi-range tone control to provide the best 
corrected response for different program mote-

Dettp Bass, Mellow Bass with broadened 
high frequency response. Wide Range, and 
Extended Range for FM. Power output of 10 
watts and peak of 14 watts. Frequency response 
40-15,000 cps -± I db. Input circuit accommo-
dates any crystal phone or output of radio-
TV tuner. Input impedance 500,000 ohms. Out. 
put impedances: 3.2 and 8 ohms. Hum level 
80 db below full rated output. Power con-
sumption: 60 watts at 117V., 60 cycles AC. 
Tubes: 1-6SL7GT, 2-6V6GT. Has I-5Y3GT rec-
tifier. Size: II" W., 6" H., 5" D. Shpg. wt. 
11 lbs. List $56.38. 
Bogen PH10 Amplifier . 33.15 
Model EXT-2. Extension shaft kit to permit sim-
ple custom installation of above amplifier. 
Contains two flexible, mechanically driven con-
trol shaft extensions (4-ft.) plus finished wooden 
block assembly, staples, screws for mounting 
and instruction sheet. 
EXT-2-Shpg. wt. 3 lbs.     6.47 

HF-1 HIGH FIDELITY HARNESS 

The new Bogen HF-I is a switch and cable 
harness cord inter-connecting any tuner, record 
changer and amplifier in high fidelity Installa-
tions. A single control provides selection of 
Power Off, Phono and Power On, Tuner and 
Power On. 'Two AC receptacles are built in. 
Cables are 4 ft. for amplifier ond 2 ft. for 
phono and tuner, all with connectors. 
Bogen HF-1 Harness-Shpg  wt 2 lbs. 0.ft / 

BELL ;1;?-A 10- WATT AMPLIFIER 

A fine, medium-priced high fidelity amplifier, 
incorporating important features usually found 
only in more expensive units. Has four inputs 
for Radio, Crystal Pickup and two for Mag-
netic Pickups, with built-in pre-amp for each 
of the latter. Individual equalization for each 
Input. Frequency range 30-15,000 cps  .75 db. 
10 watts output at less than 3% distortion. Hum 
level 65 db below rated output. Output imped-
ance 3-4, 4-11 and 15-18 ohms. Controls: Bass; 
Treble;  Volume;  ON-OFF. Tubes: 2-6V6GT, 
2-6SL7GT, I2AX7. Uses 5Y3GT rect. All sup-
plied. For 117 volts, 60 cycles AC. Size: 6" x 
111/3"s7,/2" deep. Shag. wt. II lbs. 
BELL 2122-A. List $84.10  NET w v.fea 

Model 2123A-R Amplifier. Some as above, but 
with separate control box for electrical remote 
control through 4-ft. shielded cable. ,L,ft.24 
BILL 2122A-R. List $105.85  NET OA 

BELL 2145-A ALL TRIODE 
HIGH FIDELITY AMPLIFIER 

A truly fine all•triod•, remote controlled high 
fidelity amplifier for the discriminating listener. 
The attractive, compact, electronic remote con-
trol cabinet can be located at your fingertips 
for luxury listening, up to 25 feet away from the 
master amplifier. Frequency range 20-30.000 
cps :!•.25 db. Power rating 20 watts at less than 
2% distortion, 15 watts at less than .7%. Hum 
level 80 db below rated output. Six Inputs: For 
pickups, 1 low-level magnetic, I high-level, 
magnetic, I crystal; for radio, 1 low-level, 1 
high-level, and 1 microphone input. Controls 
on remote cabinet: Selector Switch, Volume 
Control, Bass, Treble, On-Off Switch. Output 
Impedance, 4/1/16 ohms. Supplied with 3-
12AU7, 3-I2AX7. 2-6SN7GTA, 2-684G. Has 
5V40 rectifier. For 117 volts. 50/60 cycles AC. 
Size: Remote Unit, 41/010531/2" deep; Power 
Amplifier, 7x17x1P/3" deep. With complete in-
structions. 
BELL 214S-A. List $291.50  NET 175.52 
20 Ft. Extension Cable. For use with remote 
unit, for remote installation. 
BELL 21411. List $11.00  NET 6.47 

BOGEN PX-15 15- WATT AMPLIFIER 
This new PX-I5 15 watt De Luxe amplifier is 
an electronic instrument of truly high fidelity. 
Features dual tone controls for bass and treble; 
built-in pre-amplifier for GE, Pickering, Asiatic 
and similar magnetic pickups. Frequency range 
30-20,000 cps -±-Il/2 db. Hum 75 db below rated 
output. Has exclusive Range Master Control, 
operating Independently of tone controls, to 
correct for various conditions of record noise. 
DC heated filaments on pre-amp and voltage 
amplifier tubes for minimum hum. Output im-
pedances: 4/8/16/500 ohms at terminal strip 
and 2 speaker sockets. Complete with 125.17, 
I2AU7, 6SL7, 2-6L6G. Also 5Y3GT rectifier. 
Size: 155115•1/4" deep. For 117 V., 50/60 cycles 
AC. Shpg. wt. 25 lbs. 
BOGEN itX-15. List $160.33  pirr 94.28 
BOGEN EXT-5-Set of 5 m•chonlcal 
•st•nsion shafts for above NET 13.75 

MASCO MA-10HF AMPLIFIER 

A 10-watt, 4-Input high fidelity amplifier wilt, 
built-in compensation and sufficient gain fcr 
variable reluctance pickups. 'Two inputs are 
equalized for current types of variable reluc"-
once pickups; the third Is equalized for crystal 
pickups, and the fourth is unit:poll:4d for radio 
input. Separate treble and bass tone contra.' 
permit up to 12.6 db boost or attenuation of 
SO cycles. and 15 db high frequency boost, 
attenuation at 50 cycles. Frequency response 
is ± I db from 40 to 20,000 cycles when the tone 
controls are set for "flat" response. Two hum-
balancing adjustments bring the hum level 
down 70 db from rated output. Output imped-
ances are 2, 4, I, 16 and 500 ohms. Power 
requirements: 75 watts at 117 volts, 40 cycles 
AC. A power receptacle on the chassis permi-s 
plugging in a radio or phonograph. Gray 
hammertone chassis,  12x7x61/3" high. Tubes: 
2-6SL7GT, I-6SC7, 2-6V6GT, I-5V3GT (rec-
tifier). Complete with tubes. Shpg. wt. 20 lbs. 
MASCO Model MA-10HF. 
List $93.96   55.25 
FS-1 Flexible Extension 5haft-3-ft long for 
cabinet or panel mounting. Supplied with two 
coupling connectors     2.07 

THORDARSON T-32 W10 AMPLIFIER 
A 10-watt audio amplifier available with op-
tional plug-1n preomp.  Fri-wired socket .s 
provided for plugging in preamp at easily as 
a tube. Amplifier has adequate gain without 
preamp to obtain full output from ordinary 
crystal pickup or tuner. Frequency response 
20-20,000 cps. Hum level 70 db below rated 
output. Low harmonic and intermodulatIon dis-
tortion. Also features continuously variable and 
separate treble and bass controls. Output im-
pedances: 3-4, 6-1 or 15-16 ohms, terminated 
to a four-screw terminal board. Includes self-
contained  power supply. Tubes: 1-6SL7G7, 
2-6V6GT, I-5Y3GT (rectifier). Grey hammer-
tone finish chassis, 101/4 x6I/sx7I/z" deep. Shpg. 
wt. 13 lbs. List $65.95. 
Thordarson T32 W10 Amplifier 
NET   38.78 
THORDARSON T-32 W00 PREA MPLIFIEt 
Separate plug-In unit designed for use with 
T32W10 Amplifier. Frequency compensated with 
16 db bass compensation for magnetic phono 
pickups. lass compensation can be removed 
for fiat response when microphone operation 
is desired. Complete with tube, Shpg, wt. 1 16. 
List $11.90. 
Thord T32W00 Preamplifier 
NET   7.00 
THORDARSON T-31 W10AX AMPLIFIER 
IOW, Hi-Fl amplifier for average phono use. 
Response 40-15,000 cps, flat within I db. Fea-
tures inverse feedback circuit, separate bass 
and treble controls, I mike and 1 phono. Hum 
level 60 db below rated output. Output: 4, 3, 
IS, 125, 250, 500 ohms available at 3-prong 
receptacle. For  110-120V., 50/60 cycles AC. 
With tubes. Shag wt. 22 lbs. List $152.90. 
Thordarson T-31 W10AX Amplifier  8991  
NET . .... 
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FOR CUSTOM INSTALLATIONS 
BROOK 12A3 AMPLIFIER 

with Remote Control Preamp 

Designed primarily for home use and as 
part of a sound system that demands the 
widest audio frequency range at negli-
gible distortion. This 10-watt, hi-fl ampli-
fier uses low-mu triodes throughout. Inter• 
stage and output transformers of special 
design reduce harmonic distortion and 
intermodulation to the varnishing point. 
Transient peak circuit permits handling 
of higher than 10-watt output without 
increase in distortion. Frequency range 
20-20,000 cycles within 0.5 db. Hum level 
76 db below full rated output. Three in-
puts: one for tuner or TV, 80 db gain; 
two for low-level magnetic pickups, 105 
db gain, compensated for pickup and 
recording characteristics. Output imped-
ances; 2, 4, 8, 16, 20 ohms. SOO ohms un-
grounded. Remote control preamp con-
tains all controls and can be placed 
up to 50 feet from the amplifier (standard 
6-ft cable length supplied). This unit is 
housed in compact, handsomely finished 
cabinet with solid walnut ends and a 
polished,  oxidized-copper cover. Con-
trols: Volume, Bass, Treble, Input Selector, 
Pilot Light and Power Switch. Bass and 
treble controls consist of stepped, two. 
stage R-C networks. Power consumption: 
110 watts at 117 volts, 50/60 cycles AC. 
Tubes: 2-2A3 (or 3008), 1-1SN7, 2-6J5. 
Has a 5U4G rectifier. Preamp has 4-14J7, 
:.iod•-connected. Size: 17" W., 63/4 " D., 
1V3" H., basic amplifier; 123/4 " W., 61/2 -

D., 33/4 " H., preamp. Shag. wt. 28 lbs. 
Brook 12A3 Amplifier 
Preomp  198.00 
Brook 12A Basic Ampliffer Same as 
above but without preamp and remote 
control cabinet. Has no controls. 
Shpg. wt. 22 lbs. 118.50 

BROOK 10C3 AMPLIFIER 

with Remote Control Preamp 

This brilliant 30 watt all-triode, high 
fidelity amplifier will add the dimension 
of "presence" to your radio, record and 
TV listening. Using only low-mu triodes 
for exceptionally brilliant and clean re-
production. Has a patented Automatic 
Bias Control for increased power output 
and efficiency. Frequency range 20-20,000 
cps + .2 db. 10C3 consists of a basic 
amplifier and a remote-control pre-amp, 
with 6 ft. cable, containing all controls, 
making it adaptable for custom cabinet 
installations, or table use. Remote con-
trol unit may be used up to 50 ft. from 
basic amplifier. 5 Input channels: 2 for 
radio tuners, 2 for low-level magnetic 
pickups and I for microphone. Both bass 
and treble controls are 8-step switch type. 
Other controls are Volume, Input Se-
lector, Power Switch. Has pilot light. The 
preamplifier is housed in a compact 
cabinet handsomely finished with solid 
walnut ends and a lucite cover. Bass and 
treble controls use special circuits to give 
optimum results on any recording, TV or 
radio program. They are particularly 
useful in maintaining natural tone when 
operating a speaker at low volume. Pre-
amp uses 4-65./7: basic amplifier uses 
2-2A3 (or 3001), eSN7, 4-6.15, and has a 
5U4G rectifier. Power is available to 
supply an AM-FM tuner. Output imped-
ances  2/4/8/16/20;5M  ohms.  Remote 
cabinet, 123/4 " W., 33/4 " H., 61/2 " D. climp; 
Basic Amplifier, 81/2 " H., 17" W., 14" D. 
For 117 volts, 50/40 cycles. Shpg. wt. 45 
lbs. With tubes. 
BROOK 10C3 Amplifier. 
(With Remote Control). NET 315.00 
Basic Amplifier only, no controls. 
BROOK 10C   NIT 221.00 

RADIO CRAFTS MEN M ODEL C300 

ULTRA-FIDELITY AUDIO AMPLIFIER 

This brand-new all-triode amplifier, prod-
uct of the famed Radio Craftsmen organ-
ization Is based on the famous Williamson 
circuit. The amazing degree of "pres-
ence" offered by this amplifier, when 
used with complementary tuners and rec-
ord players must be heard to be truly 
appreciated. Total harmonic distortion 
less than 0.1% at 10 watts at mid-fre-
quencies. Rated at 15 watts nominal with 
a frequency response of 20-20,000 cps 
+ 0.1 db; 5 to 150,000 cps +2 db. Inter-
modulation distortion less than 0.5% at 
10 watts. Hum and noise level 90 db be-
low rated output. Employs 20 db of in-
verse feedback and direct-coupled, split-
load phase inverter feeding triode drivers 
and Class A operated triosie output tubes. 

By following closely D.T.N. Williamson's 
choice of output tubes and original re-
quirements for the output transformer, 
amazing performance has been achieved. 
The transformer is fully potted in a steel 
case and features interleaved windings, 
low leakage inductance, high primary 
inductance, and full power output awe, 
the entire audio spectrum. Other corn. 
patients are as carefully selected. Th• 
entire chassis is of polished chromium 
plate; 131/2 "x71/2 ":11" deep. Output im-
pedance, 8 and 16 ohms nominal. Tubes 
2-6SN7GTA, 2-K166 (6L6). Has 5V4 G 
rectifier. For 117 volts, 60 cps, AC. Shpg 
wt. 2$ lbs. 
RADIO CRAFTSMEN C500. 
NET.  99.50 

NE W SCOTT 214-A 20- WATT 

Remote Control Amplifier 

The new H. H. Scott 20- Watt High Fidelity Amplifier 
combines low pric,. unsurpassed convenience of in-
stallation and operation, and the superb performance 
and construction for which Scott amplifiers are famed. 
Consists of the 120-A Equalizer-Preamplifier, and 220-A 
Laboratory Power Amplifier described below. 

Type 120-A Equalizer-Preamplifier. A new front-end 
remote control unit with input selector and a-position 
record-compensator switch. Has automatic loudness 
control (operates on highs and lows). Individual three-
channel treble and bass tone controls provide attenu-
ation or boost of 6 db per octave Input-level adiust-
ment for matching most pickups. DC operated pre-
amplifier. Handsome mahogany cabinet, 10"x41/2 "x 
R." deep. Complete with 6-ft. remote cable for con-
nection to most power amplifiers. 
SCOTT 120-A. Shpg. wt. 10 lbs.  NET 74.72 
Type 220-A Laboratory Power Amplifier. Class A 
throughout, this is an outstanding basic amplifier for 
high fidelity or laboratory use. Flat frequency response 
from 12 to 22,000 cps. Negligible hum and distortion 
(0.1% at peak). Harmonic distortion 0.57. at 20 watts, 
0.3% at IS, 0.2% at 8. Hum level 86 db below full 
output. Low output  impedance  provides optimum 
speaker damping and less than 2 db regulation. For 
117V. 60 cycles AC. Size 14xli1/2 x73/4 " deep. . 
SCOTT 22041-Shag. wt. 22 lbs.. NET I 1 a.15 
SCOTT 214A-includes 120-A and 220-A  NET 119.1117 

SCOTT 210-B 20- WATT AMPLIFIER 

Undoubtedly one of the finest amplifiers mad•. True 
high fidelity design combined with a dynamic noise 
suppressor provide full-range, noise-free reproduction 
of all recorded music. Latest circuits virtually eliminate 
record surface noise and turntable rumble without 
losing "highs" and "lows." Harmonic distortion of 
amplifier is less than .5% at full rated .20 watts output; 
intermodulation less than .1%. Frequency rang• flat 
from 12-22,000 cycles with controlled cut-off charac-
teristics beyond. New typo loudness control scienti-
fically desionisd to maintain constant apparent quality 
at all levels. Individual bass and treble controls. Max-
imum treble boost 23' db at 15,000 cycles; maximum 
bass boost 32 db at 30 cycles. Input impedance .5 
meg. Matches all speakers from 1 to 24 ohms. Hum 
level 80 db below full output. Compensated preampli-
fier operated entirely on DC. Filter control limits range 
to 6, 12 or 22 Kc. as desired. Tubes: 2-I2SL7GT, 
1-6SN7GT, 1-65097, 2-6507, I-6J5, 2-61.60, 1-5V40. 
For II7V., 10 cycles AC. Demountable bronze panel. 
Size: 141/3" W., 81/4 " H., 103/4 " D. 
Scott 210.1 Amplifier-Shop. wt. 23 lbs.  219.52 

SCOTT 111-B DYNAURAL CONVERTER 

Reduces annoying record scratch and motor rumble 
in any high fidelity system. Uses new mutual conduct-
ance gate circuit giving flat response from 30-10,000 
cycles, and a useful ron9e from 20-15,000 cycles. Chassis 
mounts near other equipment. Single control locatld 
at end of extension cable. Operating power for unit 
obtained through plug. High impedance input and out-
put circuits match most systems. Supplied with 1-6597, 
2-6507, cables and accessories. 7x33/4 x43/4 ". 
Scott 1 1 1-B-Shpg. wt. 41/2  lbs   29.99 
Scott 112-B Dy I Preamplifier-Similar to above 
except has preamplifier equalized for magnetic pick-
ups. 3-position high frequency control and 3-position 
record turnover frequency control. An AM whistle filter 
for AM tuner use is also included. 
Scott 112-8-Shag. wt. 4 lbs   49.98 

5 



SO W-2 

AE-2A 

McIntosh Laboratory 

Standard Custom Amplifiers 

• Useful Bandwidth 10 to 2 0 0.000 cycles 
• Exceptionally High Efficiency 
• N•gliciible Impuls• Distortion 
• Simplified Plug-1n Components 

These high fidelity amplifier. cor• the product 
of years of development of an audio amplififar 
free of distortion, both single frequency and 
intermodulotion. At continuous full power of 
50 watts, and instantaneous power of 100 watts 
from two 6LG6 tubes, Model 50W-2 gives sub-
stantially less than I% distortion over a fre-
quency rang• of 20 to 20,000 cps without over-
loading. The 20 W-2 gives similar performance 
for 20 watts. Useful bandwidth of both, from 
10 to 200,000 cycles, keeps harmonic and phase 
distortion at the low value achieved and de-
sired.  Impulse distortion has been virtually 
eflminated. Both amplifiers have a damping 
factor of 10. Output impedance 600 ohms bal-
anced; 4/8/16/32 ohms balanced or unbal-
anced. Noise and inverter amplifier input is 
90 db below rated output. A unique feature of 
the McIntosh is the plug-in unit arrangement 
permitting instant substitution of sections of the 
circuit as one would change a tube. For supe-
rior quality, high efficiency and full dynamic 
range, theie amplifiers have earned a super-
lative reputation. Ask the man who has heard 
one. 

20 W-2 

CUSTOM 
AMPLIFIERS 

MODEL 50 W-2. This 50 watt model consists of 
one power amplifier and one power supply 
unit.  Each chassis is 131/14 ":63/4 "x434"  high; 
with tubes mounted 91/2" H. Both chassis will 
mount on a standard rock panel 7xI9". Tube 
complement: 2-6LG6 or 1614, output; 2-6J5, 
driver; I2AX7 inverter amplifier  I2AX7 pre-
amplifier (as required). There are 2-5U40 
rectifiers. Aluminum gray Hammerton• finish. 
Shpg. wt. 60 lbs. 
McIntosh 50 W-2    NET 249.50 
MODEL 20 W-2. This 20 watt model is on on• 
chassis 83/1,"xidA"x41/4 " high. Tube comple-
ment: 2-6V6G, output; 2-6J5 driver.  I2AK7 
inverter amplifier; I2AX7 preamplifier (as re-
quired). Has 5Z4 rectifier. Aluminum gray Ham-
merton• finish. Shpg. WI. 28 lbs. 
McIntosh 20 W-2 . NET I .4 Y • JV 

Model AE-2A AmpliBer Equalizer 
For  use  with  either  amplifier  above.  Has 
5 input circuits: 1) crystal phono, 2) FM-AM 
tuner; 3) Pickering pickup, 4) G E. pickup; 
5) low-level mike-all on selector switch. Bass 
control, 20 db boost, 12 db droop Treble con-
trol, 20 db boost or droop. Correct equaliza-
tion for any recording. 300 and 600 cycles turn-
overs at 6 db octave rote. Master volume con-
trol. Connector for obtaining power from main 
amplifier, and connecting equalizer output to 
power  amplifier.  Mahogany  finished  case, 
brown hammertone panel; size, I I" W , 31/4 " H., 
10l/1" D. May be operated up to 30 ft. away. 
Shpg. wt. 10 lbs. 
McIntosh AE-2A  NET  74.50 

LEAK "POINT ONE" AMPLIFIER 

This is the famous English 12-watt, high fidelity 
triode amplifier with 0 1% total harmonic dis-
tortion. Features a 3-stage, triple loop feed-
back circuit resulting in a hum and noise level 
between 80 and 72 db below 10 watts. The 
main loop gives 26 db feedback over the entire 
amplifier.  Output  stage  uses  two,  25-watt 
triodes in push-pull. Frequency response 20-
20,000 cps at + 0.1 db. Total harmonic c is-
tortion: 0.1 % at 1000 cps. 0 19% at 60 cos; 
0.21 % at 40 cps; all at 10 watts. Input imped-
ance 1 meg. Output impedances: 1.7-2.3, 6.8-
9.2, 15-20, 27-36 ohms. Preamplifier is enclixed 
in a separate remote control unit with a u7' 
connecting cable for plug-in attachment to the 
amplifier. Power is obtained from the amplifier. 
Four separate panel controls for boss, treble, 
volume and input selection. give effective con-
trol and correction for the various speed end 
type  records,  different  pickups,  mikes end 
tuners. English tubes used, replaceable with 
standard 6J7, 65N7, 6L6 and 5U4G. Power 
consumption 120 watts at 105-125 volts, 50/60 
cycles AC. Amplifier size: 121/2 1104 V'; pre-
amplifier size: 10x3x2k." H. Shpg. wt. of both 
units, 40 lbs. 
Leak "Point One" Amplifier 

192.00 & Preamp   

Leak "Point Ong" TL/12 Amplifier 
only (No Controls)   1 5 3.70 

CABINART CUSTOM STYLED CABINETS FOR RADIO & TV 
M ODELS 21  and 22 M ODELS 10 and 1 1 Cabinarfis matched units make it easy to select your own 

AMPLIFIER, RADIO-PHONO,  cabinet arrangements for radio, television, phono raph  SINGLE UNIT RADIO-PHON O 
SPEAKER CABINETS  and speaker components. They are beautifully designed  SYSTE M CONSOLE CABINE-S 

modern cabinets of selected veneers, expertly constructed 
- to last a lifetime. Great care has been token to assure the 

best possible acoustics without sacrificing the fine custom 
styling. 

MODEL 21. Record changer, amplifier and radio cabinet 
of 7/." furniture veneer. Measures 351/," H., 231/2" W., 18" 
D. Record changer compartment mounted on ball bearing 
slides. Doors cover radio and amplifier control panel. 
Available in Red or Cordovan Mahogany, Limed Oak, or 

O •  Medium Walnut finishes. (Specify finisn.) 
Cabinart Model 21-Shpg. wt. 75 lbs. 138.00 

MODEL 22. Bass reflex speaker cabinet identical in size, 
style and finishes to Model 21. Baffle volume 61/2 cu. ft. 
Fiberglass insulation; monks cloth grille. Supplied with 
blank baffle unless cut-out desired is specified (no extra 
charge)  (Specify finish.) 
Cabinart Model 22-Shpg wt. 75 lbs.  92.00 

NOTE: Write for literature and prices on other fine 
Cabinart deluxe cabinets for custom installations. 

MODEL 10. Designed to accommodate most record changers, radio 
ond speaker systems. Speaker enclosure has a baffle volume of 5 cub c 
feet. Record changer drawer mounted on ball bearing slides. Overa I 
dimensions: 351/2" H., 351/4 " W., 18" D. Available in Red or Cordovan 
Mahogany, Limed Oak or Medium Walnut finishes. 
Cabinart Model 10-Shpg. wt. 100 lbs. (Specify finish.)  180.00 
MODEL 1 I. Some as above except with record storage space instead 
of speaker enclosure. Can be used with Model 22 speaker cabinet as 
a companion piece. 
Cabinarf Model 1 1-(Specify finish.)  180.00 
MODEL 28. Economy model record changer, amplifier and radio 
cabinet with open face control panel. Overall dimensions: 351/4 " H., 
23l/2- W., 18" D. Available in Blond Birch and Cordovan Mahogany 
on Birch. Shpg. wt. 75 lbs. 
Cabinart Model 28-(Specify finish.)  72.00 
MODEL 27. Matching speaker cabinet. Some style, size and finish as 
Model 28. Baffle volume 61/2 cubic feet. Fiberglass insulation. 
Cabinart Model 27-Shpg. wt. 60 lbs. (Specify finish.)  48.00 
MODEL 295. Television chassis cabinet measures 351/," H  25" W., 
22'' D Style and finishes same as Models 27 and 28. 
Cobinart Model 295-Shpg. wt. 75 lbs. (Specify finish.)  81.00 



COMPLETE HIGH FIDELITY ENSEMBLES 

(•  07 4 1 - 

c
ill.reeer s 
111;1 

Illustrated below are five complete high fidelity ensembles, mode 
up of components listed in this catalog. These are but a few mpical 
examples of high fidelity groupings of the literally thousands which 
can be assembled from the tuners, amplifiers, speakers and record 
playing equipment we can supply. They constitute th• basic ele-
ments. th• "heart'  of high fidelity reproduction syst•ms. 

These systems are "matched , that is, all the units are complentary 
to each other for optimum performance. Any other high fidelity 
system of your choice most certainly can be selected from the pages 
of quality components in this book. Should you need or desire 
assistance in the selection of units for your ideal system our high 
fidelity experts will be very happy to help in every possible mann•r. 

ESPEY 5118 
(Soo Pg. 2) 

ESPEY 5138/51411 
(See Pg. 3) 

WEBSTER 100-270 
(See Pg. 12) 

WEBSTER 106-27 
(See Pg. 12) 

RADIO .CRAFTSMEN  WEBSTER-CHICAGO 106-27 
(Se. Pg. 12) (Soo Pg. 3) 

UNIVERSITY 6200 
(Soo Pg. 1) 

G. E. CARTRIDGES  UNIVERSITY 6201 
(Soo Pg. 13) (Soo Pg. 9) 

NET TOTAL 

ENSEMBLE HF-1 
This complete radio and phono 
ensemble consists of: 
ESPEY Model 5118 AM-FM 
Tuner-Amplifier Chassis  104.50 
WEBSTER Model 100-270 
Three Speed Changer   38.81 
UNIVERSITY 6200 
12-Inch Speaker   20.58 
High Fidelity 
Ensemble HF-1 

  163.89 Shpg. wt. 45 lbs. 

NET TOTAL 

ENSEMBLE HF-2 
This complete radio and phono 
ensemble consists of: 
ESPEY 5138 FM-AM Tuner & 
ESPEY 514B Amplifier  129.50 
WEBSTER 106-27 Changer 37.83 
GE Long Play Cartridge  5.85 
GE Standard Cartridge   5.85 
UNIVERSITY 6201 Speaker 44.10 

High Fidelity 
Ensemble HF-2 

78 lbs.  223.'3 Shpg. wt.   

G. E. CARTRIDGES  STEPHENS P102FR 
(See Pg. 13) (See Pg. 10) 

BROWNING RJ-20A  G. E. PREAMP  BROOK 12A  0. I. CARTRIDGES 
(Soo Pg. 13) (Soo Pg. 2)  (See P9. 13)  (See Pg. 5) 

GARRARD RC-80  JENSEN 14510 
(Sms Pg. 12)  (See Pg. 8) 

ENSEMBLE HF-3 
This complete radio and phono 
ensemble consists of: 
RADIO CRAFTSMEN 
AM-FM Tuner  131.50 
RADIO CRAFTSMEN 
Audio Amplifier   42.90 
WEBSTER 106-27 Changer  37.83 
GE Long Play Cartridge   5.85 
GE Standard Cartridge   5.85 
STEPHENS Model P102FR 
15-Inch  Speaker    69.09 
Ensemble HF-3 
Shpg. wt. 87 lbs.  2 9 3.02 

NET TOTAL   

ENSEMBLE HF-4 
This complete radio and phone 
ensemble consists of: 
BRO WNING Model RJ-20A 
AM-FM Tuner  175.17 
BROOK 12A 
Basic Amplifier  118.50 

GARRARD RC•80 Changer 39.00 
GE Long Play Cartridge  5.85 
GE Standard Cartridg•   5.85 
JENSEN Model H-510 
15-Inch Speaker  90.85 
Ensemble HF-4 
Shpg. wt. 125 lbs.  4 3 5.22 
NET TOTAL   

BEL. 2122.-A 
(Soo Pg. 5) 

1NEBSTER-CHICAGO 106-27  G. E. CARTRIDGES 
(See Pg. 13) (Se* Pg. 12) 

G. E. 51201D 
(See Pg. 11) 

NOTE ON ADAPTATION 
The systems listed above, or any other system of your own choice, 
is supplied with each unit in its manufacturer's carton, and with 
manufacturer's instructions for use and assembly. If you are not 
familiar with "hooking-up" various components of radio equ pment, 
or should you desire us to arrange the system so that you merely 

ENSEMBLE HF-5 
This complete phono system (no 
radio) consists of: 
BELL 2122A Amplifier  49.45 
WEBSTER 106-27 Chonger  37.83 
GE Long Play Cartridge   5.85 
GE Standard Cartridge   5.85 
GENERAL ELECTRIC S1201D 
12-Inch Speaker  19.95 
(This system requires only the 
addition of a tuner for use as a 
complete radio-phono system). 
Ensemble HF-5 
Shpg. wt. 45 lbs.  1 1 8.93 
NET TOTAL   

have to plug together two or three explicitly labeled cables, we con 
do this for you for the small charge of $.7.00. This charge includes 
interconnecting cables and plugs, testing for proper operation as a 
unified system, and a single sheet of instructions, so simple that 
anyone ;an follow them successfully. 

ADAPTATION CHARGE FOR ANY HIGH FIDELITY SYSTEM  $7.00 
7 



A-110 

P1 2-SX 

JENSEN HIGH FIDELITY SPEAKERS 
AND BASS REFLEX CABINETS 

P1 2-N 

M ODEL G-610 15" TRIAXIAL 
The first integral  3-way  loudspeaker system 
,offered. Features three independently driven 
units. Has two compression driver and horn 
combinations, plus a heavy duty direct radia-
tor, and 3-channel electrical crossover and 
control network. Here is a truly ultra high 
fidelity speaker with a frequency range of 
20-20,000 cycles and the finest reproduction 
ever attained. Each unit covers port of the 
total response range and dividing networks 
supply them  signals within  their  respective 
range. 35 watts capacity. Wide cmgle vertical 
and horizontal radiation. Input impedance 16 
ohms at input terminals to system on network 
chassis.  Baffle  opening  13%";  0.0.  15%"; 
overall depth  lOys". Crossover and control 
network has transition frequencies of 600 and 
4000 cycles. Controls include overall level con-
trol. 4-position high frequency control, room 
size and brightness control. Size of network 
chassis: 5" W.,  111/4" L., 61/4 " H. Supplied 
complete with speaker unit and crossover net-
work. Shpg. wt. 50 lbs. 
ST900 Jensen Model G-610 Speaker System-
List $382.50. 
NET 224.91 
MATCHING TRANSFOR MERS FOR G610 
Especially designed for G-610 speaker system 
described above wh•n an impedance other 
than 16 ohms is required. Mounts directly on 
network chassis. Plug connections to chassis and 
speaker. For 4 or 8 ohms input. 
ST846 Jensen Model T-201-
List $20 60     NET 12.11 
ST847 J   Model T-202-
For 500-600 ohms    12.11 

M ODEL A-110 CONTROL NET WORK 
Provides adjustable level and high frequency 
range controls for  Model  H-510 and K-310 
speakers. Mounts directly on speaker housing. 
Plug-in connections; no wiring changes neces-
sary. Can be used with impedance-adjusting 
transformers T-101, T-102 and T. 103. Supplied 
with network, speaker connection cord and 
plug, level control and H-F range control on 
individual 30" cables for remote installation. 
Satin brass, flush-type escutcheons, bar knobs 
and mounting screws. Shag. wt. 5 lbs. List $31.50. 
ST832 J   Model A-110-
NET   18.52 

M ODEL H-510 15" COAXIAL 

A two-way speaker system featuring a wide-
angle acoustic lens on th• high frequency horn 
for improved distribution of high frequency 
radiation. Jensen annular Diaplane low fre-
quency radiator gives increased smoothness 
of response. Speaker "presence" and brilliance 
of reproduction  maintained  essentially con-
stant over the room. The high frequency range 
is reproduced by compression driver unit. 25 
watts capacity and 16 ohms input impedance. 
Uses highly efficient Alnico V permanent mag-
net.  Has integral  frequency-division system. 
For accessory H-F and Level Control facilities 
see the A-I10 Control Network described on 
this page. Baffle opening 131/2"; 0.0. 151/8": 
depth 9  Shpg. wt. 25 lbs. List $154.50. 

ST828 Jensen Model H-S10-
  90.85 NET 

M ODEL K-3 1 0 15" COAXIAL 

An integral frequency-division speaker system 
at a low cost, yet capable of excellent repro-
duction over the entire audio frequency ronge. 
Has the Diaplone radiator and piston-type 
high frequency unit. Superior overall efficiency 
and power rating of 16 watts. Cleanness and 
''presence'' of sound and spatial distribution 
of high frequencies are cic•ptionally good. 
Input impedance 16 ohms. Designed for use 
with A-110 control network for adding H-F and 
Level Control facilities. Baffle opening 131/4"; 
0.D. 157,"; depth 81/4 ". Shag. wt. 12 lbs. 

ST830 Jensen Model X-310-
List $65 50    NET 38.51 

M ODEL K-210 12" COAXIAL 
Provides high fidelity reproduction in a unit of 
small size and moderate cost. Ideal ox a mod-
ernizing speaker for radio receivers, phono-
graphs and TV sets equipped with inferior 12" 
speaker units. Has built- in frequency-division 
system. Power rating 12 watts. Input impedance 
8 ohms.  Baffle opening  I01/2"; 0.0.  121/4 "; 
depth 6  Shpg wt. 8 lbs. 
List price 539 50 
ST83 1 Jensen Model K-21 0  23.23 
MODEL ST836 "L" TYPE VARIABLE CON-
TROL. For separate high frequency control of 
Model  K•2I0 speaker.  Impedance  16 ohms. 
Supplied complete with flush-type satin brass 
escutcheon and bar knob. 
  Model 5T836-
List $5 25  NET 3.09 

PLUG-IN MATCHING TRANSFOR MERS 

FOR H-510 AND K-3 10 SPEAKERS 
Designed to provide alternative input imped-
ances for H-510 and K-310 coaxial speakers 
Excellent efficiency and high fidelity perform-
ance. Switch on chassis gives choice of two 
impedance values. No wiring necessary-merely 
insert connecting plug into socket on speaker  • 
terminal panel. Can be used with Model A- 110 
Control Network 
ST83 3 Jensen  Model  T-101  Transformer 
Assembly-Impedance 4 and 8 ohms. 
ST834 Jensen Model T-102-500-600 and 250 
ohms. 
ST835 Jensen Model T-103-10,000 and 5000 
ohms CT. For plate or high impedanc• line 
coupling. 
Any of Above, Each, List $13 .25. 
Net, Each  7.79 

JENSEN DELUXE BASS REFLEX CABINETS 

Handsme, beautifully finished speaker cabinets constructed of selected 
woods and hand rubbed to a lustrous walnut finish. Distinctive styling 
combined with perfect acoustical design, make these fine enclosures 
ideal for home or professional installations. Hs contrasting bronze 
wire grille. Accommodates Jensen or other high fidelity speakers. 
3Ix27%x13%". 

ST157 Jensen DI SI-For 15" Speakers. Shpg wt. SO lbs.  50.51 
ST1 56 Jensen D121-For 12" Speakers   50.51 

JENSEN TYPE "M" IMPERIAL CUSTO MODE CABINET 

A striking new bass reflex speaker cabi-
net of unusual design that permits use 
in an upright position or as a "low-boy". 
The front panel accommodates any 15" 
speaker and can be easily and quickly 
removed for installation. Merely unscrew 
the four decorative brass discs from the 
front. Positive, easy aligning and fasten-
ing of speaker to panel is accomplished 
by machine screws and anchor nuts which 
are set into bock of panel. Concealed 
cut-outs, covered by removable matching 
wood discs, are provided in the panel 
for H-F Rong• and Level Controls if used. 
Size: 36:24:18". Supplied with removable 
grilled cloth-screen assembly with two 
wedge foot rails. Shpg. wt. 80 lbs. Blonde 
or Cordovan Mahogany finish. 
Jensen Type "IA" ST-838 
(Blonde)  107.31 
Jensen Type "M" ST-858 
(Cordovan)  107.31 
LEG ASSEMBLY - Raises cabinet 8" 
above floor. Self- supporting. Must be 
ordered separately. Shpg. wt. 15 lbs. 
  ST-843 
(Blonde)  10.29 
  ST-863 (Cordovan)  1 0.2 9 

JENSEN PM CONCERT SPEAKERS 
Heavy- duty  highly efficient speakers for use in all types of radios, 
iv sets, public address equipment and high quality radio-phono-
graphs. Use where exceptional power handling ability and quality 
needed. Completely dustproof. All models less output transformer. 
Sloe page  for suitable matching transformers.   

Stock 6, .Model  Slz•  Watts Voice Coll We,, lbs.  List  Each 

5716 9 M R 
51121  P1O-R 
ST103 1 P12-R I 
ST673  P12-0 
51656  P1 2-N 
ST678  P1 5-0 
ST654  P1 S-N 

8  9 
10' 
1 2' 
12' 
12' 
15' 
1 5" 

10 
12 
13 
I 5 
14 
20 

6-8 
6-8 
6-8 
8 
8 

4 
5 
7 
9 
I 6 

8 I 5 
8  17 

1 6.40 
I 8.70 
2 1.20 
32.90 

I 56.50 
I 4 4.2 5 
70.50 

9.64 
11.00 
12.47 
19.35 
33.22 
26.22 
41.45 

JENSEN EXTENDED RANGE SPEAKERS 

Simile-unit, direct radiator speakers, recommended as replacement 
to improve performance of existing radio, TV and record- playing 
equipment. Also excellent for monitoring in broadcast studios. Alnico 
V permanent magnet types. Provide high fidelity performance up to 
10,000 cycles. Suppliect less output transformer. See page  for suit-
able matching transformers.   

Stock x .Model iSizeJ Watts ,Voice Coil Wt., lbs.  List  Each 

ST8 27  P5-TX 
ST 8 26  P6-TX 
ST8 2 5 PE-SX 
ST8 2 I P1 2-SX 

6' 
8' 
12' 

3.4  31/2  
5 1 3.4 

79  6.8  I 5 
6-8  I 6 

9.50 
1 0.35 
1 5.20 
2 1.20 

3.39 
6.09 
3.94 
12.47 

8 



Diffusicone•1 2 

UNIVERSITY HIGH FIDELITY SPEAKERS 

• • • TWEETERS AND FILTERS 

M ODEL 6201 HI-Fl COAXIAL 

Enjoy balanced response and full range repro-
duction with this  12", 25-watt, high fidelity 
coaxial sp•aker. Low frequencies handled by 
large, one-pi•ce molded cone; high frequen-
cies by a tweeter driver unit and horn coaxiolly 
mounted. Tweeter provides high frequency arc 
that blends with low frequency output to form 
a uniform area of sound 80° wide. A built•in, 
2000•cycle crossover network assures maximum 
efficiency of the woofer and tweeter. The high 
frequency control is wired to the speaker and 
permits variable adjustment of the balance 
between highs and lows. Has powerful, 24-oz. 
Alnico V magnet of special design. Oversized 
voice coil wound on 2" durolumin support. 
Input impedance 8 ohms. Depth V. Supplied 
with crossover network, high frequency attenu• 
ator already wired to speaker and cable for 
mounting it to panel. Shpg. wt. 9 lbs  

University Model 6201  44.10 

M ODEL 6200 12" HI-Fl SPEAKER 

Answers the need for a top quality, but mod-
erately priced speaker with a range of 45-10,000 
cps, and a power handling capacity of 30 
watts. 3" diameter duralumin dome at apex of 
specially curved one-piece molded cone rein-
forces the high frequency response. Rim treat-
ment on cone minimizes possibility of dia-
phragm distortion and adds to life of the cone. 
Heat generated in speaker is dissipated by 
circulated filtered air created by bock pres-
sure of speaker diaphragm. Nominol imped-
ance 6-12 ohms. Has same magnet as 6201. 
Depth 4-15/64". Shpg. wt. 7 lbs. 

University Model 6200  20.58 

12" AND 15" SPEAKER BAFFLES 

Finished and unfin-
ished baffIles for Hi-
Fi speakers. Careful 
acoustic  design  as-
sures  excellent  per-
formance.  Construct-
•d  of 1/2 " plywood 
and  equipped  with 
speaker  mounting 
board,  screws,  four 
insulating pads, tacks 
and special grille 
cloth.  12" cabinet 
231/2x331/2 x12%"; shpg. 

wt. 30 lbs. IS" cabinet, 25x331/0131/s  shlafl• 
wt. 35 lbs. 
P22067-12" Unfinished   

P22068-12" Tan Leatherette  2 2.3 8 

P22065-15" Unfinished . 2 3.6 5 

P22066-15" Tan Leatherette   26.13 

Any of above supplied with additional cutout 
for tweeter at extra cost of   $3.00 Each 

19.90 

TUFFLEX INSULATION 

Sound absorbing insu-
lating  material.  May 
be used for lining in-
terior of radio-phono-
graph consoles and 
speaker  cobinets  1/2" 
thick. Sold in widths of 
1 1". 7-ft minimum 
length sold. 
P20941-7 ft.  

Longer Lengths 
Per Ft.  14, 

NE W M ODEL DIFFUSICONE-12 

This 12" 30-watt speaker new principle of dual 
horn arrangement giving wide angle,  high 
fidelity response at an amazingly low cost. This 
design sets up two distinct sound wave paths. 
One follows path direction of inner horn, the 
other follows path of outer horn. Durol dome 
directly over voice coil acts as radial pro-
jector. Has a frequency response of 45-13,000 
cps with uni‘orm field pattern. Impedance 8 
ohms.  Important  features  include  exclusive 
W•shope Alnico V permanent magnet which 
reduces reluctance and surface leakage losses, 
an oversized 2" voice coil on dural form, 
and a unique method of using filtered air 
circulated  by back pressure of diaphragm 
to  dissipate  heat.  Depth  41/2 ".  Shag.  wt. 
7 lbs. 
University Diffusicone-12  26.46 

M ODEL 4410 CROSSOVER NET WORK 

Inductance-capacitance  type.  Prevents  low 
frequencies from entering tweeter and elim-
inates high frequencies from woofer. Crossover 
frequency 600 cycles.  Input impedance 6-12 
ohms. Includes an external, completely wired 
high frequercy attenuator permitting adjust-
ment of balance highs and lows. With 36" 
cable for panel mounting. 41/2 " H., 91/4" L., 
34"  D.  Use with 4408 and 4409 tweeters. 
Shpg. wt. 5 lbs. 
University 4410 Network  20.58 
MODEL 4420 CROSSOVER NET WORK. Sarn• 
as above except with crossover frequency of 
2000 cycles. 3%" H., 74" L., 24" D. Shpg. 
wt, 3 lbs. 
University 4420 Network    11.76 

M ODEL 4405 HIGH PASS FILTER 

A simple •conomical means of preventing low 
frequencies from entering tweeter circuit. Fr•-
qu•ncles below 2000 cycles are shunted to the 
cone speaker,  all  others are permitted  to 
actuate the tweeter. Housed in sturdy die-cast 
aluminum case, and includes a high frequency 
volume control. 31/2 '' W., 21/4" 113., 211" H. 
Shag. wt. 2 lbs. 

University 440$  5.88 

NOTE: We carry the complete lines of Univer-
sity and Jim Lansing "Signotur•" Speakers 
Write for literature and prices on any model 
not listed on this page 

4405 

M ODEL 4401 SINGLE TWEETER 
Extends upper register of existing speakers to 
15,000 cycles. Handles the output of 15-20 watt 
amplifiers when used with any suitable PM or 
field excited  I0-18'' cone speaker, and the 
correct high pass filter or crossover network. 
High conversion efficiency. 8-oz. Alnico mag-
net. Power: 6 watts of high frequency. Imped-
ance 12 ohms. 41/2 " W., 2%" H., 54" D. 
Shag. wt. 4 lbs. 

University 4401  11.76 

M ODEL 4402 DUAL T WEETER 
Response essentially flat from 2000-15,000 cycles. 
Power: 12 watts of high frequency. Has wide 
dispersion area, 100° horizontal, 50° vertical. 
Unique shape of die-cast horn provides wider 
and more even distribution of high frequencies. 
Impedance (units in parallel) 6-8 ohms. Models 
4405 high pass filter or 4420 network recom-
mended for use with this tweeter. 91/2" W., 
2%" H., 54" D. 

University 4402-Shpg. wt. 6 lbs  23.52 

M ODEL 4408 6- WATT T WEETER 
Response 600-15,000 cycles. Low frequency cut-
off 600 cycles. "Cobra" horn consists of one-
piece aluminum costing and gives wide vertical 
and horizontal distribution. Easily handles IS-
20 watt amplifiers when used with suitable 
crossover and efficient cone speaker. Requires 
4410 crossover. Impedance 12 ohms. 5fir H., 
7%" W., 111/2 " D. Shpg wt. 5 lbs. 
University 4408 Tweeter  16.17 
MODEL 4409 25- WATT TWEETER. Similar to 
above except handles 25 watts of high fre-
quency power. Depth I21/3". Can take undis-
torted power of 25-40 W. amplifiers when used 
with large cone speaker. 
University 4409-Shpg. wt. 7 lbs. .... 23.52 

M ODEL 4407 TWEETER ADAPTOR 
Converts any 12" conventional type spooky 
to a coaxial type when used with Model 4405 
high pass filter listed on this page,. Response 
essentially flat from 2000-15,000 cycles.  Im-
pedance 12 ohms. Power: 6 watts of high fre-
quency.  Vertical  dispersion  40°,  horizontal 
dispersion 60°.  Easy to install. Consists of 
Model 4401 single tweeter, an aluminum hous-
ing, a tweeter mounting strap and all neces-
sary hardware. Ring diameter, 12%"; depth 
3''. SF,pg. wt. 6 lbs. 
University Model 4407  14.70 

MODELS 
D-130 & D-131 
12" & 15" LO W 
FREQUENCY UNITS 

JIM LANSING SIGNATURE SPEAKERS 
M ODEL D-130 15" 

The famous Jim Lansing precision engineered and constructed speakers 
ore made to supply the finest loudspeaker performance possible 
without compromise, dependent only on your audio system. The 15-inch 
D- 130, with a power handling capacity of 25 watts, has a virtually 
flat frequency response from 50 to 12,000 cps. Has a one-piece molded 
cone with aluminum high frequency center diaphragm. Uses an edge 
wound ribbon voice coil with a diameter of 4". 3 lb. Alnico V per-
manent magnet. Nominal impedanc• 16 ohms. Completely enclosed 
magnet mounted in heavy, rigid aluminum frame,. 0.0. 15 p,"; depth 
VA". List $ 
Jim Lansing 0-130 Signature Speaker-Shpg. wt. 23 lbs ..... 70.40 
MODEL 0-131. Same design and construction features of 0-130, except 
in 12" size and 20-watt power input. 0.0.. 121/2 "; depth 6". Shag. wt. 
20 lbs. List $ 
Jim Lansing 0-131 Signature Speaker   67.20 
MODEL 208. A moderate priced 8" model with a power input of 12 
watts. Has 15 oz. Alnico V PM, edge wound ribbon voice coil and 
aluminum high frequency center diaphragm vented to eliminate non-
linear compression effects. Impedance 8 ohms. 0.0. 81/2 "; depth 
V V. Voice coil diameter 2". List $ 
Jim Lansing Model 208-Shpg. wt. 5 lbs.   



STEPHENS TRU-SONIC HIGH FIDELITY SPEAKERS 

Model 106-AX -1 5" Coaxial 

Designed for highest quality custom installa-
tions, monitoring for broadcast stations and 
motion picture reproduction. Renowned as on• 
of the outstanding speakers. Combines in a 
singl• assembly a new low resonant, low fre-
quency reproducer of the cone type, and a 
high frequency reproducer of the multicellular 
type with a complementary crossover network. 
Frequency range 35-12,000 cps -0- 5 db; usable 
rang., 20-15,000 cps. Power handling capacity, 
20 watts. 1200 cycle crossover. Wide angle 
dispersion 40° x 80° on high frequ•ncies. 16 
ohms input impedance. Has 61/2  lb. Alnico V 
magnet. Baffle opening  131/2 ' . 101/2" deep. 
Shag. wt. 35 lbs. 
STEPHENS 106-AX. 
List $11.6.00  NET 122.01 

Model 102FR -15" CoSpIral 

A superb high fidelity speaker with 20 watts 
power handling capacity. Seamless, molded 
curvilienar con• for lowest frequencies and 
Silver Spiral differential diffuser give greater 
extended range and more efficiency than any 
single voice coil speaker. Rang•: 30 to 14,000 
cps; flat -4- 5 db from 50 to 9,500 cps. Its 
superior performance results in part from the 
use of a powerful 4 lb. Alnico V magnet. Suit-
able for outputs from 8-16 ohms nominal im-
pedance. 81/2 " deep. Shpg. wt. 30 lbs. List 
$94.00. 

STEPHENS 102FR  NET 69.09 

Model P22FR -12" CoSpIral 

Similar to above, but 15 watts capacity. Range 
40-14,000 cps. 21/4  lb Alnico V magnet Shpg 
wt. 28 lbs. 
STEPHENS P22FR  NET 49.98 

Model 409 -2- Way System 

For those who demand a superb high fidelity 
speak•r installation, this Stephens 2-way system 
is an ideal choice. Mounted on its own heavy 
baffle board, ready for installation in custom 
cabinets for phonaradio units, or in separate 
speaker enclosure. Rich, resonant bass tone, 
extended response from 35 to 14,000 cps -4- 5 
db. The 409 system consists of the 1114H, 4-cell 
horn with the P-IS high frequency driver, the 
800X-2, 800 cycle crossover, and the P52LX low 
frequency driver wth a 4.2 lb. Alnico V mag-
net. Input impedance is 10 to 20 ohms. Power 
handling capacity 20 watts. 27" H, 18" W, I41/2" 
D. Shpg. wt. 50 lbs. List $212.00. 

STEPHENS 401 2- Way System  155.82 

Model P-52LX -15" W oofer 

This powerful 15-inch low frequency driver is 
designed for custom performance with a sepa-
rate "tweeter". Cons resonance 55 cycles; 
power handling capacity 20 watts. Has 4.2 lb 
Alnico V magnet. Input impedance 16 ohms 
(8 ohms available on order). 8%" deep. Shpg. 
wt. 30 lbs. List $78.00. 

STEPHENS P-52LX  NET 57.33 

Horn -Driver -Crossover 

814-H. 4-Cell Horn as used in Model 409. 
Shag. wt. 12 lbs. List $28.00, .. NIT 20.58 

P.15. HF Driver as used in Modal 409. Shpg. 
wt. IS lbs. List $62.00   NIT 45.51 

800X-2. BOO cycles Crossover Network. Shpg. 
-t  10 lbs. List $28.00 NET 20.58 

Model 409 -2- Way Systems 

In Modern Cabinets 

The Model 409 2.Way Spealier System, d.-
scribed at left, is available in several cabinet 
styling' expressly designed not only for thei• 

acoustic correctness but for their eye appeal. 
Exceptionally sturdy construction, finest hard-

wood veneers used throughout. Hand finished 
by master craftsmen. Available in mahogany 

or "blonde", bleached mahogany finish. 412-M 
Mahogany Cabinet System. 341/2 " H, 23" W 

17" D. cabinet as illustrated, containing 409 
system. Shpg. wt. 120 lbs. List $346.00. 
412-M System  NET  254.31 
412-8 System. Some as above, in Blonde. 
412-8 System  NET 254.31 

612-M. Mahogany Cabinet only, as above. 
Shpg. wt. 70 lbs. List $140.00 
612-M Cabinet, only NET 102.90 

4121, Ilona' Cabinet only, as above. 
612.8 Cabinet, only  NET 102.1C 

41044 Mahogany Cabinet System 30" H, 36" 
W, 20" D, cabinet as illustrated, containing 401 
system. Shag. wt. 130 lbs. 
List $372.00. 
410-M System    NET 273.42 

410-B System. Same as above, in Blond• 
410-8 System . NET 273.42 

610-M Mahogany Cabinet only, as above. 
61044 Cabinet, only    NET 123.48 

610-8 Blonde Cabinet only, as above. 
610-11 Cabinet, only  NET 123.48 

ELECTRO-VOICE HI-Fl SPEAKERS AND CABINETS 
Model SP I 5-Super-Fifteen 

With this incomparable Radar Super-Fifteen 
you enjoy reproduction so clear, so vibrant that 
the Illusion of "presence" pervades the room. 
This large 15-inch speaker with a frequency re-
sponse of 70-13,000 cps ± 5 db has a power 
handling capacity of 30 watts and employs a 
huge 51/4  lb. Alnico V magnet. Heavy cast alu-
minum frame; specially treated and damped 
15" cone reduces transients and intermodula-
lion distortion. Mechanical crossover, operat-
ing at the 6th octave directs high frequency 
pulses to the Radar h.f. propagator. This 
achieves musical reproduction of flawless char-
acter. Base cone resonance 30 cps; h.f cone 
resonance 250 cps. Input impedance 12 ohms. 
Voice coil of lightweight, edgewise wound alu-
minum ribbon. 0.0. WA"; IPA" deep, baffle 
opening 13,/2". Shpg. wt. 35 lbs. 
List $120,00 
ELECTRO-VOICE SP15   70.56 

Model SP12 -Super-Twelve 
Similar to above, but with 25 watt capacity and 
3 lb. Alnico V magnet. Impedance 8 ohms. 
0.0. I21/2 "' 71/2-  deep; baffle opening 11". 
Shpg. wt. 36 lbs: 

ELECTRO-VOICE SP12. List $90.00 NET 52.12 

Model SP12-11 Radax.Twelve 

Utilizes the superlative Radar principle as 
above, but with 15-20 watt power capacity and 
II/2 lb. Alnico V magnet. Frequency range 75 
to 13,000 cps "4-  6 db. 8 ohms impedance. 0.0. 
121/2 "; 61/2' deep; baffle opening II". Saha. WI, 
74 lbs. List Price $45.00. 
ELECTRO-VOICE SP1 2-8  NET 26.46 
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"Arlstecrat" -KIIpsch Licensed 

Enjoy purity of extended bass ranpe with this 
modern 12"-speaker enclosure utilizing the fam-
ous Klipsch principle which employs the corner 
of the room as an extension of the exponential 
acoustic horn air load. For use with any good 
12" 2-way speaker system. Hand rubbed mir-
ror finish mahogany veneer; polished and lac-
quered brass grille. 291/2 " H, It" W, 141/2 " D. 
Shpg. wt. 55 lbs. List $91.50. 
1.1f "Aristocrat" Mahogany NET 55.50 
1.11 "Aristocrat" Blonde    NET 62.33 

Model SP8-11 Radox-Eight 

An ideal two-way co-axial speaker with full 
range, where space does not permit larger 
units. 15-20 watt power capacity and 11/2  lb. 
Alnico V magnet. Range 120 to 13,000 cps 
6 db. Similar to SP12-11 in every way but size. 
0.0. el/4"; S1/2 " deep; baffle opening 7''. Shpg. 
wt. 71/2  lbs. 
ELECTRO.VOICE  NET 24.99 



15" DUPLEX SPEAKER 

Model 6048. The standard profes-
sional unit, two-way speaker system 
that is among the finest in the 
industry. Delivers top quality per-
formanc• for those who demand the 
best.  Large  15"  low  frequency 
speaker with multic•Ilular high fre-
quency unit delivers from 30 to 
16,000 cps with essentially flat re-
sponse. Dispersion angles: 60° hori-
zontal, 40° vertical-means excellent 
even response in most installations. 
Speaker includes a matching 1000-
cycle crossover network with ad-
justable HE controls. Rated at 30 
watts.  Amplifier  impedance  re-
quired,  16 ohms. Speaker depth 
1P/2". Shpg wt 48 lbs List $212.01. 
ALTEC 6 0 4B & N1 0 0 011 CROSS-
OVER 
NET 

PER MOFLUX Royal 12T-8-1  W HARFEDALE Super 

51552 

 159.00 

• 8T-8-1 

RCA 51552  15" Duo Cone 

Utilizing the unique magnetic struc-
ture  Duo-Cone arrangement,  de-
veloped by Dr. Olson, fam•d RCA 
acoustical authority, this 15" speak-
•r, with its range of 40-12,000 cps 
is outstanding for custom installa-
tions in high fidelity units. Two 
separate voice coils, each drive 
one of the duo-cones: at crossover 
frequencies, around 2000 cps, both 
cones vibrate as a single unit, to 
avoid annoying crossover interfer-
ence. 25 watt power handling ca-
pacity. 16 ohms impedance. 2 lb. 
Alnico V magnet. Baffle opening: 
for flange mounting, 151/2"; for rim 
mounting, 13%. 6,I)" deep. Shpg. 
wt. 18 lbs. List 82.50  
RCA 51 5 5 2  NET 48.51 

MASCO HI-FREQUENCY 

ADAPTOR 

Gives  true  high 
frequency  re-
sponse when add-
ed to your present 
speaker. No filter 
network or addi-
tional  space  re-
quired.  Becomes 
part of con's. Re-
sponse over 15,000 

cycles. Impedance (units in series) 
6-8 ohms. Power 8 watts. 51/4 " dia., 
2%" D. With mounting screen for 
12" speaker. 
Shpg. wt. 3 lbs. 
Masco HFT100-12  22.23 
HFT100-1 5-For IS speaker. 23.81 

6038 
6 0 OB  A ll 

4,  t. 
4008 

ALTEC-LANSING HI-FIDELITY SPEAKERS 

15" MULTICELL DIA-CONE  DIACONE SPEAKERS 

Model 6038 - An excellent repro-  Model 6008 12" Diacone. An eta-
ducisr moving a large 15" cove for  nomically  priced,  high  quality 
deep  rich bass reproduction and  speaker using the metal diaphragra 
exclusive  Alt•c•Lansing  Dia•Cone  Dla-Cone principle,  for excellent 
for high  frequency  reproduction, high frequency response while large 
Multicellular  dispersion  horn  in  12" cone covers spectrum below 
front of dia-cone provides smooth 2000 cycles. Ideal for hom• and 
distribution. Meets the tremendous  industrial  applications.  Rated at 
demand for an economical high 20 watts: 8 ohms impedance. 51/4" 
quality speaker for the high fidelity deep. Shpg. wt. 15 lbs. 
enthusiast. Dia-Cone principle re- ALTEC 600B-List $62.00 

46.50 produces  frequencies  over  2000  NET   
cycles  from  an  aluminum  dia-  Model 4008 8" ['Iacono. Lower-
phragm secured directly to a 3''  priced version of above for high 
voice coil. Diacone and low fr•-  fidelity use where space and weight 
quency cone are coupled together are limitations. Uses exclusive Dia-
by a mechanical dividing network,  cone principle for quality repro-
60° horizontal, 40° vertical disper-  duction. 12 watts rating; 8 ohms 
sion. 8 ohms impedance; 25 watts  impedance. 3%" deep. Shpg. wt. 
rating. List $100.00. 7" deco. Wt.  7 lbs. 
21 lbs.  ALTEC 4008-List $30.00 

75.0u ALTEC 6038   NET  22.50 

FAMOUS MAKE HIGH FIDELITY SPEAKERS 

speakerThis all new P•rmollux 12-
inch  hi-fidelity  speaker  features. 
slotted edge cone and an extra 
large spider for super-soft suspen-
sion.  Provides excellent low fre-
quency response. Because the cone 
is curvilinear  and  deeper  than 
usual speakers, and special stiffen-
ing treatment given to the throat, 
the, high frequency response com-
pares with that of far more expen-
sive reproducers.  It is ideal for 
home units, P.A., wired music, mon-
itoring, etc. Provides a range of 
50 to 12,000 cps with exceptionally 
low distortion level. 10 watts power 
handling; 8 ohms impedance; extra 
heavy Alnico V magnet. 51/s" deep. 
List $27.50. Shpg. wt. 5 lbs.. . 
PERMOFLUX 1274-1   

PER MOFLUX Royal 8T-8-1 

Where space is on important con-
sideration but a fine speaker is 
required for high fidelity 'nstalla-
tions at home, studios, P.A., etc., 
this Permoflux 8 inch will amply 
satisfy most requirements. Capable 
of a SO to 12,000 cycles frequency 
range with low distortion at 8 watts 
power handling capacity. Has a 1-
inch voice coil with an impedance 
of 8 ohms. Depth of only 4 inches; 
powerful  Alnico  V magnet.  List 
22.50. Shpg. wt. 6 lbs. 
PERMOFLUX 87-8-1  13.33, 

12/CS/AL 

Product of G. A.  Briggs,  noted 
British authority. This 12 inch speak-
•r, utilizes the cloth suspension prin-
ciple for superior t.onsient response 
as well as reduction of unwanted 
bass response.  Has a frequency 
range of 30 to 18 000 cps with a 
power  handling  capacity  of  12 
watts. Cone resonance at 35/45 cps. 
Voice  coil  impedance  15 ohms. 
Amazingly clean highs achieved by 
special cone with bakalized apex 
and  carefully  wound  aluminum 
voice coil. 121/2" O.D. 7" depth. 
Shpg. wt. 20 lbs 
WHARFEDALE 12CSAL 57.60 

GE 51201D 12-Inch 

This deluxe 12" Alnico V PM speak-
•r is very popular for home hi-fi 
units, public address, etc. where 
25 watts handling power with 50-
13,000 cps frequency range at mod-
erate  cost  make  it o universal 
favorite. Incorporates late speaker 
design developments for brilliont 
highs, m•Ilow bass response. Heavy 
Alnico V magnet, aluminum base 
voice  coil.  Impedance  8 ohms. 
Beautifully plated finish: equipped 
with universal transformer mount-
ings. 5% deep. List $33.95. 
Shpg. wt. 9 lbs. 
GE 51201D 12" Speaker 19.95 

605 

M ODEL 605 CABINET 

Exquisite, hand rubbed hardwood 
speok•r  enclosures  that  provide 
balanced frequency response. Sim-
ple, attractive style harmonizes with 
all fine furniture and enhances any 
surroundings. Excellent design and 
construction for housing 12" or 15" 
speakers. All joints glued and re-
inforced with screws to eliminate 
vibrations and reverberations. In-
terior lined with moisture resistant, 
sound  absorbing  material.  Rich 
looking meal grille and matching 
grille cloth. Size: 38"  high, 30" 
wide,  16" deep. Model 605A for 
15" speaker, 60513 for 12". 

ALTEC-Model 605A in Walnut 

ALTEC-Model 60SA in Mahogany 
ALTEC-Model 6058 in Walnut 

ALTEC-Model 6058 in Mahogany 

Shpg. wt. 149 lbs 
ANY TYPE, EACH  150.00 

\\ 

t. 
1 2/CS/AL 

15A1000 

OUA M 15" COAXIAL 

This  excellent  15"  coaxial  high 
fidelity speaker utilizes the famous 
"Adjust° -Cone''  suspension  prin-
ciple which assures precision cen-
tering of voice coil for finest repro• 
duction.  Moderately  priced,  yet 
capable of 55-10,000 cps response 
at 20 watts power handling capac-
ity. This is on ideal speoker for 
those who want good quality but 
must conform to budgetary consid-
erations.  6-8  ohms  impedance; 
large Alnico V magnet. 15" 0.D., 
8%" deep. List 547.50. Wt. 15 lbs. 
9UAM 15A10C0-
NET    27.93 

GUA M 12" COAXIAL 
Has all the design and construc-
tion features of the Model 15A10C 
described above except in smaller 
size. Has a 12" low frequency and 
3" high frequency unit having a ca-
pacity of 14 watts. 6.8 oz. Alnico V 
permanent magnet. Voice coil im-
pisdanc• 6-8 ohms.  Depth  6(A". 
Shpg. wt. 10 lbs. List $30.00. 
DUAM 12A6C0-
NET   17.64 

NOTE: Lafayetfes large assort-
ment of high Odelity  speakers 
includes many other models of the 
manufacturers listed here. Also, 
our stock is regularly kept up-to-
date  as  various  manufacturers 
announce new and improved mod-
•1s.  Descriptive  literature  and 
prices available on request. 
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The newest addition to the Garrard line, the Cadillac of record players. Designed for music 
lovers who demand the finest in record performance. The new Garrard "Triumph" plays all 
331/3, 45 and 78 RPM records. Features automatic switch-off after playing last record of an y 
stack of 10 or 12 inch records. A separate spindle is supplied for use on 45 RPM records to 
change them automatically. Heavy duty, silent motor, and heavily weighted turn-table for 
constant speed. Muting switch silences pick-up arm when changer Is changing records. 
Jewel mounted, true-tangent pick-up arm. The new Garrard "Triumph" is supplied with 
two plug-in heads and mounting hardware for most crystal and magnetic cartridges. Ac-
commodates the GE reluctance cartridges. Overall she 131/4" wide, 151/2 '. deep, 11" high. 
Extends 21/2 " below motor board, 51/2" above. For operation on 100-130 volts, 60 cycles AC. 
Cartridges not included.  39.00 
MODEL RC N. Shpg. Wt. 20 lbs   

GARRARD PLUG-IN CRYSTAL CARTRIDGE 
Garrard plug-in shell for "Triumph" changer, complete with dual stylus, turn-over crystal 
cartridge. 
P13523-Shpg. Wt. I lb.   5.10 

MODEL 106-27. The famous new Webster-Chicago 3-speed morsel, designed for use with 
G.E., Pickering or Audak variable reluctance cartridges. Plays all makes, all sins and all 
speeds of records. Three speed switch makes the changeover to different speeds, fast and 
effortless. Improved lightweight arm makes it unnecessary to adjust weight when shihing 
from standard to LP records, a muting switch silences pickup between cycles. Arm comes to 
rest after playing last record. 3 plastic spiders are provided for use with 45 RPM records. 
Motor board measures 14" x 14'. 5%" above plate, Ws" below. For 105 to 125 volts, 60 
cycles AC. Less cartridges and pre-amp. 
MODEL 106-27-Shpg. Wt. II lbs  37.83 
MODEL 106-1. Similar to above but supplied with wide range crystal cartridge and tandem 
needle. No pre-amp required. Supplied with hardware. 
MODEL 106-1   41.36 
MODEL 100-1. This is a slightly smaller version of Model 106-1. Measures 12" x Ins" 
Height above motor plate SY))  below plate 2%". Complete with "Tandem Need's," 
crystal cartridge. No muting switch. 
MODEL 100-1. Shpg. Wt. 15 lbs  37.24 
MODEL 100-270. Similar to model 100-1, except that pickup arm is supplied with OE Tr'ple 
Play variable reluctance cartridge. (Illustrated). 
MODEL 100-270. Shpg. Wt. 15 lbs  38.8 1 

latest GARRARD "TRIUMPH" 3-SPEED CHANGER 

record 

chan 

CHANGER BASES 

A) Sturdy metal bases for Webster or Garrard 
Changers. Brown finish; felt feet. 
P22355-For Webster 100 models  4.09 
P22356-For Webster 106 & 356 models. Shpg. 
Wt. 5 lbs   4.09 
P22355.-For Garrard RC-80   6.15 

M OUNTING PANEL FOR WEBSTER 

CHANGERS 

I) It" x 16" sturdy, unfinished wood panels 
completely cut-out, with mounting holes. 

P16314-For Model 100 
P16315-For Models 3564 106 
Either of the above  1.96 
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V NI TRIOMATIC RECORD CHANGERS 
• Dual Needle, Reversible Cartridge  • Automatic Stop After Last Record 
• interersixes 10" & 12" Records  • Velvet Action Velocity Trip 

With VMs line of new changers, all you have to do is to load the records you want played 
on the spindle, select the speed you want and then flip the switch to ON position. The All. 
new VM Triomatic plays 331/4 ,,45 and 78 RPM records of all sites completely automatically. 
The improved tone arm will unfailingy come down into the cad-in groove of the record. 
If the tone arm is accidentally hell during the playing of a record, or if lifted purposely for 
placement on another part of the record, there will be no damage)* the cycling mechanism 
of the changer, absolutely jamprooff VMs "flat air-cushion drop" assures a gentle dropping 
motion of the record to the turntable. Unit is available with  ibis crystal, or GE variable 
reluctance cartridge. Dimensions are 141/3"'s 121/2 ". Sif." above mounting plate and 21/4 " 
below mounting plate.   29.62 
Model 950 with turnover crystal cartridge   
Model 955. As above but on metal base  32.01 
Model M GR with GE triple play cartridge and dual stylus  32.110 
Model 955GE. As above but on metal bass    35.19 

The world's only complete 3-speed changer which automatically plays all speeds, 3316, 45 
and 78 RPM-and all record sixes, 7", 10", 12"-and automatically plays both sides of 10" 
and 12" records continuously in sequence, without turning them over. Also plays them as 
single sides for drop mechanism albums. Will provide up to t hours of continuous playing 
without touching the changer. The Markel will handle a stock of 12 of any 10" records; 10 
of 12" 78 RPM's, and 12 of 12" 331/4 s. It will also handle stacks of 7" records-as many as 
16 331/3 RPM, 10 45 RPM or 12 78 RPM. 
The Markel changer is equipped with a completely interchangeable head, using a cryital 
cartridge with twin, semi-permanent styli and rich-fidelity tone arm. The changer auto-
matically stops and shuts off when the lost record in any stack of 10" or 12" records is 
played. You may reject any record and automatically permit the next record to play in the 
sequence previously selected. The ton arm will automatically reposition itself if thrust our of 
position, moved at any time, or held while it's in cycle. It cannot jam. All cycling mechanism 
is at rest during operation. Improved push-off post and the exclusive roll-off mechanism 
prevents record chip or crack. Records roll off the patented three rubber wheel mechanism-
so they can't break. May be used on any 110 volt, 60 cycle AC source. Dimensions are 15/4" 
x I4%" x 10" high. 7 inches above and 3 inches below mounting plate. 
Shipping Wt. 23 lbs. List $99.50  63.39 
MARKEL MODEL 74    NET 
Model 75. Above player mounted on wood cabinet base. Shpg. Wt. 26 lbs.   69.76 

RECORD CHANGER CABINET 

C) Glistening wood, mahogany  r finished 
table cabinet, twin hinged top. 12Ih" H, 1614" 
W, 151/2 " D. Shipping Weight, 12 lbs. 
P19425-For Webster 356 and 106 series 

/19424-For Webster 100 series 
P19423-For VM Triomatics 
P19426-With blank panel board. 
Any model above  14.95 

SLIDE-RAIL HARD WARE KIT. 

D) For mounting record changers in pull-out 
drawers in radio cabinets, etc. Provides neat 
and attractive installation. All hardware in-
cluded. Handy in construction of new, and c 3 n-
version of older sets. 
P163211- Wt 3 lbs  1 .1 8 
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GENERAL ELECTRIC HIGH FIDELITY PHONO EQUIPMENT 

Single Stylus Cartridges (A) 
Variable reluctance cartridg• with replace-
able sapphire stylus for long play (331/2 , 45 
RPM) records. Provides smooth, wide range 
reproduction.  Baton type styli used in all 
models.  Requires  preamplifier.  For  pickup 
arms with 1/2 " mounting centers. Shag. wt  on. 

P13485. RPX041-List $9.95 NIT 5.85 
Sam. as above, but for standard, 78 RPM r•c• 
ords. With replaceable needle. 
P13500. RPX040-List $9.95 NET 5.85 
Broadcast Type. A professional type cartridge 
with very wid• range response Chromium case 
Less stylus. 

P13497. RPX046-List 111.45 NET 6.73 

Replacement Ports Kif. for Triple Ploy cart-
ridge. Includes, spring, washers, plastic knob. 
Wt. 2 oz. 
P13552. RKP0011-List .25 . NIT .15 

"Triple-Play" Cartridges (I) 
These convenient dual-stylus "Triple-Play" vari-
able reluctance cartridges do the work of two 
cartridges. A simple twist of the knob brings 
either long•play or standard styli Into position, 
and eliminates plug-in heads. With .001" and 
.003" replaceable styli. 
P13409. RPX050-List $13.95 .. NET 8.20 
Broadcast Type. Similar to above, but wider 
range, professional type. Chrome-plated. Less 
styli. 
P13507. RPX047-List $15.45  NET 9.08 

GE Transcription Arm (F) 

Used by broadcast stations and those desiring 
finest quality reproduction of lateral transcrip-
tions and records. Mounts the GE cartridges 
listed at left. Magnesium alloy used for mov-
ing parts reduces moss of arm. Precision cone 
bearings used for low friction For records up 
to 171/4 ' Shpg wt I lb 
P13514. FA-21-A NIT 
RWP-001-Counterweight to adapt above  arm  

40.18 

for LP records. 
P13515 3.77 

GE Replacement Styli (0) 

For Slagle Stylus Cartridges 

Moos 
No.   Type Tie  Ridius  List  NIT 
TT It11.1005 Sapphire 'Ti  'TT: 7i M g 
P144 111%1006 Sapphire .9025'  3 50 2.06 
P107 It P.1091 Sapphire .11113"  3.50 2.011 
P1211 111%10114 Mammal 001"  27.511 16.17 
P145 10%10(12 Islam ccccc I 0025" 27.59 16.17 
P1041 ItIvion3 Diee.I.,1 .003'  27.50 16.17  

For Triple•Play Cartridges 

P142 Itt,.10071seiwhire .1011. 5.97  3.50 
.11025" 

P128 It , .0111 • 5,95 8.80 
.009. 

P143 111 1.1011 Mammal .001"  19 97 29.37 
.00211" 

P136 It l'.1012 Manama .11111•  49 97. 29.97 
.003" 

-4Thr-
Q111/4 Z>1 

‘4164 .4814 

0 - 

Single Stylus Pickup Arm (DJ 

GE pickup arm with either standard or LP 
cartridges. For use with any single record 
player; for 10" or 12" records. Simple to in-
stall; requires single hole mounting; has 24" 
lead, mounting rest and template. Factory bal-
anced; adjustable. Shpg. wt 1 lb. List $15.95 
Standard cartridge 
P13501. UPX007  NET 9.38 
P13502. UPX004-With LP cartridge. NET 9.38 

Triple-Play Pickup Arm (E) 
Fine new tone arm for playing all three speeds. 
Has GE "Triple-Ploy" cartridge. Ball bearings 
for smooth lateral movement. Single 1/2 " hole 
mounting; has 24" lead, rest and template. 
List $19.95. 
Shag. wt. 2 lbs. 
P13518. UPX006  NIT 11.73 

GE Pre-Amplifiers (C) 
Self powered preamp for us• with GE or similar 
magnetic cartridges and pickups. Has 65C7 
tube in equalizing circuit, plus rectifier. In-
cludes input jock and 14" output lead with 
phone plug. For 117 volts, 60 cycles AC. 3%x 
3%•334" Complete with tube Shpg. kvt. 2 lbs. 

P13473. UPX003-1.10 $17.95  NET 10.55 
External powered preamp. Some as above, 
less rectifier. Filament and plate supply ob-
tained from receiver or amplifier. 
P13465. SPX001-List $11.90   NIT 7.00 
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PICKERING CARTRIDGE REPRODUCERS  
Famous for high quality and true fidelity reproduction of lateral 
records and transcriptions. Will fit practically any arm taking a crystal 
cartridge. "Keystone Clip" mounting adapts to large variety of arm 
shapes and sizes, permits adjustment of stylus position for minimum 
tracking error. Type 120 for standard 78 RPM records, Type 140 for LP 
Microgroove. 40-10,000 cps 4- 2 db response. Available with sapphire 
or diamond styli. Requires preamplifier (see below) 
P13493-Mode S-120M, 78 RPM, sapphire .0027" tip  9.90 
P13494-Mode D-1 20M, 78 RPM, diamond .0027 tip  24.90 
P13392-Mode D-120L. Same as above, 500 ohms impedance 24.90 
P13499-Mode 5-1405. Microgroove, sapphire .001" tip .  14.70 
P13495-Mode D-1405. Microgroove, diamond .001" tIp  36.00 
P13391-Mode D-140L. Some as above 500 ohm impedance 36.00 
P13390-Mode  R-150. Pickering Cartridge using special re-

placeable needle, for 71 RPM use only 9.90 
P186-Replaceable sapphire needle for R-I50 .. 2.40 
P187-Replaceable diamond needle for R-150 . 15.00 
Special mounting clips for using cartridges with Webster type 27 
changers are furnished free of charge with Pickering cartridges. 

Pickering Model 190 16" Transcription Arm 
A high fidelity transcription arm for home or studio use. For standard 
and long-play records. Least possible ratio of vertical to lateral 
moment of inertia. Minimum vertical mass; tracks any record. Plug-in 
cartridge holder. For records up to 171/4". Stylus point visible, yet 
completely protected. Shpg. wt. 2 lbs. 

2400 P13394-Model 190 16- Arm. List $40.00  NET .  
Pickering 23014 Preamplifier 

Engineered to equalize properly the bass re-
sponse of records and provide necessary gain 
for Pickering, Audox, GE magnetic cartridges. 
Frequency response 40-20,000 cps 4- 2 db. Com-
pensates for 6 db/octave loss below 500 cps. 
High impedance output, average 2 volts. Hum 
level 56 db below maximum signal Less than 
0.2% intermodulation  distortion  at  normal 
level. Self-powered. Requires 6AU6, 6C4, 6X4 
(not supplied). Size: 71/2 •4%131/2 " deep. For 
117 volts, 60 cycles AC. Shpg. wt. 4 lbs. List 
$40.00. 
P13391-PICKERING 230M. NET  24.00 

AUDAX POLYPHASE REPRODUCERS 
Acknowledged by critics and music-lovers alike o be without a peer in 
reproducing quality, these sensational Midair Polyphase Reproducers 
are tops for professional and home record players. Cleverly designed, 
these single twist magnetic units ploy records of all sizes and speeds. 
A simple turn of the cartridge positions the long-play or the standard 
styli accurately. 20 to over 10,000 cps response. 6-8 grams point pressure 
for ALL discs assures more faithful reproduction, longer wear, excellent 
tracking. L-6 series for studio and professional use R-2 series for home 
use. All with replaceable sapphire styli. Require pre-amplifier. 

P13532-L-6, head only, for Audal 12" or 16" arm  20.59 
P13534-L-6-G, plugs into Garrard changer arm    22.93 
P13533-1,6-W, plugs into Webster changer arm 
P13545-11-2 head only, for Audax 12" or 16" arm 
P13547-11-2-6, plugs into Garrard changer arm 

22.93 
14.41 
17.05 

P13546-11-2-W, plugs into Webster changer arm    17.05 
P182-Sapphire 78 RPM styli  2.06  P1114-Sapphire LP styli  2.06 
P183-Diamond 78 RPM styli  14.70  P185-Diamond LP styli  20.58 

Audox Pick-up Arms sensitized to meet the extremely high compliance 
of the Polyphase reproducers listed above Studio Arm for records to 
11" 

P13548-12" Arm 
P13535-Studio Arm 

Pickering 132E Record Compensator 

Use of this device will permit you to enjoy 
record reproduction of unmatched brilliance 
by providing proper preamp equalization for 
all types of recordings, domestic and foreign. 
Used between preamp and cartridge, it com-
pensates for the recording characteristics of 
I) European Records; 2) Victor 45; 3) Victor 
78; 4) Columbia-Capitol; 5) Microgroove LP; 
6) Old, noisy records.  Mounts in hole ..‘n 
phone or radio control panel Supplied with 
20" connector cable and plug. Shpg. WI. 1 lb. 

P13399-List $20.00 NET 12.00 

13.52  P13549-16" Arm  19.40 
  38.22 

Fisher Quality Preamplifier 
Product of the famed Fisher organization, this 
unit meets the need for a self-powered unit of 
excellent quality and moderate cost. For use 
with GE, Pickering, Audax and other low-level 
magnetic cartridges. Correct equalization pro-
vided for each type. Also may be used as a 
microphone prizamp. Frequency response 30-
20,000 cps 4 2 db. Hum level 10 db below one 
volt output, phone or mike. Full low frequency 
equalization; designed  for turnover at SOO 
cycles. Supplied with 6SC7 tube. 334x31/4 •31/4 " 
high. For 117 V, 60 cycles AC. With Instructions, 
List $20.95. Shpg. wt. 2 lbs. 

P13556-FISHER PR-4 . NIT 12.32 
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FINE QUALITY TAPE AND DISC RECORDERS 

BELL M ODEL RT-65-B 

3-SPEED TAPE RECORDER 

• Records Up to 4 Hrs. on 1200-Ft. Reel 

• Frequency Response 70-8000 cps 7'. 3 db 

• Records From Microphone or Phono-Radio 

• Professional Quality — Self-Contained 

Here's a tape recorder with features that make 
it desirable for either sami•professional or 
home use. Ideal for conferences, interviews, 
meetings and recording of music, and for home 
recording by family and friends. Ploys or 
records on .5" or 7" reels. Neon indicator light 
shows proper recording level. Has both volume 
and tone control for compensation where re-
quired. Has three frward speeds: 17/a", 33/4 " 
and 71/2"/sec. 17/6" speed gives 4 hours of 
recording on one 7" reel, 2 hours on 33/4 " 
speed. Frequency response is 70 to 9,000 CPS 
.± 3 db at 71/2"/sec. Uses paper or plastic tape 
on which you can r•wind or erase one-half the 
tape at a time. 8-watt 6" Alnico V PM speaker 
is automatically disconnected when using ex-
ternal speaker. Records from microphone, ex-
ternal radio or phono. Output 3.2 ohms and 
high impedance for headphones. Fast forward 
and rewind at 45 /sec. Controls: Rewind-OFF-
Forward; Tone with AC switch; Erase or Record-
Playback; Volume; Equalization Switch. Tubes: 
1-12AX7; 1— 12AU7; 1-6V6GT. Has 6X5GT 
rectifier. Power 80 watts at 117 V., 60 cycles 
AC. Removable hinged cover, portable case, 
16" D., 81/2" H., 15" W., has storage space for 
six .5" reels and three 7" reels, mike cables 
and accessories. Recorder is complete, ready to 
operate with crystal microphone, and 6 feet of 
cable, a 600 ft. reel of type A tape, a 5 inch 
take up reel, instructions and tubes. Shin. Wt. 
40 lbs. List Price. $186.50. 

Bell Model RT-65-B Recorder  124.30 

NOTE: See front cover for Magnetord tape 
recorders. We also carry REVERE, PENTRON, 
BRUSH, WEBSTER and PRESTO. Our stock is 
extensive and we can fill any requirement. 
Send in your order specifying manufacturer's 
model number, or write for prices and data. 

MEISSNER M ODEL 4DR 

HO ME DISC RECORDER 
Undoubtedly one of the best values ever of-
fered in a home recorder. Although built to 
professional standards, it is priced for the 
modest budget. The unit records and plays 
back records at 33.1'3, 45 and 78 RPM. Bush-
ing supplied readily converts recorder for 45 
RPM cutting and playback. You can record 
direct from mike, another phono, radio or 
tuner at 160 lines per inch on discs up to 10" 
in diameter. Frequency response up to 4500 
cps (50 % higher than other instruments of 
this type). Plays back records up to 12" in 
diam•ter. Crystal playback cartridge includes 
.001" and .003" replaceable twin stylii for 
standard and microgroove records. Other out-
standing features include two built-in 5" PM 
speakers with provision for an external speaker 
if desired, a separate volume control for each 
of the two inputs, and a neon light recording 
level indicator. Tubes: 6517, t5S1.7GT, 6V6GT. 
Has 6X5GT rectifier. Handsome portable wood 
case with red, simulated alligator covering, 
161/4 x 123/4  x 91/4". Removable hinged cover 
has space for carrying records. Supplied corn-
plet• with tubes, mike, shielded cable and 
instructions. For 110-120 V., 60 cycles AC. 
Shpg. wt. 40 lbs. List 199.35. 
Mei   Model 4DR  Net   117.21 

PENTRON BASIC TAPE 

RECORDING MECHANISM 
This heavy duty basic recording mechanism is 
designed for use with a combination radio-
phonograph custom installation that already 
has a high gain amplifier with special equali-
zation. It records radio programs, discs or 
"live" recordings through a mike. A 1200-ft, 
reel of tape gives you two hours of recording 
time at a speed of 33/4"/second. Only half 
the tap. width is used at a time. After one hour the reels are reversed and recording is doie 
on the other half. Frequency response 85-5000 cps within 3 db when used with recommended 
circuit. Unit is equipped with a single•lever control for selecting Record-Play, OFF and Rewind 
positions. Has extra fast forward speed and rewind. Supplied with oscillator coil for construction 
of bias-erase oscillator which is also required. Parts list, instructions, diagram and 7" plas•ic 
takeup reel included. Size: 13 1/4" W , 7' H., 9" D. For 110-120V., 60 cycles AC. Uses type "6" 
tape not included 
Model 973M — P•ntron Basic Tape Recording Mechanism — Shag. wt. 14 lbs  69.50 

MASCO M ODEL RK-SSL 

2-SPEED DISC RECORDER 
Self-contained  portable recorder for culling 
standard 78 and 33-1/3 RPM discs. Plays bock 
both speeds including 33-1 3 microgrooves. 
Has built-in amplifier, 6" Alnico PM specicer 
and heavy duty recording motor and turntable. 
Records direct from any high impedance mike, 
radio or phono. It can also be used as a com-
plete PA system. 'A three-way switch permits 
independent selection of recording, playback 
or PA without interaction. This unit has a 
volume level indicator, an adjustable cutting 
head and separate pickup arm with turnover 
crystal cartridge for standard and microgroove 
records. Master gain and tone controls allow 
for any desired volume or tone setting Tubes: 
2-6SL7GT, 1-6V6GT. Has 6X501 rectifier cnd 
6U5 level indicator. Brown, alligator fabri-
koid covered case with removable cover, 16 x 
191/4 x 81/2" high. For 117 V., 60 cycles AC. 
Supplied with tubes and cutting needle, but 
less mike and playback needles  Shpg  wt 
40 lbs. List $205.20. 

Masco RK-5SL Disc Recorder — NET.. 128.74 

MASCO "SOUND-REEL" DUAL-TRACK 

DUAL-SPEED TAPE RECORDER 
These new Masco  Sound-Reel ' dual-speed, dual. 
track magnetic tape recorders offer flexibility and 
economy with two tape speeds that give wide fre-
quency response with freedom from distortion. Check 
features: DUAL RECORDING SPEED: 7.50 in./sec. 
for 1 hr. dual track, V2 hr. single track. 3.75 in, , 
sec. for 2 hr. dual track, 1 hr. single track. FRE. 
QUENCY RESPONSE: 80-8,500 cps. st 3 db. at 7.50 
in. sec., 80-5,000 cps. It 3 db. at 3.75 in., sec. NEON 
LEVEL  INDICATOR  for  recording  volume  level 
ERASE & BIAS: AC Type, 60 Kc, Oscillator. 6" AL-
NICO V PM SPEAKER, heavy duty type. MONITOR-
ING JACK:  for headphone monitoring.  RE WIND 
SPEED: 1200 feet in three minutes. TWO INPUTS, 

Mike and radio phono. THREE OUTPUTS: Internal Speaker; External Speaker, 8-16 ohm voice 
coil; 500 ohm line. HEAVY DUTY MOTOR: 4-pole, heavy duty type. INDICATOR SCALE: Shows 
elapsed recording time used in minutes  CAPSTAN TURRET DRIVE: Eliminates tape slippage. 
Constant tape speed. NO ACCIDENTAL ERASE: A record push-button must be depressed before 
recording is possible. TONE CONTROL: for playback use only. PO WER OUTPUT: 5 watts to 
speaker. PLAYBACK EQUALIZATION: Separate for 7.50 in. sec. and 3.75 in/sec. Self•contained 
AM Tuner in 37R models. Aluminum Case in "Spruce-Green". 121/2 x 151/a x 10". 
Model D-37 — Complete portable dual speed 
tape recorder, with mike, 600 ft. plastic tape, 
talce-up reel and portable case 
P22637 — List 5243.00 NET  • 162.00 

Model D-37R — Same as Model 13-37, but with 
self•contained AM tuner. Shpg. wt. -42 lbs. 
List Price $286.20. 
P22638 — (FET inc.)  NET  192.96 

INDUCTION TELEPHONE PICK-UP 

Induction telephone pick-up. Telephone con-
versations can now be picked-up with no tap-
ping of wires or special telephone circuits. 
Simply place the phone base, either cradle J r 
upright type, on the pick-up platform and 
connect the leads to the high•impedance input 
of any medium gain audio amplifier, or directly 
to any tape, disc or wire recorder. When 
used for public address work, a speaker at 
home or in another city can address large 
audiences without special telephone company 
equipment. 

P22523 — Shag. Wt. 3 lbs 

P22524 — Induction coil only   

 5.88 
4.70 
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RECORDING ACCESSORIES 
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FOR TAPE RECORDERS 
Fig. A. SCOTCH RECORDING TAPES. Mode 
sensitive ?apes, Scotch Brand offers the ad. 
vantages of better frequency response at slow 
by the world's largest manufacturer of pressure-
recording  spe•ds:  low  noise  level;  greater 
signal str•ngth; even and constant tracking; 
less cross.talk; greater freedom from breakage, 
ease of editing and cleaner •rasuret with low 
power. Freq. response 50.8000 cps at Ph" per 
second. All on plastic reels except as indicated 

Type 101A-Magnefic Coating facing-in 
Paper Base   

Stock  List , 1.11  126 more 
No. 1 Site 1 Price Foch  Each  

99 
P16291  1/4 "c 1 200 ft. 1$3.50 2.23  2.10 
P162  1/4 %600 ft.  2.25  1.50  1.35 
P16291  1/4 ".150 ft. I .75  .50 .45   

Type 101B-Magn•fic Coating facing-out 
Paper Bose   

P16296  I/4%1200 ft. 03.50  2.23 
PI6297  1/2 '14600 ft.  2.25  1.50 
P16292  14'.150 ft.  .75  .50 

2.10 
1.35 
.45 

Type M A-Magnetic Coating facing-1n 
Plastic Base  

P16409 I 1/2 "x2400ft.• 13.85  9.23 8.31 
P16408  1/2 %2400 ftst 11.00 7.34  6.60 
P16410  1/4"x I 200 ft.  5.50  3.67  3.30 
P16412  11/2 s600 ft.  3.50  2.33  2.10 
PI6414  1/2 %150 ft. 1.00 .67  .60 

• en NAB 101/2 ' Reel ton NAB hub 

Type 1118-Magnetic Coating Facing-out 
Plastic Bose 

P16411  IA's1200 ft. 5.50 3.67 
P16413  1/4 %600 ft.  3.50  2.33 
P16415  1/4 "x150 ft, 1.00 .67 

3 30 
2.10 
.60 

Fig. B. SCOTCH EMPTY PLASTIC REELS. Sup-
plied with ther own index box. Clear plastic 

Stock  12 or more 
No DI.. Holds List Each  Each 

P16417 7 1200  .75  .50  .45 
P16411 5' , 600' .65 , .43  .39 
PI6419 3'  150'  .30 .20  .18   

Scotch Leader and Timing Tope No. 43 
For ease in editing breaks. Has 34- spoc•d 
markings for accurate timing. 1/2  '1 ISO ft. 
P16420-Lots 1-11   Ea. 340 
12 4 more   Ea. 3041_  _   

Scotch Splicing Tape 
Type 41. Splicing Tape, I/3 x 100 inches. On 
metal utility dispenser. 
P16416-(Lots of 12  27, Ea.)-Ea 290 

Flg e7; MAGNETIC TAPE SPLICER. An ex-
cellent accessory that splI Ns tapes accurately 
and eliminates ioint noise. ,Both •nds of tap* 
are cut simultaneously. Nickeled brass finish. 
Wt. I lb. 
P16329  1.47 
INURE 815 TAPE RECORDING HEAD 
Use of head (not Illustrated), doubles record-
ing time of any size roll of topc Records l/s 
side of standard 1MM, I/4" tape. Unit permits 
ful hour of recording on 1200' of EISAM tape, at 
7I/s" per  second.  Good  erase  efficiency. 
Mounted in hum•shielded case. Uniform output; 
good frequency response 
mune III HEAD  8.82 

SHURE 111 2 Magnetic WIRE 

RECORDING HEAD 
Used for recording, reproducing and erasing. 
Wire groove Is polished and correctly con• 
toured for best results. Frequency Nsponse and 
output ley& are essentially flat. Enclosed in 
compact hum shielding case; head furnished 
with standard 4-prong adapter base. Exact re• 
placement for Shure Model WR•12 Head. 
Shpg. wt. 11 oz. 
514..IRE 812  8.82 

FOR WIRE RECORDERS 
Fig. D. Webster-Chicago Recording Wins. 

Truetest Recording Wire   

Our Stock  Webster  Spool  10 or 
No   No  Size  Each  more, Ea  

PI6300  W.I73  15 min. 1.81 
P16301  W.174  30 min.  2.69 
P16302  W.I75 60 Min.  4.41 

1.45 
2.16 
3.53 

TRUTEST RECORDING WIRE 

For use with all wire recorders. Tested uniform 
quality assures good tonal reproduction and 
long hie 

Stock No. 

PI6311 
116312 
P16313 

Spool Size Price 
15 Min. 
30 MM. 
60 MM. 

1.19 
1.80 
2.94 

Empty Metal Spools, suitable for replac•ment 
on most wire reco•ders. 
P16305 Lots 1.9, Ea  730 10 4  over,  Ea 5 9  

Webster-Chicago Nylon Thread  Loaders. 
Type N200. For use in editing recorded wire or 
Nplacement of original wire leader. Simpli-
fies threading. 100 feet, for all standard wire 
Ncorders. 
P16327   1.37 _ 
Plastic Loader for recording wire. 
P16318   Pair 1 44 
Fig. F. Webster Recording Wire Spool Album. 
Contains 10 spool-size boxes In sturdy burgandy 
finished cardboard. Titles con be written on 
bone,. 
P16307-Shpg. wt. 1 lb.  98( 

MAILING BOX 

Provid•s handy and easy meth-
od of mailing recording wire 

and sending messages between 

the office and field, etc. 

P16324-(Pkg. of 10) 394 
Pig. G. Webster-Chicago Model 2904 Head 
may be used for replacement of any heads now 
in use on Webster-Electronic Memory" Wire 
Record•rs. This improved head gives better, 
flatter, more uniform frequency response than 
units on original models. Useful for recording 
and erasing, as well as for reproduction. Pack• 
age includes the recording head, cartridge 
cap, and mounting screw. All Instructions for 
proper installation are Included. 

5.88 P16324-Shpg. wt. II ox  

Taltoup Drum for all Webster Wire Recorder,. 
Webster No. 10424. Illus. In Fig. E. 
P16322 1.96 

RECORDING NEEDLES 
Lapped edge sapphire cutting needle for 

ac•tate discs. Precision cut jewel. Over 5 hours 
cutting life. 
P191   3.23 
Like above, but with Long Shank to fit Presto 

P191 
Professional and Brush cutting  heads.  3.45 

Sapphire cutter ground to W.E. specs. For 
acetate discs. About 10 hours life. 
P196   4.25 
Steel cutting needle for acetate; Individually 

ground and lapped. Flattened Shank. 
P439-Pkg. of 4  594 
St•Ilite cutter for acetate discs. Extr•m•ly 

quiet. Cuts hundreds of sides. 
P337    1.18 
Individually polished stagsl cutter for acetate 

discs. Will cut IS to 25 10" discs. 
P341-Package of 4 5 94 

Alloy cutter for acetate; harder than steel. 
Polish while they cut. Hand lapped. 
P434-Package of 5  95 4 

FOR DISC RECORDERS 
PRESTO RECORDING DISCS 

FN. H. Professional discs for commercial and 
home use. Green Label discs are standard 
size  both sides guaranteed perfect. They are 
especially recommended for microgroove work. 
Brown Label discs ore similar to green label, 
but have only one side guaranteed perfect. 
Orange Label discs have same lacquer coat• 
ing, with lighter aluminum base. Masters are 
identicol to green label but have larger diam-
eters for processing. Bose Thicknesses: $.064; 
t.056; •.052; It 040. 

Stock  Net  Std.  Wt. Net per 
No. Slz• Label  Each Pkg. Lbs.  Pkg.  

P1I940:  71/2 " Master  4.20 20 33  67.20 
PI19331 6' Green  2.81 25 30  56.25 
P11941t 6' Brown  2.25 23  30 45.00 
P11942' 31/2 ' Master  1.93 30 I 25 46.80 
PI1967' 31/4" Green  1.95 30  30 46 80 
P1 t992  2' Green  1.54 25  15 30.75 
PI1943' 2" Brown  1.20 25  15 24 00 
P11963 , 2' Orange  1.15 30 22  34.50 
P11944' 0' Green  .98 25 10  19.50 
P11962 , 0' Orange  .83 50 18  25.50 
P11961- 8" Orange  .55  .50  15  16.50 
P11960' 61/2 " Orange  .40 50 16  12.00  

RECORDISC RECORDING BLANKS 
For Semi-Professional and Home Use. Orange 
Label: Processed paper base with a cellulose 
Nitrate coating. Double faced. 

Stock  DI..  Each  6 for 

P11969 61/2 " .20 1 
P11970 8" .27 I 
P11971 10' .40 

.90 
1.26 
1.80 

Red Label: Professional grade with cellulose 
nitrate cooting. .021" aluminum base.  

Stock Die.  Each  S for 

PI1972 61/2 ' .27  1.20 
P11973 8'  .33 1.50 
P11974 I 10" .53  2.40 
P11975  12" .67 3.00 

Purple Label: Aluminum based, low cost disc  

Stock  Dia.  Each  5 for 

P11945 
P11946 
PI1947 

61/2 "  .20  .90 
8' .27  1.20 
10'  .40  1.80 

AUDIODISC PROFESSIONAL BLANKS 
Red Label: Aluminum based blanks with coat-
ings on both sides For highest quality work in 
broadcast stations, recording studios etc.   

Stack  Dl.. Each 25 Nr 

P11989 8'  .59 13.23 
P11994 10'  11 18.37 
P11995 I 12'  1.34 30.13 
P11996 16'  2.45 53.12 

Yellow Label: Both sides coated on aluminum 
base. Suitable for school and studio use.   

Stock  Die. Each  i 23 for 

P11990 8' 
P11997 10' 
PI1998 12' 
PI1999 16' 

.49 

.66 
1.01 
1.93 

11.02 
14.70 
24.25 
43.36 

MAGNETIC RECORDING TEXT 
Complete text by the outstanding recording 
engineer, S. J. Begun. Covers theory of the 
magnetic recorder, acoustic factors in mag-
netic recording, magnetism, equipment, appli-
cations, instrumentation and use. A detailed 
and authoritative discussion of fundamentals. 
Dimensions: 6"x9"; 254 pages; 146 illustrations. 
Postpaid in U.S.A. 
P20182   5.00 
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"WAKEMASTER" 
With Exclusive Lullaby Switch 

This utterly delightful "Wak•master" radio 
and clock plays for as much as an hour b•-
fore shutting off automatically after you have 
b••n  lulled to sleep.  In the  morning it 
awakens you to your favorite music or news. 
For heavy sle•pers, it sounds a buzzer 10 
minutes after turning on in th• morning. A 
high gain superhot, combined with the fa-
mous Telechron sweep second alarm mecho-
nism, this exquisite little set uses four high 
•ffici•ncy tubes. Has 3525 rectifier. Has sen-
sitive built-in loop. Alnico V PM speaker, 
Automatic Volume Control. Excellent tone. 
Approved for operation on 110-120 volts 60 

cycles AC. 61/010,Ax51/4". Shpg. wt. 10 lbs. 
P554— 
Walnut Finish   26.25 
P555—Ivory Finish    27.25 

AC-DC "RANGER" 
This beautifully fashioned "Ranger" is very 

aptly named, since its extended tuning range 

covers not only all of th• standard broadcast 
band but the extended police band too. As 

brilliant in performance at it is striking in 
appearance, this powerful superhet combines 

sensitivity and excellent tone quality in a 

sturdy plastic cabinet of gleaming beauty, 
•nhanced by a modern lattice-work grille. 

Has built-in, powerful Looptenno, high ratio 
vernier tuning, easy to se• illuminated slide 
rule dial and an excellent Alnico V speaker 

for tone and volume that will actually amaze 

you with its big set quality. For operation on 
110 volts DC or AC 50/60 cycles. 91/2x51/2x5l/2". 

Shpg. wt. 7 lbs. 
P564—"Ranger"  --  17.95 

This small, lightweight plastic, easy to carry 
personal portable will capture your heart the 
moment you turn it on. 0 )erat•s on AC. DC 
or self-contained batteries. Sturdy, sha ter-
proof  maroon  polystyrer•  cabinet  ha: a 
smart bronze grille. Highly sensitive super-
het circuit uses the latest miniature Naos; 
IRS, 174, IV5, 3V4 power pentode. Has in-
stant acting selenium rect'fier. Built-in Loop-
tonna and a highly efficient Alnico V PM 
speaker for excellent wide range tone quality 
and suprising volume. Modern slide-rule dial 
with big numerals. Covers all the broa thast 
band from 540 to 1600 Kc. Extra sturdy carry-
ing handle. 
P427—Shpg. wt. 8 lbs.  22.95 
Less Batteries 
Batteries for above: I ea. required. 

Shpg. wt. 2 lbs. 
Type G3-41/2 69t 
Typ• XX45-67,/2   1.93 

FM-AM RADIO AC-DC "GEM" 
The beautiful  performance and  matchless 
styling of this perfect little ''gem'' of an AC-
DC Superhe are certainly unequalled at this 
sensationally low price. Features a sensitive 
three tube, plus rectifier, superhet circuit for 
operation on  110 volts DC or AC (50/60 
cycles.) Covers the 540 to 1650 Kc AM broad-
cast range. The exquisitely proportioned i-ab-
inet, only 51/2 " high, IN" wide and •17/1" 
deep is available in a lustrous ebony or 
gleaming ivory finish. Tiny, weighing just 
over 3 lbs, it is ideal for the kitchen, chil-
dren's room, den, rumpus room, etc. Fine 
Alnico V PM speaker for wonderful tone. 
Comes complete with built-in antenna hank 
for operation anywhere. Shpg. wt. 6 lbs. 
P440— 
Ebony Finish  13.45 

P441—Ivory Finish  14.45 

AC-DC SUPERHET 

This excellent little AC-DC Superhot with its 
handy carrying handle on its real bak•lite 

cabinet is definitely one of the best buys 
we've offered in a long time Extremely sen-
sitive and selective, it covers the entire AM 
band from 550 to 1700 Kt (which includes the 
extended police band). Features a sensitive 

built-in loop, A.V.C., two I.F. transformers, 
powerful 5-inch Alnico V PM speaker and a 
large illuminated airplane type dial. The 

efficient, advanced design superhe circuit 
uses: 12SA7, 125)(7, 12SQ7, SOL6GT. Rectifier 

is 3525. For operation on 105-125 volts DC or 
AC 50/60 cycles. Overall site: 83/4 "x51/1"x572". 
With tubes. Shpg. wt. 8 lbs. 
P56%— Walnut Finish  16.95 
M I.—Ivory Finish    17.95 

Enjoy all the noise-free, fidelity reception of 
FM and all the variety and distant reception 
of AM with this beautiful tc hi* model rad'o. 
It is designed to take advantage of all the 
inherent improv•rn•nts in today's statiols. 
Receive static-free FM on the 88-108 Mc bard, 
and the fine AM programs mot yet duplicated 
or out of range of FM, on the 540-1700 Kc .6M 
bond. Circuits have been carefully designed 
for sensitive, efficient op•rction. Separate IF 
coils for each band. Features continuous tone 
control, beam-power output, large Alnico V 
PM speaker, and built-in AM and FM an-
tennas, with provisions for external antenna 
where desired. Uses: 2-613.16,  12AT7, 6BH6, 
12AL5, I2AT6, 35L6. Has ,525 rectifier. For 
105425 volts DC or AC (50,40 cyc.) 12x8x7" 
Complete with tubes. Shpg wt. 13 lbs. 

P819—  39.95 
FM-AM Radio   
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TRUE FIDELITY FM-AM CHASSIS 
WITH PHON I '' -AMP and 12" 

Replace your present obsolete chassis—or build a new 
custom installation with this truly terrific value, in an 
FM-AM radio with built-in preamplifier for variable 
reluctance pickups. Features a 10-watt true fidelity 
audio system, plus o wide-range 12" PM speaker. Will 
provide better quality reproduction than many of th• 
much higher priced radios of only a few years ago. 
We're so sure that you'll be enthusiastic about this 
great buy that we  will  permit you to return it within 
30 days of purchase date for full refund, less transpor-
tation charges, if you are not entirely pleased with it. 
Advanced modern circuits in this fine set include com-
pensated pre-amplifier for GE and other variable 
reluctance pickups:,,,high and low impedance phono 
inputs, full range tone control; 2 cabinet antennas— 
loop and folded dipole, 10-watt push-pull beam power 
audio output; illuminated slide rule dial. Frequency 
range covers 811•108 Mc on FM and 550-1700 Kc on AM. 
Tube complement: 6NA6, 7F8, 797, 7AH7, 7A6, 7F7, 
6SH7, 6AT6, 6SC7, 2-7C5. Has 5Y3GT rectifier. For 
operation on 105-125 volts, 40 cycles AC. 9"x13":11/2" 
deep. 
1P1 2 1 5—Shpg. wt. 25 lbs  69.50 

ne Auto Radios 

I. 

TRUE-FIDELITY FM-AM 

CHASSIS IN SPECIALLY 

DESIGNED CABINETS 

WEBSTER 3-SPEED 

CHANGER-GE PICKUP 
We have mounted the PI215 True-Fidel-
ity FM-AM Chassis, described at left, 
in two especially designed decorator-
styled cabinets. Each unit contains the 
fine, new Webster Model 100-270 three-
speed record changer with  General 
Electric "Triple-Play" variable reluct-
ance cartridge, as well as the excellent 
12" Concert speaker with heavy Alnico 
V magnet. Each  is mounted and 
tested by our trained sound-craftsmen 
so that superb performance is assured. 

Tremendous Savings 

THE MODERNE. Consists of the PI215 'M-
AM Chassis, Webster 100-270 changer with 
GE "Triple-Play" cartridge, and 12" spec her 
mounted in the cabinet illustrated above at 
left.  Changer  is mounted  in  a slideout 
drawer. Chassis is mounted in adjacent space 
having  hinged over-hang slideaway door. 
AtJractive matching speaker grille. CaVniet 
is sturdily constructed of choice hardwoods, 
Blonde finish, with beveled moldings and 
offset legs. 35" high, 36,/2" wide, 173/4 " deep. 
Shpg. wt. 135 lbs. 
1P1 2 2 3—Blond•   199.50 
1P1 2 2 2—As above, Mahogany  1 95.5 0 
3P1 1 5—Blond• cabinet only  8;.5 
3P1 1 6—Mahogany cabinet only  75,50 
Shpg. wt, of cabinets only, 100 lbs. 

THE RONLEIGH. Same set as the Moderns 
but in the quiet elegance of traditional 
styling, with authentic period moulding and 
bronze hardware, 371/4" H., 353/4 " W., 173/4 " 
deep. Mahogany only. 
1P1 2 2 4—Shpg wt. 135 lbs   199.50 
3P1 2 4—Cabinet alone, Wt. 100 lbs   8 2.5 0 

Easy to Install 

CUSTOM DESIGNED FOR 1948-1951 FORD, DODGE, 

PLYMOUTH, CHEVROLET, HUDSON, STUDEBAKER, HENRY 

These fins', custom-designed auto radios 

ore mode especially for recent and late 

model popular cars. Full, simple installa-
tion instructions enable anyone to install— 

and save plenty. No cables, no brackets, 

no holes to drill. Superhet circuit has five 
tubes, plus rectifier, for sup•r-performance. 

Three gang tuning condenser, tuned R.F. 
stag* assure fine sensitivity. Fine toned 

Alnico V speaker, A.V.C.: easy vision slide 

rule dial. Exceptionally low drain from your 
car's 6-volt battery. Simple one or two 

unit construction, depending on car. R•-

quires no experience to install. Simple, 
clear directions included. 

1P674—For Fo•d 1951 

1P6 7 5—For Chevrolet 1951 

1P6 7 6—For Henry J 1951 

1P6 7 8—For Plymouth 1951 

1P6 7 7—For Dodge 1951 

1P6 71—For Studebaker 1950 & 1951 

1P6 6 5—For Hudson 1948-49-50.51 

1P6 6 0—For Ford 1949-1950 

1P664—For Chevrolet 1949-1950 

1P662—For Dodge & Plymouth 1949-50 

Any Above, List Price, 559.95. 

Shipping Weight 14 lbs. 

DEALER'S NET, EACH  46.95 

Universal Type Auto Radios 
These single unit construction, universal mounting 
auto radios mount under the dashboard of roost 
cars and trucks and bring you hours of listering 
joy as you travel. 
Standard Model. A low-cost 4.lube and rectifier 
auto Superhet with big set performance. Fits all 
cars; simple universal mounting. Fine sensitivity, 
and excellent tone from Alnico V PM speaxer. 
AVC. Illuminated slid• rule dial. Very low 6-volt 
battery drain. 101/2 x61/4 x41/2 " metal case. II lb*. 
1P567— 
Standard Model  32.25 
be Luxe Model. Powerful 5-tube and rectifier radio 
with RF stage and IF trap to eliminate interference,. 
Has  antenna  compensator,  matches  any  c uto 
aerial. Tunes 540 to 1650 Kc. Noise suppressor 
equipment supplied for average car. Illuminctied 
slide rule dial: Alnico V speaker: Brown Film-
m•roid finish metal case, 51/4•43/4 x121/2 ". Comp,ete 
with tubes: for 6 volt operation. Shpg. wt. 13 lbs. 
1P6 2 3— 
D• Luxe Model    39.95 
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CUSTOM QUALITY TV CHASSIS 
TECHMASTER DELUXE 24" CHASSIS & 12" SPEAKER 

Now Techmaster,  the choice of engineers and technicians everywhere — ma eI 

super powered, large screen television a reality. There is power enough to 
operate faithfully in low signal strength and in fringe areas; power enough 
to hold weak signals "rock-steady" on the giant screen; power enough to 
impart a motion picture clarity, brilliance and life-like quality to TV programs. 
This chassis is among the finest receivers on the market. Long life parts running 
at or below rated values guarantee you years of trouble-free operation. 
The circuit is based on the original RCA 630 design and Is praised by service 
technicians and satisfied users around the world. No corners have been cut — 
no expense has been spared, to produce the very finest television receiver. 
A horizontal sync discriminator circuit with AFC insures steady pictures during 
normal noise bursts. A full 4-stage video IF strip operating on normal AGC 
bias produces a sensitivity of better than 15 microvolts for 1 volt DC at the 
detector. There is "Keyed AGC" to provide a highly stable contrast level. 
Techmaster's "Hi-Sweep" system develops 70 degrees of horizontal deflection — 
with plenty of that extra sweep. Uses a new type ferrite core "flyback" 
transformer, improves retrace characteristics. Better horizontal linearity and 
greater high voltage are obtained. In addition to all these up-to-the-minute 
features, Techmaster has provided special color converter connections for 
adapting to ANY color system. Ultra High Frequency channels may be received 
merely by interchanging tuner strips. All chassis' are supplied completely 
wired, aligned, tested and with all tubes in place (less picture tube). 

MODEL 2430. Designed specifically for all picture tubes requiring from 65 to 
70 degree deflection (such as 24API, 20CP4, 19AP4 etc.). Supplied with 12' 
PM speaker and with universal mounting brackets for picture tube. 
1P187 — Model 2430. Less Kinescope   189.50 
MODEL 2431P. Some as above but with Push-Pull Audio and phono input jack. 
With 12  PM speaker. Less Kinescope. 
1P1BB — Model 2431P  199.95 
MODEL 2431C. Basically tht same as model 2430, but contains a continuous 
tuner, Push•Pull Audio, and a phono jack. This allows complete coverage of 
both television and FM bands. Supplied with a 12" PM speaker and universal 
mounting brackets for picture tube. 
1P189 — Model 243IC, Less Kinescope   199.95 
21 3/4" W. x 153/4 " D. Shpg. Wt, 70 Lbs. 

RADIO CRAFTSMEN GIANT 24" CHASSIS 
It s no longer a dream! This very minute, horn• theater television is a reality— 
a tremendous reality. Tremendous not only in size, but in clarity and picture 
definition . . . in fidelity of sound and sensitivity in fringe areas. Designed 
for the finest custom installation this TV tuner is a miracle of precision ugin ur-
ing. A special built-in booster that raises the video signal 10 DB is included. 
Even without the booster in the circuit, the RC TV tuner has a sensitivity of 
25 microvolts. Perfect images ore assured by use of Automatic Frequency 
Control of both the horizontal and vertical sweeps. AGC eliminates airplane 
flutter and auto ignition interference. Cathode-follower audio output permits 
connection of the tuner to an audio amplifier at practically any distance, while 
preserving the full benefit of rich FM sound, 20 to 20,000 CPS. 
No FM band. 
Model RC 201. Less kinescope  252.50 
RC 200 MODEL. Similar to above but with 5-watt push-pull, Hill audio 
system and continuous tuner for TV and FM bands. Also has dual-shadow 
tuning eye and one knob control of TV, FM or phone. Picture circuits auto-
matically switched off for FM or phono. 
Model RC 200. Less kinescope  252.50 
RC 101 MODEL. Similar to the RC 201 but without output stage 
RC 101  Video tuner only. Less kinescope   242.10 

ACCESSORY M OUNTING KITS 

Column 1 type numbers are com-
plete mounting kits containing es-
cutcheon, safety glass and mask, 
hardware, rings and sleeve. 
Column 2. The kits listed in this 
column are  supplied  less bezel, 
mask and glass. All other acces-
sories are included. 

COI. T Each  1 Col, 2'  Each  use. 

RC219M 30.35  19" round 

RC22OR  21.40 RC22ORS  5.00 20" rut 

RC224M 42.50 IRC224MS 18.90 ,24" round 

LAFAYETTE 630-PLUS CHASSIS & 12" SPEAKER 
Everything you've ever wanted in a TV receiver Is here now in lafoycitte's new 
precision engineered circuit, especially designed for big picture use. Features 
you would expect to find only in sets selling at much higher prices have been 
incorporated into this truly superb chassis. Ruggedly built and high•powered, 
this set will give you years of pleasant televiewing. You will see all the sport, 
musical, dramatic and special event shows in clear, brilliant, life-like quality. 
Discriminating listeners will be thrilled by it's genuine FM "room-presence" 
full.range sound. "Lock-in" circuits hold the picture steady and sharp at all 
times. Unsurpassed for fringe area use and local reception due to the better 
than 20 microvolt sensitivity developed in a 4-stog• video IF system. Keyed 
automatic gain control gives better contrast level, freedom from airplane flutter 
and auto ignition interference. Horizontal centering, vertical centering and 
focus adjustments are all manual and are located on the new PM focalize,. 
yoke. Once set, further adjustment is rarely required. Tuner readily adapted 
for the proposed UHF channels. Based on the original RCA 630-TS design, the 
receiver will operate picture tubes up to and including the 21" rectangular 
size. First quality, heavy duty components assure years of trouble-free service. 
A top quality 12" Alnico V PM speaker is supplied. Set comes completely 
wired and ready to install. For 117 V, 60 cycles AC. 
1P190 — Shpg Wt  80 lbs  Supplied less kinescope   129.50 
1P191 — Set of kinescope mounting brackets   4.95 
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17" TABLE MODEL TV SET 
Where space is at a premium in the smaller home or apartment you'll find 
this superb Lafayette 17-inch table model television se a gensiney amazing 
yoke'''. You'll not sacrifice big picture size and yet you can  °cafe this set 
almost anywhere and improve your decor. The super-power chas-is in this table 
model set is identical with th• fine 17" TV console shown above, except for the 
speaker which is a five-inch Alnico V PM unit. And like its console counterpart 
thee is o full y•or gauarante• on all parts, 6 months guaranty on all tubes. 
Tuning operation is simplicity itself. Just turn the selector knob and there's 
your picture and sound perfectly tuned in—and because of the inher•nt stabil-
ity of the chassis, that's where they stay, for complete TV •njoyrn•nt. A phono-
input jack is provided for use with any record player or record change. TV-
phono switch on rear of cabinet. A sensitiv• 12-channel tuner is adaptable for 
later UHF reception. Color-adaptation outlet is provided on rear of chassis. 
Tube complcment is identical with 17" console model above. Size: 18" high, 19" 
wide, 21" deep. For 117 volts 60 cycles AC. Shpg. wt. 87 lbs.  139.50 
1P185-17" Table Model TV  NET 

(Above price include Federal Excise Tax and one year warran'y on parts and 
6 months warranty on tube. Table not included.) 
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AMATEUR • SHORT-WAVE • HIGH 

MODEL S-38-B AC-DC ALL- WAVE RECEIVER 
The radio that amazes even the experts! Pulls in broadcast stations in weak signal areas 
where ordinary sett fail. In short  a great new four-band low-cost communications 
receiver that is tops in value. Provides continuous reception from 540 KC to 32 MC 
with full electrical bandspread for operation on AC or DC. Has self-contained 5" PM 
speaker. Offers world-wide reception for the short wave listener and the new radio 
amateur. Has regular communications-type controls for greater flexibility of operation: 
Main tuning control in megacycles with separate bandspread dial having an arbitrary 
scale; speaker-phone switch; AM•C W switch; Band switch; Standby switch and on-off-
volume. Headphone tip jacks on the rear of the cabinet. An unusual AC-DC super-
heterodyne circuit using a 125,47 converter, a 1251(7 IF amplifier, and BFO; a 12SQ7 
Detector, 1st Audio and AVC; and a 501.6GT beam power output. Uses a 35Z5GT 
rectifier. The S-38-B was designed specifically to provide maximum sensitivity and 
selectivity — in no way comparable to ordinary radios having the same number of tubes. 
The cabinet is tops in styling along communications — rig lines; a rich satin black 
finish with light gray panel lettering. Airodized speaker grille in top, green dial, red slide 
switches. Size: 127'e" W., 73/e" H., 71/4 " D. For operation on 105-125 volts DC and AC 
40-60 cycles. Complete with tubes and speaker. 
Hallicrafters Model 5-384 — Shpg. wt. 14 pounds  49.50 

S-40-B COMMUNICATIONS RECEIVERS 
A well-known standard communications receiver in the medium-priced bracket is the 
Hallicrafters S-40-B. Contains the some sensitive powerful circuit as of former years, 
yet combines the newest in circuit and style refinements to keep it up there where it 
belongs — a top performer that will stand up and stand out in any class of communi-
cations equipment  Combines top sensitivity with real selectivity. High signal-to-noise 
ratio. Covers 540 KC to 43 MC including the standard broadcast and amateur bands. 
The tuning dial is precisely calibrated for 6 amateur bands. Pointer remains stationary — 
dial face rotates  Equipped with electrical bandspread. The improved circuit features 
automatic volume control, automatic noise limiter, variable-pitch BFO, 5" PM speaker, 
phone jack and volume control on-off switch. Temperature compensator in oscillator 
circuit insures top stability. Employs 6SG7 RF; 65A7 Converter; 2-651(7 IF's (455 KC); 
65C7 1st Audio-BFO; 6K6G output; 6H6 2nd Detector, Automatic volume control and 
Automatic Noise Limiter. Uses a SY3GT rectifier. Cabinet is of satin-block finished steel, 
measures 9" x 181/2" x 11". Speaker grille on front panel. For 105-125V., 50-60 cycles AC. 
AC. Complete with tubessand instructions. 
Model S-404 Shipping Weight 33 lbs  99.95 
Model 5-40 BU. Exactly the same as the S-40-B in reception performance but operates 
from 110, 130, 150, 220, or 250 volts, and from 25- to 60 cycles AC. This is the perfect 
overseas receiver  Cot missionaries, explorers, world-travelers and amateurs in other 
countries. The type of rig Stanley would have given Dr. Livingstone, we presume. 
This set will provide strong, clear reception where most other sets fail. 
Hallicrofters Model S-40-BU — Shpg. wt. 35 lbs  109.95 
Model S-77 — Sante as S-40 B but for 115 volts AC or DC  99.95 

MODEL SX-62 "S WL" RECEIVER 
The world s finest receiver for the all-wave listener Outperforms any ordinary broadcast 
receiver on any frequency — standard broadcast, short-wove or FM. It represents an 
outstanding achievement in all-wave receiver engineering. Simplicity of operation com-
bined with superb reception never before found in this type of equipment. A single 
tuning control covers the wide-vision dial. Only one band lights up at a time. In addition, 
a 500 KC crystal calibration oscillator is built in enabling you to adjust the dial pointer 
for pin-point accuracy. Gives continuous coverage from 540 KC to 109 MC on 6 bands. 
Push-pull output delivers a full ten watts of audio power, flat from 50-15,000 cycles. 
A boss-boost circuit and 4-position tone control permit enough variation of tone 
to please the most critical listener. Two IF and two tuned RF stages assure maximum 
sensitivity and improved signal to noise ratio on VHF  A 6-position selectivity switch 
with crystal filter operates on frequencies between 540 KC and 30 MC. Other features 
include separate RF and AF gain controls, temperature compensated and voltage regu-
lated oscillator, 500 and 5000-ohm outputs, 300-ohm antenna input and a special 
socket for external power. Piano-hinged, gray steel cabinet with satin chrome trim 
measures 20" x 101/4 " x 16". Contains: 2-6AG5's, RF, 7F8 Converter, 6SK7 1st IF, 6SG7 
2nd IF, 6H6 ANL, 2 7H7 FM Limiter and AM Detector, 6H6 Discriminator, 2-6V6 Output, 
7A4 BFO-FM Tuning Meter Amplifier, 6C4 crystal calibrator, plus a VR150 voltage regu-
lator. 6517 Inverter, and 5U4G Rectifier. For 105-125 volts, 50-60 cycles. 
Hallicrafters Model SX-62  Shpg wt. 70 lbs  289.50 
Hallicrafters Model SX62U — For 115, 130, 150, 220, 250, V, 25-60 cycles AC  302.00 

MODEL S-76 DOUBLE CONVERSION RECEIVER 
This is the only double superhet with 50 KC second IF and giant-sized  '5" meter. 
Provides all the advantages of image-free reception. Adjustable IF provides 5-position 
bandwidth variable from 500 cycles to 5 KC at 6 db down, and from 5 to 20 KC at 60 
db down. Covers four bands continuously: 538-1580 KC; 1720-4900 KC; 4.6-13 MC; 
12-34 MC. Provides electrical bandspread tuning. Output for J.2 or 500-ohm external 
speaker, or headphones. Employes: 1-6CB6, 2-6BA6, 1-6C4, 1-6BE6, 1-6A15, 1-6SC7, 
1•6K6GT, 1-6AU6. Also uses a V11-150 voltage regulator and 5Y3GT rectifier. Gray steel 
cabinet with piano hinge top measures 18I/2" x 9" x 91/2". External power, remote control 
connections. Complete with tubes and instructions. 115 volts, 50-60 cycles AC. 
•Hollicrafters Model S-76 — Shpg. wt. 40 lbs  169.50 

MODEL SX-71 DOUBLE CONVERSION RECEIVER 
A double conversion receiver value packed with features specifically asked for by Hams. 
Extra sensitivity, s•-lectivity and stability; definitely superior image rejection plus built-
in narrow band . 1 microvolt sensitivity with 50 milliwatts output. Temperature 
compensation. Voltage regulation. 538 KC to 35 MC, 46-56 MC. Three watt output 
terminals. Employs: 6BA6 RF, 6C4 Oscillator•6AU6 Mixer, 65E6 2nd Converter, 3-651(7 IF, 
6H6 ANL, and delayed AVC, 6SC7 BFO 1st Audio, 6AL5 detector and 6K6GT Audio 
Output. VR•150 voltage regulator, 5Y3GT rectifier. Satin black cabinet, chrome trim, hinged 
top. Size: 181 2 x 77 s" x 12". For 105-125 volts, 50-60 cycles. 
Hallicrofters Model SX-71 — Less speaker. Shag. wt. 33 lbs  199.50 
Hallicrofters Model SX-71U — 115 250 V, 25-60 cycles   209.50 

R-46 MATCHING SPEAKER 
Matching 10 PM speaker in metal cabinet for use with SX-71, 5-76 and SX-62. 80 to 
5000 cycle range 500-ohm matching transformer. 
Hallicrafters Model R46 Speaker — 15 W. x 107/e H. x 10 N" D. Shpg. wt. 17 lbs....1 9.95 



FIDELITY FM-AM RECEIVERS 

MODELS S-81, S-82 CIVIC PATROL RECEIVERS 
Compact, easy•to-operate new FM receivers covering police, fire, taxicab, truck, private 
telephone, railroad and other industrial frequencies. Especially suited for civilian defense 
groups in metropolitan areas where a reliable, low-cost receiver is required for industrial 
and emergency service communications. Headphone tip jacks on  rear.  Built-in PM 
speaker. The newly-designed FM chassis provides the low-frequency drift and high-
signal to noise ratio. Regular model 5-81 covers VHF FM frequencies 152 to 174 MC; 
low-bond model 5-82 covers H F FM frequencies 30 to 50 MC. Two IF stages for extra 
sensitivity to pull in weak stations. Steel cabinet in black wrinkle finish. Size 127/8" x 7" 
x 71/4". Use si e or twin lead antenna wire  Employs: 12.417 Oscillator Converter, 
2-12BA6 IF Amplifiers, 12.415 Ratio Detector, 12507 AF Amplifier, and a 5016 Output. 
Also has a selenium rectifier. 
Hallicrafters Model S-81 — HF Receiver — Shag. Wt. 14 lbs  49.50 
Hallicraf tars Model S-82 — VHF Receiver — Shag. Wt. 14 lbs  49.50 

MODEL 5-80 DEFENDER RECEIVER 
A new super-sensitive long-life battery radio for remote areas and •mergency civil 
defense operations. Short-wave band 6-18 MC (Covering aircraft, amateur, foreign 
broadcast and international news frequencies) assures you of 24-hour reception under 
almost any conditions, even in weak signal areas where standard broadcast band 
"blacks out" in daytime. Ideal for use either as a primary radio in areas without 
electric power or as an emergency radio wherever dependable reception is required 
regardless of possible power failure. (Con easily be used with low cost AC to DC 
Power Converter if desired). Space inside cabinet for long-life 1,000-hour battery. 
Built-in PM speaker. Covers the standard broadcast band: 5401700 KC and one short-
wave bond 6-18 MC. Satin black plastic cabinet 173/4 " wide, 97/e" high, 93/4 " deep. 
Battery space measures 16" x 8" x 41/2". Employs four low-drain miniature tubes: 
1R5 Oscillator-Mixer, 1U4 IF Amplifier, 1U5 Detector, AVC and AF Amplifier, and a 3V4 
Output. Battery pock is not included with receiver. Uses a single wire or double antenna. 
Has a conventional 4-prong power plug for 11/2-volt ' A" and 90-volt "El" to fit into 
Burgess 17GD60, General 60131-11L, RCA VS099, Sears 06308, Wards 51, and similar 
AB battery packs. Battery life 750-1000 hours. 
Hallicrafters Model S-80 Defender Receiver — Shpg. wt. 12 lbs  44.50 

MODEL S-53A COMMUNICATIONS RECEIVER 
Unquestionably the finest small communications receiver built. Ideal where maximum 
performance is required in small Spa m Cover sth• broadcast band 540-1630 KC and four 
short-wave bands 2.5-31 MC, and 48-51 MC. Circuit contains two IF stages for far-
reaching sensitivity. Electrical bandsproad tuning to separate stations on crowded 
bands, with calibration for all bands. Switches for automatic noise limiter code reception 
and high-low tone. Has a phono jack for playing records. Headphone tip jacks on rear. 
Contains a built-in PM speaker. Temperature compensated to reduce fading due to 
frequency shift. The S-53A incorporates the most modern circuit features and employs 
1 6C4 Oscillator, 1 6BA6 Mixer, 2 68A6 IF'., 1 6H6 detector, AVC, noise limiter, 1 6SC7 
BFO-lst AF, 1 6K6GT AF Output (2.5 watts). Also employs a 5Y3GT as a rectifier. 
The S-53A communications receiver is also equipped with a voltage-stabilized oscillator. 
Black satin steel cabinet with brushed chrome trim. 12T/e" x 7 x 73/4". Top swings 
up on full-length piano hinge at back. 
Hallicraft•rs Model S-S3A — Shpg wt. 19 lbs  79.95 

MODEL S-78A FM/AM CHASSIS 
A new radiation-proof FM AM chassis to meet the popular demand for a medium 
priced unit with top-performance characteristics. Offers automatic Frequency Control 
assuring clearest possible reception of FM stations by eliminating the human error in 
tuning; as the station is approached this circuit "takes over" electronically and holds 
the station in perfect tune. Now radiation-proof is especially important in that normal 
oscillation from many ordinary FM receivers has been severely criticized by the FCC 
for interfering with VHF aircraft navigational aids. The new S-78A avoids this radiation 
by extensive shielding and filtering so that even the stringent standards proposed 
by the FCC are easily met. The receiver covers the standard broadcast band 540-1700 
KC and FM 88 to 108 MC. One tuned RF, two IF stages. Audio response 50-14,000 
cycles. Seven-watt push-pull output. Full range tone control, band switch, volume and 
tuning. Tuning knobs and escutcheon are furnished. The receiver is equipped with a 
phono input jack. Ten tubes plus o rectifier. All in all, it is a chassis that will be 
prized by experts and vastly preferred by amateurs all over the world who desire a 
radio that is all radio, one that will provide many hours of enjoyment on the FM 
and broadcast bands. Size overall 121/2" wide by 73/4 " high and 11" deep, 
Hallicrafters Model S78A Chassis — Shpg. wt. 25 lbs   89.50 

S-72 PORTABLE COMMUNICATIONS RECEIVER 
You'll always be in touch with the outer world wherever you go with this extra-
sensitive all-wav• portable radio. Designed both for better than average reception, 
even in weak signal areas, and for the radio amateur. One RF stage, two IF stages 
for far reaching sensitivity. Built-in loop antenna for broadcast, plus 61-inch collapsible 
whip for short wave. Band spread tuning knob for separation of short-wave stations. 
Sensitivity control. Jack for headphones. Switch for reception of code signals. Covers 
540 KC to 31 MC in four bands for reception of AM and Short- Wave signals. 540 to 
1600 KC, 1500 to 440 KC, 4.3-13 MC, 12-31 MC. Includes aircraft and police bands plus 
160, 80, 40, 20, 15, and 11-10 meter amateur bonds. Slide rule dial calibrated for 
each bond, with full electrical bandspread for sharp pin-point tuning. Has tuned RF stage, 
provides high sensitivity and selectivity. Employs 114 RF Amplifier, 1R5 Oscillator, 1U4 
Mixer, 2-1U4 Amplifier, 1U5 Detector Amplifier, 1U5 BFO, 3V4 Audio Output. Also 
employs a selenium rectifier. In addition, the S-72 has RF gain control which automatically 
turns on BFO and cuts out AVC for code reception. It has a built-in 41/2" speaker. 
The long wave model gets airport towers and ranges, ideal for airplane owners. 
Plenty of sensitivity for far-distant stations, even where ordinary receiving sets fail. 
The long wave model also gets marine beacons, gives rough "OF" bearings if ever lost 
in a fog. Precise construction and skillful engineering will bring you superb performance 
on the short wave bonds plus fine-quality reception of your favorite broadcast programs. 
Brings land, sea, and air communications from all parts of the world plus hours of 
enjoyment on the amateur band. Brown leatherette cabinet, 14" wide, 12 1/4" high, 
71/4" deep Space inside for power cord and headphones. 
Hallicrafts Model S-72 — Shpg. wt. 18 lbs  109.95 
Model S-72-L Long wave version of the S-72. Covers 175 KC to 420 KC band in place of 
the 12-31 MC band. For marine„ aviation, etc. 
Hallicrafters Model S-72-L — Shpg. wt. 18 lbs   119.95 
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3-SPEED PORTABLE PHONOGRAPHS 

Here's a fine, low cost, 78 RPM phono-player 
that is fine for home', school, vacations, etc. 
Plug into any 110 volt 60 cycle AC outlet and 
listen to your favorite 10" and 12" records. 
Really excellent tone modern amplifier, Al-
nico V speaker, fine crystal cartridge Has s•p-
•rate tone and volume controls. Durable leath-
erette covered, sturdy case with bright metal 
fittings. A really erc•Ilent buy. 
P226 72-Shpg. wt. 10 lbs.  

3-SPEED ATTACH MENT 
Plugs right into phono input of 
your radio or amplifier. Crystal 
pickup, with .002" needle, for 
331/3, 45 and 78 RPM records, up 
to I2''. Built in volume control, 
on/off switch.  Positive  speed 
control. Leatherette case 51/0 
121/4 •10V4" deep. For 110 volts 
60 cycles AC. With 4-ft. cable 
and plug. 
P2 2 69 0- Wt. 10 lbs  13.50 

3-SPEED DE LUXE PHONO 
With GE Triple-Play Cartridge 

THREE-SPE W 
PROFESSIONAL TRAN-
SCRIPTION PLAYER 

3-SPEED PHONO-RADIO 

PORTABLE COMBINATION 

3-SPEED PORTABLE PLAYER 
• Dual-Turnover Cartridge 

• Alnico V PM Speaker 

Play any size record up to 12" with this new, 
extremely compact portable 3-speed phono-
player. A simple slids switch instantly regu-
lates the motor for 331/3, 45 and 78 RPM. Preci-
sion built motor for "wowless" reproduction, 
at all speeds. All wood, leatherette covered 
case in attractive two-tone finish, houses a full 
sized Alnico V PM speaker and a carefully de-
signed, powerful two-tube and rectifier ampli-
fier. Lightweight pickup arm, with dual turn-
over crystal cartridge Excellent tonal repro-
duction with exceptional  volume.  Equipped 
with volume control, ton• control, and on, off 
switch. Case is 13"•101/2"15,/1", with sturdy car-
rying handle and ornamental hardware to add 
a note of smartness. With tubes. For 110-120 
volts 60 cycles AC. 
P22701-Shpg. wt. 12 lbs  23.95 

What a dream combination this handsome unit is! 
A wonderful sounding radio for the broadcast 
band, combined with a three speed phono player, 
all housed in a bectutful simulated natural rawhide 
covered case with genuine split cowhide stitched 
edges. Truly handsome it is a joy to both the eye 
and ear. A sensitive Superhet radio, using 4 tubes 
and rectifier covers the broadcast band from 550 
to 1650 Kc. The record player has o lightweight 
dual-needle crystal cartridge permitting you to se-
lect the right pressure for 78, 45 or 331/3 records of 
all sizes. 5" heavy duty dynamic speaker provides 
excellent tone and volume (2.2 watts). Extra large 
loop antenna assures dependable reception from 
near and far. Automatic motor control switch. In-
stant phono-radio changeover. For 110-120 volts, 60 
cycles AC. 111/2•141/4 ‘61/1-
IP568-Shpg. wt. 18 lb:    39.50 

78 RPM PHONO PLAYER THREE-SPEED AUTOMATIC 

PORTABLE PHONO 
This deluxe three-speed portable phono player 
will reproduce a stock of 331/4 , 45 or 78 RPM 
records automatically. Powerful amplifier uses 
2 tubes and has a separate rectifier. Fine Al-
nico V 5" PM speaker for excellent ton• and 
volume Featherweight pickup features a dual 
roversib•I cartridge-each with its own long-
life needle. Separate volume and tone controls. 
Provides instant changeover to play 78 RPM 
and both speeds of long-ploy re:ords. Oversize 
case, of durable leatherette over sturdy wood, 
permits playing of 12" records crith lid closed. 
Quiet, smooth operating changer for years of 
trouble-free performance. For operation on 110-
120 volts 60 cycles AC. 
Shpg. wt. 23 lbs. 
P22 702 

This deluxe 3-speed portable phono combines 
the finest features we've ever offered in a unit 

of this type Lightweight 8-gram arm with GE 

''Triple-Play'  variab.• reluctance cartridge 

for standard and long-play microgroove rec-

ords. Advance-engineered 4-tube plus recti-

fier amplifier provides 6 watts of audio. Has 

separate tone control; volume control, an/off 

switch. 6591/4" oval Alnico V speaker for fine 

tone and volume. Sturdy motor with positive, 

-speed control. Plays  II records with lid 

closed. Two-tone jumbo brown simulated alli-

gator leather cover on 13Y073/4 x71/4" carrying 

case. For 110-120 vol.'s, 60 cycles. 

P22649-Shpg. wt. 15 lbs  39.50 

 50.95 

A highly desirable instrum•rt for schools 
advertising  agencies,  sales - meetin9s, 
demonstrations, home etc. Equipped with 
a microphone plug for use with a crystal 
mike. Ploys up to 16" reco-ds of 78, 45 
331/3 RPM, standard and microgroove. In 
simulated  leather  covered,  two-part 
carrying case. One part .:ontains fine 
8" Alnico V PM speaker, and is detach-
able for remote placement. h.mplifier has 
push-pull output, uses 3 tubes and recti-
fier; output 5 watts. Full rarge tone con-
trol. Heavy duty, wow-free motor with 
balanced  turntable.  16"  transcription 
arm, lightweight crystal pickup with twist 
styli. Complete with tubes, spooky cable 
and plug. For 110-120 volts, .0 cycles AC. 
P22703-
Shpg. wt. 17 lbs  48.50 
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&yeti' 8 WATT SINGLE & DUAL SPEAKER SOUND SYSTEMS 
DUAL SPEAKER PORTABLE 

Never before has so much value been brought together in one com-
plete 8 watt sound  syst•ml Expertly engineered to the highest 
standards, and especially designed for store demonstratio•s, car-
nival and circus barkers, lecturers, masters of ceremony anc others 
requiring small audience coverage up to 800 persons. Small, compact 
construction makes carrying easy from one plac• to another. 
Here are matched  units-complete with everything you reed  to 
operate a quality public address syst•m. The simple plug crrange• 
ment makes installation and operation, fast and easy. Lafayette's 8 
watt amplifier is guaranteed for one full year and covers replcement 
or repair of any materials and workmanship. Separate mictophone 
and phonograph inputs and controls permit use of recorded music 
as a background for announcements. This feature adds a profes-
sional smoothness to your presentations. All components are mounted 
in a single portable carrying case measuring 13* 10 ½x17", and cov-
ered in handsome simulated rawhide in tan finish. Each of the two 
8" PM spisak•rs is mounted in a section of the two-piece case. In-
cluded also is a Shure Model 710A crystal microphone on a 6-inch 
desk stand with 7 feet of cable and plug. The Amplifier tits into 
th• case for carrying. 70 feet of cable (35 feet .for each unit) is 
attached to the speakers and is ready to plug into the amplifier. 

Complete 8 Watt Dual Portable System. Nothing else to buy! Con-
sists of Lafayett• 8 watt amplifier with tubes two 8" hea ey duty 
PM speakers with 70 feet of cable (35 feet attached to each speaker); 
handsome two-section carrying case; Shure Model 710A crystal micro-
phone with 7 ft. of cable and mike stand adapter; all plugs and 
connectors Ready to install and to operate. With instructions. 

2P500-Shpg  Wt. 30 lbs  49.50 
Add 5.88 to prico if adjustable mike floor stand is desited. 

SINGLE SPEAKER PORTABLE SYSTE M 

Similar to above but with single speaker and 35-ft. cable and plug 
Mounted in carrying case. 

2P502-Shpg. Wt. 27 lbs   45.50 

DUAL SPEAKER INDOOR 

Here is the same high quality, low price combination as found in our 
dual speaker portable unit, but especially engineered for permanent 
installations. You get the famous Lafayette 8 Watt Amplifier (12 
Watts Peak Output!, two 8 inch PM Speakers designed for high re-
sponse audio work, two handsome Fabricoid covered wall baffles 
(useful for permanent and semi-permanent use), one Shure Micro-
phone Model 7I0A (the "REX" model in Burgundy Red metallic 
finish), one Floor stand, 35 feet of speaker cable for each speaker 
(70 feet total), seven feet of microphone cable, and all needed speaker 
and microphone plugs and adapters. Unit comes completely as-
sembled and ready to use on 105-125 volts, 50/60 cycles AC. And 
as usual, you get Lafayette's full year guarantee covering defective 
parts or workmanship on the amplifier. 
2P503-Shpg. Wt. 30 lbs.  52.50 

SINGLE SPEAKER INDOOR 

A complete system, nothing else to buy. Consists of Lafayette 8 Watt 
amplifier (12 watt peak output) with tubes; one 8" PM, heavy-duty, 
speaker; one 8 ' wall baffle; one Shure 710A microphone with 7 ft. 
feet of cable and mike stand adapter and 35 ft. of speaker cable 
and plug. With instructions. 
2P504  39.50 

If desired with floor stand add 5.88 to above price. 

8- WATT A MPLIFIER SPECIFICATIONS 

POWER OUTPUT  8 Watts-12 Watts peak 
GAIN & INPUTS..  Microphone 105 DB, 2 Meg. 

Phono 75 DB, V2 Meg. 
FREQUENCY RESPONSE 

50 to 10,000 CPS :4-- 2 DB 
CONTROLS  (3) Microphone, phono, tone 
TUBES   6160, 6SC7, 5Y3GT 
OUTPUT IMPEDANCE  4 & 8 ohms 
POWER CONSUMPTION  70 watts 
DIMENSIONS  7" x 101/2" x 53/4" 

P157-8 Watt Amplifier with tubes  24.75 

MASCO MIDGETALK 

2- WAY INTERCO M SYSTE M 

Unbreakable Cast Zinc Housings, ma-
hogany finish, 5 x 41/2 x 51/2" high. 
Master station has pilot light, on-off 
volume control switch. Remote station 
has press to talk switch to originate 
call and allow for privacy, or can be 
used for two way conversation with-
out manual operation. 3" Alnico V 
speakers. Matching cases.  Unit con-
sists of one Master, one Remote and 
50 feet of interconnecting cable. Unit 
itt shipped complete and ready to use. 
Included is set of instructions. U 
Approved-AC/DC. 

2P387-Shpg. Wt. i71/2 lbs 25.37 

BOGEN CHALLENGER 200 

2- WAY -INTERCO M SYSTE M 

Revolutionary  2-station  system  con-
sists of one master, one remote and 
50 ft. of cable. Equipped with new 
"Dual-Duty" volume control. Permits 
you to keep the remote station "alive" 
to hear all activity in it's vicinity and 
the remote operates no control when 
replying. By turning down volume con-
trol at the master you silence remote 
station but remote can call master by 
operating his "talk" bar. You reply 
without resetting "Dual-Duty" volume 
control. For 117 volts, AC/DC. Three 
tubes, housed in brown polystyrene 
cabinet  6"H,  6I/2" W,  71/2 0.  With 
50-ft. cable. 

2P386-Shpg. wt. 8 lbs  25.84 
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Zzyyet& 18-WATT PORTABLE & INDOOR SYSTEMS 
DUAL SPEAKER PORTABLE SOUND SYSTE M 

Here is a complete portable P.A. or music syst•m packed with the 
most modern features and priced to please th• modest budget. Sets 
up in a very few minutes—ready to operate. No technical knowledge 
is necessary to operate this unit. This system is ideal for lectures, 
sales meetings, auctions, for traveling dance bands, square and folk 
dance leaders, folk song singers, audition and rehearsal halls and 
many other similar opplications. Among th• many features of the 
amplifier you will fin..id electronic mixing of microphone and phono-
graph inputs, allowing the use of background mbsic while using the 
microphone. This imports a smooth professional quality to your pres-
entations. Through the use of Inverse Feedback, hum and distortion 
are reduced. The use of a continuous tone control permits variation of 
tone to your individual taste, and also reduces undesirable feedback 
due to adverse "on location" conditions. Amplifier is fused for 
complete protection against breakdowns. The output circuit consists 
of two beam power 6166 tubes in Push-Pull arrangement feeding 
an output transformer with secondary tapped at 2-4-8-15 and 500 
ohms. All components ore carefully matched to assure excellent per-
formance and trouble-free operation. 
Complete system includes two GE 25 watt 12-inch PM speakers; the 
popular Astatic JT-30 crystal microphone and floor stand; a strong 
fabricoid covered, two section, portable case; 100 feet of speaker 
cable (35 feet for each speaker); and shielded cable for the micro-
phone Speaker and microphone plugs are included also. The dimen-
sions of the case when closed are 163/4  inches wide by 243/4  inches 
high by 141/4  inches deep. Amplifier is supplied complete with tubes 
System is ready to install and operate. For 105 to 125 volts, 60 cycles 
AC. U/L approved. 

2P505—Shpg. Wt. 80 lbs  88.25 
Complete system as above (2P505) but with Shure Model 
55 microphone. 

2P527  124.20 
Complete system as 2P505 but including a three speed phono-top 
2P519    105.20 

DUAL SPEAKER INDOOR SOUND SYSTE M 

It's easy to set up this P.A. system in small dance halls, school audi-
toriums, churches, gymnasiums, etc. This economy indoor system gives 
excellent coverage in an area of about 25,000 square feet. Every-
thing is included for immediate installation and operation—even 
cables and plugs are attached to speakers and microphone for fast, 
simple assembly. 
Complete system includes a high quality  18-watt amplifier (see 
specifications below); two GE 25 watt, 12 inch PM speakers; two 
handsome wall baffles; 70 feet of speaker cable (35 feet attached to 
each speaker); and and adjustable telescoping mike floor stand; 
—everything you need, nothing else to buy. For 105-125 volts, 60 
cycles AC. Complete system, including tubes, U/L approved. 94.50 
2P506—Shpg. Wt. 75 lbs.   
Complete system as above but with Shure "55" dynamic microphone. 

2P528  130.45 
Complete system as 2P5O6 but with 3-speed phone top. 

2P529   111.45 

MASCO M ODEL ME-18 A MPLIFIER SPECIFICATIONS 

POWER OUTPUT  18 Watts 
PEAK POWER  24 Watts 
GAIN  Microphone 118DB, Phone 74 DB 
CONTROLS....Three—Microphone, phono, tone with on/off switch 
INPUTS  Microphone and phonograph 
TUBES  1-65.17, 1-6$C7, 2-6L6G, 1-5Y3GT rectifier 
OUTPUT  Tapped at 2-4-8-15-500 ohms 
POWER CONSUMPTION  93 watts, 117 volts, 60 CPS, AC 
HUM LEVEL  56 DB below 18 watts 
FREQUENCY RESPONSE  50 to 10,000 cycles ± 2 DB 
DIMENSIONS  12" W x 63/4"D x 73/4 "H 

2P470—Masco 18 Watt Amplifier with tubes  • 48.90 
Some as above except with 3-speed phonograph top. 
2P530   68.85 

MASCO HAR 2 W AY INTER-CO M 

A complete two-station intercom system with one master and one remote. 
Ideal as baby "nurse" or for communication. between any two points. In-
cludes 50 feet of 3 conductor cable and complete instructions for easy in-
stallation. Plug into light socket, connect the two stations with the cable 
and its ready to operate. The master has its own volume control, on-off 
switch, and press-to-talk switch. Remote station also has a press-to-talk 
switch for originating its own call and to provide privacy if desired. Units 
are suitable for use as a two-way paging system. Unbreakable cast alumi-
num housings finished in walnut hammertone. Size: 65/e" D. x 7,/e" W. x 
51/2 " H. For 110 volts, AC or DC, 1-1/1/ approved. Complete system with 
tubes and cable. Shpg. Wt. 10 lbs. 

2P389   NET 

Type JMRW—Same as above, but finished in white. 
2P390  NET  $35.64 

Additional cable for above systems, 
P16134-100 Ft  $1.91  NET, per ft  2thc 

33.34 



_f2q9ette 27 WATT MOBILE SOUND SYSTEM 
Really two sound systems for the price of one! Plenty of power for 
any job - either mobile or indoor. Operates from any 6-volt 'forage 
battery or regular 110-volt, 60 cycle line at full 27 watts from either 
supply. Switching from one voltage to the other is automatic - 
merely change the plugs at the rear of the amplifier; nothing to 
get out of order and cause a burn out. Equipped with rugged all-
weather hermetically sealed projectors and driver units. Universal 
mountings permit placing projectors on top of sound true:, field 
tripods, speaker platforms, roofs or towers to carry sound clear and 
strong to point desired. Speaker lines and rnicrphone cable disconnect 
readily by means of plugs so that entire system can be carried 
indoors in a few minutes. Another feature of the heavy duty ampli-
fier is the battery saver switch which allows you to cut off the plate 
voltage on 6-volt DC operation, thereby saving current during idle 
periods. The amplifier is equipped with a built-in phonograph motor 
and turntable for playing standard 78 RPM records. 

Complete 27 Watt Mobile System includes amplifier with tubes, for 
6-volt DC Grid 110-volt AC; two 20 inch University PH tyoe pro-
jectors with two MA-25 driver units ond 35 feet of cable attached to 
each horn; one Shure Model 505C hanil microphone with pusJ--to-talk 
switch and cable; all needed plugs and connectors, standarc phono 
top on amplifier. Ready to install and operate. 

2P507 - Shpg. Wt. 98 lbs  166.50 
Sa me OS above but with 3-speed phono-top 

2P508 - Shpg. Wt. 100 lbs    168.50 

Some system as above hut supplied with the Shure 
"Hercules" Model 510C controlled reluctancy micro-
phone. Mike suited for tropical countries or coastal 
areas. Balanced armature transducer achieves high 
sensitivity and good fidelity. Frequency response 100 
to 7000 CPS. Output level down 52.5 db. Metal green 
finish. With desk stand 

2P509    158.50 

CAN ALSO BE USED AS INDOOR SYSTE M 

Lofayette's 27-watt High Fidelity Mobile Sound system is also ideally 
suited for indoor use. For Outdoor use it s useful area of operation 
is about 45,000 square feet. In fixed installations indoors it s average 
useful are of operation is 750,000 cubic feet The list of possible uses 
would include Hotel lobbies, Garages, Stores, Restaurants. Audi-
toriums, Offices, Assembly Plants, Class Rooms, Factories, Ballrooms 
and Skating Rinks. In addition to regular PA work, civil defense users 
will find this unit perfect for their needs. When all other sources of 
power fail, it can be connected to a car battery The Inverse Feed-Back 
design in the amplifier circuit greatly reduces distortion and objec-
tionable hum, encountered at very high audio levels. Electronic mixing 
of all input circuits provides a professional quality to your work by 
allowing continuous background music when one or both microphones 
are in use. Volume of microphones and phonog,oph can be increased 
or faded independently or together. Brilliant speech reproduction, true 
musical fidelity, and the economical price combine to make this sound 
system a hard-to-beat value 

AMPLIFIER SPECIFICATIONS 

POWER OUTPUT: 27 Watts 
PEAK POWER: 38 Watts 
GAIN: Microphone 125 DB, Phonograph 78 DB 
CONTROLS: 2 mikes, phono, tone with on-off switch 
INPUTS: Two mikes and one phono 
TUBES: 1-6517, 2-6SC7, 2-61.6G, 1-5V4G (rectifier) 
OUTPUT: Tapped 2-4-8-15-500 ohms 
POWER CONSUMPTION: 100 Watts, 117 V., 60 cycles AC 
HUM LEVEL, 55 DB below 27 Watts 
FREQUENCY RESPONSE: 50 to 10,000 cycles ± 2 DB 
DIMENSIONS: 15" x 8" x 8" 

Recessed handles in two color Hammertone finish cabinet 

2P473 - Amplifier with single speed phono-top  115.89 
2P474 - Amplifier with 3-speed phono-top  117.89 

M ASCO M ASTER TO RE MOTE 5 STATION SYSTE M 

A popular type intercom system for offices, schools, labs, factories, etc., 
wherever there is need for private inter-office talk between a supervisor 
and up to 5 subordinates Master station has press-to-talk switch, station 
selector, volume control and on off switch  Remotes have press-to-talk 
feature to originate calls and insure privocy Si m 61/4 " x 71/8"  51/4". 
Shag. wt. 6 lbs  for master, 41/4  lbs.. remote. For 110 volts AC/DC. 
With tubes. 
2P391 - Type JM5 Master Station  26.99 
2P392 - Type JR - R•rnote Station, Each   NET 9.53 
3-Conductor Cable for above Intercom System. 
P16148 - 100 Ft  1.47  Per Ft., NET   2c 

M ASCO ALL- MASTER INTERCO M SYSTE M 

Similar to above system, but with each station a master  For instant 
communication between any or all masters ot any time. Up to six masters 
possible in one system. All stations have press-to-folk switch, station 
selector, volume control, on-off switch, Alnico V PM speakers. Size: 
61/4  x 71/4  X 5 1/4  H. For 110 volts, 60 cycles AC  U,L Approved. Shatif• 
wt. 6 lbs. each. Complete with tubes. 
2P393 - Type MI5 Master Station   NET, Each  26.99 
P16093 - 7 Conductor Cable, for up to 6 stations  .ptsr ft. 10c 
P16091 - 5 Conductor Cable, for up to • stations   .per ft. 7c 

2$ 



_rtjfasetzt, CHALLENGER 30 
DUAL SPEAKER 30 W ATT PORTABLE SYSTE M 

This 30 watt system is one of our most popular mod•Is — big enough 
for practically any purpose. large halls, school gyms, night clubs, 
auditoriums, churches, civil defense users, etc. will find this system 
perfectly suited for their needs. The Lafayette Challenger 30-watt 
amplifi•r features controls for two microphones, and one phono with 
facilities for mixing th• inputs. Tone control permits adjustment for 
any degree of acoustic variation.  Inverse feed-back for better, 
smoother response. 
Complete Portable System includes the 30 watt amplifier with all 
tubes; one Shure 710A microphone with shielded cable; one adjustable 
mike floor stand; two GE 25 watt 12" PM speakers each with 35 
feet of cable and plug attached; carrying case as shown. For 110-130 
volts, 50/60 cycle AC. 
2P510 — Shpg. Wt. 80 lbs 
Same as above, but with single speed phono-top. 
2P515  114.90 
Sam• as 2P510 but with Shure "55" dynamic microphone. 
2P5I6   135 70 
Same as 2P516 with single speed phono-top. 
2P531   150.65 

30 W ATT OUTDOOR SYSTE M 
Includes Lafayette's 30-watt Challenger amplifier; two University 
PH 20" weatherproof reflex trumpets with 2 University MA25 drivers; 
one Shure 710A microphone with shielded cable; one desk stand; all 
speaker and microphone plugs and full set of instructions. With 70 
feet of speaker cable (35 feet each speaker). 
2P512 — Shag. Wt. 56 lbs  129.75 

 99.95 

Complete system as above with a 
Shure "55" dynamic mike. 
2P513  165.50 

Complete system as 2P5I2 but with 
single speed phono-top. 
2P514  146.70 

Complete system as 2P513 but with 
single speed phone-top. 
2P532  180.45 

'.1 
WATT SOUND SYSTEM 

DUAL SPEAKER 30- WATT INDOOR SYSTE M 
The permanent sound system especially designed for large halls, 
churches, school gymnasiums, night clubs, auditoriums, plus a variety 
of installations requiring medium power. The heavy duty amplifier, 
featuring "push-pull' output, and the Shure 710A semi•directional 
crystal microphone combine to give performance exceptionally free 
from hum and distortion. There are two handsome wall baffles de-
signed to yield optimum acoustical response. Two heavy PM 25 
watt 12" GE speakers are supplied with 35 feet of cable attached 
to each speaker. A terminal strip and socket make speaker connection 
fast and easy. A microphone floor stand, adjustable from 35 to 62 
inches, is also included. If desired, the amplifier can be supplied 
with a phono-top. 
Complete 30-Watt Indoor System includes the amplifier with all 
tubes; two GE 12" PM 25 watt speakers; Shure Model 710A crystal 
microphone with length of shielded cable; two handsome wall type 
baffles; 70 feet of speaker cable attached (35 ft. to each speaker); 
all plugs, hardware. Ready to install sad operate. 
2P5Il — Shpg. Wt. 78 lbs  98.50 
Same as above but with Shure "55" dynamic microphone. 
2P517   134.25 
Same as 2P511 plus a single speed phono-top. 
2P518    113.45 

A MPLIFIER SPECIFICATIONS 
OUTPUT    30 Watts 
RESPONSE   30-12,000 CPS ± 2 DB 
GAIN  Mikes 1 and 2, 118 DB; phono; 85 DB 
OUTPUT IMPEDANCES   4, 8, 15 ohms, 70 volts 
THREE INPUTS  2 microphones, 1 phono 
TUBES   2-65C7, 6SL7GT, 2-6L6G, 5U4G 
DIMENSIONS  15" W., 10" D., 8" H. (Less phono) 

15" W., 10" D, 10" H. (with phono) 
Features extractor type fuse, molded sockets and recessed 
handles. 
2P443 — Complete 30 watt amplifier with tubes  56.92 
Complete amplifier with tubes and single-speed phono-top 
2P468  71.31 

SYSTEM 1 — One master and up to 
•5 remote stations. Master can call 
all  remotes  simultaneously.  (Re-
quires 3-conductor cable.) 

SYSTEM  2 — All  Master  System. 
Maximum of 6 masters, if each 
must talk with every other master. 
Otherwise, more than 6 may be 
used. 

CHALLENGER INTERCO M SYSTE M 
The Challenger "600" master station will operate in a system using a 
single master and up to five remote stations, or in an all master system of 
six stations. When used in a single master — multiple remote installations, 
the "Mute" position silences the background noise at the remote stations, 
yet the remote can still initiate a call to the master The "ALL" position 
permits a master station in either type system to call all other stations 
simultaneously. The "600" Master station is housed in a sturdy polystyrene 
cabinet, 6 x 61/2  x 7" D. Has press-to-talk switch, 7 position selector 
switch and volume control, on off. The "60R" remote station has a 
matching cabinet and is equipped with an initiating call bar. During 
conversation with the master, the remote does not operate any control. 
Master station complete with tubes, operates on 117 volts AC DC Under-
writer's Laboratories approved. Shpg. wt. 600, 6 lbs.; 6OR 3 lbs. 

2P383 — 600 Master Station, Each 
2P384 — 608 Remote Station, Each.  NET 7.60 
P16055 — System 1, 3 Cond. Cable. 100 Ft 1.06; Per Ft  Cht 
P16056 — System 2, 7 Cond Cable. 100 Ft 7.35; Per Ft  SC 

 NET 22.96 



_figiette CHALLENGER DELUXE 60 WATT 

OUTDOOR SOUND SYSTEM 
Here is a high powered sound system with outstanding firre quality 
features to take care of every type of outdoor applicatior, in ball 
parks, skating rinks, large auditoriums, carnivals and in armories 
Delivers tremendous power without distortion or loss of tonizI clarity. 
In addition, four 20-inch University type PH re-entrant reflex pro-
jectors, and 25 watt driver units step up the efficiency of this system 
to such an extent as to make it equivalent to fully 90 watts in other 
systems. With these non-resonant, storm-proof loudspeakers, sound 
con be directed over long distances in the open. All vital ports are 
hermetically sealed for absolute protection against weather and to 
minimize ageing. The horns are supplied with universal brackets to 
permit mounting on roofs, light towers, etc. The high gain amplifier 
has three inputs: two microphone channels and one phonograph 
channel. All these channels may be electronically mixed. Outstanding 
performance at maximum efficiency. Neutral green steel case with 
silver control panel. For 110-117 volts, 60 cycles AC. 

Complete 60-watt system includes amplifier with tubes, foLr 25 watt 
driver units, four weather-proof University PH projectors, with four 
MA-25 drivers, one Shure Model 710A crystal microphone with seven 
feet of shielded cable, adjustable microphone floor stand and all 
plugs and hardware. With 140 feet of speaker cable (35 feet for each 
speaker), Entire system is shipped ready to install and to operate. 
Amplifier is supplied with all tubes. Shipping weight 150 lbs. 

2PS20   234.75 
Some system as above, but with Shure Model "55" uni-iirectional 
moving coil microphone. 

2PS23   279.50 

The baffles ilkistrated at 
left are included with 
the 60-wort indoor sys-
tem described on this 
page. 

INDOOR SOUND SYSTEM 
The same high power system as described at left is available in a 
specially designed indoor unit  Substituted for the projector horns 
are four General Electric Alnico V, heavy duty, 12 inch PM 25 watt 
speakers and four handsomely finished wall baffles. The use of four 
25-watt speakers in this arrangement prevents voice coil burn-out 
and subsequent costly repairs. The wall baffles ore proportioned to 
yield fine acoustical quality over a "Iong-shot" distance Solidly con-
structed, they are built to give years of trouble free use. The amplifier 
features constant voltage output for ease of speaker matching, ex-
tractor type fuse, two oil-filled high voltage filter capacitors, recessed 
carrying handles, and inverse-feedback design for better response. 

Complete system includes the 60-watt amplifier with tubes, one Shure 
Model 710A crystal microphone with seven feet of cable and plug; 
adjustable microphone floor stand; 140 feet of speaker cable 35 feet 
attached to each speaker, and four wall baffles. Unit is complete 
with all connectors ready to install and operate. 
2P251 — Shag, Wt. 150 lbs   157.25 
Same system as described above (2P251), but with Shure Model 55, 
unidirectional, moving coil, dynamic microphone. 

2PS22  192.85 

SPECIFICATIONS-60 W ATT A MPLIFIER 
OUTPUT  60 watts normal output 
GAIN /I INPUTS   Mikes 120 db, Phono 85 db 
FREOUENCY RANGE   4-  2 db, 30-12,000 cps 
OUTPUT IMPEDANCE   4, 8, 15 ohms-70 and 140 v 
TONE CONTROL  -Selectone" Frequency Range Selector 
TUBES USED  2 65F5, 1-6SL7GT, 2-807, 1-6V6GT plus 

1-5Y3GT and 1-5R4GY rectifiers 
HUM AND NOISE LEVEL   62 db below 60 watts 
LINE DRAIN   220 watts at 117 v., 60 cycle AC 
DIMENSIONS   17" wide, 11 1/2" deep, 91/4 " high 
Latuyette 60 Watt Amplifier complete and with tubes. 
2P162 • Shag, Wt. 60 lbs  91.69 

M ASCO 5- WATT MUSICAL A MPLIFIER 
This modern, complete musical instrument amplifier, in lightweight portable 
case, is ideally suited for musicians, lecturers, singers, barkers, auctioneers, 
etc  High quality amplifier and large, heavy duty 8 inch speaker insures 
excellent tone and reproduction. Three channel input permits mixing of voice 
with music. Conveniently  located control panels atop attractive two-tone 
brown and ton fobricoid-covered hardwood carrying case. Extremely low hum 
level assures quiet operation Will accommodate any standard musical instru-
ment, pick-up or microphone  U L approved. Complete with tubes. For 117 
volt, 60 cycle AC operation 
2P467 — Shpg, Wt  15 lbs. 

5- WATT A MPLIFIER SPECIFICATIONS 

POWER OUTPUT  5 watts at less than 5% harmonic distortion 
INPUTS    Two—for mike or instrument pickup 
FREQUENCY RESPONSE    ̀2 db 100 to 8000 CPS 
POWER' GAIN    105 db 
TUBES   6SL7GT, 6V6GT, 6X501 (Rectifier) 
HUM LEVEL  60 db below output level of 5 watts 
POWER CONSUMPTION   30 watts at 117 volts, 60 CPS 
DIMENSIONS   11 34" x 81/2 " x 13" high 

 NET  39.69 
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UNIVERSITY PROJECTORS, DRIVERS, SPEAKERS   

Model  J   No. 

Model 
PH 
LH 
SMH 
OH 

Dia. 

UNIVERSITY REFLEX PROJECTORS 

High efficiency exponential air column type 

projectors. Heavy.gauge all spun metal horns 
with corrosion resistant finish. Conversion effi-

ciencies to 50%. Will handle 30 watts output. 

Supplied with universal "LI" type mounting 
bracket. Battleship grey finish, waterproofed. 
Less drivers. 

20 " 
161/" 
304" 

Length 

19" 
12" 
27 1/8" 

Cutoff 
150 cps 
120 cps 
200 cps 
85 cPs 

Disp. Angle  Lbs.  Each 

IS  10  17.05 
75. 15  26.17 
95°  6  1 4.4 1 
65°  22  3 5.2 8 

UNIVERSITY PAGING SPEAKERS 

Intercommunicator "booster" speaker has high 
projecting power. Clear sound output over-
comes factory noises.  Use as "Talk  Back" 
speakers in intercom systems. High sensitivity 
permits initiating or answering calls at a dis-
tance. Though capable of producting adequate 
volume with low power, these speakers can 
handle more power than any other speaker of 
comparable size and weight. Supplied with 
adjustable mounting bracket. 

Model Wafts 

MIL-45 
1138 
CR 

3 
3 
12 
Is 

Ohms Freq. cps  Lbs.  Each 

45 
8 
16 

400- 9,000 
400- 9,000 
300.10,000 
250- 6,000 

5 
5 
7 
11 

1 4.7 0 
15.43 
19.11 
24.10 

CAR-TOP HORN CARRIER For all horn type speakers and baffles 
used in mobile PA work. Waterproof 
plywood and angle iron construction 
Four suction cups and gutter hooks 
with adjustable strops included. Size. 
8" wide x 461/2 " long. Easily and 

quickly attached or removed Will not mar car finish. 
P20028-Shpg. wt. 8 lbs.    5.67 

UNIVERSITY M ODEL 2TC CONNECTOR 

Used with two driv•r units to provide up to 60 watts 
for any trumpet or projector. 
University Model 2TC-Shpg. wt. 3 lbs.  5.88 

COBRA-1 2 
2W-25 

UNIVERSITY DRIVER UNITS 
Phenolic diaphragm; Alnico magnet  Hermeti-
cally sealed. MA-25 recommended for single 
speaker systems. 41/2 " D x 33/4 " H. SA-HF effec-
tive in locations where noise level is high 41/2 " 
D. x 43/4 " H. PA-30 has built-in line matching 
transformer  165, 250, 500, 1000, 2000-ohm ter-
minals. Constant voltage tops 30, 20, 10, 5, 21/2 W 
permit 3 db changes with each step. PA-30 main-
tains high varying intensity levels over long 
periods  for  broadcasting chime  music from 
church steeples. 63/4 " D. x 6,4" H. SA-30 is heavy 
duty general utility driver unit with built-in trans-
former. Some impedances as PA-30 plus 45 ohms. 

Each Model  Rang* cps  Watts 

MA-25 
SA-HF 
PA•30 
SA-30 

90- 6 000 
90-10 000 
80.10,000 
90.10,000 

Ohms  Lbs. 
25  16  4 
25  16  6 
30  16  6 
30  16  10 

1-477-0-
21.76 

1:12 
UNIVERSITY WIDE ANGLE SPEAKERS 

COBRA. 12 concentrates pow-
er in horizontal plane. 2W-25 
covers two areas effectively 
with  a single driver  unit. 
Sizes: COBRA-I2, 141/2 " long, 
20"x9" mouth; 2W-25, 201/2 " 

2W-25  long. 8" dia. mouth. Weight, 
9 lbs. each type 

Model  Watts  Ohms  Dispersion  Frets. cps 

250-10,003 
350. 6,000 

12  8  120°x60° 
25  16 120° no  horn 

Each 
26.46 
28.22 

UNIVERSITY LINE MATCHING TRANSFOR MER MODEL CTR-20 
Designed for use with University speakers in 
indoor or outdoor installations. Assures perfect 
performance throughout the range of the speak-
ers with which they ore used. Housed in water-
tight enclosure with die cast mounting bracket 
which acts as combined support for both the 
transformer and speaker. Easily mounted on 
any trumpet or screwed to any surface. Primary 
impedances: 45.500-1000.1500.2000 ohms. Sac. 
ondary impedances: 4.8.16 ohms. 25 Watts. 
Shpg. wt. 4 lbs. 
University Model CTR-20  8.82 , 

UNIVERSITY MODEL PMA ADAPTOR 
For mounting any University "U" bracket speaker on 
standard 1/2 .' pilot Shpg. wt. 3 lbs. 
University Model PMA  88 it 

JENSEN SPEAKERS 
STANDARD PM TYPES 

Moderately priced, exceptionally good in per-
formance, and highly recommended for replace-
ment use in radio and television receivers, re-
corders, public address equipment, intercommu-
nication systems and similar applications. Highly 
efficient Alnico V mo vies insure maximum gap 
•n•r9y and speaker life Cones selected for uni-
formity of response. All models completely dust-
proof, Supplied less output transformers (see 
listing of output transformers below). 

P4-1( ST-113 
P5-X  ST-740 
P5-X  ST-105 
P6- W  ST-109 
P9-U  ST-I 16 
P8-V  57•115 
P8-St  51104 
P69-T  ST•811 
P10-T  5T-119 
P12-T  ST-101 

She   Wafts V.C. Ohms 

2  3-4 
5.. 2V2 2  45-50 

1/2 3.4  
6" 31/2  3-4 
8" 6  3.4 

5  3-4 
8..  8  6-8 
6x9"  71/2  3.4 
10"  s  6-8 
12''  9  6-8 

Each 
2.94 
3.26 
3.12 
3.76 
6.00 
5.12 
8.06 
6.97 
7.50 
8.53 

1 Extra heavy magnet, 

JENSEN UNIVERSAL OUTPUT TRANSFOR MERS 
Designed for coupling speakers to different im-
pedance requirements of various amplifier output 
tubes. Universal tube transformers match V.C. to 
4500, 7000, 10,000 and 14,000 ohms. Universal line 
transformers match V.C. to 500, 1000, 1500 and 2000 
ohm lines  Moisture protected by heavy wax im-
pregnation. May be mounted directly on speaker. 

Jensen No,  Application Watts  Terminals , Sec. Ohms  Each 
1X•1 0 0 7°  Univ. Tube 25  Pin Tip 1 6-e  6.88 
ZY-2 0 0 5  Univ. Line 25  Pin Tip  6-8  6.88 
ZX-1 0 0 5• ' Univ. Tube 16  Pin Tip I 6.8  5.08 
ZY•2 0 0 3  Univ. Line 16 Pin Tip l 6-8  5.08 
IX-1 0 0 2*  Univ. Tube  10 Pin Tip  6-8  3.53 
ZY-2 0 0 2 I Univ. Line  10  Pin Tip  6.8  3.53 
ZP-1 0 2 4.  Univ. Tube  61/2 Solder Lug  3-4  1,76 
ZL•2 0 21  Univ. Line  by  Sold•r Lug  3.4  1.52 
ZY-4 0 0 2  Univ. Line  31/2  Pin Tip  3-4  2.37 
ZP-1 0 2 3  Univ. Tube  31/2 Solder Lug  3-4  1.52 

•All primary windings center-topped. 

JENSEN VOLU ME LEVEL CONTROLS 

Model 5T-2 7 6-6-8 ohms, 5 watt  1.47 
Model ST-7 6 0-3-4 ohms. 5 watt  1.62 
Model ST-el 1-8 ohms, 15 watt  1.94 

GENERAL ELECTRIC SPEAKERS 
GE MODEL 51203D 

Popular 25-watt 12 inch P.M  speaker used in 
Lafayette public address systems. Highest effi-
ciency insured by powerful 9 oz. Alnico V mag-
net, which incorporates the latest engineering 
developments  in scientific  tone  reproduction. 
Recommended for use with public address sys-
tems and for replacement in home radios. Alu-
minum foil base voice coils, molded cones. Meal 
base construction provides for greater heat dis-
sipation, which results in higher wattage handling 
capacity. Has universal transformer mounting 
brackets. All parts treated against corrosion. 
Plated finish, Lusteron treated. 8 ohm V.C. 
GI Model 51203D-Shpg. wt. 8 lbs. . 13 .94 

01 PUBLIC ADDRESS SPEAKERS 
Aluminum base voice coils provide high wattage output 
and will not warp. Molded cones assure high fidelity 
and brilliant frequency response. Plated finish protected . 
by new Lusteron treatment. Assembled with universal 
transformer mounting brackets. All have 8-ohm Voice 
Coil. Alnico V magnets. - 

Model Di..   Alnico 1i Wafts 1 Wt.. lbs.  Each 
512111113 12" 6.8 ox. 12 7 
51203D 12" I oz.  25 8 
51201D 12"  14.5 oz.  25  9 

GE REPLACEMENT SPEAKERS 
Alnico V magnets, aluminum foil base voice coils, molded cones, 
universal transformer mounting brackets. 3.2 ohm voice coils. 

Model 
S400D 
55250 
5625D 
5650D 
5703D 
5800D 
5 1 0 ODD 
51200D 

61/4 " 
41/2 " 
6:9" 

10" 
12" 

Dia.  Watts  Magnet Os. Each 
4 

51/4 "  4 
4 
4 

1.3 
1.3 
1.3 
2.98 
1.47 
2.98 

12  6.8 
12  68 

2.88 
3.20 
3.73 
4.55 
5.09 
6.06 
1 0.4 2 
1 1.1 7 

11.50 
13.88 
19.95 

AUTONE AUXILIARY SPEAKER 
Large 6" PM Speaker mounts in shelf behind rear 
automobile seat, enabling passengers to enjoy clear 
reception without distracting driver  3.way control 
switch mounts on dash, permitting operation of front 
and rear speakers separately or together. May also 
be used with home receivers. Wire, escutcheon plate 
and grille included. 
P19106-Shpg. wt. 3 lbs.  5.88 
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SPEAKERS - BAFFLES - ACCESSORIES 

Quam 
No. 

LAFAYETTE PM SPEAKERS 
High quality permanent magnet speakers High per-
rn•obility Alnico V magnets used for utmost efli• 
ciency. One-piece cones, plated metal frames Voice 
coils for all sizes, 3-4 ohms. All supplied less output 
transformer. 

Nor. Peak 
Dia.  Watts  Watts 

2 
2 
2 

4,6"  2 
3 
5 

6x9"  5 
7 

10" 9 

Stock No. 
P18000 
P18001 
P18002 
P18003 
P18004 
P18005 
P18006 
P18007 
P18008 
P18009 12"  10 

Wt. 
Lbs.  Each 

4 1 
4  2 
4  2 
4  2 
5  3 
7  3 
7  3 
9  4 
II 6 
12  7 

1.48 
1.59 
1.79 
2.25 
1.79 
2.21 
3.44 
3.18 
4.50 
5.67 

LAFAYETTE FIELD COIL SPEAKERS 

Ideal for general replacement in AC-DC radios, amplifiers and inter-
communication systems. Frequency response from 100 to 4500 cps, when 
properly baffled. Molded one-piece cones, 3.2 ohms V.C. f6V Auto 

Max. 
Stock No. Dia. Ohms   Watts   Wt. Lbs.   Each 

P18015 
P18016 
P18017 
P18018 
P18019 
P18020 
P18021 
P18022 
P18023 
P18024 
P18025 
P18026 
P18027 
P18028 

450 
450 

5" 6 Voltt 
5"  450 
5'' 3000 
5"  1800 

6 Voltt 
6" 1000 
6" 1 800 
8"  1000 
8- 1800 
8" 2500 
10"  1000 
12"  1000 

2.5 
3 
3 
3.5 
3.5 
3.5 

5 

7 
7 
7 
10 
12 

3 
3 
3 
3 
3 
3 
4 
4 
4 
6 
6 
6 
7 
9 

2.16 
2.39 
2.49 
2.49 
2.49 
2.49 
2.92 
2.92 
2.92 
3.63 
3.63 
3.63 
5.67 
6.84 

GUA M ALNICO PM SPEAKERS 
Alnico V magnet provides maximum 
performance with minimum  weight. 
High conversion factor. 3.2 ohm V.0 
Less Trans. 31/2", 4", 51/4" in square 
frame. 

3A07 
4A1 
4A07 
46A07 
5A1 
5A07 
52A1 
6A1 
69A2 
6A15 
7A21 
8A21 
12A31 

Max. 
Dia.  Watts 

3'/2" 

416" 
5" 

51/4 " 

60" 
61/2 " 

12" 

2.5 
3.0 
3.75 
3.5 
4.5 
4.0 
6.0 
6.0 
1.0 
5.0 
6.0 
8.0 
10.0 

Magnet 
Os. 
.68-
1.0 
.68 
.68 
1.0 
.68 
1.0 
1.0 
1.4 
1.47 
2.15 
2.15 
3.2 

Shag. 
Depth  Wt. 

M g," 
2  " 

2%6 . 
M A" 
2%" 
21/4 " 
215/14," 
VA" 
221/32" 
33/4 “ 
41,/32 

lbs. 
lbs. 
lbs. 
1 lbs. 
1 lbs. 
1 lbs. 

1V4 lbs. 
PA lbs. 
I1/7 lbs. 
1 lbs. 
1 lbs. 
2 lbs, 

33/4 lbs 

Each 
2.35 
2.50 
2.35 
2.62 
2.62 
2.47 
2.73 
2.82 
4.41 
3.1Q 
426 
4.23 
6.67 

QUA M TELEVISION SPEAKERS 
Field coil speakers for TV replacement. 3-4 ohm voic• coil 

Quam 
No. 
5E62 
5E95 
46E62 
46E95 
6E62 
6E95 

Max. 
Dia.  Watts 

3.5 
5' 3.5 

3.5 
3.5 
5 
5 

4,6" 
4.16" 
61/2'' 
6/2" 

Field  Shpg. 
Ohms   Wt.   Each 
62- -  1/2  lbs.  2.70 
95 1/2 lbs.  2.70 
62 1/ lbs. 3.12 
95 lbs.. 3.12 
62 4 lbs.  3.18 
95 3/4 lbs.  3.18 

FABRICOID BAFFLES 
Sturdily built of selected wood. Brown leather-
ette covered. Shpg at. 6 lbs. 

Stock No. Speaker  H. W. D.   Each 
P20060  6  81/2 01/2x43/4 "  1.89 
P20042  101/2 59561/2 "  2.45 
P20055 10'' 14512581/2 "  3.15 
P20056 12" 15x14x10"  3.65  

CARRYING CASES 
AmpliBer, 12" Speakers-Holds two 12" speak-
ers plus amplifier. Amplifier bolts to panel-slides 
in or out of case quickly. Holds any amplifier to 
141,1401". Firm corner construction with metal 
shields. 4 snap locks. Made of f/4" thick plywood 
covered with Tan simulated rawhide. Size: I63/4 W. 
x243/4 H .x143/4 "D. 
P22056-Shpg. wt. 24 lbs  
Amplifer, 8" Speaker-Holds both amplifier 
and art 8" speaker at the same time H•avy ply-

wood construction with handsome ton simulated rawhid• covering and 
carrying handle. Firm doubla-prol•ction corner construction. 4 sturdy 
snap locks. Size: 13x103/4 117". 
P22053-Shpg. at. 10 lbs.  6.5 0 
AmplHler, 8" Speakers-Same as above except for amplifier and two 
8" speakers. 13003/4 117". 
P22054-Shpg. wt. 10 lbs.. 

RM. 

90.z. ALN/C0 V MAGNET 
Here's an excellent fidelity, powerful I2'' PM 
speaker that is by far the best buy available 
for any comparable speaker with the same per' 
formanc• capabilities. Highly recommended 
for replacement use or original installation in 
top quality radio-phono installations Ideal for 
PA use. Handles 25 watts of power without 
distortion or significant loss of bass or treble 
frequencies. Uniform response assured over the 

r range from 50 to 10 000 cps Alnico V magnet 
alone weighs 9 ounc•s. Precision formed alu-

minum base voice coil. Voice coil impedance. 8 ohms. Perfectly 
aligned coil and molded cone construction. Precision engineering of 
parts built into this speaker for years of trouble-free service. This is 
one of the outstanding values we have ever offered. Shag. at. B lbs. 
P19299-
75 Watt, I2'' PM Speaker 6.95 

SUPER-SPECIAL 1 2 -INCH 

HI-Fl COAXIAL SPEAKER 

We've n•vjsr had a hi-fi speaker buy to com-
pare with this one! A genuinely high-quality 
12•inch coaxial  PM  speaker with frequency 
range from 50 to 15,000 cps, full 10 watts out-
put, plus built•in high pass filter- for less than 
$15.00! 12" woofer has 32 oz. Alnico 5 magnet, 
3.2 ohm VC impedance. Combination of woofer 
and  tweeter operates from 8 ohm source. 
Requires no special controls. Dustproof, sturdy 
frame. Order yours while we can still supply! 
P19298-
Shpg. at. 8 lbs. Quantities Limited  14.95 

10- WATT P.A. SPEAKER 
Here's a real buy in o 12-inch heavy duty PM 
speaker for P.A. or other work where you need 
a speaker that can take it! Heavy 6.8 ounce 
Alnico magnet with 8 ohm voice coil. Sturdy 
cadmium plated frame and heavy duty cone. 
Frequency response to above 10,000 cps. Shpg. 
at. 6 lbs. 
P19296-SPECIAL, NET 5.95 

12-INCH REPLACE MENT SPEAKER 
Quantities limited on this fine 12-inch replace-
ment speak•r. Order yours now while we can 
still supyly at this dollar saving deep cut pri m. 
4.7 ounce Alnico V magnet, 3-4 ohm voice coil. 
Ideal for perking up old and new sets with 
"tired" drivers and dried out cones  Shag. 
at. 6 lbs. 
P11197-SPECIAL, NET   5.45 

SPLAKER ACCESSORY ITEMS 
W ALSCO ORNA MENTAL 

GRILLE 

r
i.-11PQrp .-1W0 .-1 %7.41. 
IMI. AIIP 41110 161. 401. lel. 4110 41111. AW 40. 4110 AW .1111. 1111. 4111. 410. 1111. ill. 41, 411, IW IW 1.1. INO 401. AW Ill. IW 41110 4110. 410 41111. 4011. 

I. 
111 "111.4.1 .41 "1 "111. 
.4104.41 ~1101 411. 4111. .101. .1111. .101. 41M, 411. 4... I  P.•1110. 11110 4111. 11110 lel. 411. 110. .III. .40. 41. .1110. 161. 1110 .01. .1118. 41010. .611. 11111 ,.1111. 110 1111,.481,..111111. 

Heavy perforated grille, beauti-
fully ''brushed brass" plated and 
lacquered witth gold finish effect. 
For use over cloth or screening 
in custom built radios, P.A. 
Speakers and juk• boxes .76  
P15493-5126 12"x18" 
P11494-Slte 111"124"   3.23 

--
SPEAKER GRILLE CLOTH 

A b•outlful, decorator material 
to match both cabinet and home 
furnishing  Handsome frieze pat-
tern. 50" wide, cut to your speci-
fied length. 2.10 P20949-Per Yard 
P19496-12"x12"   250 

UBeautifully polished walnut baffle 
systems Frieze grille cloth. 
P21325-6-inch 
P21326-8-inch 
P21327-10-inch 
P20051-12-inch 

Each 
P15315-4 ca bottle 
P15316-8 oz. bottle 
P15317-I pt. bottle 

W ALNUT W ALL BAFFLES 

SPEAKER SHI MS 
Non • magntisic 
Mon•1 shims  4 
each  .004", 
.006", .008", 
.010" shims. In 
plastic case 
with pencil clip. 
P19c:49- 
Each 
FLOCKED394  - - 
FLOCKED GRILLE SCREENING 
Protective grille for radio, inter 
corn, etc. Won't tear, fray. 
P19487-8.11", Brown 
P194119-1844", Brown 1.88 

561 

RADIO SERVICE CEMENT 
For cementing replacement 
cones and 'repairing torn 
cones.  Vibration-proof, 
waterproof, fast-drying. 
P15314-2 oz. bottle, brush 
attached to cap. 391 

651 
1.15 
2.15 

for De Luxe sound 

2.35 
2.79 
3.30 
4.85 

29 HEADQUARTERS FOR SUPERIOR SOUND EQUIPMENT 
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S H U RE  M I C R O P H O NES  &  A C CE SS O RIES 
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NE W "S MALL UNIDYNES" 

MODEL 555-Completely new, small sized uni-
directional moving coil dynamic mikes. De 
sign•d for high overall efficl•ncy and extended 
peak•free  frequency  response.  Rugged  coil 
construction  protects system  agains t atmos -
pheric conditions and mec han ica l shoc k. Rec-
ommended for flied station use in Police, Fire 
and Transportation services , These  un its reduce  
reflection and reverberation  an d perm it the 
performer to stand at a cons idera ble distance  
from the mike Smooth 40-15,000 cps res ponse  
at front,  dead at re ar. Impe dances:  35-50 
ohms;  150-250 ohms; and high ohms.  Multi. 
impedance selector switch inc luded. Output  
level - 60.5 db at high impedance. Supp lied 
with 20-ft cable and plug assembly. Standard 
1/1"-27 thread. Size: 35/1 1,," H., 2511," W., 31/2 4.-
D. Shpg. of. 316 lbs. 
Shure Model 555  NET 42.63 

MODEL 556S-Same appearance and general 
characteristics  as  55$  except  designed  for 
studio broadcasting and TV use, and similar 
applications requiring  top quality perform-
ance, This mode also features a Cannon con-
nector and a specially designed shock insula-
tion  unit.  20-ft.  cable  and  plug  assembly 
included. Shpg. wt. 41/2 lbs. 
Shure Model 556$  NET 58.8 0 

STANDARD UN1DYNES 

MODEL  55 - Standard  size,  super-cardioid 
dynamic mike for general purpose use Tech-
nical data similar to Mode 55S. Output level 
at high impedance  -57.5 db. Has built-in 
connector and 20-ft. cable and plug. Size: 
414" H., 31/4 " W., 31/2 " D. Shin. wt. 51/2  lbs. 
Shure Model 55-
List $72.50  NET 42.63 

MODEL 556-For broadcasting use  Features 
internally  isolated  cartridge  and  external 
vibration absorbing unit. Otherwise similar to 
Mode 55. Shpg. of. 5 lbs. 
Shure Model 556-List $100.00...NET  58.8 0 

M ODEL 51  "SONODYNE" DYNA MIC 

Rugged,  pressuretype  unit with wide-range 
frequency response and semi-directional pick-
up. Features multi-impedance switch for low 
(35-50 ohms), medium (150-250 ohms) or high 
impedance. Moving coil element in magnetic 
field principle. Has built-in rec•ptacle and a 
two-conductor shielded cable with microphone 
plug attached. Response 60-10,000 cps. Output 
level  -52 db at high impedance. Supplied 
with 15-ft. cable and plug. Satin chrome case 
Shpg wt. 31/2  lbs. 
Shure Model 51-List $45.00  NET 26.46 

M ODEL 710A  "REX" CRYSTAL MIKES 

Ideal for hams, low-cost P. A. systems, and 
as a replacement for home recording micro-
phones. Designed for high speech intelligibility. 
Hand-hold, needs no desk stand. Has a broad 
base that fits firmly on table without tipping. 
Frequency response 60-9000 cps. High imped-
ance Output level -50 db. Supplied with 5-ft 
shielded cable. Die-cast case in burgundy-red 
metallic finish. With stand adopter. Size: 21/3" 
W., 31/." H., 11/2 " thick. Shpg. wt. 11/2  lbs. 
List $10.95. 
Shure Model 710A..  NET 6.34 
Model 710S-Same as abate with switch  7.61 

M ODEL 510C "HERCULES" 

CONTROLLED RELUCTANCE MIKES 

Appearance some as 7I0A, but magnetic type 
For rugged, general purpose use especially 
where humidity is a problem. Response 100-
7000 cps. Output level -52.5 db High imped-
once obtained without a transformer. With 5-ft. 
shielded cable. Green metallic finish. 
Shure Model 510C-List $15.00  NET 8.8 2 
Model 510S-
Same as above with switch   NET 10.00 

M ODEL 707A CRYSTAL MICROPHONE 

Ideal for low-cost P.A. systems, call systems, 
amateur phone transmitters and similar appli-
cations. Good response characteristics,  free 
from peaks. Semi-directional pickup. Moisture-
proof Bimorph crystal. High impedance Out-
put -51 db. Heavy die-cast, pearl gray case 
with satin chrome finish on front grille. 1/."-27 
thread.  2%"  diam•ter.  Supplied  with  7-ft. 
cable. Shpg. wt. 21/2  lbs. 
Shure Model 707A-List $15.50  NET 9.11 

M ODEL 520 "GREEN BULLET" 
CONTROLLED RELUCTANCE MIKE 

Same appearance as 707A. but magnetic type 
Practically immune to high temperatures and 
humidity. High output (-52 db), 100-7000 cps 
response and high impedance without need of 
transformer. Green finish, plated grille. With 
7-ft. cable. List $17 50 
Shure Modirl 520  NET 10.2 9 

M ODEL 505C "RANGER" 

CONTROLLED RELUCTANCE MIKE 
Especially recommended where long lines are 
used and a rugged hand-held mike is needed. 
Designed for high speech intelligibility. High 
impedance; output level -50.5 db. Has heavy 
duty SPOT leaf type switch for push-to-talk 
op•ration. Frequ•ncy response 100 to 9000 cps. 
Supplied with 54t.  three-conductor shielded 
cable. Id•al for outdoor P.A., mobile com-
munications, hams, and audience participation 
shows. Shpg. wt. 11/2 lbs. 
Shure Model 505C-List $27.50  NET 16.17 

M ODEL 737A  "MONOPLEX" 

CRYSTAL MIKE 

High  output,  unidirectional,  super-cordioid 
crystal mike with 14 to 1 front-to-rear pickup 
ratio. Reduce pickup random sound by 73%• 
Uses same type of phase-shifting network as 
Shure broadcast mikes. Operates under adverse 
conditions of background noise and reverbera-
tion where a conventional mike would be prac-
tically useless. High impedance; -54 db out-
put. Case pivots of rear and can be pointed 
toward desired sound. Has built-in cable con-
nector and 15-ft shielded cable. 1/5"-27 thread. 
Satin chrome finish. Site: 4" H., 3% 2" W., 
11/," thick. Shpg. wt. 21/2  lbs. 
Shur* Model 737A-List $39.75.. NET 2 3.3 7 

M ODEL 766 LAPEL MICROPHONE 

Designed for P.A. lecturing, portable trans-
mitters and other general uses requiring in-
telligible  reproduction  of speech.  Pressure-
actuated diaphragm typo crystal mike with 
moisture-sealed Bimorph crystal. Response 40-
6000 cps. Accentuated high frequency response. 
Output level -57 db. Only 11/4 " diameter and 
11/2  ounces net weight. Equipped with lapel 
clip and 20-ft. shielded single conductor cable. 
Shure Model 765-List $27.00  NET 
Gray finish. Shpg. wt. I lb. 15.8 8 

M ODEL  R5  CONTROLLED  RELUCTANCE 
REPLACE MENT CARTRIDGE 

Available for service installation and replace-
ment of crystal mike cartridges in Shure cases 
of Model 707A. Also replaces cartridges in 
cases of other manufacturers' models of similar 
d•sign where space permits. Acoustically con-
trolled,  balanced  armature  transducer  un-
affected by heat and humidty. Supplied with 
rubber mounting ring, 21/4" overall diameter; 
1/,‘" thick. Depth of cartridge 1/u". Shpg. wt. 
4 oz.  .• 
Shure Model RS-List $10.00   ..NET a•00 
M ODEL A8311 ON-OFF MIKE S WITCH 

Rotary type ON-OFF switch. Quickly attached 
to any cable-connector type Shur• microphone. 
Durable, dependable; no soldering necessary. 
Internal plug establishes connections. Bakelite 
arrow knob. Shpg. wt. 1 lb. 
Shure Model A535-List $6.50 NET  3.8 2 

M ODEL A86A CABLE TYPE 

TRANSFOR MER 

Solves the problem of installations requirng 
long lengths of microphone cables without loss 
of high frequency response. Offers additonal 
versant), when used in conjunction with Models 
55, 555, 556, 5565 and 51 dynamic mikes which 
use an impedance matching switch. Matches 
35-50, 150-250 ohm mikes to high impedance 
amplifer input. 11/," diameter; 214" L. With 
2-ft. cable. Shin. wt. 11/2 lbs. 
Shure Model MIRA-List $16.00  NET 9.41 

AMPERITE KONTAK MICROPHONES 
Faithfully reproduce the vibrations of any musical instrument. Moisture-
proof rubber case. Frequency response 40-9000 cps. Easily attached 
without tools. Operate with high or low gain amplifiers. Output -40 
db.  Size:  tx3x  Supplied with  15-ft. cable. Shpg.  wt. 2 lbs. 
List $12.00. 
P13675-Amperit• Model SXH, High Impedance  NET 7.06 
P13690-Amperife Model KKH. Some as above, but with 
built-in volume control, List $1100    NET  f 1.0•  0 

MODEL KF. Foot control for above mikes. With IS-ft. cable. Shpg. 
wt. 4 lbs. List $18.00. 
P13663-Ampexife Model KF  NET 10.5 8 

P13 68 7-Strop for flat top guitars  590 

LAFAYETTE CONTACT MIKES 

404_  ealokt 
High impedance pickup for use with any musi-
cal instrum•nt. Easily installed without special 
strings or changes. Enclosed in soft, non-marr-
ing material. With 8-ft. cable. Shpg. wt. 4 lbs. 
List $13.23 
P13746-Less volume control  NET 5.95 
P13745- With volume control. 
List $16.74   NET 7.35 



DK1 T3 JT-30-C  DN-HZ  WR-20 
JT-30  DN-MZ 
200 

22D 
WR-40  DK-10  22X 

ASTATIC MICROPHONES 
NE W ASTATIC MODEL DK -1 
CRYSTAL MICROPHONE 

Non-directional, high impedance unit for studio 
and P.A. Features reduced size and design 
which allows unobstructed, least distracting 
view of performer. Excellent frequency range, 
with rising characteristics between 2000 and 
6000 cps. Output level -15 db. Crystal element 
has moisture-proof coating. Brushed chrome 
finish. Overall height 5,4(16". Supplied with 
10-ft. rubber covered, shielded single conductor 
cable. Shoop. wt. 2 lbs. 
Asfetic Model OK.1-LIst $22.00 NET 12.94 
Model DK-1-S-As above with OFF-ON 
switch  NET 14.52 

ASTATIC MODEL T-3 
CRYSTAL MICROPHONE 

For studio setups, amateur rigs, intercom sys-
terns, P.A. Installations and high quality re-

cording. Mike head may be tilted with ease 
and pickup pattern made semi- or non-direc-
tional. Output level - 62 db. Frequency re-
sponse uniform from 30-10,000 cps. Equipped 
with interchangeable plug and socket con-
nector and 16-ft cable. All chrome finish. Grille 
diameter 24/16"; depth 3". Overall height 6Vie". 
Shpg. wt. 3 lbs. 
Astatic Model T-3-List $27.35 NET 16.08 
Model GT-3. Same as above except with Grip-
To-Talk desk stand. Height Shpg. wt. 
6 lbs. 
Astatic Model GT-3-List $40.40 NET 23.76 

ASTATIC M ODEL DN DYNA MIC MIKES 

All-purpose,  semi-directional.  Tilting-head, 
swivel mount permits semi- or non-directional 
Positions. Carefully proportioned acoustic cir-
cuit highly damps the natural resonance of the 
moving system to provide a response charac-
teristic substantially flat from 50 to 70,000 cps. 
Output level approximately -65 db. Model 
ON-HZ is high impedance type. Overall hei5ght, 
4%"; depth 4%3". Opalescent grey and bright 
chrome finish. With 10 ft. shielded cable. 
Shpg. wt. 3 lbs. 
Astatic Model ON-HZ 
List $29.50 NET 17.35 
Model  DN-MZ - has multi-impedance trans-
former and Impedance selector switch to pro-
vide choice of 50, 200 and 500 ohms or high 
impedance. 
AstafIc Model DN-MZ 
List $39.75 NET 23.47 

TURNER MICROPHONES 
TURNER PROFESSIONAL DYNA MIC 

MODEL U1S. Saddle tilts 90 for semi- or non-
directional use. Frequency response 40-9000 cps. 
Output  -52 db. Switch on mike gives choice 
of 50, 200, 600 or high impedance. Gun metal 
finish. Supplied with 20-ft. cable and connec-
tor. Shpg. wt. 6 lbs. List 442.60. 
  Model inS  NET 24.99 

TURNER M ODEL 220 DYNA MIC 

High impedance. For amateurs, call and pag-
ing systems. 90  tilting head permits semi- or 
non-directional operation. High quality Alnico 
magnet. Frequency response 70-9000 cps. Out-
put -.54 db. Supplied with 7-ft. cable and 
connector  .Chrome finish. Shpg. wt. 21/4  lbs. 
List $27.25. 
  Model 220  NET 16.02 

TURNER MODEL 22X 
SHOCKPROOF CRYSTAL MIKE 

High quality, humidity protected crystal. Shock-
proof mounting. Has automatic barometric 
compensator. Same design and characteristics 
as Model 22D described above, except has out-
put ooff   -52 db. Shpg. wt. 2V1 lbs. • 

  Model 22X-List  $22.50 NET  I J.LAD 

NOTE: We can supply any microphone to fill 
your requirements. Send us your order specify-
ing manufacturer's name and type number. Or 
If you wish, write for prices and literature. 

ASTATIC MODEL 200 "VELVET VOICE" 

CRYSTAL MICROPHONE 

Convertible type crystal mike with a wide 
range response. May be used as desk, hand 
or floor stand style to meet every need. Output 
level -52 db. Frequency response 30-10,000 cps. 
Gold finish housing and handle; bright chrome 
grille; brawn baked enamel, detachable base. 
(Overall 1181 01 734"i grille diameter 21/2 "; 
depth . Supplied with  10-ft. shielded 
cable. Shpg. wt. 2 lbs. 
Astoria Model 200-List $13.95 NET 8.20 
Model 200-5-As above with ON-OFF 
switch NET 8.82 

ASTATIC 1T-30 CRYSTAL MIKE 

Used extensively for amateur, public address 
and home recordinci. Output level -- 42 db, 
sufficient for use with high gain amplifiers. 
Supplied complete with concentric cable con-
nector, wood handle, interlocking metal base, 
and 10-ft. cable. Wood handle can be removed 
and microphone used on floor stand. Opales-
cent gray with bright chrome grille. Overall 
height 8' ; grille diameter depth 3Vis"• 
Shpg. wt. 3 lbs. 
Astafic JT-30-List $16.95 NET 9.97 

ASTATIC MODEL JT-30C CERAMIC MIKE 

Similar to Model JT-30 except has ceramic 
element. Output level -62 db. Supplied with 
5-ft. cable. Shag. wt. 3 lbs. 
Astafic JT-30C-List $16.15  NET 9.50 

ASTATIC WR-40 MULTI-UNIT MIKE 

Substantially flat frequency response . up to 
10,000 cycles. Cannot be acoustically over-
loaded. Output level -54 db. Can be used 
with cable up to 200 feet long with negligible 
loss of output.  Bright chrome finish, satin 
chrome grille. Overall height 83/4 ". Diameter 
of grille 21'/is-;  depth 2Ve". Supplied with 
15-ft. cable. Shag. wt. 4 lbs. 
AstotIc WE-40-List 443.25 . NET 25.43 

ASTATIC "SYNABAR" M ODEL DR-10 

UNIDIRECTIONAL CARDOID 
CRYSTAL MICROPHONE 

Meets the highest requirements of clear-toned 
performance quality-for the world of profes-
sional speakers and entertainers. Special sin-
tared metal  acoustic filter attenuates rear 
sounds by 15 db - a drop which just about 
makes the "Synabar" dead from the rear. 
Superb response, SO to 10,000 cps, enhanced 
by Response Selector switch which provides 
ideal pickup for either crisp voice or general 
music and voice. METALSEAL crystal protects 
forever against moisture or dryness. -54 db 
output. High impedance. Satin chrome finish. 
With 18 ft. single conductor shielded cable and 
detachable cable connector. Overall height, 
8". Grille diameter 3%". 
Astatic Model DR-10 
List $37.25 • NET 21.90 
Model DR•10-5-Abov• with OFF-ON 
switch  NET 23.49 

AMERICAN MICROPHONE MODEL 022 
FULL VISION DYNA MIC MIKE 

Permit full vision of the artist while 
performing. Omni-directional pick-
up by the small I" diameter head. 
Output level -52 db. No prisamp 
required. Has 30-50 ohms and 40.-
000 ohms impedances. Finished in 
gold and black. Quickly and easily 
detached from stand by slide lock. 
Can be ued on stand, suspended, 
or as a hand mike. Equipped with 
latch lock," Cannon plug and 25- 
ft. cable. Shpg. wt. 4 lbs. List $75.00 
American Microphone 
022  NET 44.10 

U9S 
911-20  655 

950  611-20 

ELECTRO-VOICE 
MICROPHONES 

ELECTRO-VOICE MODEL 950 

CARDAX CRYSTAL MIKE 

Provides wide-angle front pickup, dead at rear. 
Simplifies microphone and speaker placement. 
Has dual frequency response - flat for high 
fidelity sound pickup (output -57 db), or ris-
ing characteristic for extra crispness of speech 
(output -SO db). Tillable head. Fully enclosed, 
moisture-sealed crystal element. Has built-in 
cable connector and ON-OFF switch. Satin 
chrome finish. %"•27 thread. Size: 21/2 x27/yx61/4". 
Supplied with 18-ft. cable. Shpg. wt. 3 lbs. 
List $42.50. 
Electro-Voic• Model 950  NET 24.99 

ELECTRO-VOICE M ODEL 911-20 
"MERCURY" CRYSTAL MIKE 

Substantially flat response from 50-8000 cps.. 
with an output level of -50 db. Can be used 
with any standard amplifier using high impisd-
anc• input. High capacity crystal fully en-
closed for greater moisture protection. Tiltable 
head. Has built-in ON-OFF switch. Supplied 
with 18-ft. cable and built-in %"-27 thread 
connector. Satin chrome finish. Size: 2%531/Ix 

Shpg. wt. 3 lbs. List $29.50. 
M etro-Voice Model 911-20  NET 17.34 

ELECTRO-VOICE M ODEL 611-20 
"MERCURY" DYNA MIC MIKE 

Features  long-life  Acoustalloy  diaphragm 
Smooth response from 50-8000 cps. Output level 
- 55 db. Non-directional. Matches any input: 
Hi-Z, 50, ISO, 250 or 500 ohms impedance. Tilt-
able head. Has ON-OFF switch and built-in 
%"-27 thread cable connector. Supplied with 
18-ft. cable. Satin chrome finish. Size: 21/4 :31/0 

Shpg. wt. 4 lbs. List $39.50 

Electro-Volce 611-20  NET 23.22 

ELECTRO-VOICE M ODEL 636 "SLI MAIR" 
DYNA MIC MICROPHONE 

Exceptionally fine for P.A., recording and gen-
eral purpose use. Rugged and versatile slim 
design. Specially treated head stops wind and 
breath blasts. Frequency response 40-13,000 cps. 
Output level - SS db. Has high and low im-
pedance selection. Omni-directional.  Uses 
Alnico V magnet. Swivel head permits 90 ver-
tical tilt. Type MC-4 connector. %"-27 thread. 
Brass case in satin chrome finish. Size: IO W' 
long,  l'/, "  diameter. Supplied with  18-ft. 
cable. Shpg. wt. 2 lbs. List $45.00. 
Electra-Voice Model 636  NET 38.22 

ELECTRO- VOICE MODEL 655 "SLI M-

TRI M" HI-Fl TV-BROADCAST DYNA MIC 

Proved in studio and remote use. Long-life 
Acoustalloy diaphragm and high efficient mag-
netic structure assure ultra wide range high 
fidelity response. High output level gives ex-
cellent signal-to-noise ratio. Omnidirectional, 
becoming slightly directive at extremely high 
frequencies. Completely self-contained, slender 
dynamic microphone with a response of 4°-
15,000 cps. within 2.5 db. Special "pop-proof" 
head stops wind and breath blasts. Needs no 
auxiliary equipment.  Impedance 250 ohms, 
easily changed to 50 ohms. Has Cannon XL-
connector with 1/4 " pipe thread. %"-27 adapter 
supplied. Made of high tensile aluminum. Size 
II" long, 11/16  diameter. With 18-ft. broadcast 
type cable. Shag. wt. Ph lbs. 
List $200.00 
Iloctro-Vole, Model 655 NET 11 7.60 
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