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LAFAYETTE Model LR-800 70-Watt 
Complete AM-FM Stereo Receiver 

Navin°.  front-end pro-
vides greater sensitivitl, 
lower noise, less heat and 
greater reliability. 

Heavy  gauge  extruded 
aluminum  frc..st  panel 
with gold anodized fin-
ish offers lasting beauty. 

OFF  074 

STEREO 
SEARCHER 

-Stereo-Search" Circuitry 
— Provides audible tone 
signal for positive identi-
fication—best  separation. 

Bar-tIpe tuning indicator 
maker tuning for lowest 
distortion easy on  both 
AM and FM. 

Three Light-Indicators 
Colored light system in-
dicates exact  setting  of 
Mode selector su-itch for 
Phono, Tape Hd., Aux, 
from any listening poli-
'ion 

with case 189 95 
$10 monthly 
No Money Down 

24 TUBES, 9 DIODES 
Tuned Nuvistor "Front-end" with 1.5 mv Sensitivity 
FM "Stereo  Search" Circuitry-Signals  Presence 
of Stereo Broadcasts 

0 Complete Preamplifier Control Facilities — 
70-watt Amplifier 
Front Panel Stereo Headphone Jack 
Bar-Type Tuning Indicator for AM and FM 

SPECIFICATIONS 
Tuner  Section —FM  Sensitivity:  1.54,v  for  20  db  quieting.  MPX 
Separation: 37 db @ 400 cps, Frequency Response: FM Mono -20-
20.000 cps • ldb, FM Stereo 50-15,000 cps ±ldb. Harmonic Distortion: 
Less than 0.5% @ 1KC. Amplifier Section —Power Output: 35 watts 
per channel Music Power, Hum and Noise: 55 db low level, 80 db high 
level. Harmonic Distortion: 1% at full output. Output Impedances: 
8 & 16 ohms, switch selected. Equalization: RIAA (Mag), NAB (tape 
Head/Tubes: 24 inclu. EM-84 tuning eye, 9 diodes, 1 selenium rec-
tifier. 2 AC receptacles, I switched. 

The deluxe Model LR-800 contains on one compact chassis all the electronics 
necessary for a superb complete home music system. Just add speakers to 
enjoy the magnificent fidelity of FM, FM Stereo or high quality standard 
AM broadcast. Addition of a phono or tape transport completes your high 
fidelity system. Features: Extremely sensitive 'Nuvistor' front end pulls in 
FM stations free of noise and spurious signal interference. Amazing "Stereo 
Search" circuit pin-points stereo stations quickly and positively with a 
tone signal heard through your loudspeakers. Bar-type electron-ray tuning 
indicator and large easy-to-read slide rule dial, with flywheel tuning action 
make tuning FM or AM a pleasure. Variable AFC controls "locks-in" stations. 

Powerful 70-watt stereo amplifier reproduces all program material with 
clean sound even with inefficient speaker systems. The audio control center 
features separate friction-lock bass and treble controls for each channel, 
balance control, rumble and FM noise filter: loudness switch and front 
panel stereo headphone jack/speaker "off" switch for private listening. 
Tape monitor lets you evaluate recorded material as you tape it. Separate 

Mode selector permits choice of Left channel, Right charnel, Stereo, Mix 
and Reverse. Input selector controls access to AM, FM, FM stereo tuner. 
Phono, Tape and Auxiliary program  sources.  Gold  anodized  extruded 
aluminum panel and contrasting case go well with any decor. 17Wx57/eHx 
14 D. For 117V 50/60 cycles AC. Shpg. wt., 40 lbs. Imported. 
99 R 0005WX  $10 monthly  Net 189.95 

lii 

SEE PAGE 7 FOR MATCHED HI-Fl SlEREO SYSTEMS WITH LR-800 STEREO RECEIVER 
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LAFAYETTE "Supreme" 70-Watt Stereo Systems 
with Model 1.11-800 FM-AM Stereo Receiver 

Engineered for 
Performance-

Designed for 
Years of Enjoyment! 

Gerrard Model SO 
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ECONOMY 70-WATT STEREO SYSTEMS 

Lafayette Model LR-800 70-Watt 
AM-FM Stereo Receiver  .....  189.95 

Garrard Model 50 4 Speed 
Record Changer  44.50 

Pickering V•15/AT-2 Diamond 
Needle Cartridge  _  .......  19.95 

Wood Base for Record Chi mer 
(Oiled Walnut)  ....__  ----------------- 3.95 

2 I •yette Model SK-300-0scer-ret• 
is sveaker Slim Speaker 
Systems (niied Walnut)   78.50 

TOTAL  336.85 

LAr,,vErrE PRICE 289 
yOU SAVE 46.90 

95 

from Individual Catalog Prices! 

Complete stereo system as above with your 
'choice of Pickering V15/AT-2. Shure M7/N2ID 
or Empire 888 diamond needle cartridge, all 
cables and instructions. Shpg. wt., 94 lbs. 
21 R 9001CWX111 $15 Monthly  Net 289.95 

Same system as above except with Garrard 
Model AT60 4-speed record changer instead of 
Garrard Model 50 changer. Shpg. wt., 96 lbs. 
21 R 9002CWX111 $17 Monthly  Net 304.95 
YOU SAVE 46.90 From Individual catalog pri m! 

CUSTOM 70-WAIF STEREO SYSTEMS 
Ideal stereo phono systems for efficient custom 
installations  in  consoles,  cabinets,  walls, 
closets, etc. 

LAFAYETTE MODEL LR-800 70-WATT 
AM-Fill Stereo Receiver  ...........  189.95 

Canard Modal 50 4-Speed 
Record Changer  44 50 

Pickering V.15/AT-2 Diamond 
Needle Ca fridge  19.95 

Wood Base for Record Changer 
(Oiled Walnut)   3.95 

2 Lafayette Famous Model 514-58 
12" free-edge Coaxial Speakers   59.00 

TOTAL  317.35 

LAFAYETTE PRICE 27250 
YOU SAVE 44.85 

from Individual Catalog Prices! 
Stereo phono system as above complete with all 
cables, instructions, and your 'choice of Pick-
ering V-15/AT-2, Shure M7/N210, or Empire 
888 diamond  needle cartridge.  Shpg. wt., 
82 lbs. 
21 R 9003VMM $15 Monthly    Net 272.50 
Same system as above except with Garrard 
Model AT-6C 4-Speed record changer instead of 
Garrard Model 50 changer. Shpg. wt., 84 lbs. 
21 R 9004CWXM $15 Monthly  Net 287.50 
YOU SAVE 44.85 from Individual Catalog Prices! 

DELUXE 70-WATT STEREO SYSTEMS 

Lafayette Model LR-800 70-Watt 
AM-FM Stereo Receiver 

Garrard Model AT60 4-Speed 
Record Changer  ...... ...  59.50 

Pickering V-15/AT-2 Diameed 
Needle Cartridge  •   19.95 

Wood Base for Changer (Oiled Walnut)  195 
2-Lafayette Criterion 200 Ookera 3-Way 
Ducted Port Shelf and Hoer Speaker 
Systems (Oiled Walnuts   139.90 

TOTAL  413.25 

189.95 

LAFAYETTE PRICE 35995 
You SAVE 53.30 
From Individual catalog prices! 

Complete System as above with 'choice of 
Pickering  V-15/AT-2.  Shure  M7/N21D.  or 
Empire 888 diamond needle cartridge, and all 
cables and instructions Shpg. wt., 127 lbs. 

21 R 9005CWXM $19 Monthly   Net 359.95 

Same system as above except with Garrard A-70 
Automatic Turntable instead of Garrard AT60. 
Shpg. wt.. 134 lbs. 
21 R 9006CWX111 $19 Monthly  Net 384.95 

YOU SAVE 53.30 From Individual catalog prices! 

ALTERNATE SYSTEMS WITH RENOWNED DUAL MODEL 1010 4-SPEED AUTOMATIC TURNTAB 

Same stereo phono system as 21 R 9002WXM 
except with Dual Model 1010 4-speed Auto-
matic Turntable and oiled walnut wood base 
instead of Garrard Model AT60 and base. Shpg 
wt., 101 lbs. 
21 R 9008CWXM $17 Monthly  Net 314.95 
YOU SAVE 44.90 from individual catalog prices! 
Same as 21 R 9004WXkl except with Out-
standing Dual Model 1010 4-Speed Automatic 
Turntable end oiled walnut wood base instead 

Systems Are Available on Easy 

of Garrard Model AT60 and base. Shpg wt . 
89 lbs 
21 R 9009CWIM $17 Monthly  Net 297.50 
YOU SAVE 44.85 from individual catalog prices! 
Same syshm as 21 R 9005WXM except with 
Famous DUAL Model 1010 Turntable and oiled 
walnut base instead of Garrard Model AT60 
and base Shpg. wt.. 132 lbs. 
21 R 9010CWXM $19 Monthly  Net 369.95 
YOU SAVE 53.30 from Individual catalog prices! 

Pay Plan-No Money Down Lafayette Cat. No. 660  7 



LAFAYETTE AM/FM Stereo Tuner Model LT-325 

• Features New Audible Tone Stereo Search System 
• Two 3-Gang Tuning Condensers With added Tuned RE 

Stage For Superb Sensitivity and Selectivity 

Simplicity, Flexibility and Superb Styling have been carefully in-
tegrated in this quality tuner. Offering unlimited versatility, the 
LT-325 features new lAutomatic  Stereo Monitor which shows auto-
matically when you are tuned to a stereo broadcast. Tuning eye 
helps to tune all stations accurately. New "Stereo Search" circuitry 
provides an audible signal through both left and right channel 
speakers to let you know when you have tuned to a station broad-
casting in FM stereo multiplex. Its new low silhouette enclosure 
can be placed proudly on an open bookshelf or custom installation 
anywhere in your home. On the front panel there is a mode selection 
switch with a choice of AM. FM, FM Stereo, and Stereo Search; 
Power on/off, Multiplex noise filter see-saw switches; a variable 
Automatic Frequency Control; and the main tuning control Flywheel 
tuning for smooth rapid station selection, Plate follower output 
permits using the tuner up to 50 ft. from an amplifier. FM circuitry 
features a grounded grid low noise front end and wide-band ratio 

8 9 9 5 

NO MONEY DOWN 

$5 MONTHLY 

_ = - 

• Stereo Noise Filter Switch 
• 20 Tube Performance — 12 Tubes, Rectifier, 

Tuning Eye, plus 9 Diodes 
• Automatic Stereo Mode Indicator, Tuning Eye 
• AFC, Dual Limiters and Wide-Band Ratio 

Detector 
detector; superheterodyne AM circuit with 3 stages. AVC and ferrite 
loopstick  antenna.  Decorator  finished  extruded  aluminum  front 
panel with complementary case and metal knobs. Imported. 
99R 0001WX Shpg wt , 17 1/2  lbs $5 Monthly  Net 89.95 

SPECIFICATIONS 
Frequency Response, FM and FM stereo 15-15,000 cps It 1 
db. FM Stereo Separation: more than 38 db @ 400 cps. 
Harmonic Distortion: FM and FM Stereo less than 1% @ 
400 cps; MPX Noise Filter: —7db @ 108C. SCA Rejection: 
better than 50 db. Tuner Sensitivity: FM 2 my for 20 db 
SIN. Variable FM AFC lock control, stereo tone search. 
Tubes: 68E6, (3) 6BA6, (3) 6AU6, EM84, 6AV6, 684, 6BL8/ 
ECF80, (2) 6A1:18/ECC85, 12AX7/ECC83. Power: 117V 50/60 
cps AC, 60 watts.  Dimensions:  143/4 Wx4 7/811x91/2"D.  Legs 
add 3/4 " to height. 

LAFAYETTE FM Stereo Tuner Model LT-250 

• New Audible Stereo Search System To Locate 
Stations Broadcasting In FM Multiplex Stereo 

TRULY remarkable, quality performance and styling that will delight 
both your eye and your ear. Features the new stereo search control. 
When this circuit is energized by a station broadcasting in FM 
multiplex stereo, it sends an audible signal through both the left 
and the right chnanels. Tuning eye facilitates accurate tuning of all 
signals with pin point sharpness. Automatic stereo indicator lights 
when control is set to the FM stereo position. Engineered to provide 
high-quality FM and FM stereo reception, the LT-250 has a grounded 
grid low noise front end. The multiplex circuit provides a stereo 
separation of 38 db at 400 cps. with less than 1% distortion. Front 
panel controls consist of the Mode selector: (mono, stereo search, 

7995 
NO $MS OMNOENYT HDLOYW iN  

• 3-Gang Tuning Condenser Provides A Tuned RF 
Stage For Excellent Sensitivity and Selectivity 

• Built-in FM Multiplex with 38 DB Stereo Separation 
• Stereo Mode Indicator, Tuning Eye 
• Frequency Response, 20-20,000 Cycles 
• Low Silhouette Styling 
FM stereo, FM stereo noise filter); see-saw AFC and power switches; 
and main tuning. Stereo dimension control to custom blend stereo 
reception (in-rear).  Flywheel tuning control  gives velvet smooth 
tuning action. Two stereo output jacks on rear panel. Tube comple-
ment: (2) 6BA6, (3) 6AU6. EM84, 6AV6, 6BL8/ECF80, (2) 61108/EC M, 
12AX7/ ECC83 and 684. Seven Germanium diodes and one Silicon 
diode. Extruded aluminium front-panel with complementary case and 
metal knobs. Complete with cage and legs  Dimensions: 123/4Wx 
47/101x9I/2"D. For 117V 50/60 cps AC. Imported. Shpg. wt , 13 Ihs 
99 N 0002WX  $5 Monthly    Nt 79,15 

a Lafayette Cat. No. 660 Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down 



LAFAYETTE AM/FM Tuner Model LT-100A 

PACKED WITH FEATURES 

5795 
$5 monthly 

• Transformer Power Supply 
• AFC Defeat for Tuning Weaker Stations 
• FM Multiplex Output lack 
• 10 Tube Performance — 7 Tubes 13 Dual Purpose) 

The LT-100A offers many line features because of careful engin-
eering and fine design. A powerful grounded grid RF stage allows 
clear reception of "hard to get" stations. This AM FM tuner in. 
cludes the convenience of a FM multiplex output jack--which 
allows easy connection to a multiplex adapter. Flywheel tuning is 
coupled to a large, illuminated slide rule dial to insure real tuning 
ease. 131.01t.in AM ferrlte loop antenna and rear apron terminals 
for external AM and FM antenna are provided. Front Controls. 4 

• FM Ratio Detector Plus Limiter 
• Grounded Grid RF Stage 
• AFC for Simplicity of Tuning- Locks in Stations 
• Gold Anodized Extruded Aluminum Front Panel 

position selector switch including FM and AFC. FM Specifications: 
Sensitivity, 3-uv, Frequency Response, 20-20,000 cps ±-1 db; Har-
monic Distortion, less than 1% @ 400 cps. Attractively styled low 
silhouette metal enclosure has a brown finish to contrast with the 
golden extruded aluminum front panel. Overall Dimensions: 121/4 W 
x4 1/4 11x9 1/2D. For 110-125 volts, 50-60 cps AC. Power consumption 
40 watts. Shpg. WI., 15 lbs. Imported. 
99 R 0015WX AM-FM Tuner  $5 Monthly  Net 57.95 

LAFAYETTE MULTIPLEX ADAPTER KIT MODEL KT-220 
• Separation 3Cklb at 400 Cycles 
• Self Powered • Ideal for Lafayette Tuners 
Equipped with MPX Output lacks 19' 

Enjoy thrilling FM Stereophonic sound from any recent Lafayette Tuner or any 
other quality wide-band FM or FM-AM tuner equipped with Multiplex jacks by 
simply adding this low-cost Lafayette Multiplex adapter kit. Engineered for any-
one to build and operate, the KT-220 is easily connected to your tuners built-in 
multiplex output and special instructions are provided for connection to tuners 
without MPX output jacks Coils are pre-aligned and only minimum adjustments 
are necessary. Self-powered. the unit may be hidden out of sight or installed 
remotely from your tuner 
Specifications: Separation- 30db at 400 CPS. Distortion —below 1%. Controls: 
NOtSt filter on-off, power on-off with pilot light, separation control (rear). 
Front panel is finished in beige and ivory trim with contrasting beige and 
brown cabinet. Size: 8421Nx4 3/8x41i."H for 110-125 volts, 60 cycle AC. 
19 R 0907 Shpg. WI., 4 lbs.    Net 19.50 

FM INDOOR ANTENNA 

• Up to 10 Times More 
Effective Than Built-
In Antennas 

695 
The Model FM-1000 FM Indoor Antenna is ideal for those requiring 
a sensitive antenna capable of receiving weak and noisy signals but 
who are unable to use elaborate outside antenna installations. Par-
ticularly suitable for apartment dwellers where roof-top installations 
are impossible. Features 141-wave, 4-section telescoping precision 
arms and 3/4 -wave induction coil. Special 12-position station direction 
control and noise filtering circuit are utilized for extremely effective 
performance. Weak stations are strengthened and interfering, re-
flected signals and background noise are blocked out. Low silhouette 
slim-line styling. Complete with twin-lead cable for hook-up to FM 
set. MDR. wt., 3 Ws' 
18 R 1217 Mahogany   Net 6.95 
18 R 1218 Ivory    Net 6.95 
18 R 1219 Walnut   Net 6.95 

QUALITY STEREO 
FM MULTIPLEX 

AT MINIMUM COST 

AMECO NUVISTOR FM PREAMPLIFIER 

1 995 
1 M M P  ....me 

..., 
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• High Gain Tunable Nuvistor Circuitry for 
Clear FM Reception 

The Ameco Model PCFM Nuvistor Cascode FM Preamplifier is the ideal 
solution for weak, fading, and noisy FM reception. Extremely easy to 
install and operate; just connect between your existing FM antenna 
and tuner or receiver with 300 ohm twin-lead wire. Contains its own 
power supply and ON/OFF indicator light and may be placed any-
where near the FM tuner. Once desired station is tuned on FM tuner, 
the PCFM's control is also tuned to that station for optimum recep-
tion. Greatly helps to eliminate fading and background noise espe-
cially inherent in weak FM multiplex signals. Features two 6DS4 
nuvistors in cascode circuit. Size 53/4Wx3Hx35,9"D. Power require-
ments 117 VAC at 60 cps. Shpg. wt., 3 lbs. 
21 R 2001    Net 19.95 

Components Are Available on Easy Pay Plan—No Money Down Lafayette Cat. No. 660  9 



LAFAYETTE 30-Watt AM-FM Stereo Receiver 
Model LR-400 
16 TUBES 9 DIODES 

• Sensitive Nuvistor Front End 
• 16 Tubes plus 9 Diodes 
• 30-Watt Fully Integrated Stereo Amplifier 
• Tone Stereo "Searcher" For Locating Stereo 

Stations Easily and Positively 
• FM Stereo Noise Filter 
• Front Panel Stereo Headphone Jack 
• Bar-Type "Magic-Eye" For Precise Tuning 
• Complete Stereo Controls 

Heavy-G ang. Extruded Alu-
nsinnin Front Panel With 
Gold Anodized Pinith Of-
lerr Lotting Beauty 

r-srtFtrc l 
SE A RC.t-e 1,M —J 

F M 

A M 

IIIPHF>y,t 0  

Aff, 

Stereo "Search" Circuit Pin-
point, Stereo Broadcatt, By 
Tone Signal 

Front Panel Stereo Head-
phone Jock 

Electronic Bar-Type Tuning 
Indicator 

159" 
No Money Down 

$11 Monthly 

SPECIFICATIONS 

99 R 0004WX 

-̂ 

TUNER: FM 88-108MC, AM 550-16008C; SENSITIVITY: 21/2 UV 
For 20 db S/N ratio: FM SEPARATION: 25 db @ 400 cps; 
FREQUENCY RESPONSE: 20-20,000 cps  2 db. AFC, MPX, Noise 
Filter, AMPLIFIER: Output:  15 watts per channel  (music 
Power); TONE CONTROLS • 10 db boost 8 cut; EQUALIZATION: 
RI M; NUM L NOISE: Mug. Phono —55 db; Aux. —68 db. 
INPUTS: 4 Pair, SPEAKER IMPEDANCE: 8-16 ohms. TUBES: 
16 Tubes, 9 diodes, plus EM84 Tuning eye. 

Make the LR-400 the heart of your stereo system. Combines on one 
compact chassis a sensitive stereo FM-AM tuner, a powerful 30-watt 
stereo amplifier and complete control facilities for extraordinary 
performance. Highly sensitive nuvistor provides an additional RF 
stage to a wide-band tuner circuit to bring in fringe signals with 
ease. The tuner also utilizes Lafayette's famous stereo "Search" 
circuit which takes the guesswork out of finding FM stereo stations. 
During tuning for stereo, a continuous tone is heard through your 
loudspeakers when a stereo station is on the air. Switchable filter 
reduces hiss and background noise during reception of weak stereo 
signals. A superb 30-watt stereo push-pull amplifier brings out the 
rich sound present in FM and modern stereo records. Annoying Hum 
and noise are virtually reduced to the vanishing point. A complete 
complement of operating controls provide optimum flexibility. As 
added conveniences, a front panel stereo headphone jack and speaker 
on-off switch for your private listening pleasure, and phono and aux., 
indicator lights are provided. Controls include: Variable AFC, Tuning, 
Power on/off, Concentric friction lock Volume, Base and Treble; 
Selector (AM, FM Stereo Search, Stereo FM, Phono Aux.,); Mode 
Switch (Left, Right, Mix, Stereo, Rev.) and switches for loudness 
and MPX Noise Filter. Rear panel controls are: impedance selector 
switch, speaker phone switch and hum balance. AC Convenience 
receptacle. Handsome tilted gold anodized extruded aluminum panel 
for easier view and contrasting case harmonize with any decor. 
17 5/oWx5 7/8Hx133/4"13. For 117V, 50/60 cycles AC. Shpg. wt., 36 lbs. 
Imported. 
99 R 0004WX   Net 159.95 

10  Lafayette Cat. No. 660 Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down 



LAFAYETTE AM-FM Stereophonic Receiver 
Model LR-300 

99 R 0003WX 

15 TUBES 6 DIODES 

124  95 
No Money Down 

$7 Monthly 

• 15 Watt Stereo Amplifier 
• Accurate Beam Type AM/FM Tuning Eye 
• AFC For Stable FM Tuning 
• Front Panel Stereo Headphone Jack 
• Complete Stereo Preamp Facilities 
• Advanced Stereo "Search" Circuit 
• Efficient Multiplex Noise Filter 
• Just Add Speakers for Complete Stereo System 

SPECIFICATIONS 
TUNER FM Sensitivity: 3ALY for 20 db Siff ratio--Frequency 
Response: FM, 20-20,000 cps ±-2 db; FM Stereo, 50-15,000 cps 
-±2 db—Harmonic Distortion: FM, less than 1% @ 400 cps; 
FM Stereo, less than 2% @ 400 cps —FM Stereo Separation: 
25 db @ 400 cps. 
AMPLIFIER Power Output: 7Ih watts music power per channel 
—Sensitivity: Mag. Phono, 3.5 my @ 4.5 watts output, Crystal 
30 my @ 4.5 watts output —Hum and Noise-55 db for low 
level input-75 db for high level input  Output Impedance: 
8 & 16 ohms switched —Phone Equalization: RIAA. 

A superb stereo control center with AM/FM tuner with built-in 
multiplex and a 15-watt stereo amplifier, available exclusively at 
Lafayette. FM section features advanced stereo "Search" circuit 
which introduces a tone to pinpoint stereo stations, AFC assures 
low drift FM reception. MPX filter removes unwanted station noise. 
AM section features superhet circuit and a built-in antenna. Con-
venient bar-type tuning "eye" provides precise station tuning on 
AM and FM. Front panel controls: power on/off; dua friction-type 
volume control; master base and treble; 6-position selector switch 
(AM, FM, Search (Stereo), FM stereo. Phono, Aux.); Tuning; Stereo-
Mono Mode switch; MPX noise filter switch; AFC on/off; Speaker 
cut-off switch. Rear panel: speaker phase; 8-16 ohm impedance 
selector; stereo 'inputs for mag. phono, crystal phono. aux.; stereo 
outputs for tape recorder. AC receptacle. Illuminated slide rule 
dial and flywheel tuning. Handsome gold anodized extruded aluminum  Dual Friction-Type Volume 
panel with contrasting case. For 117 v. 50/60 cycles AC. 163/4Wx  Corwrol 
121/2 005 ifs "H. Shpg. wt., 29 lbs. Imported. 
Pa It 0003WX    Net 124.95 

t • 
s ear 

. 
_ _  --- 

Front  Panel Stereo Head-
phone Jack 

Heavy-Gastg• Extruded Alu-
minum Front Panel With 
Gold Anodized Finish Of 
tors Lasting Beauty 

Stereo "Search" Circsit Pin-
points Stereo Broadcast, By 
TORIP Sized 

Make Lafayette Your One Dependable Source for Everything in Electronics  Lafayette Cat. Ni. 980  11 
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AC  convenience 
outlet on rear apron 
enables matter "on-
off" control of as-
sociated equipment 

EMAYME 30 - Watt Stereo Amplifier Model LA - 224A 

Pushbutton  power 
switch eliminates reset-
ting volume u hen unit 
is first turned "on." 

Concentric Control 
V aries  V olu me  of 
each or both chan-
nels. 

Front panel headphone 
jack permits private lis-
tening to your favorite 
stereo IONICe. 

FIRST RATE—a Brilliant Stereo Performer . . . an amplifier 
with wide-range frequency response, low distortion, low hum 
and noise characteristics you can expect of a quality hi-fi 
amplifier designed for placement anywhere in your home. A 
full range of control facilities have been provided to assure 
complete Stereo capability and flexibility. Two dual concentric 
Bass and Treble controls provide separate and individual tone 
controls for each channel. A dual concentric volume control 
acts as an independent level control for each channel and 
allows precise channel balancing. Fast, easy operation between 
Stereo, Reverse Stereo, Monophonic Left channel and Mono-
phonic Right channel is furnished by a Mode switch. A selec-
tor Switch furnishes switching from Aux, Tuner or Phono 
music sources. In addition slide switches are included for: 
Rumble Filter (off-on) Phase (normal-reverse) and to take full 
advantage of the front panel Headphone jack a switch is pro-
vided for speaker or phone operation. Paired inputs located 
on the rear panel accommodate any of the ordinary stereo 
sound sources—inputs are included for magnetic, crystal or 
ceramic cartridges; Tuner, tape or auxiliary (high output) plus 
Tape Out jacks for recording through your tape recorder. 
Beautifully styled in a low silhouette enclosure, color keyed to 
do justice to any decor. Ivory and gold front panel is contrast-
ed by gold metal knobs and enclosure. Complete with cage 
and legs. Size, ILl Wx10''2Dx5!"H. For 115V 60 cycle AC 
operation. Shpg. wt., 20 lbs. Imported. 
99 R 0026WX  Net 59.95 

5995 
No Money Down 
$5 Monthly 

• Stereo Headphone lack 

• Independent Concentric Bass & 
Treble Controls for Each Channel 

• Concentric Volume/Balance Control 

• Frequency Response 25-25.000 CPS 
14:1.5 db Average at Rated Output 

• Hum & Noise — 75 db Below Rated Output 

• High Sensitivity Allows Use 
With Most Stereo Cartridges 

SPECIFICATIONS 

Power Output: 15 watts rms per channel stereo. 30-watts 
rms monaural operation.  Frequency Response:  25-25.000 
CPS  1.5db average at rated output. Hum and Noise: 
Map Phone ---56db below rated output. Tuner —75db 
below  rated output.  Distortion:  1.25%  total  harmonic 
distortion at 15 watts (18C). less than .25% total har-
monic distortion at 1 watt (11(C). Sensitivity: Low Level 
(Mag !noun 5.5mv at full output. High Level .6v at full 
output. Tone Controls: -± 11 db. Outouts: Dual 8 and 16-
ohm impedance speaker outouts. Dual Tape outputs. Tube 
Complement: Total of 10, 5-12A87. 4-6005. 1- 158R4. 

12  Lafayette Cat. No. 660  Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down 
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7995 
No Money Down 
$5 Monthly 

AIN 
Two AC Conven-
ience Outlets On 
Rear Apron Pro-
rode Handy Pouer 
To  Associated 
Equipment. 

Separat• Power 
Suitch  Eliminates 
Resetting  Volume 
When Unit is First 
Turned "On." 

P O W . 111  

nes off 

Deal concentric 
controls provide 
independent 
tone and  tot-
time control for 
each stereo 
channel. 

Stereo  Headphone 
M k On Front Pan-
el Permits Private 
Listening to Von, 
Favorite M us k. 

LAFAYETTE 40-Watt Solid State Stereo Amplifier Model LA-340 
Low in cost, high in performance! If you want the thrilling 
sound of transistor amplification but find it too expeisive— 
the Lafayette LA-340 is your answer! It combines a stereo-
phonic control pre-amplifier and a 40-watt stereophonic power 
amplifier in one compact and handsomely designed unit. The 
advanced all-transistor design offers all the advantages ex-
pected from solid-state circuitry—no warmup ... low current 
consumption . .. cool operation . . . low distortion and noise 
. .. good transient response ... wide frequency response ... 
low heat dissipation, plus its attractive slim styling permit 
it to be placed anywhere. Features five input pairs to accom-
modate every monophonic or stereophonic program source— 
turntables, FM multiplex tuners, tape recorders. television, 
etc. Separate phonograph inputs are provided for record play-
ers equipped with magnetic or ceramic (crystal) cartridges. 
Speaker outputs consist of just two terminals for each channel 
—all speakers, whether 4, 8, or 16 ohms impedance, connect 
to these terminals. A special protective circuit prevents de-
struction of the output transistors due to short circuits in 
the speaker line. Other features include front panel stereo 
headphone jack and switch to silence loudspeakers, cor centric 
left and right channel volume control and 2 AC receptacles on 
the rear panel. Beautifully styled dark brown metal case has 
gold panel with matching knobs. Size: 113/4 Wx3 3/4 Hx101/2 "D, 
For 1I7V 50/60 cps AC. Shpg. wt., 10 lbs. Imported. 
99 R 0011WX $5 monthly  Ne7 79.95 

• Big 40 Watts of Music Power (IHFM) 

• Instant Warm Up — Plays Immediately 

• Transformerless Output Circuit for Lower Distortion 

• Extremely Cool Running 

• Tape Recording Outputs 

• 19 Transistors, 4 Diodes 

• Slim-Modern Styling 

SPECIFICATIONS 
Power Output: 40 Watts IHFM; 20 watts IHFM music power 
per channel. 12 watts continuous sine wave power per 
channel. Frequency Response: ±1 db 30-20,000 cps. Har-
monic Distortion: 1% Hum and Noise: —70db on Tuner, 
Aux.. -- 56 db Magnetic Phono, Tape Head. Cross talk: 52 
db @ 100 cps. Sensitivity: Tuner 0.25 volts, .75 volts Aux. 
Inputs: 5 pairs —Tape Head, Magnetic Phono, Ceramic Phono, 
Tuner, Auxiliary, Outputs: 4, 8. 16 ohm, two high impedance 
for tape recording: Front panel stereo headphone jack. 
Equalization: NAB; RIAA. Controls, Switches — Power on/ 
off, spkr./Phone, Bass, Treble. Mode (Left, Right, Stereo. 
Rev1, 2 AC receptacles, one switched. 

-1 1 

Components Are Available on Easy Pay Plan—No Money Down Lafayette Cat. No. 660  13 



LAFAYETTE 50-Watt Solid-State Stereo Amplifier Model LA-248 

YEARS AHEAD FEATURES 
1 Smooth Positive Action Controls and 
Switches 

2 Front Panel Stereo Phone lack 
3 Oversize  Electrolytic  Capacitors  for 
Better  Power Supply  Filtering.  and 
Longer Life 

4 Military-type  Terminal  Boards  Give 
Greater Reliability 

5 Heat Shield for extra component pro-
tection 

6 Massive Heat  Sink to  Insure  Cool 
operation of Power Transistors 

7 Speaker Phase Switch 
8 2 AC Convenience Outlets, One 
Switched 

9 Fused AC Line 
10 Massive Power Transformer 
It Complete Overload or Short Circuit 
Protection 

12 19 Transistors, 5 Silicon Diodes 

19 Transistors, 5 Silicon Diodes 

with case 

119" 
No Money Down 
$650 Monthly 

The LA-248 combines a complete stereo-
phonic preamplifier and a dual channel 50-
watt  power  amplifier  on  one  compact 
chassis. All-transistor circuit offers advan-
tages not found in tube sets: no hum. 
no microphonics, instant warmup and superb 
transient response. The initial performance 
level is maintained for years without ad-
justments when operated properly. Features 
front panel stereo headphone receptacle, 
scratch and rumble filters, separate on-off 

• Complete Stereophonic Control 
Facilities 

• Compact Size 
• Cool Running, Reliable Transistor 
Circuitry 

• 20-20,000 cycles -±-1 db 
• Freedom from Hum and Noise 
• Instantaneous Warmup 

Power switch, bass and treble controls for 
each  channel,  4-position  mode  switch, 
volume, balance and 5-position input selec-
tor switch, speaker on/off switch. Phase 
switch on rear panel. Operates with 4. 8 
or I6-ohm speakers  Brown textured metal 
case, gold anodized extruded aluminum panel 
and knobs  For 105-125V 50/60 cycles AC. 
Size:  13h.Wx47/sHx103/4 "D (overall). Shpg. 
wt., 18 lbs. Imported. 
995 0025WX    Net 119.95 

SPECIFICATIONS 
IHFM Music Power: 50 watts; 25 watts • 10db. Inputs: (5 pairs): Tape Head: 
per  channel;  Frequency  Response:  Mag. Phono; Cer. Phono: Tuner; Aux. 
• 1 db, 20-20,000 cps. Harmonic Dist.:  Outputs: Tape Recorder, 4 ohms (also) 
1%.  Hum & Noise: Tuner, —74 db;  for 8 and 16 ohm speakers). 
Mag. Phono, —54 db. Tone Controls: 

4.40  6 ge •  

Heat y gauge extruded 
aluminum front panel 
with gold anodized fin-
ish offer, lasting beauty 

Front Panel Sures, 
Phone lack Provides 
Convenient Private 

Listening 

air 

•••••1-1. 

Stire-action Rocker-Type 
Power  Switch  Elimi-
nates Resetting Volume 
When Unit is "On" 

I YIN I 11.111.14, ••• 

*Mr 

Input Selector Offers 
Choice of Five Stereo 
Program Sources 

14  Latareee CM. Ns. 1110 Hi-Fl Components Are Available on Easy Pay Plan—No Money Down 



LAFAYETTE 70-Watt Stereo Amplifier 
Model LA-350 

"2x 

cit ypeollal 
..... o•-°"• ̀

NSF Nur— 

• 
its 0 7. tt: 

• Six Pairs of Stereo Inputs For All Sources 
• Handsome Extruded Aluminum Front Panel 
• DC On Preamp Filaments For Minimum Hum 
• Tape Monitor Switch 
• Stereo Headphone Jack on Front Panel 
• Separate Channel Tone Controls 

The deluxe Lafayette LA 350 is packed with power, features and 
handsome styling. 70 watts of sonic power produces tonal beauty 
to match its good looks. Delivers plenty of reserve power to drive 
even inefficient speakers to full listening levels. Eleven compre• 
hensiye front panel controls provide utmost flexibility  assures 
"custom" sound reproduction in your home. Six position crogram 
selector enables instant selection of music sources including tape 
head inputs for direct playback of tapes from a stereo tape recorder. 
Mode switch provides choice of left or right channels, mix, stereo 
and reverse channels. Separate bass and treble controls a•e fric-
tion-locked and are adjustable  independently or simultareously. 
Friction•locked balance controls adjusts each stereo charnel for 
perfect separation.  Separate volume control and  power  switch 
makes possible  undisturbed  control  settings --- simplicity  of 
operation. Also features tape monitor switch which lets you listen 
to tapes while recording, rumble filter, loudness switch and a 
convenient front panel stereo headphone jack with a switch to 
silence speakers for real private listening. Rugged construct on and 
quality components will provide years of dependable performance. 
DC on preamplifier filaments and hum adjust controls or both 
DC and AC filament lines minimizes hum to extremely low levels. 
Two AC convenience outlets on rear panel apron permits simple 
connection of tuner and phono AC line. Handsome brushed gold 
extruded aluminum front panel and knobs with contrasting case 
fits in any decor.  14 5,8Wx5l/aHx10"D. For  117V. 60 cycles AC. 
Imported. Shpg. wt., 30 lbs. 

99 R 0007WX  Net 99.95 

SPECIFICATIONS 
Power Output: 70 watts Music Power; 28 watts per channel con-
tinuous. Frequency Response: • 1 dti 15 to 30,000 cps at normal 
listening level  Harmonic Distortion: Less than 1%. Hun' and 
Noise: 55 (lb down on Phono inputs, 76 (lb down on auxilivy in-
puts. Channel separation: 50 db at 1 KC. Inputs and Sensitivity: 
Tape Head and Phono 1. 1.5 mu; Phono 2, 6 my. Tuner. 200 mu; 
Auxiliary 1, 10 my; Aux. 2. 750 mv. Output Impedances: 8 and 16 
ohms. Tape Outputs: 2 pair. Tubes: (3) 12AX7/ECC83, (2) 6AN8, 
(4) 7198A; 5 diodes. 2 AC Outlets, 1 switched. 

99" 
No Money Down 

$s monthly 

asiswa 

gar 

1. Extruded Aluminum Panel 
2. Rugged Steel Frame 
3. Massive Power Transformer 
4. Two Auxiliary AC Outlets 
5. Hum Balance Controls 
6. Speaker Phase Switch 
7. Complete Input/Output Facilities 
8. Heavy Duty Shielded Output 
Transformers 

Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down Lafayette Cat  No  660  15 



LAfAYETTE 10-Watt Stereo Systems with 
Model LA-214 Stereo Amplifier 

\\\ V 

Lafayette Model AC-33 
with Base 

Lafayttte "Minuette" 
Speaker Systems 

Lafayette 1 0-Watt Stereo 
System Consists of: 

Lafayette Model LA-214 10-Watt 
Stereo Amplifier  39.95 

Lafayette Model AC-33 4-Speed 
Record Changer and Euphonics 
Turnover Stereo Cartridge with 
Diamond LP Stylus   28.95 
Wood Base for Changer 
(Oiled Walnut)    3.95 

2 Lafayette "MINUETTE"s 
Stereo Speaker Systems 
(Oiled Walnut)    26.50 

Total  99.35 

LAFAYETTE'S  89 50 
SYSTEM PRICE 

NO MONEY DOWN 

You SAVE  9.85 
from individual catalog prices! 

Above 10-Watt Stereo System complete with 
necessary cables, connectors, and instruc• 
lions. Shpg. WI.. 40 lbs. 

21 R 9065CWXM 5.00 monthly  Net 89.50 

, 

2 Lafayette "Criterion 50" 
Speaker Systems 

2 Lafayette SK-58 
Speakers 

10-WATT "CRITERION" BOOKSHELF STEREO SYSTEM 
"CRITERION" System Consists of: 

Lafayette Model LA-214 10-Watt Stereo Amplifier  ...  39.95 
Lafayette Model AC-33 4-Speed Record Changer with 
Euphonies Turnover Stereo Cartridge and Diamond LP Stylus 28.95 
Wood Base for Changer (Oiled Walnut)  3.95 
2 Lafayette "CRITERION 50" 2-Way Bookshelf Speaker Systems 
(Oiled Walnut)  59.90  

Total  1 3 2.7 5 
Complete 10-watt Stereophonic System as above with all necessary 
cables and instructions. Shpg. wt., 58 lbs. 
21 R 9066CWXM    $6.50 Monthly  Net 119.50 

LAFAYETTE 
SYSTEM PRICE 

1195°  
NO MONEY DOWN 

You SAVE 13.25 
From Individual 
Catalog Prices! 

10-WATT "CUSTOM" STEREO SYSTEM WITH 
LAFAYETTE FAMOUS SK-58 

"CUSTOM" Stereo System Consists of: 
Lafayette Model LA-214 10-Watt Stereophonic Amplifier    39.95 
Lafayette Model AC-33 4-Speed Record Changer With 
Euphonies Turnover Stereo Cartridge and DiamObli LP Stylus 28.95 
Wood Base for Changer (Oiled Walnut)   3.95 
2 Lafayette Famous SK-58 12" "Free-Edge" Coaxial Speakers 59.00  

Total  1 3 1.8 5 
Above 10-Watt "CUSTOM" Stereo System complete with all neces• 
sary cables and instructions. Shpg. wt., 52 lbs. 
21 R 9067CWXM  $6.50 Monthly  Net 118.95 

LAFAYETTE 
SYSTEM PRICE 

11895 
NO MONEY DOWN 

You SAVE 12.90 
From Individual 
Catalog Prices! 

10-WATT "DECOR-ETTE" STEREO SYSTEM 
"DECOR-ETTE" Stereo System Consists of: 

LAFAYETTE 
SYSTEM PRICE 

1365°  
NO MONEY DOWN 

You SAVE 14.85 
From Individual 
Catalog Prices! 

Lafayette Model LA-214 10-Watt Stereophonic Amplifier   39.95 
Lafayette Model AC-33 a-Speed Record Changer With 
Euphonies Turnover stereo Cartridge and Diamond Stylus   28.95 
Wood Base for Changer (Oiled Walnut)    3.95 
2 Lafayette SK-300 "Decor-ette V" 5-Speaker 
Slim Speaker Systems (Oiled Walnut)    78.50 

Total  151.35 
Above 10-Watt "DECOR.ETTE" Stereo System complete with all 
necessary cables and instructions. Shpg. wt., 64 lbs. 
21 R 9068CWXM  $7.50 Monthly  Net 136.50 

2 Lafayette SK-300 
For addition 

16  Lafayette Cat No 660 

of AM-FM or FM tuners to above systems, see pages 8 and 9. 

Buy Now! Pay Lotcr . .st• Lafayette's Easy Pay Plan. No Money Down 



LAFAYETTE 15-Watt Hi-Fl Systems with 
Model LA-218 15-Watt Amplifier 

1 5-Watt Criterion Bookshelf 
Hi-Fi System Consists of: 

Lafayette Model LA-218 15-Watt 
Monaural Hi-Fi Amplifier  44.95 
Garrard Model 50 4-Speed Record 
Changer     44.50 
Pickering If-15/AT-2 Diamond 
Needle Cartridge*   19.95 
Wood Base for Changer (Oiled 
Walnut) . 3.95 
lzfayette Criterion 50 2-Speaker, 
2 Way Ducted - Port Bookshelf 
Speaker System (Oiled Walnut) 29.95 

Total  143.30 

LAFAYETTE 11 550 
PRICE 

NO MONEY DOWN 

You SAVE 27.80 
from individual catalog prices! 

Al one 15-Watt Hi-Ft System complete with 
•ihoice of Pickering V-15/AT-2, Shure M7/ 
N ID. or Empire 888 diamond needle car-
tr dge  plus  interconnecting  cables  and 
necessary instructions. Shpg. wt., 48 lbs 
21 R 9069CWXM $6.50 Monthly Net 115.50 

NIN N\ \ ‘ ‘‘\. \S• \ ‘ ‘ ‘ ‘ V. r. rs V,,.  . ...  ••••„.. 

I 
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s 

Lafayette Model 1.5.218 

gams 

Lafayette "C iterien 50" 
Speaker System 

or 

CI401Cf OF SIE HO CA VAIDGf 

net 
S.ot 
4210 

Garrard 
Model AT60 

15-WATT "DECOR-ETTE" HI-Fl SYSTEM 
"Jecor-ette" Hi-Fl System Consists of: 
Lifayette Model LA-218 15-Watt Monaural Hi-h Amplifier 
C. rrard Model 50 4-Speed Record Changer 
Pi:kering V-15/AT-2 Diamond Needle Cartridge' 
W rod Base for Changer (Oiled Walnut) 
Lzfayette Model SK-300 "Decorette V" 5-Speaker 
!hen Speaker System (Oiled Walnut)  39.95 

44.95 
44.50 
19.95 
3 95 

Total  1 5 3.3 0 
Above "Decor-ette" 15-Watt Hi-Ft system complete with •choice 
of Pickering V-15/AT-2, Shure M7/1.121D, or Empire 888 diamond 
needle cartridge plus ccnnecting cables and necessary instructions. 
Stpg. WI., 50 lbs. 
21 R 9070CWXM  $7.00 Monthly  Net 124.50 

15-WATT "CRITERION" DELUXE HI-Fl SYSTEM 
1 5-Watt "Criterion" Hi-Fi System consists of: 

Lafayette Model LA-218 15-Watt Monaural Hi-Fi Amplifier  44.95 
Girrard Model 50 4-Speed Record Changer  44.50 
Pi:kering V•15/AT-2 Diamond Needle Cartridge*  19.95 
Wrod Base for Changer (Oiled Walnut)  3.95 
Lafayette "CRITERION 100" Deluxe 2-Way Ducted Pact 
Fookshelf Speaker System    44.95 

Total  158.30 
Above  15-Watt "Criterion" Deluxe Hi-F)  System comp ete with 
•cloice of Pickering V-15/AT-2, Shure M7/N21D, or Empire 888 
dr mond needle cartridge plus necessary cables and instructions. 
Slog. WI.. 51 lbs. 
21 R 9071CWXM  $7.00 Monthly  Net 128.95 

LAFAYETTE 
SYSTEM PRICE 

1245° 
NO MONEY DOWN 

You SAVE 28.80 
From Individual 
Catalog Prices! 

LAFAYETTE 
SYSTEM PRICE 

12895 
NO MONEY DOWN 

You SAVE 29.35 
From Individual 
Catalog Prices! 

15-WATT "CUSTOM" HI-Fl SYSTEM 
1 5-Watt "Custom" Hi-Fi System consists of: 

La'ayette Model LA•218 15-Watt Monaural Hi-F) Amplifier  44.95 
Gnrard Model 50 4-Speed Record Changer  44.50 
Pi :kering V-15/AT-2 Diamond Needle Cartridge  • 19.95 
Wrod Base for Changer (Oiled Walnut)  3.95 
Lafayette Famous SK-58 12" Free-edge Coaxial Speaker  29.50 

Total  142.85 
Atone -Custom" Hi•Fi System complete with •choice of Pickering 
V..5/AT.2, Shure M7/N21D, or Empire 888 diamond needle car-
trdge plus all necessary cables and instructions. shpg. wt., 44 lbs. 
21 R 9072CWXM    $6.50 Monthly   Net 114.95 

LAFAYETTE 
SYSTEM PRICE 

114 95  
NO MONEY DOWN 

You SAVE 27.90 
From Individual 
Catalog Prices! 

Lafayette Model SK-300 

Mfg 

Lafayette "Criterion 100" 
Speaker System 

Lafayette SK-58 

11 -Ft Systems Are Available on Easy Pay Plan-No Money Down Lafayette Cat, No. 660  11 



LAFAYETTE 30-Watt Stereo Systems 
With Model LR-400 AM-FM Receiver 

'''''' """  /W WWW/7///////1111111.1111111111 M M M\ V.\\\ W WN 

Lafayette LR-400 

Lafayette Criterion 100 

ALTERNATE 30-WATT 

Garrard AT60 

LAFAYETTE 
PRICE 

30895 
NO MONEY DOWN 

You SAVE 49.30 
From Individual 
Catalog Prices. 

CHOICE OF STEMFO CARTOIOGF 

Gar ard Model 50 

Lafayette Model LR-400 30-Watt 
AM-FM Stereo Receiver   Net 159.95 
Garrard Model 50 4-Speed 
Record Changer  Net 44.50 
Pickering V-15 AT-2 Diamond 
Needle Cartridge  • Net 19.95 
Wood Base For Record Changer 
(Oiled Walnut)  Net 3.95 
2-Lafayette "Criterion 100" 
Deluxe 2-Way Ducted Port Shelf 
and Wall Speaker Systems  Net 89.90  

TOTAL  318.25 

LAFAYETTE  272 95 
PRICE 
NO MONEY DOWN 

YOU SAVE 45.30 
From Individual Catalog Prices 

Complete stereo system above with your 
•choice of Pickering V-15/AT-2. Shure M7/ 
N21D. or Empire 888 diamond needle car-
tridge. and all necessary cables and in-
structions. Shpg. wt., 80 lbs. 
21 R 9015WXM  $15 monthly  Net 272.95 

Same system as above with Garrard AT-60 
4-speed record changer instead of Model 
50 record changer. Shpg. wt., 82 lbs. 
21 R 9016WXM  $15 monthly  Net 287.95 

YOU SAVE 45.30 
From Individual Catalog Prices! 

30-WATT DELUXE STEREO SYSTEMS 
Lafayette Model LR-4.00 30-Watt AM-FM Stereo Receiver Net 159.95 
Garrard Model 50 4-Speed Record Changer  Net  44.50 
Pickering V-15/ AT ,2 Diamond Needle Cartridge  Net  19.95 
Wood Base For Record Changer (Oiled Walnut)  Net  3.95 
2 Lafayette Deluxe "Decor-ette 11"0 Ix) Slim 5 Speaker 
3-Way Systems  Net 129.90  

TOTAL  358.25 
Above stereo system with all necessary cables, instructions. and 
Your •choice of Pickering V-15/AT-2, Shure M7/N210 or Empire 
888 diamond needle cartridge. Shpg. wt.. 100 lbs. 
21 R 9013WXM  $17 monthly  Net 308.95 

You SAVE 49.30  Same system as above with Garrard AT60 4-speed record changer 
From Individual  instead of Model 50 record changer. Shpg. wt.. 102 lbs. 
Catalog Prices!  21 R 9014WXM  517 monthly  Net 323.95 

LAFAYETTE 
PRICE 

250 95 

NO MONEY DOWN 

You SAVE 42.40 
From Individual 
Catalog Prices! 

You Save 42.404 
From Individual 
Catalog Prices! 

30-WATT CUSTOM STEREO SYSTEMS 
Lafayette Model LR-400 30-Watt AM-FM Stereo Receiver Net 159.95 
Garrard Model 50 4-Speed Record Changer  Net  44.50 
Pickering V-15/AT-2 Diamond Needle Cartridge  Net  19.95 
Wood Base For Record Changer (Oiled Walnut)  Net  3.95 
2 Lafayette Tritiefix (R)  56-180 3-Way 10" Speakers  Net  65.00  

TOTAL  293.35 
Complete system above with your •choice of Pickering V-15/AT-2. 
Shure M7/N21D. or Empire 888 diamond needle cartridge, and 
with all necessary cables and instructions. Shpg. wt., 70 lbs. 
21 R 9011WXM    $12.50 monthly  Net 250.95 

Same as above with Garrard Model AT60 4 speed record changer 
instead of Model 50 record changer. Shpg. wt., 72 lbs. 
21 R 9012WXM  $13.50 monthly  Net 265.95 

STEREO SYSTEMS WITH POPULAR DUAL MODEL 1010 AUTOMATIC TURNTABLE 

DUAL 

Same stereo system as 21 R 9016WXM ex-
cept with Dual 1010 Automatic Turntable 
and oiled walnut wood base  instead  of 
Garrard Model AT60 and base. Shpg. wt., 
89 lbs. 
21 R 9017WXM  $15 monthly  Net 297.95 
SAVE 45.30 from individual catalog prices! 

Same system as 21 R 9014WXM except with 
Dual Model 1010 and base instead of Gar• 

rard Model AT60 and base. Shpg. wt., 109 
lbs 
21 R 9018WXM  $17 Monthly  Net 333.95 
SAVE 49.30 from individual catalog prices! 

Same system as 21 R 9012WXM with Dual 
Model 1010 and base instead of Garrard 
Model AT60 and base  Shpg. wt., 79 lbs. 
21 R 9019WXM 413.50 monthly  Net 275.95 
SAVE 42.40 from individual catalog prices! 

18  Lafayette Cat. No. 660 Make Lafayette Your One Dependable Source for Everything in Electronics 



LAFAYETTE 15-Watt Matched Stereo Phono Systems 
Featuring Model LR-300 AM-FM Stereo Receiver 

La ayette Model LR-300 15-Watt 
AM-FM Stereo 
T iner-Amplifier  Net 124 95 
Ga -rard Model 50 4-Speed 
RPcord Changer    Net 44.50 
Pickering V-15/11T-2 Diamond 
Pisedle Cartridge  • Net  19.95 
Wood Base For Record Changer 
(t iled Walnut)  Net  3.95 
2-Lafayette Model SK-300 
"ilecor-ette II" 5-Speaker 
Slim Speaker Systems  Net  78.50  

TOTAL  271.85 

LAFAYETTE  2315° 
PRICE 
NO MONEY DOWN 

YOU SAVE 40.35 
Fro m Individual Catalog Prices! 

AIR ye stereo system with your •choice of 
Pic eering V•15/AT-2. Shure M7/N21D, Em• 
put 888  diamond  needle  cartridge,  and 
wit  y all necessary cables and instructions. 
She It. wt.. 80 lbs. 
21 t 9020CWXM $11.50 monthly Net 231.50 
Sane as above except with Garrard Model 
ME 0 4-speed  record changer  instead  of 
Motel 50 record changer. Shpg. wt., 82 lbs 
21 R 9021CWXIA $12 50 monthly Net 246.50 

YOU SAVE 40.35 

4,..m mi m mi miir miiiii it lilt  
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Lafayette 58-300 

From Individual Catalog Prices! 

15-WATT BOOKSHELF STEREO SYSTEMS 
La ayette Model 18-300 15-Watt AM-FM Stereo 
T ener Amplifier 
Ca -rard Model 50 4-Soeed Record Changer 
Pi; kering V-15 / AT-2 Diamond Needle Cartridge• 
%Yr od Base For Record Changer  Oiled Walnut) 
2-lafayette 'Criterion 50" 2-Way Ducted Port Shelf 
S 'faker  Systems 

Net 124.95 
Net  44.50 
Net  19.95 
Net  3.95 

Net  59.90 

TOTAL  253.25 
Ab we stereo bookshelf system with you , •choice of Pickering 
V.: 5/AT-2. Shure M7/N210. or Empire 888 diamond needle car-
tri lge, and with all necessary cables and instructions. Slog. wt.. 
72 lbs. 
21 R 9022CWXM  $11 monthly  Net 214.50 
Sane system as above except with Garrard Model AT60 4-speed 
re, ord  changer  instead  of  Garrard  Model  50  record  changer. 
SItig. wt.. 74 lbs. 
21 II 9023C WON  $11.50 monthly . . Net 229.50 

1'5-WATT CUSTOM STEREO SYSTEMS 
La ayette Model LR-300 15-Watt AM-FM Stereo Receiver Net 124.95 
Da tard Model 50 4-Speed Record Changer  Net  44.50 
Pu kering V•15/AT-2 Diamond Needle Cartridge  Net  19.95 
M od Base For Record Changer (Oiled Walnut)  Net  3.95 
2-lafayette Famous SK 58 12" Free-Edge 
C'axial  Speakers  Net  59.00  

TOTAL  252.35 
Ab)ve custom stereo system with all necessary cables and in-
str.ections plus your •choice of Pickering V-15/AT-2. Shure M7/ 
N210 or Empire 888 diamond needle cartridge. Shpg. wt., 66 lbs. 
21 It 9024C WON  $11 monthly  Net 213.95 
Sane as  above  system  but  with  Garrard  Model  AT60  record  s. 

TOU Save 38.40 cli nger instead of Garrard Model 50 record changer. Slipg. wt.. 
68 lbs.  From Individual 
21 R 9025C WON  S11.50 monthly    Net 228.95  Catalog Prices! 

ALTERNATE 15-WATT STEREO SYSTEMS WITH RENOWNED DUAL MODEL 
Sane  system  as  21 R 902ICWXM  except  of Garrarc  Model AT60  and  base.  Shpg. 
wi h Dual Model 1010 4-speed automatic 
turntable and oiled walnut wood base in-
str ad  of  Garrard  Model  8160  record 
ch. nger and base. Shpg. wt., 89 lbs.  Same  cistom  stereo  system  as 
21 R 9026CWXM $12.50 monthly Net 256.50  21 R 9025CWXM  except  with  Dual  Model 
SHE 40.35 from individual catalog prices!  1010 and oiled walnut wood base instead 

of Garrard Model AT60 record changer and 
base Shag wt.. 75 lbs. 
21 R 9028CWXM $11.50 monthly Net 238.95 
SAVE 35.40 from Individual catalog prices! 

Garrard AT60 

Lafayette Llt-300 

-4-

LAFAYETTE 
PRICE 

2145° 
NO MONEY DOWN 

You SAVE 38.75 
From Individual 
Catalog Prices' 

You Save 38.75 
From Individual 
Catalog Prices! 

LAFAYETTE 
PRICE 

213 95 

NO MONEY DOWN 

You SAVE 38.40 
From Individual 
Catalog Prices! 

Sane  bookshelf  stereo  system  as 
21 R 9023CWXM  except  with  Dual  Model 
10 ,.0 and oiled walnut. wood base instead 

wt. 81 lbs. 
21 R 9027CWXM $11.50 monthly Net 239.50 
SAVE 38.75 from individual catalog prices! 

CM(P N N 

STIRIO 

ClAfel ni 

41q:- r 

asi 

Lafayette Criterion 50 

Lafayette SK-58 

1010 TURNTABLE 
•  111 MOUAL 

Systems Are Available on Easy Pay Plan-No Money Down Lafayette Cat. No. 660  19 



LAFAYETTE 50-Watt Stereo Systems with 
Model LA 248 50-Watt Solid State Amplifier 

50-WATT SOLID STATE 
STEREO SYSTEMS 

mooll11111-.11WIR e i liffi a g ni N M O W ME W 

• • • • •  • •• • • • • • • 

om m  • •• ••••••• 

w • 

(), 
li n- U M  E N - - 

LA-248 

C.OICI 01 STI1110 CARTiliDo 

Ati't 

sin• 

2 Criterion 100 

••••• 

2 SK-270 

2 SK-180 

ALTERNATE 50-WATT SOLID STATE 

Garrard 
Model AT60 

LAFAYETTE 
PRICE 

272 95  
NO MONEY DOWN 

YOU SAVE 45.30 
From Individual 
Catalog Prices!   

YOU SAVE 45.30 
From Individual 
Catalog Prices! 

LAFAYETTE 
PRICE 

21495  
NO MONEY DOWN 

YOU SAVE 38.40 
From Individual 
Catalog Prices!   

YOU SAVE 38.40 
From Individual 
Catalog Prices! 

STEREO SYSTEMS WITH 

Lafayette Model LA-248 50-Watt Solid 
State Stereo Amplifier 

Garrard Model 50 4-Speed 
Record Changer 

Pickering V-15/AT-2 Diamond Needle 
Cartridge• 

Base for Record Changer 
(Oiled Walnut) 

2 Lafayette "Criterion 100" Deluxe 
2-Way Ducted Port Bookshelf and 
Floor Speaker System (Oiled Wal-
nut) 

LAFAYETTE 
PRICE 

119.95  - 

44.50 

1•.28 

3.110 

09.110 

TOTAL 278.25 

23695 
NO MONEY DOWN 

YOU SAVE 41.30 
From Individual Catalog Prices! 

Above solid state stereo system with •choice 
of Pickering V-15/AT-2. Shdre M7/N21D or 
Empire 888 diamond needle cartridge and 
with all necessary cables and instructions. 
Shpg. wt., 70 lbs. 
21 R 9029CAXM $11.50 monthly Net 236.95 
Same system as above with Garrard Model 
AT60 4-speed record changer instead of 
Garrard Model 50 4-speed record changer. 
Shpg. wt., 72 lbs. 
21 R 9030CAXM $12.50 monthly Net 251.95 

YOU SAVE 41.30 
From Individual Catalog Prices! 

50-WATT DELUXE SOLID STATE STEREO SYSTEMS 
LAFAYETTE Model LA-248 50 Watt Solid State Stereo Amplifier 14149..9505 
Garrard Model 50 4-Speed Record Changer 
Pickering V  -15/AT-2 Diamond Needle Cartridge19.95• 
Wood Base for Record Changer (Oiled Walnut)  3.95 
2 Lafayette SK-270 "DOCK-Otte II" Slim 5-Speaker 3-Way 
Systems  129.90 

TOTAL  318.25 

50-Watt deluxe solid state stereo system above with your  choice 
of Pickering V-15/AT-2, Shure M7/N21D or Empire 888 diamond 
needle cartridge and with all necessary cables and instructions. 
Shpit. wt.. 82 lbs. 
21 R 9031CWXM $13.50 monthly  Net 272.95 

Same deluxe system as above except with Garrard Model 8160 4. 
speed record changer instead of Garrard Model 50. Shpg. wt. 84 lbs. 
21 R 9032CAXM $15 monthly  Net 287.95 

50-WATT CUSTOM SOLID STATE STEREO SYSTEMS 
LAFAYETTE Model La-248 50 Watt Solid State Mira Amplifier 119.95 
Garrard Model 50 4-Speed Record Changer  414.9505 
Pickering V-15/AT-2 Diamond Needle Cartridge* 9.  
Wood Base Tor Record Changer (Oiled Walnut)  3.95 
2 Lafayette Famous SK-180 TriNelis  3-Was Speakers  65.00 

TOTAL  253.35 

Above 50-watt custom solid state stereo system with all necessary 
cables, instructions and your • choice of Pickering V-15/AT-2. Shure 
M7/N210 or Empire 888 diamond needle cartridge. Shpg. wt., 50 lbs. 
210 9033CWIM $11 monthly    Net 214.95 

Same system as above except with Garrard Model AT 60 4-speed 
record changer instead of Garrard Model 50. Shpg. wt., 52 lbs. 
21 R 9034CWXM $11.50 monthly  Net 229.95 

FAMOUS DUAL MODEL 1010 4-SPEED AUTOMATIC TURNTABLE 
Same 50-watt solid state stereo system as 
21 R 9030CWXM  except  with  Dual  Model 

DUAL  1010 4- speed automatic turntable and oiled 
walnut wood base instead of Garrard Model 
8160 record changer and base. Shpg. WI., 
79 lbs. 
210 9035CWXM $13.50 monthly Net 261.95 
SAVE 41.30 from individual catalog prices! 

Same deluxe stereo system as 21 R 9032 
CWXM except with Dual Model 1010 4-speed 
automatic turntable and oiled walnut base 

instead  of  Garrard  Model  AT60  record 
changer and base. Shpg. WI., 91 lbs. 
21 R 9036CWXM $15 monthly  Net 297.95 
SAVE 45.30 from individual catalog prices! 
Same custom solid state stereo system as 
21 R 9034CWXM except with Dual Model 1010 
turntable and oiled walnut base instead of 
Garrard Model 8150 and base. Shpg. wt., 
59 lbs. 
21 R 9037CWXM $11.50 monthly Net 239.95 
SAVE 38.40 from individual catalog prices! 

20  Lafayette Cat. No. 660 For AM-FAI Tuners for Above Systems See Page 8 



LAFAYETTE 30-Watt Stereo Systems with 
Model LA-224A 30-Watt Stereo Amplifier 

DELUXE 30-WATT 
STEREO SYSTEMS 

LAFAYETTE Model LA-224A 30-Watt 
Sttreo  Amplifier  59.95 

Garr ird Model 50 4-Speed 
lir cord Changer  44.50 

Pick !ring V.15/AT? Diamond 
Ni edle Cartridge  • 19.95 

Woo I Base for Record Changer 
(Oiled  Walnut,  3.95 

2 La ayette SK-300 "Decor-ette V" Slim 
5 Speaker Systems (Oiled Walnut) 78.50 

TOTAL  206.85 

LAFAYETTE  17295 
PRICE 
NO MONEY DOWN 

YOU SAVE 3:3.9() 
:rom Individual Catalog Prices! 

Aboxe stereo systems with your *choice  of 
Pickering  V•15/AT-2,  Shure  M7/N21D  or 
Erntire 888 diamond needle cartridge and 
with all necessary cables and instructions. 
Shp:. wt., 70 lbs. 

21 F 9035CWXM $9 monthly  Net 172.95 
Same 30-watt stereo system as above ex-
cept with Garrard Model AT60 4-speed re-
corc changer instead of Garrard Model 50 
charger. Shpg. wt.. 72 lbs. 
21 F 9039CWXM $10 monthly  Net 157.95 

YOU SAVE 3190 
From Individual Catalog Prices! 

2 SK-300 
Garrard 

Model AT60 

,,,,,,,, • 

DICKE CIE STEREO CARTRIDGE 

"set 

Garrard 
Model 50 

ECONOMY 30-WATT STEREO SYSTEMS 
LAFAYETTE Model LA-224A 30-Watt Stereo Amplifier 
Gar •ard Model 50 4-Speed Record Changer 
Pic,.ering V-15/AT-2 Diamond Needle Cartridge 
Wood Base for Record Changer (Oiled Walnut) 
24: layette "Criterion 50" Ducted Port 2-Way Bookshelf and 
Floor Speaker Systems (Oiled Walnut) 

TOTAL  188.25 
Abode 30-watt stereo system with  *choice of Pickering V-15/ 
Al'-', Shure M7/N21D or Empire 888 diamond needle cartridge plus 
all necessary cables and instructions. Shpg. wt., 63 lbs. 
21 k 9040CWXM $8 monthly  Net 155.95 
San-e system as above except with Garrard  Model AT 60 record 
chaiger instead of Garrard Model 50 record changer. Stpg. wt., 
65 bs. 
21 I 9041CWXM 19 monthly   Net 169.95 

CUSTOM 30-WATT STEREO SYSTEMS 

59.95 
44.50 
19.95 
3.95 

59.90 

LAFAYETTE Model LA-224A 30-Watt Stereo Amplifier 
Garrard Model 50 4-Speed Record Changer 
Picxerihg V-15/AT-2 Diamond Needle Cartridge*   
Wo)d Base for Record Changer (Oiled Walnut)   3.95 
2-Lifayette Famous SK-58 12" Free Edge Coaxial Speakers  59.00 

TOTAL  187.35 
Cu- tom 30-watt stereo system above with 'choice of 'ickering 
V•15/AT-2, Shure M7/N21D or Empire 888 diamond needle cartridge 
pILs all necessary cables and instructions. Shpg. wt., 58 lbs. 
21 9 9042CWXM $8 monthly  Net 155.50 

Sane system as above except with Garrard Model AT 60 record 
ch nger instead of Garrard Model 50 record changer Shpg. wt., 
60 lbs. 
21 R 9043CWXM $9 monthly  Net 169.95 

59.95 
44.50 
19.95 

LAFAYETTE 
PRICE 

15595 
NO MONEY DOWN 

YOU SAVE 32.30 
From Individual 
Catalog Prices! 

YOU SAVE 32.30 
From Individual 
Catalog Prices! 

LAFAYETTE 
PRICE 

155 5°  
NO MONEY DOWN 

YOU SAVE 31.85 
From Individual 
Catalog Prices! 

YOU SAVE 31.85 
From Individual 
Catalog Prices! 

AI TERNATE 30 WATT STEREO SYSTEMS WITH POPULAR DUAL MODEL 1010 
Sane system as 21 R 9039CWXM except with 
Dull Model 1010 4-speed automatic turntable 
ant oiled walnut base instead of Garrard 
AT (0 and base. Shpg. wt., 79 lbs. 
21 R 9044CWXM $10 monthly  Net 197.95 
Sa n 33.90 from individual catalog prices! 
Sa ne system as 21 R 2041CWXM except with 
Du3I Model 1010 turntable and oiled walnut 
wcod base instead of Garrard Model AT60 

and base. Shpg. wt., 86 lbs. 
21 R 9045CWXM $9 monthly  Net 179.95 
SAVE 32.30 from individual catalog prices! 

Same as 21 R 9043CWXM except with Dual 
Modei 1010 turntable and oiled walnut base 
instead of Garrard Model AT60 and base. 
Shpg. WI.. 67 lbs. 
21 R 9046CWXM 59 monthly  Net 179.95 
SAVE 31.55 from individual catalog prices! 

2 Criterion 50 

2 SK-58 

TURNTABLE AUTOMATIC 

DUAL 

For AM-FM Tuners for Above Systems See Page 8 Lafayette Cat. No. 660  21 



LAFAYETTE 40-Watt Solid State Stereo Systems 
with Model LA-340 Solid State Stereo Amplifier 

Lafayette SK-300 

Lafayette Ski n  lb 

Lafayette Criterion 50 

ALTERNATE 40-WATT 

* DUAL 

Lafayette LA-340 

CROKE OF TIERED CARTRIDGE 

rzIO 

Garrard Model 50 

Garrard 11160 

Lafayette Model LA-340 40-Watt 
Solid State Stereo Amplifier  Net 79.95 

Garrard Model 50 4-Speed 
Record Changer  Net 44.50 

Pickering V•15/AT-2 Diamond 
Needle Cartridge  • Net 19.95 

Wood Base for Record Changer 
(Oiled Walnut)    Net  3.95 

2-Lafayette Model SK-300 
"Decor-ette V" Slim 5-Speahl1 
System (Oiled Walnut)  Net 78.50 

TOTAL  226.85 

LAFAYETTE  18995 
PRICE 
NO MONEY DOWN 

YOU SAVE 36.90 
From Individual Catalog Prices! 

Complete 40-watt solid state stereo system 
as above with your •choice of Pickering 
V-15/AT-2. Shure M7/N21D or Empire 888 
diamond needle cartridge plus all necessary 
cables and instructions. Shpg. wt.. 60 lbs. 
21 R 9047WXM  $10 monthly  Net 189.95 

Same system as above except with Garrard 
Model AT60 4-speed record changer instead 
of Garrard Model 50 record changer. Wt.. 
62 lbs. 
21 R 9048WXM  $11 monthly  Net 204.95 

YOU SAVE 36.90 
From Individual Catalog Prices! 

LAFAYETTE 
PRICE 

17395 
NO MONEY DOWN 

YOU SAVE 34.30 
From Individual 
Catalog Prices! 

YOU SAVE 34.30 
From Individual 
Catalog Prices! 

40-WATT SOLID STATE BOOKSHELF STEREO SYSTEM 
Lafayette Model LA-340 40-Watt 
Solid State Stereo Amplifier 
Garrard Model 50 4-Speed Record Changer 
Pickering V-15/AT-2 Diamond Needle Cartridge• 
Wood Base for Record Changer (Oiled Walnut) 
2-Lafayette "Criterion 50" Ducted Pert 24Vay MobItolf 
Speaker Systems (Oiled Walnut)   

Net 79.95 
Net 44.50 
Net 19.95 
Net  3.95 

Net 59.90 

TOTAL  208.25 
Above 40-watt solid state stereo system with all necessary cables, 
instructions and your •choice of Pickering V-15/AT-2, Shure M7/ 
1•1210 or Empire 888 diamond needle cartridge. Shpg. wt., 53 lbs. 
21 R 9049CWXM   $9 monthly  Net 173.95 

4
 Same system as above except with Garrard Model AT60 4-speed 
record changer Instead of Garrard Model 50 record changer. Shpg. 
wt.. 55 lbs. 
21 R 9050CWXM    $10 monthly   Net 188.95 

LAFAYETTE 
PRICE 

17895  
NO MONEY DOWN 

YOU SAVE 34.40 
From Individual 
Catalog Prices! 

YOU SAVE 34.40 
From Individual 
Catalog Prices! 

40-WATT SOLID STATE CUSTOM STEREO SYSTEMS 
Lafayette Model LA-340 40-Watt 
Solid State Stereo Amplifier    Net 79.95 
Garrard Model 50 4-Speed Record Changer    Net 44.50 
Pickering V-15/AT-2 Diamond Needle Cartridge  •   Net 19.95 
Wood Base for Record Changer (Oiled Walnut)   Net  3.95 
2-Lafayette Renowned Trihelix . Model SK•180 
3-Way Speakers    Net 65.00 

TOTAL  213.35 
Above 40-watt solid state stereo system with your •choice of Picker-
ing V-15/AT-2. Shure M7/N210 or Empire 888 diamond needle car-
tridge. Complete with all necessary cables and instructions. Shpg. 
wt.. 42 lbs. 
21 R 9051CWXM  $10 monthly..  Net 178.95 

I
Same system as above with Garrard Model AT60 4-speed record 
changer instead of Garrard Model 50 record changer. Shpg. wt.. 
44 lbs. 
21 R 9052CWXM  $10 monthly  Net 193.95 

SOLID STATE STEREO SYSTEMS WITH FAMOUS DUAL MODEL 
Same system as 21 R 9048WXM except with 
Dual Model 1010 4-speed automatic turn-
table with oiled walnut base instead of Gar-
rard Model 8160 and base. Shpg. wt., 71 lbs. 
21 R 9053CWXM $11.50 monthly Net 214.95 
SAVE 36.90 from indl igt plai n p_ricys! 
Same system as 21 R 90  WXM except with 
Dual Model 1010 automatic turntable and 
base instead of Garrard Model AT60 record 

1010 4-SPEED AUTOMATIC TURNTABLE 
changer and base. Shpg. wt.. 62 lbs. 
21 R 9054CWXM  $11 monthly  Net 198.95 
SAVE 3440 from jndtvidual catalog Pri m! 
Same system as 21 R 4052CWXM except with 
Dual Model 1010 automatic turntable and 
base instead of Garrard Model AT60 record 
changer and base. Shpg. WI.. 51 lbs. 
21 R 9055CWXM  $11 monthly  Net 203.95 
SAVE 34.40 from individual catalog prices! 

22  Lafayette Cat. No. 660 Buy Now! Pay Later . . . l'se Lafayette's Easy Pay Plan. No Money Down 



LAFAYETTE 70-Watt Stereophonic Systems 
with Model LA-350 70-Watt Stereo Amplifier 
Lafayette Model LA-350 70-Watt 
Stec m Amplifier    Net 99.95 

Garrcird Model 50 4-Speed 
Rec ird Changer  .....  Net 44.50 

Pickering V-15/81-2 Diamond 
Nee lie Cartridge'    Net 19.95 

Wooc Base for Record Changer 
d Walnut/  Net  3.95 

2-Laf iyette Model SK-300 
'Decor-ette V'' 5-Speaker 
Slin Speaker Systems 
(Oil cd Walnut,  Net 78.50 

TOTAL  246.85 

LAFAYETTE  20895 
PRICE 
NO MONEY DOWN 

YOU SAVE 37.90 
From Individual Catalog Prices! 

Complete 70-watt stereo system as above 
with 'choice of Pickering V-15/A7-2, Shure 
M7/)121-D or Empire 888 diamond stylus 
cartridge plus all necessary cables and in-
structions. Shpg. wt.. 80 lbs. 
21 R 9056CWXM  $11 monthly  Net 208.95 

Sam. 70-watt stereo system as above except 
with Garrard Model AT60 4-speed record 
changer instead of Garrard Model 50 record 
changer. Shpg. wt., 82 lbs. 
21 R 9057CWXM 511.50 monthly Net 223.95 

YOU SAVE 37.90 
F rom Individual Catalog Prices! 

• 'no ..... -̂,~ 

Garrard Model 50 

DELUXE 70-WATT STEREO SYSTEMS 
Lafa ette model LA-350 70-Watt Stereo Amplifier  Net  99.95 
Garr ird Model 50 4-Speed Record Changer  Net  44.50 
Picktring V-15/AT-2 Diamond Needle Cartridge'  Net  19.95 
Woo I Base for Record Changer (Oiled Walnut)  Net  3.95 
2-La ayette "Criterion 200" Deluxe 3-Way Bookshelf 

TOTAL izi fyi 
• 

anr Floor Speaker Systems (Oiled Walnut)  h 

Deluxe 70-watt stereo system above with all necessary cables. 
insttuctions and your 'choice of Pickering V-15/AT-2, Shwe M7/ 
N211) or Empire 888 diamond needle cartridge. Shpg. wt., 115 lbs. 
21 R 9058CWXM  $13.50 monthly  Net 263.95 

Same system as above except with Garrard Model AT60 4-speed rec-
ord changer instead of Garrard Model 50 record changer  Shpg. 
wt.. 117 lbs. 
21 R 9059CWXM  $13.50 monthly  Net 278.95 

-e n- -1E11 

Lafayette LA-350 

Lafayette SK-300 

LAFAYETTE 
PRICE 

26395 
NO MONEY DOWN 

YOU SAVE 44.30 
From Individual 
Catalog Prices! 

YOU SAVE 44.30 
From Individual 
Catalog Prices' 

CUSTOM 70-WATT STEREO SYSTEMS 
Lafarette Model LA-350 70-Watt Stereo Amplifier  Net 99.95 
Carried Model 50 4-Speed Record Changer  Net 44.50 
Pick ming V-15/ AT-2 Diamond Needle Cartridge'  Net 19.95 
Woof Base for Record Changer (Oiled Walnut.  Net  3.95 
2-La 'ayette Model SK-180 Trihelix " 3-Way Speakers  Net 65.00 

TOTAL  233.35 
Gust = 70-watt stereophonic system as above with your 'choice of 
Pick ?ling V-15/AT-2, Shure M7/N210 or Empire 888 diamond stylus 
cart idge plus all necessary cables and instructions. Shpg. wt. 62 lbs. 
21 R 9060CWXM  $10 monthly  Net 196.95 

Same custom stereo system as above except with Garrard Mocel AT60 
4-speed record changer instead of Garrard Model 50 record change , 
Shp; . wt.. 64 lbs. 
21 F 9061CWXM  $11 monthly  Net 211.95 

SELECTED SYSTEMS WITH RENOWNED DUAL 1010 4-SPEED AUTOMATIC TURNTABLE 
Sarre 70-watt stereo system as 21R 9057CWXM 
exc. pt with the popular Dual 1010 4 speed 
autr matic turntable and oiled walnut base 
inst tad of Garrard Model AT60 and base. 
Shp  wt.. 89 tbs. 
21 F 9062CWXM 511.50 monthly Net 233.95 
SAVE 37.90 from individual catalog prices! 

Same system as 21 R 9059CWXM except with base. Shpg. wt., 71 lbs. 
farn)us Dual 1010 4-speed automatic turn-  21 R 9064CWXM $11.50 monthly Net 221.95 
table and oiled walnut wood base instead of  SAVE 36.40 from individual catalog prices! 

For Optional FM or AM-FM Stereo Tuners For Above Systems See Page 9 

Systems Are Available on Easy Pay Plan-No Money Down 

LAFAYETTE 
PRICE 

19695 
NO MONEY DOWN 

YOU SAVE 36.40 
From Individual 
Catalog Prices! 

YOU SAVE 36.40 
From Individual 
Catalog Prices! 

CHOICE or STEREO CARTRIDGE 

ASO 

10 .1 .egfGarrard 8160  

Garrard AT6) changer and base. Shpg. wt., 
125 lbs. 
21 R 9063CWXM  $15 monthly  Net 288.95 
SAVE 44.30 from individual catalog prices! 

Same system as 21 R 9061CWXM except with 
Dual  1010 automatic turntable and oiled 
walnut base instead of Garrard AT60 and 

Y OE 

Lafayette Criterion 200 

7". 
lafayettte SK-180 
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World Famous -iEK 500B FM Stereo Receiver 

This magnificent FM Stereo Receiver has complete facilities for handling every pos-
sible stereo and monophonic program source through its stereophonic master control 
center, powerful 65 watt stereo amplifier, and super sensitive FM Stereo Multiplex 
Tuner. Features Stereo Beam, an exclusive Fisher invention that tells you instantly 
whether or not an FM Station is broadcasting in stereo multiplex. Completely elimin-
ates the "try and find" stereo multiplex broadcast problem. A switchable filter 
reduces hiss and background noise on stereo programs without affecting the frequency 
response. SPECIFICATIONS: Amplifier distortion less than 0.5%. Frequency response 
25-25,000 cps ± 1.5 db; FM sensitivity 0.7 Atv into 72 ohm load; IHF sensitivity 2.2 
us. SIN & hum 70 db. IF bandwidth 190 Kc; channel selectivity 52 db; FM response 
30-15,000 cps; Tubes: 4-ECC85, 6-6AU6, 4-12AX7. 2-7591, 2-EM84A, IN-542, plus 
multiplex tubes. Size: 171/2Wx5V4Hx131/4"D. Shpg. wt., 35 lbs. 
21 R 31151WX  $11.50 Monthly  Net 229.95 
Walnut Wood Cabinet for Model 5006. Shpg. WI,, 6 lbs. 
21 It 3615W    .  Net  22.45 

65 WATT STEREO PHONO SYSTEMS FEATURING 500B 
Hear  breathtaking  stereophonic  music  in  Fisher 500B Stereo Receiver, then plug the 
minutes. All you have to do is connect the  50013 into an AC outlet. All connecting cables 
record changer and speaker systems to the  are included. 

FAMOUS SELLING STEREO SYSTEM  DELUXE STEREO SYSTEMS 

Powerful 65 Watt Output 

SALE 

22995 
NO MONEY DOWN 

WAS 24950 June 1965 Cat. 654 

Check These Outstanding Features 
and Technical Specifications. 

• Exclusive Stereo Beam • Tuning Indicator • 
Linear Logging Scale • CONTROLS: MPX Filter. Sta-
tion Selector, Dual Bass and Treb'e, Six-Position 
Selector  (Tape  Head,  Phono,  MPX  Stereo.  FM, 
Aux, Tape), Balance, Volume. SWITCHES: High Filter, 
Low Filter, Tape Monitor, Mono-Stereo, Channel Re-
verse. Loudness Contour • Low-level Audio Tube 
Filaments Heated by a Separate DC Supply • Mag-
nificent Architectural Brass-finish C)ntrol Panel. 
FM TUNER Wide-band design. Sensitivity: 0.7 micro-
volts (72 ohms, 20 db. Quieting). 2.2 microvolt (1)1FM 
Standard.) Four IF Stages. FM-Stereo Separation, 35 
db. AMPLIFIER: Power Output, 65 Watts. Har monic 
Distortion, 0.5%. Hum and Noise. —85 db. RIAA 
Sensitivity, 3.3 mv. Aux. Sensitivity. 230 mv. Output 
Impedances: 4, 8 and 16 ohms. 

ek. r, 
• v=ri 

FISHER 
5001 
Less 
Case 

\  GARRARD 

AT60 

CHOICE OF 
STEREO 
CARTRIDGE 

Pickering 
1115 ,87i2 

/18/3 

4 111 1  

Shur r• 
1117 11210 

Complete 
System 

339" 
No Money 
Down 

DECOR (TIE V 

Now everyone can enjoy the thrill of beautiful stereo music 
reproduction. This fine RA stereo phono system consists of 
the famous Fisher 50013 65 watt Stereo Receiver, deluxe 
Garrard AT60 4-speed automatic record changer with oil 
walnut wood base, choice of Pickering V-15/AT-2, Empire 
888 or Shure M7/N21-D stereo cartridge. and 2 Lafayette 
Decorette V speaker systems (oil walnut wood finish) — 
featuring  5 specially engineered  speakers  designed  to 
achieve maximum  performance  in thin  type  enclosures 
(4 " deco). Shpg. wt., 86 lbs. 
21 R 31695CWXM  $17 monthly  Net 339.95 

0•1 es  se (Na t 

nun 
5001 
Less 
Case 

CHOICE Of 
STEREO 
CARTRIDGE 

1/16 ' 
Pickering 
V 15 AL 2 

En,Dirn 
888 

-4 4 11111/  

Shure 
11210 

Complete 
System 
As Low As 

39995 
Ho Money 
Down 

Lafayette Criterion 100 

For  the  Hi-Fl  connoisseur--a  deluxe  FM  stereo-phono 
system featuring the famous Fisher 500B 65 watt FM Stereo 
Receiver, top quality Dual 1010 4-speed automatic turntable 
with oil walnut wood base, choice of Pickering V-15/AT-2, 
Empire 888 or Shure M7/N21-D stereo cartridge, and 2 of 
Lafayette's finest bookshelf type  speaker systems —the 
Criterion  200-3-way system  (oil  walnut  wood  finish). 
Shpg. wt., 128 lbs. 
21 R 3693CWXM  $19 monthly  ....  Net 399.95 

Same deluxe system as above but with Empire 888 PE 
Elliptical Cartridge. Shpg. wt., 128 lbs. 
21 R 3694CWXM  $22 monthly  Net 409.95 

24  Lafayette Cat. No. 660 Hi-Fi Components Are Available on Easy Pay Plan—No Money Down 



TJ  FISHER 
LOOK AT OUR 
LOW, LOW PRICE 

1095° 
NO MONEY 
DOWN 

X-100 40 Watt Stereo Control Amplifier 

Check These Outstanding Features 

and Technical Specifications 
• ::ontrols: Four-Position Selector (Tape Head, 

Phono, Tuner, Aux.), Bass, Treble, Balance, 
Volume 

• 3ower On Indicator Light 
• leadphone Jack 
• switches. Speakers On/Off, High Filter, Tape 

Monitor, Loudness Contour 
• line Tubes-4 7189 Power Amplifier Tubes 
• ower Output-40 Watts 
• Jnlimited Control Flexibility 
• )eluxe Styling--Brass Finish Control Panel 

Conbines famous Fisher quality and performance with a modest price. Offers 40 
watts of clean, undistorted audio. Features switched stereo headphone jack on 
front panel for private listening. Front panel controls include 4-position selector 
switch (Tape Head, Phono, Tuner, Aux.); Stereo-Mono mode switch; separate bass 
and treble controls for each channel; balance; volume/AC off: tape monitor switch 
and loudness contour switch. SPECIFICATIONS: Frequency Response: t1.5 db, 20-
20,300 cps; IM distortion: 0.8% (Each channel at rated power): Power Bandwidth 

at 1.5% THD): 29-27,000 cps; Harmonic distortion: 0.5%; Sensitivity: 3.5 my 
Phcno, 2 my Tape Head, 300 my Tuner; Hum and Noise (at high-level inputs): —80 
db; Bass Control (total variation at 50 cps): 15 db; Treble Control (total variation 
at 10 kc): 16 db; Size: 4410151/ex17 7/8". 105-125 volts, 50/60 cycle AC. 115 watts. 
Less optional wood case below. Shpg. wt.. 20 lbs. 
21 4 3653WX $6 Monthly   Net 109.50 
Oiled Walnut Wood Cabinet for X-100 
21 R 3614W  Net  22.40 

40-WATT STEREO PHONO SYSTEMS FEATURING X-100 
Hear  breathtaking  stereophonic  music  in  Fisher X-100 stereo  control amplifier and 
minutes. All you have to do is connect the  then plug the X-100 into an AC outlet. All 
record changer and speaker systems to the  connecting cables are included. 

FAMOUS SELLING STEREO SYSTEM  DELUXE STEREO SYSTEMS 

1 NNE  • 8 1 11 

GARRARD 
MODEL 50 

FISHER 
0.100 

Lafayette Criterion 50 

19995 
No Money Down 

CHOICE OF STEREO CARTR'OGE 

g el- '-' 7-- •' 441 0 
Picl wout Empire Shure 
V 15/AT-2 88P M7 N210 

An exciting stereophonic phono system featur ng Fisher 
Garrard. and Lafayette Hi-Fi components for  he budge 
minded audio enthusiast. This fine system consists of, the 
Fisher X-100 40 watt stereo control amplifier less case), 
Garrard Model 50 4-speed automatic record changer with 
oil walnut wood base, choice of Pickering Y-15/AT-2, Empir 
888 or Shure M7/N21-CI stereo cartridge, and lastly — 
2 Lafayette Criterion 50 true 2-way Hi Fidelity bomcshel 
type speaker systems (oil walnut finish). Shpg. wt., 72 lbs. 
21 R 3692CWXM $10 Monthly  Net 199.95 

FISHER 
X-100 

LAFAYETTE 
SK-270 

Complete 
System 
As Low As 

DUAL 
1010 

27395 
No Money Down 

CHOICE OF STEREO CARTRIDGE 

P, henn,Z Er,Offe Shure 
V 15 AT-2 P88 M7 5210 

A deluxe stereophonic phono system perfectly matched by 
Lafayette's audio specialists consisting of: the Fsher X-100 
40 watt stereo control amplifier (less case), top quality Dual 
1010 4-speed automatic turntable with oil walnut wood base, 
choice of Pickering V-15/AT-2. Empire 888 or Shure M7/ 
N21-D stereo cartridge, and lastly. 2 deluxe Lafayette SK-270 
5 speaker 3-way systems with oil walnut finish. Shpg. wt., 
98 lbs. 
21 R 3690CWXM $13.50 Monthly  Net 273.95 
Same deluxe system as above but with Empire 888PE Ellip-
tical Cartridge. Shpg. wt.. 98 lbs. 
21 R 3691CWXM $15 Monthly    Net 283.95 

Hi-Ft Systems Are Available on Easy Pay Plan—No Money Down Lafayette Cat. No. 660  25 



Stereo Receivers 

MODEL 440-T FM 
the model 440-T combines ...on one compact chassis ...a superb 
solid state FM-Stereo tuner, a versatile low-noise solid state Stereo 
preamplifier-control unit, and a powerful 70-watt solid state silicon 
amplifier. This combination results in a highly advanced FM receiver 
capable of "pulling in" even the weakest FM stations as well as 
handling the most powerful local stations without overloading and 
distortion. Excellent stereo separation is maintained under all receiv-
ing conditions. All components are rated for operating conditions far 
in excess of those encountered in normal use. Both the output 
transistors and the power supply have been fused to protect them 
against damage caused by faulty speaker connections. Controls: dual-

MODEL 400 65-WATT FM STEREO RECEIVER 
This unit combines everything you need for superb stereo enter-
tainment in one compact arid attractive unit. Includes a highly 
sensitive FM stereo multiplex receiver utilizing 3 wideband IF stages 
and a unique front end. Multiplex lamp instantly shows when stereo 
multiplex is being broadcast and also serves as a tuning indicator. 
Shielded front end, with fully enclosed tuning capacitor and 3 
tuned circuits yields increased selectivity and rejection of unwanted 
signals. All the most wanted audio control features including tone 
controls, balance control, loudness compensation, sharp cutoff high 
frequency filter, separate bass and treble controls for each channel. 
SPECIFICATIONS: (FM) SENSITIVITY 1 .8 pv IHFM USABLE; Signal to 
Noise Ratio 70 db (100% Modulation); HARMONIC DISTORTION 0.5% 
(Audio), MUSIC POWER (MEM): 65 Watts; Frequency Response 25-
25,000 cps ± 1 db; HUM AND NOISE; --80 db (at rated output); For 
105-120 Volts, 50/60 cps AC. Size 17 1/2 Wx53/4Hx13-D. Shpg. wt., 
33 lbs. 
21 R 3612WX Less cabinet  811.50 Monthly  Net 237.58 

Custom Oiled Walnut Wood Cabinet for Model 400. Shpg. wt., 8 lbs. 
21 1 3615W   ....... _ .........  ........  Net  22.45 

MODEL 600-T 120-WATT FM STEREO RECEIVER 

A superb 120-watt solid state FM receiver. Features a nuvistor 
golden synchrode front-end, 5 IF stages and 5 limiters. Stereo beacon 
automatically signals the presence of stereo broadcasts and auto-
matically switches to the stereo or mono mode. Uses wide band 
circuitry and time-switching multiplex. Amplifier section has full 
complement of stereo inputs and controls and includes 4-position 
speaker selector switch, exclusive "direct-tape-monitor", and front 
panel headphone jack. Four output transistors per channel deliver 
120 watts music power (60 watts per channel). Specifications: Music 
power rating (IHF standard) 120 watts; IM distortion at rated output 
0.5%; Frequency response (power amplifier section) 5-35,000 cps 
+0, —1 db. Hum and noise down 90 db at full volume control 
setting; Usable sensitivity (IHF standard),1.8 pv:FM Sfereo separation 
() 400 cps) 40 db. Shpg. wt., 35 lbs. Size: 1644x51,4x11 1/4 ". 
21 R 3636WX  $19 Monthly  Net 390.51 
21 111 3642W Walnut wood cabinet for 600-T 8 dn. Net  22.45 

New 70-Watt Solid State 
Stereo FM Receiver 

Only 

280 07 
No Money Down 

• Fully Transistorized For Exceptional Performance 
and Long Component Life 

• Famous FISHER STEREO BEACON Indicates 
Stereo Stations 

STEREO RECEIVER 
concentric volume control, friction-lock bass and treble controls, 
balance control, tuning control; 5-position selector switch, 5-position 
Mode, Monitor switch; loudness, muting, main • remote speakers, and 
high filter switches. Specifications: Music power rating (IHF Standard) 
@ 4 ohms: 70 watts. Harmonic distortion: 0.8%. Frequency response: 
22.22,000 cps • 1.5 db. Hum and noise,  80 db. Stereo separation: 
50 db all modes. Tuner usable sensitivity (IHF Standard): 2.0 Av. 
Power requirements 105-120 volts. 50/60 cps AC. Shpg. wt., 25 lbs. 
21 It 3688WX  $15 Monthly. .....  Net 280.07 
Custom oiled walnut wood cabinet tor 440-T. Shag. wt,, 8 lbs. 
21 R 3642W  Net  22.45 

MODEL 500-C 75-WATT FM STEREO RECEIVER 

combination FM stereo tuner and dual 75-watt amplifier featuring 
the exclusive "Stereo Beacon" which instantly signals the presence 
of FM stereo. Has Golden Synchrode front end for greater sensitivity 
and image rejection. FOlfr IF stages and three Limiters are used. 
Controls; 4-Position Speaker Selector; Separate Bass and Treble con-
trols for each channel: Balance; 7-Position Input Selector; loudness 
Contour; Volume and AC On-Off; Tuning; Earphone Jack. SPECIFI-
CATIONS: (FM) Sensitivity 1.8 pv [HEM usable; Frequency Response 
25-25,000 cps ± 1.5 db; Hum and Noise —80 db (at rated output); 
For 105-120 volts, 50/60 cps AC. Size 17 1/2Wx53/4 Hx13 1/2 "D. 
21 R 3613WX Less Cabinet. Shpg. wt., 39 lbs.  Net 297.06 

Custom Oiled Walnut Wood Cabinet For Model 500-C. Shpg, wt., 8 lbs. 
21 R 3615W  Net  22.45 

MODEL 800-C 75-WATT AM-FM STEREO RECEIVER 

The 800-C features separate AM and FM tuning sections with 
individual shielded Golden Synchrode front ends to provide superb 
sensitivity and overload margin. Combination multiplex and tuning 
device indicates multiplex Stereo broadcasts and also serves as a 
tuning meter. Audio control features on this unit are comparable 
to professional installations. New 4 position speaker selector switch, 
allows use as speaker control center. 

SPECIFICATIONS: (FM), 1.8 jiv !HEM USABLE; Signal to noise ratio 
70 db. HARMONIC DISTORTION 0.5%. (AM) Sensitivity 5 pv (for 2 
watts output at 1 MC); IF rejection 80 db. (at 1 MC.) (Audio) MUSIC 
POWER 75 watts (IHFM); FREQUENCY RESPONSE 25-25,000 cps ± 1.5 
db; HUM and NOISE —80 db (at rated output) for 105-120 volts 
50 60 cps AC. Size: 171/2Wx53/4Hx131/2-D. Shpg. wt., 40 lbs. 
21 R 3614WX Less cabinet  $17 Monthly . Net 339.58 
Custom oiled Walnut Wood Cabinet for 800-C. Shpg. wt., 8 lbs. 
21 1 3815W   Net  22.45 
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Famous For Quality FISHER 
Fisher 70-Watt FM Stereo Phono System 

Featuring The New 440-T 
FM Stereo Receiver 

Complete System Saves You $70.12 
From Individual Component Catalog 
Prices When Bought Separately 

De pie System Consists Of: 

Fifher 440-T 70-Watt Solid State FM Stereo Receiver 
.ens cabinet 

Clu slily Dual 1010 4-Speed Automatic Turntable 
Pickering V-15/AT-2 Stereo Cartridge 
Walnut Wood Base For the Dual 1010 
2 Lafayette Criterion 200 3-Way Hi Fi Speaker 
!fystems With Oiled Walnut Finish 

No 4iing else to buy —just connect tne Dual 1010 and the 
Lafayette speaker systems to the Fisher 440-T receiver — 
plug receiver into AC outlet--all connecting cables are 
inc uded. Shpg. wt., 130 lbs. 
21 I 311811WXM  .$ 23 Monthly . Net 445.95 
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••1 a—, 

—•••• 
. 

FISHER FM STEREO TUNERS 

Dual 1010 

PICKERING ( 2 , 
V-15/AT-2 

• 
only 

445 95 
No Money Down 

2 LAFAYETTE 
CRITERION 200 SPEAKERS 

FISHER FM STEREO TUNERS 
features extremely high front-end sensitivity, wide-band design, 

multiplex circuitry of the highly preferable time-division type. 

ass 

• Golden Synchrode Front End 
• Automatic Stereo Beacon 

MOD1L  FM-90-11 WIDE  BAND STEREO-FM-
MULTIPLEX TUNER Offers all the famous 
Fishe•  features  found  in  higher  priced 
mode S. "Golden Synchrode" front end and 
Stere)scan indicator. Separate tuning meter 
proviles exact center of channel tuning. 
Switclable stereo filter eliminates  noise 
withoJt affecting high frequency response. 
Dual audio level controls,- tape outputs. 
SPEC FICATIONS: SENSITIVITY (INF) —2.0 ,aer. 
SEPAf ATION: 35 db at I NC. Operates on 
105-120 VAC, 50/60 cps. Weight 11 1/2  lbs. 
Size: alitc,Hx15 1/eWx11 7/1-D. 
21 R :1145WX Less cabinet _ _. Net 144.08 

Walmit Wood Cabinet For Model FM-90.B. 
Wt., E lbs. 
21 R 71141W . Net  22.45 

FM-100-C WIDE-BAND FM MULTIPLEX TUNER. 
The FM-100-C offers handsome styling and 
complete versatility on one compact chassis. 
Features include exclusive "Nuvistor Golden 
Synchrode" faont end with ultra4videband 
detector  to  provide  extreme  sensitivity. 
Stereo Beacon and unique interchannel mut-
ing system rrovide noise free reception. 
Handy D' Arscnval type meter for accurate 
station  selection  and  maximum  signal 
strength. All :ontrols are mounted on the 
front panel for ease of accessabllity and 
versatile use. SPECIFICATIONS: FM SENSI-
TIVITY (IHF) 1.8 0V. SELECTIVITY 60 AY. 
STEREO SEPARATION 40 db at 1 kc. Designed 
to operate fron normal house current -105-
120 volts AC, 50/60 cps. Dimensions: 49i.lix 
151/eWall 1/2 -D. Shpg. wt., 13 lbs. 
21 R 36448a Less cabinet  Net 195.08 

Walnut wood cabinet for model FM-100-C. 
Shpg wt , 6 lb.:. 
21 R 3841W Net  22.45 

• Golden Synchrode Front End 
• Automatic Stereo Beacon 

MODEL TFM-200 TRANSISTORIZED FM STEREO 
MULTIPLEX TUNER. A deluxe performer, com-
bining a highly sensitive nuvistor Golden 
Synchrode front-end with four wide-band IF 
stages and three limiters. Improved Stereo 
Beacon  automatically  switches  between 
monophonic and stereo modes. Two-position 
front panel muting control eliminates inter-
station noise. Has front panel tape output 
jack, stereo filter and Illuminated d'Arsonval 
tuning meter. Sensitivity: 1.8 pV. Separation: 
40 db. Signal-to-Noise ratio: 70 db. Selec-
tivity: 55 db. Harmonic distortion: 0.5%. 
24-carat gold-plated front panel.  151/aWx 
49fdaHx112/8-1:). Less Case, below. For 105- 
120 v., 50/60 cycles AC. Shpg. wt., 14 lbs. 
21 R 3681 WX  $1 1 50 monthly . Net 237.58 
Walnut wood cabinet for model TFM-200 
Shpg. wt. 6 lbs. 
21 R 3641W  Net  22.45 

FAMOUS K-10 "SPACEXPANDER" 

add a new dimension to listen ing 
the dimension of reverberation 
with one simple control. 

Add Qncert hall realism to your listening area. Supplies the 
reverteration normally heard In an acoustically perfect concert 
hall.  iamples sound output from amplifier, and reinjects the 
same sound after a short time delay thus adding the reverbe-
ration effect. May be used with any mono or stereo home music 
syster• using separate pre-amplifiers or tape monitoring face i-
ties. :onnects to any signal from 0.2 to 5.0 volts. Simple :o 
operate and easy to install. Tubes, 2-12AX7, 1-7247 plus a 
seieni im rectifier. Size: 9halx1Hc.Wx67/8-11. Shpg. WI., 8 lbs. 
21 R 3150 - - _ ...... _.----$5 monthly .   _ Net 117.511 

Make Lafayette Your One Dependable Source for Everything in Electronics 

aft,  67 58  
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Fisher Stereo Control Amplifiers 
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MODEL TX-200 90-WATT SOLID STATE 
STEREO CONTROL AMPLIFIER 

• 90 Watts Power Output 
• Exclusive Direct Tape Monitor 

Expertly engineered stereo control amplifier develops 90 watts 
(IHM) power output at 0.5% harmonic distortion. Features front 
panel headphone and tape jack; 6-position function selector; dual 
concentric bass,  treble and balance controls;  low,  high  filter 
switches; loudness control and monitor input switches. Transformer-
less output stage gives better transient response. Frequency re-
sponse. 1 db. 20-20,000 cps. Hum and noise: —80 db. 24 carat 
gold-plated front panel.  Size:  15',4Wx4'1,Hx1174"D.  Less case, 
below. For 105-120 VAC, 50/60 cps. Shpg. wt., 26 lbs. 
21 R 3680WX $11.50 monthly  Net  237.58 
21 R 3641W  Oil Walnut Case for TX-200. 6 lbs. Net  22.45 

II : I I  awl 

FISHER X-100-C 50 WATT STEREO AMPLIFIER 
This powerful. versatile amplifier provides 
easy control and top notch reliability. Uses 
heavy duty 7868 beam power output tubes. 
Solid state power supply. DC on all pre-amp 
heaters for minimal noise and hum. Exclu-
sive Fisher "direct tape monitor" which 
allows monitoring with the use of all am-
plifier  controls  and  switches.  Operating 
controls include function selector, mode. 
tone controls, full range balance, volume, 
loudness contour, tape monitor, high filter, 
speaker on/off, and headphone jack. Rear 
panel  outputs, speaker —4, 8, 16 ohms. 
center channel power output. 2 AC con-
venience receptacles, 2 tape recorder out-
puts. Frequency response:  -t1 db at 20-
20.000 cps. Hum and noise. —80 db. Oper-
ates on 105-125 VAC 50/60 cycles. Size: 
4'1,1-1x15tiWx 1 l'i"D.  Shpg.  WI..  30 lbs. 
Less case. 
21 R 3647WX $8 monthly  Net 144.08 
Walnut Wood Cabinet for X-100-C 
21 R 3641W  Shpg. wt., 6 lbs.  Net  22.45 

d 

MODEL TX-300 100-WATT SOLID STATE 
STEREO MASTER CONTROL AMPLIFIER 

• 100 Watts Power Output 
• Exclusive Direct Tape Monitor 

A "Professional Series" component using high-reliability solid-state 
circuitry. Employs four output transistors in each channel, and no 
output  transformers —offers  high  power  plus  better  transient 
response, lower distortion, wider power bandwidth. Has full array 
of stereo inputs and every control facility, including pushbutton 
input selector. Also includes exclusive "direct-tape-mtviitor." 4-posi-
tion speaker selector switch and front panel tape and headphone 
jack. Overall response 20-25,000 cps -±-1 db, 50 watts (music power) 
each channel. IM and harmonic distortion 0.5%, . Hum & Noise -
86 db. Shpg. wt., 28 lbs. Size: 1517.Wx4Hx11%"D. 
21 R 3638WX Less cabinet  Net 280.08 
Walnut Wood Cabinet for TX-300. Shpg. wt., / lbs. 
21 R 3641W  Net  22.45 

FISHER X-101-D 66 WATT STEREO AMPLIFIER 
For  the  discriminating  music  lover and 
audiophile. uses -4 7591 beam power pen-
todes, Full range of front panel controls 
includes  five  position  function  selector. 
mode, dual concentric base and treble tone 
controls, balance, volume control, loudness 
contour, tape monitor, h(vh filter, speaker 
selector phone-tape equalization and head-
phone  jack.  Rear  panel  outputs:  center 
channel output, 2 AC convenience receo-
tacles, 2 tape recorder outputs. IHFM out-
put: 66 watts at 0.5% distortion; frequency 
response:  -t1 db at 20-20.000 cos;  hum 
and noise: —80 db; output impedance: 4, 
8, 16 ohms: 105-120 VAC at 59-60 cps. 
Size: 4 %14x15%Wx11 74"D. Shpg. wt., 27'4 
lbs. Less case. 
21 R 3648WX $9 monthly  Net 169.58 

Walnut Wood Cabinet for X-101-D 
21 R 3641W  Shpg. wt., 6 lbs.  Net  22.45 
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FISHER X-202-C 84 WATT STEREO AMPLIFIER 
Supplies rich, clean bass and transparent 
highs to any speaker system even at maxi-
mum power levels. The exclusive Fisher 
Direct Tape monitor permits listening to 
source while recording without sacrificing 
full use of tone controls or filters. Front 
panel  Speaker  System Selector permits 
operation  of  two  independent  stereo 
speaker systems. Front panel controls: 7 
position  function selector (provision  for 
microphone),  mode,  dual  tone  controls, 
balance, volume, tape monitor speaker sys-
tem selector, low filter, high filter, loud. 
ness contour and headphone jack. Specifi-
cations , Power output (IHFI: 84 watts at 
0.5% distortion; Frequency response ±-1 db 
20-20,000 cps; Hum and noise: —80 db: 
Output impedance: 4, 8, 16 ohms; 105-115 
VAC 50/60 cps. Size: 4,3{,Hx1514,Wally."0. 
Shpg. wt., 30 lbs. Less case. 
21 R 3646WX $11  monthly Net 212.08 
Walnut Wood Cabinet for X-202-C. 
21 R 3641W  Shpg. wt., 6 lbs.  Net  22.45 

Top Quality 90-Watt Stereo Phono System 
Featuring Fisher TX-200 Stereo Amplifier 

.1 COMPLETE SYSTEM SAVES YOU 46.92 FROM 
INDIVIDUAL COMPONENT CATALOGUE PRICES 

WHEN BOUGHT SEPARATELY 

Deluxe System Consists of Fisher TX-200 
90  Watt Solid  State  Stereo  Control 
Amplifier 

Famous Garrard AT60 4-Speed Automate 
Record Changer 

Walnut Wood Base for Garrard AT60 
Pickering V-15/ AT.2 Stereo Cartridge 
2 Lafayette Criterion 100 True Hi-Fidelity 
2-way Speaker Systems- oil  walnut 

Nothing else to buy --just connect the 
Garrard AT60 and the Lafayette speaker 
systems to the Fisher TX-200 amplifier 
and plug the TX-200 amplifier into an AC 
outlet —all  connecting  cables  are  in-
cluded. Shpt. wt., 80 lbs. 
21 R 3687WXM $19 monthly  Net 363.95 

III 

Il mommonswammillik-

••• 

Fisher TX 2nr, 

j 

Pickering 
Garrard 8160  V-15/ AT-2 
Record Changer  Cartridge 

Lafayette 
Criterion 100 
Speaker System 

363" 
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Easy to Build Hi-Fi Kits by Fisher 
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KX.100 917-WATT  STEREO MASTER  AUDIO 
CONTROL AMPLIFIER KIT. Features  unique 
StritaKit assembly designed to eliminate 
posiibility of error. Uses 4 newly designed 
78E8 power output tubes. Fourteen front 
parel controls including sharp cutoff high 
fret uency filter,  tape  monitor,  loudness 
con,our switch, tape and phono equalization. 
Harnonic 0.5%; IM distortion: 1.0%; Fre• 
queicy response: 20-20,000 cps; Hum and 

e level —80 db; Stereo separation: 50 
db. Facilities for direct connection of center 
chatnel  speaker,  front  panel  headphone 
jacl.  10 tubes. 2 silicon diodes. Dimen. 
si or s: 151/sWx4'X,,Hx11 7/s"D. Shop. wt.. 24 
lbs. 
21  3627WX $6.50 monthly  Net 116.55 
Oil Walnut Cabinet for KX-100. Wt. 6 lbs. 
211 3610W   Net 22.45 

AX-  110-WATT STEREO CONTROL AMP1.1. 
FIE I KIT.  From the most delicate violin 
pia( issimo to the loudest orchestral cre-
sceodo this superb amplifier will provide 
flawless reproduction. DC on filaments of 
all low-level stages; massive output trans. 
formers; front panel headphone jack: stereo 
sep iration  control;  d'Arsonval  meter  at 
rest of chassis for calibration of output 
balzsce;  center  speaker  level  control. 
Speifications: 80 watts MEM music power 
out{ ut; .4% harmonic distortion; .8% IM 
distirtion; hum and noise: --80 db; fre-
sue icy response, 20-20,000 cps; Channel 
sep. ration at 1 KC: 50 db. 10 tubes, four 
759. power output, 4 silicon diodes. 117 
VAC  60 cycles. Dimensions: 15';Wx12 I) 

"H. Shpg. wt., 30 lbs. Less case. 
21 F 3626WX $8  monthly  Net 152.55 
Oil Nalnut Wood Cabinet for KX-200. 
21 1 3610W  Shpg. wt., 6 lbs.  Net  22.45 

NEW MODE. KX-90 40- WATT STEREO CON-
TROL AMPL.FIER KIT. Superb audio quality 
and ease o' operation! Front panel controls 
include:  Irput  Selector;  Mode  Selector; 
Left/Right  Bass;  Left/Right  Treble:  Bal-
ance; Volume (including AC off). Switches: 
Tape Monitor; Speakers; High Filter; Loud-
ness Contozr. Specifications: IHFM power 
output; 40 watts; IM distortion: less than 
.8%; Freqiency response: 20-20,000 cps 
±-1.5 db; Hum and noise: —50 db;  Bass 
variation: 15 db at 50 cps; Treble varia-
tion 16 db a 10 KC. Front panel headphone 
jack. For 135-120 VAC, 50/60 cycles, 115 
watts.  Dimensions:  15'4W341N.Hx11%."D. 
Shpg.wt., 29 lbs. 
21 R 361I5WX $5  monthly  Net 19.55 
Walnut Wood Cabinet for KX-90 
21 R 3641W  Shpg. wt., 6 lbs.  Net 22.45 
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KM-GO FM STEREO TUNER KIT. With its wide 
band design and 1.8 microvolt IHF sensi-
tivity this  high quality stereo multiplex 
tuner delivers superb reception. evcn  in 
fringe areas. Kit features pre-aligned front-
end and multiplex sections, Stereo Beam 
multiplex ildicator, d'Arsonval meter for 
center-of-channel  tuning. 4 IF stages,  2 
limiters, individual level control for each 
channel. Scecifications: Sensitivity, .6 my 
at  20 db  luieting;  Signal-to-noise  ratio, 
70 db  (100%  modulation);  Frequency re-
sponse: ti db 20-15,000 cps. 11 tubes, 12 
diodes. Complete with illustrated manual. 
Dimensions: 15'.'.Wx4'N.Hx13"D. Shpg. wt., 
18 lbs, Less cabinet. 
21 R 3624W1 $8  monthly  Net 143.55 
Oil Walnut Wood Cabinet for KM-60. 
Wt., 6 lbs. 
21 R 3610W  Net  22.45 

DELUXE PACKAGING 
OF KX90 SIMPLIFIES 

EASE OF CONSTRUCTION 

MODEL  K-I000  150 - WATT  LABORATORY 
STANDARD STEREO POWER AMPLIFIER KIT 
The K-1000 features a combined channel 
IHEM music  power output of  150 watts 
—  135 watts RMS with 2.5%  harmonic 
distortion  and  .4%  IM  distortion ,—per-
formance! Features 8417 beam power pen-
todes, giant custom wound output trans-
formers for wide range response, switch-
able subsonic filter, and lab type calibra-
tion  meter.  Controls  for  rarely  needed 
adjustments are concealed behind an attrac-
tive hinged cover. Hum and noise, 90db 
below  rated  output.  Stereo  separation: 
greater than 70 db. Exclusive Fisher Strata-
Balance makes it possible to balance the 
push-pull circuitry for minimum distortion 
by means of an ordinary light bulb. Dimen-
sions: 15V.Wx7i;Hx12-D. Shpg. wt.. 77 lbs. 
21 R 361191VX $12.50 monthly  Net 251.55 

Deluxe 40-Watt Custom Stereo Phono System 
Featuring Fisher KX-90 Stereo Amplifier Kit 

he ideal way to save when buying a 
lushly stereo phono system is to build 
he amplifier kit--and custom mount the 
.peakers. Lafayette offers the kit builder 
his fine system. 
eew Fisher AX- go 40-Watt stereo control 
amplifier kit (less case.) 

)ual 1010 4-speed automatic turntable. 
"nine/ base for the Dual 1010. 
'amens Shine M7/N21-D stereo cartridge. 
? Lafayette  SK-S11  17  coaxial  141•Fi 
speakers. 

21 R 36113WXM  wt . 76 lbs.  Net 207.95 

Same deluxe system as above --but SK-
58  are mounted in patented Lafayette 
Elliptoflex  Enclosure  with  oil  walnut 
finish.  Shoe. wt., 146 lbs. 
21 R 36114WXM  Net 291.95 

Dual 1010 

KX-90 
Shure 

M7/N21-D 

As 
Low 

20795 
Components Are Available on Easy Pay Plan—No Money Down 

Optional Elliptoflex Enclosure 
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har man kardon Solid State Stereo Receivers 

NEW LOW PRICE  29665 No Money Down 

411111111111111111111111b. 
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9 5 NEW LOW PRICE  364 No Money Down 

MODEL SR-900 75 WATT FM STEREO RECEIVER 

• 75 Watt Solid State Stereo Integrated Amplifier 
• Solid State Automatic FM Stereo Multiplex Tuner 
• Complete Control Facilities on One Compact Chassis 

The SR•900 Solid State FM Stereo Receiver is engineered to provide 
the basis for a top-quality stereo system. Clean 75 watt output will 
drive even the most inefficient speaker systems. Automatic FM 
circuitry instantly switches the receiver to stereo when FM station 
is broadcasting in multiplex. Versatile preamplifier section utilizes 
fingertip switches for loudness contour, tape monitor, hi and to 
cut, tone control defeat (for flat response), and stereo) mono selec-
tor. Other front panel controls include illuminated on/off switch; 
separate-channel treble and bass, program selector, volume, balance, 
and stereo headphone jack for private listening. Also incorporates 
speaker system selector for switching to extra system, both systems. 
or phones. Specifications: Frequency Reponse, 5-60,000 cps at full 
output; Harmonic Distortion, less than 0.2%; Hum and Noise Sup-
pression, 95 db: Usable FM Sensitivity. 1.8pv IHFM. Dimensions: 
161,..2Wx5Hx11 3/4 "0. Shpg. wt., 26 lbs. 
21 R 4243WX Net 364.95 $19 Monthly 

MODEL SR-600 50-WATT FM STEREO RECEIVER 

• xcellent Tuner Preamp Amplifier Combination 
• Simple-to-Use Controls for Every Stereo Function 

SR-600 Solid State 50 Watt FM Stereo Receiver for the heart of a 
high quality stereophonic system. Just add speakers and a record 
turntable or tape deck for full home entertainment. Provides flat 
frequency response of 8 to 40,000 cycles per second at full 50 
watts output for realistic. low-distortion reproduction. Complete 
vet easy-to-use controls for separate-channel trebles and bass, stereo 
balance, program selector, and speaker-system selector. Front panel 
provisions for plugging in stereo headphones. Specifications: 8 to 
40.000 cps Response at 50 Watt Output; Harmonic Distortion, less 
than 1.0%; Hum and Noise Suppression, 90 db; Usable FM Sensi-
tivity, 1.95 0 IHFM. Dimensions: 161/4Wx5Hx11 341). For 110-120V 
50/60 cycles AC. Shpg. wt., 26 lbs. 
21 R 4246WX  $15 Monthly Net 296.65 

24565 No Money Down New Low Price 

New Low Price 22015 No Money Down 

MODEL SR-400 36 WATT AM-FM STEREO RECEIVER 

• FM Stereo PLUS AM PLUS 36 Watt Integrated 
Stereo Amplifier 

Model SR-400 Solid State 36 Watt AM-FM Stereo Receiver for those 
listeners who desire the added feature of AM radio played through 
their stereophonic system. Front panel controls for loudness con-
tour. hi and lo cuts, volume, balance and function selector. Features 
"FM Stereomatic" automatic multiplex switching circuitry with indi-
cator light and D'Arsonval tuning meter for simple tuning of stereo 
stations. Also incorporates tape recorder output and 2 AC conveni-
ence outlets. Specifications: Frequency Response, 10 to 23,000 cps 
at Full 36 Watt Output; Harmonic Distortion, less than 1-0%; Hum 
and Noise Suppression. 90 db: Usable FM Sensitivity, 2.9Ary IHFM; 
AM Sensitivity, 50 0/meter. Dimensions: 14 1/2 Wx41/2Hx11 1/2"D. For 
110-120V 50 60 cycles AC. Shpg. wt., 16 lbs. 
21 R 4254WX  $12.50 Monthly  Net 245.65 

MODEL SR-300 36 WATT FM STEREO RECEIVER 

• Excellent FM Stereo for Budget-Minded Listeners 
• FM Stereo Indicator Light for Positive Tuning 

Model SR-300 Solid State 36 Watt FM Stereo Receiver is an excellent 
choice for a high quality, budget-priced stereophonic system. Fully 
transistorized compact unit fits on 10" bookshelf and extruded 
escutcheon panel permits custom installation without removal of 
chassis. Front panel controls for hi and to cut, contour, off/on/vol-
ume. separate treble and bass, stereo balance, and program selector. 
Clean 18 watts per channel is sufficient to drive the majority of 
today's efficient speaker systems. Specifications: Frequency Re-
sponse. 10-23,000 cps at full power output; 8-25,000 cps -± 1 db 
at 1 watt; Harmonic Distortion, less than 1.0%; Hum and Noise 
Suppression, 90 db; Usable FM Sensitivity, 2.9ra IHFM. Dimensions: 
14V2Wx41/2 Hx93/4"D. For 110-120V 50/60 cycles AC. Shpg. wt., 15 
lbs. 
21 R 4245WX $11.50 Monthly  Net 220.15 

ENCLOSURES FOR HARMON KARDON RECEIVERS 
Oiled Walnut Wood Enclosure for SR-900, SR-600  Oiled Walnut Wood Enclosure for SR-400 
21 R 4244W  Shpg. wt.. 10  lbs.  Net 24.24  21  R 4255W  Sh pg . wt.,  10  lbs.  Net 20.20 
Oiled Walnut Wood Enclosure for SR-300 
21 R 4247W  Shoe. wt., 10  lbs. Net 20.20 
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Solid State Stereo Components by 
MODEL SA-2000 36 WATT 

INTEGRATED STEREO AMPLIFIER 

M IEN 

135 1 5 
No Money Down 

• All Solid-State Circuitry for Long Life Operation 
• Full Input Facilities for Phono, Tape Recorder, 

AM FM Tuner. and Auxiliary 
• 10-23,000 cps Frequency Response at Full Output 

Modr I SA-2000 forms the basic component of an excellent stereo 
syste m. Full 36 watt output (18 watts/channel) is sufficient for most 
spea ter systems. Controls, On/Off/Volume, Balance, Bass and Treble, 
Cont)ur. Hi and Lo Cut, Speaker Defeat, Tape Monitor. Front panel 
headphone jack. Dimensions: 1314Wx43/eHx83,4 D. Shpg. wt., 9 lbs. 
21 R 42411WX    $7.50 Monthly   Net 135.15 
Oilee Walnut Wood Enclosure for SA-2000 
21 R 4249W   Shpg. WI., 6 lbs.  Net  20.20 

har m an kardon 

MODEL ST-2000 SOLID STATE 
AM/FM STEREO TUNER 

16065 No Money Down 

• 100% Transistorized for Dependable Operation 
• Heavy Flywheel Tuning For Fast Precise Tuning 
• Automatic Stereo Indicator 

Model ST-2000 offers superb AM and FM stereo multiplex reception 
with simplicity of operation. Front panel controls for AM/FM, Stereo/ 
Monaural, On/Off and Tuning. D'Arsonval movement tuning meter 
and stereo indicator make critical tuning of multiplex stations easy. 
Specifications: Sensitivity 2.9ky INFM; Separation 30 db; Dimensions 
13 114Wx43/eHx101/2"D. Shpg. WI.. 9 lbs. 
21 R 4252WX    $9 Monthly   Net 160.65 
Oiled Walnut Wood Enclosure for ST-2000 
21 R 4249W    Shpg. wt.. 6 lbs.   Net  20.20 

SYSTEMS FEATURING STEREO COMPONENTS BY HARMON KARDON 
36 Watt Stereophonic Phono System 

Comjlete System SAVES You $40.50 From Individual Component 
Cata og Prices When Bought Separately 

An tcilrng Stereophonic System Consisting of. 

New Harmon Kardon SA-2000 36 Watt Solid State Stereo Amplifier 
less case) 

F2111CuS Garrard Model 50 4-Speed Record Changer 
Oilee Walnut Wood Base for Model 50 Changer 
Pickering V-15/11T.2 Stereo Cartridge with .7 mil Diamond Needle 
2 N. w Lafayette Criterion  too True Hi-Fidelity 2-Way Speaker 

iystems —In Beautiful Oiled Walnut Enclosures 

Noth ng else to buy—just connect the Garrard 50 and the Lafayette 
Cote -ion 100 Speaker Systems to the Harmon Kardon SA-2000 Am-
plifier—plug the amplifier into an AC outlet. All connecting cables 
are ii cluded. Shpg. WI .. 78 lbs. 
21 N 253WXM  $12.50 Monthly  Net 252.95 Garrard 50 with Walnut Base 2 Lafayette Criterion 100 

50 Watt FM Stereophonic Phono System 
Complete System SAVES you 66.90 From Individual Component Cat 
aloy Prices When Bought Separately. 

A Di luxe FM Stereophonic System Consisting of. 

Harvion Kardon SR-600 50 Watt Solid State FM Stereo Receiver 
(less case) 

Top Quality Dual 1010 4-Speed Automatic Turntable 
Oilei Walnut Wood Base for Dual 1010 Turntable 
[melte 888 Stereo Cartridge with .7 mil Diamond Needle 
2 hew Lafayette Criterion 290 Deluxe 3-Way Speaker Systems in 

Beautiful Oiled Walnut Enclosures. 

Notl ing else to buy — just connect the Dual 1010 and the Lafayette 
Crit rion 200 Speaker Systems to the Harmon  Kardon  SR-600 
Rec. iver - Plug the Receiver into an AC outlet. All connecting 
cabin are included. Shpg. wt., 128 lbs. 
21 P 4250WXM  $24 Monthly  Net 462.95 

Sarre Deluxe System as above but with Empire 888PE Elliptical 
Stereo Cartridge instead of Empire 888. Shpg. wt.. 128  bs. 
21 1 4251WXM  $24 Monthly  Net 472.95 2 Lafayette Criterion 200 Choice of Empire 888 or 888PF 

Only 

No Money Down 

As Low As 

4 6 2 95  

No Money Down 

Dual 1010 
with Walnut Base 

4tIP 
Ma .:e Lafayette lour One Dependable Source for Everything in Electronics Lafayette Cat. No. 660  31 



Scott ... Our Lowest Prices Ever 
FAMOUS MODELS 299C OR 350B UNDER $150.00 

MODEL 299C 80-WATT STEREO AMPLIFIER 
A superb unit designed to accommodate every existing signal source. Has stereo tape 
recorder outputs a-)rl stereo tape playback (monitoring) 'flout. Separate bass and treble 
tone controls are provided for each stereo channel, thus allowing you to adjust the 
controls individually to meet the specific demands of the acoustic listening area and 
your own taste. Switchable loudness compensation control further expands the versa-
tility of the amplifier by letting you control the roll-off frequencies. As a tape recording 
amplifier, it will work equally well for stereo or mono modes. Special circuitry is provided 
to record monophonically from a stereo cartridge. Expertly engineered aluminum chassis 
and DC heated preamp filaments provide a very low hum level. Pickup switch allows 
selection between two magnetic cartridges and tape heads. Tape monitor facilitates the 
checking of tapes while you record. Scratch and rumble filters operate on all modes and 
inputs. Equalization for microphone as well as NAB tape head and RIAA records. Derived 
center channel level control. Stereo headphone output switches off speakers when head-
phones are in use. Dimensions: 1512Wx514Hx131/4 0. Less accessory case. Shpg. wt.. 28 lbs. 
21 R 6045WX    $8 monthly  Net 149.95 
Metal enclosure for 299C. Shpg. wt.. 5 lbs. 
21 R 6009W    
Walnut wood case for 299C. Shpg. wt.. 6 lbs. 
21 R 6024W   

Net 12.50 

Net 22.50 

MODEL 3508 FM STEREOPHONIC TUNER 
The 3506 wide-band tuner was designed especially for stereo reception and incorporates 
many circuit features pioneered by Scott. Special circuitry permits flawless tape recordings 
of multiplex stereo programs. Unique silver plated front end gives the tuner 2.2 ov 
IHFM sensitivity. 2 mc wideband detector provides high rejection of interference and 
virtually complete freedom from drift. Wideband IF's contribute greatly to the sensitivity 
and selectivity. Sonic-Monitor audibly signals when stereo is being received and permits 
tuning for maximum separation. Selector switch for complete program control frorr 
front panel. Special stereo sub-channel noise filter removes noise on the sub-channel only. 
Main channel frequency response is unaffected, resulting in high-quality stereo reproduction. 
Stereo noise filter removes noise from both stereo channels when receiving very noisy 
broadcasts. Full stereo separation is maintained. Professional vernier tuning control with 
special logging scale for accurate station selection. For 115 VAC. Shpg. wt., 19 lbs. 
21 R X $7 50 monthly    Net 139.95 

Metal enclosure for 3506. Shpg. wt., 5 lbs. 
21 R 6009W  Net 12.50 
Walnut wood case for 3508. Shpg. WI., 6 lbs. 
21 R 6024W  Net 22.50 

No Money Down 

Combines the 
Ultimate In 
Scott Duality. 
Dependability 
and Performance. 

  SPECIFICATIONS   
IHFM Power output watts per channel, 
40. Frequency response: -4 1 db 20-
20.000 cps. Harmonic distortion at full 
output, 0.8%. IN, distortion (CCIF): 
0.5%. IHFM power bandwith: 19-25.000. 
Hum and noise —80 db. Speaker output 
impedance 4. 8. 16 ohms. Stereo inputs: 
5. Sensitivity on phono or tape head: 
3 my. DC applied to all preamp fila-
ments. 

1 3 9 95 7  

No Money Down 

Combines the 
Ultimate in 
Scott Quality, 
Dependability 
and Performance 

SPECIFICATIONS 
Usable  Sensitivity: 2.2 ',v.: Signal to 
noise ratio: 60 db, Harmonic distortion,' 
0.8%;  Drift: 0.02%; Frequency  re-
sponse: 30-15.000 cps ! 1 db; Capture 
Ratio: 6 db: Selectivity: 35 db: Spurious 
response rejection: 80 db, IN. distor-
tion (CCIF): 0.3%: Audio hum below 1-
volt: 66 db; AM suppression: 55 db, 
Sensitivity  for 20 db  quieting  with 
matched 72 ohm antenna, 1.0  FM 
detector bandwidth: 2 mc; 3 FM  IF 
stages. Dimensions:  151/2 Wx51/2Hx13-
141). For 115 VAC 50/60 cps. 
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Value-Packed 80-Watt Stereo Phono Systems 

Featuring The Deluxe 
Performing Scott 299C Stereo 
Amplifier (shown in optional 
enclosure). 

Stereo phono component systems are simple and easy to connect—all you have to do in 
order to hear breathtaking, exciting stereo realism is connect the record changer and the 
2 speaker systems to the Scott 299C amplifier—Plug the amplifier into an AC outlet— 
All connecting cables are included. 

BUDGET 80-WATT STEREO SYSTEM 

CHOICE OF 
STEREO 

CARTRIDGE 

4 4 6 

Shure 
M7 N7 , 

Garrard 
Model 50 

ONLY 2 5 495 

No Money Down 

A T)P QUALITY 80-WATT STEREO PHONO SYSTEM SAVING 
YOU 41.90 FROM INDIVIDUAL COMPONENT CATALOG PPICES 
WHI N BOUGHT SEPARATELY. 
This budget price system includes  the deluxe Scott 2990 80 
watt stereo amplifier less enclosure, famous Garrard Model 50 4-
spef d automatic record changer with an oiled walnut wood base. 
choi:e of Pickering V-15/AT-2, Empire 888. or Shure M7/ N21-D 
ster to cartridge wwith .7 mil tliamond needle, and a pair of 
lea 'elle SK-300 Decorette V"5 -speaker slim type systems in  
beat tiful oiled walnut finish. Shog. wt., 84 lbs. 
21 R 6052CWXM  $12.;0 monthly  Net 254.95 

OPTIONAL COMPONENTS 

Dual 
1010 

Scott 
350B 

Sam,  deluxe  system  as  21 R 6052WXM  with  top perfonning 
Scot  35013 FM stereo tuner. Shpg. wt., 100 lbs. 
21 R 6053 CWXM  $19 monthly  Net 334.95 

Sam,  deluxe system as 21 R 6052WXM with Top Quality Dual 
10IC 4-speed automatic Turntable instead of Garrard Model 50 
Shpg wt., 88 lbs. 
21 R 6054CWXM  $13.50 monthly  Net 274.95 

Sam,  deluxe System 21 R 605.4WTM with too performing Scott 
350E FM Stereo Tuner. Shpg. wt. 104 
21 R 6055CWXM  $22 monthly  Net 404.95 

DELUXE 80-WATT STEREO SYSTEM 

CHOICE OF 
STEREO 

CARTRIDGE 

V15 Al 

frhp ,, t 
ge• 

414 1 1 ONLY 3 19 95 
No Money Down 

E MS 

Criterion 200 

A DELUXE 80-WATT STEREO PHONO SYSTEM SAVING YOU 
63.20 FROM INDIVIDUAL COMPONENT CATALOG PRICES 
WHEN BOUGHT SEPARATELY. 
This superb system includes the deluxe Scott 299C 80-watt 
stereo amplifier less enclosure, top quality Dual 1010 4-speed 
automatic turntable with an oiled walnut wood base, choice 
of Pickering V-15/AT-2. Empire 888. or Shure M7/N21-0 stereo 
cartridge with .7 mil diamond needle, and a pair of deluxe 
Lafayette Criterion 200 3-way Bookshelf type Speaker Systems 
in beautiful oiled walnut finish. Shpg. wt., 118 lbs. 
21 R 6048 CWXM  $17 monthly    Net 319.95 

OPTIONAL COMPONENTS 

Garrard 
Model 
70 

Scott 
350B 

Same deluxe system as 21 R 6048WXM with top 
35013 FM Stereo Tuner. Shpg. wt., 137 lbs. 
21 R 6049 CWXM  $23 monthly  Net 449.95 

Same deluxe system as 21 R 6048WXM with world famous Garrard 
Model 70 4-speed Automatic Turntable instead of the Dual 1010. 
Shpg. wt.. 118 lbs. 
21 R so sonwxm  $17 monthly    Net 332.95 

Same deluxe System as 21 R 6050WXM with top performing Scott 
350B FM Stereo Tuner. Shoe. wt., 137 lbs. 
21 R 6051C WXM  $24 monthly  Net 462.95 

Performing Scott 

Speaker Sustents Are Available on Emu Pao Plan—N ) Monpn Drnrn Lafayette. rat Mn  Can  11 



Solid State Stereo Tuner/Amplifiers 
NEW 344B 60-WATT FM 
STEREO TUNER/AMPLIFIER 

New Model 3448 features rugged silicon output tran-
sistors and massive extruded heat sinks for excellent 
performance  and  reliability.  Silver  plated  nuvistor 
front end and silicon IF transistors provide an FM 
sensitivity rating of 2.2gv. Critical tuning of FM stereo 
multiplex is simplified with automatic electronic stereo 
switching and stereo indicator light. 60-watt amplifier 
provides center channel output facilities for adding 
monaural remote speaker systems. Specifications: FM 
Section —  Usable sensitivity, 2.2 ay: Signal-to-noise 
ratio. 60 db; Response. 30-15,000 cps -• 1 db. Amplifier 
--- 60 watts IHF. 30 watts per channel IHF. Response, 
20-20.000 cps ± 1 db; Harmonic distortion, 0.8%; Hum 
and Noise. —80 db. Dimensions: 151/2 Wx51/2 Hxx13 1/2"D. 
Complete with attractive black vinyl case. Shpg. wt., 
25 lbs. 
21 R 6061WX $17 Monthly  Net 319.95 
Walnut Wood Case for Model 3448 
21 R 6024W Shpg. wt., 6 lbs.  Net 22.50 

2  3  4 5  6 8 9 

1) Tape Monitor — Allows simultaneous recording and listening of program 
material. 2) Scott-Pioneered Time-Switching Automatic Multiplex Selector. 
3) Output Coupling Capacitors — Prevents distorting DC current flow to 
speakers. 4) Dual Friction Clutched Loudness, Bass, and Treble Controls. 
5) Instrument-type Heat Sinks. 6) Stereo Indicator — Instantly identifies 
broadcast of a stereo program. 7) Silicon Output Transistors. 8) All Silicon 
IF Amplifier. 9) Speaker System Selector — Off/Main/Remote 

NEW 348 100-WATT FM STEREO TUNER/AMPLIFIER 

NEW 388 100-WATT AM-FM 
STEREO TUNER/AMPLIFIER 

• Solid State 100 Watt Amplifier 
• AM-FM Stereo Tuner • Attractive. 
Compact Styling Complete with Hand-
some Black Vinyl Case • Fits on 
101/2" Bookshelf 
New 388 combines a powerful 100 watt 
stereo amplifier, silver-plated front end FM 
Stereo tuner, and sensitive AM tuner in 
one compact package. Features FM Dynaural 
Muting for quiet FM tuning. Only 101/2 " from 
front feet to rear panel. Specifications: FM 
Tuner —  Usable Sensitivity. 1.9 ax: Re-
sponse, 30-15,000 cps  1 db; Drift. less 
than .02%; Signal-to-noise ratio. 65 db; 
AM Section —  Usable sensitivity, 20 gv: 
Amplifier — Power, 50 watts per channel 
IHF; Distortion, 0.8%; Frequency Response 
15-50.000 cps.  Dimensions,  181/4Wx61/4Hx 
11 1/2 1). Shpg. wt., 26 lbs. 
21 R 6064WX $22 Monthly  Net 424.95 
Walnut Wood Case for Model 388 
21 R 6063W Shpg. wt., 8 lbs.  Net  26.95 

• Solid State 100 Watt Stereo Amplifier  • High 

Performance FM Stereo Tuner • Compact —Fits on 
10in1,y/21 Ca"Bsoeokshelf  • Complete with Attractive Black 
1.1   
New 348 offers a high performance unit in a compact, attractive 
package complete with black vinyl case. Features a powerful 
100 watt amplifier husky enough to drive virtually any hi-fi 
speaker system. Special Dynaural Muting provides interstation 
noise suppression for extremely quiet. noise-free FM tuning. 
Specifications: FM Tuner — Usable Sensitivity, 1.9 gV; Signal-
to-noise ratio, 65 db: Harmonic Distortion, 0.8%; Drift, less 
than .02%; Capture Ratio, 2 db. Amplifier — Power. 100 Watts 
IHF. 50 watts per channel IHF; Response. 15-30.000 cps; Dis-
tortion. 0.8%.  Dimensions:  181/4Wx61/4Hx11 1/4"D. Shpg. WI., 

215  Rlb 6sD 2  ' 62WX $22 Monthly ... 
Walnut Wood Case for Model 348 
21 R 6063W Shpg. wt.. 8 lbs. 

Net 407.95 

Net  26.95 

DELUXE 60 WATT FM STEREO PHONO SYSTEM 
FEATURING SCOTT MODEL 3446 

As Low As 

111111 . 11.1111 -4 

3448 
2 Criterion 100 Speaker Systems 

it•—st 
Empire 888 

Deluxe System Includes: 
New Scott Model 344R 60 Watt Solid State FM Stereo Tuner-Amplifier (less 
walnut case) — Top Quality Dual 1010 4-Speed Automatic Record Changer with 
Oiled Walnut Base - - Empire 888 Stereo Cartridge with .7 mil Diamond Needle 
— 2 Lafayette Criterion 100 True 2-Way Hi-Fidelity Speaker Systems with Oiled 
Walnut Finish. Above System complete with all necessary cables and instructions. 
21 R 6065WXM $22 Monthly. Shpg. wt., 76 lbs.  Net 437.95 
Same Deluxe System as above but with Empire WIPE Elliptical Stereo Cartridge 
instead of Empire 888. Shpg. wt., 76 lbs. 
21 R 6066WXM $23 Monthly  Net 447.95 

Dual 1010 

Complete System SAVES 
You 65.30 from individual 
catalog prices when 
bought separately. 
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S C(  "I ' Solid State Stereo Components 

1111 

MODEL 226600  100-WATT 
STEREO INTEGRATED AMPLIFIER 

A del axe 100-watt stereo amplifier of advanced silicon solid state 
design. 50-watts IHF power each channel gives power to spare 
for reproducing all the dynamic peaks in music. Massive heat sinks 
assupt: conservative cool operation. Full Tape facilities including 
monit)r and tape head. Specifications: Frequency Response: 20-
20,00) cps. Harmonic Distortion: 0.8% at full power, Damping 
Facto': 20; Controls: Inputs (Tape Head, Phono, Tuner, Extra). 
Selecor 17-positions), Dual Bass and Treble Controls, Balance and 
Loudness. Switches include: Tape Monitor, Rumble Filter, S.7.ratch 
Filter. Loudness Compensation, Separate on-off switch and speaker 
on-off switch. Front panel headphone jack. Styled to match Model 
312 Tuner. 15Wx434111x13 1/4 "D. For 110-120V, 60 cycles AC. Shoat. 
wt.. 13 lbs. Less Case. 
21 R (043WX $11.50 Monthly   

Metal Case for Model 260. Shpg. wt., 5 lbs. 
21 R (1109W  Net  12.50 

Walnut Wood Case For Model 260. Shpg. wt., 6 lbs. 
21 R (024W  Net  22.50 

Net 237.95 

NEW MODEL 312 B FM STEREO TUNER 

• ,our Nuvistor Silver Plated Front End 
• Automatic Stereo Switching, Stereo Broadcast Indicator 
• II Silicon IF Amplifier, 4 IF Stages, 3 Limiting Stages 

New Model 3128 solid state FM stereo tuner offers high sensitivity 
and stability. Features dual-purpose tuning meter for relative signal 
streng h or zero-center tuning. Specifications: Usable Sensitivity, 
1.9 tav Signal-to-Noise ratio, 65 db; Drift. less than .02%; Resp)nse, 
30-15,it00 cps -± 1 db; Capture Ratio. 2 db. Harmonic Distcrtion, 
0.8%. Dimensions: 151/2 Wx5 1/411x131/4"D. Shpg. wt., 13 lbs 
21 R 6157WX ill Monthly  Net 211.95 
Metal :ase for Model 3128. Shpg. wt., 5 lbs. 
21 R 6109W ..  Net  12.50 • • ••• •- 
Walnut  Wood Case for Model 31211. Shpg. wt.. 6 lbs. 
21 R 6)24W  Net  22.50 

NEW MODEL 299-T 50-WATT 
STEREO INTEGRATED AMPLIFIER 

New 50-watt solid state stereo integrated amplifier utilizes high 
quality silicon output  transistors in directly coupled  circuitry 
for low distortion and high reliability. Full tape facilities include 
tape head input and tape monitor switch. Front panel stereo head-
phone jack used with speaker selector switch for private stereo 
listening. Front panel controls include Mode Switch. Tape Monitor, 
Scratch  Filter,  Loudness Compensator,  Loudness  On/Off,  Input 
Selector, Dual Friction Clutched Bass and Treble, Balance Control, 
and Balance Switch.  Inputs for Tape Head. Tuner. Phono and 
Extra. Specifications. Power. 25 watts per channel IHF: Response. 
20-20,000 cps; Distortion, less than 0.8%; Hum and Noise, -80 
db. Dimensions: 151/2 Ws12Ds51/4"il. Shpg. wt., 12 lbs. 
21 R 6056WX $9 Monthly  Net 169.95 
Metal Case For Model 299-T. Shpg. wt., 5 lbs. 
21 R 6009W  Net 12.50 

Walnut Wood Case for Model 2994. Shpg. wt.. 6 lbs. 
21 R 6024W  Net 22.50 

WIN 

NEW MODEL 315 FM STEREO TUNER 
• Signal Strength Meter 
• Stereo Indicator Light 
• Automatically Switches to Stereo 

New Model 315 solid state stereo FM tuner features simplified 
operation  and styling.  Automatic  stereo  switching  and  stereo 
indicator light for positive FM tuning. Specifications: Usable Sen-
sitivity. 2.5 aav; Signal-to-Noise Ratio. 65 db; Harmonic Distortion. 
0.8%; Drift, .02%; Response, 30-15,000 PPS 71: 1 db: Capture 
Ratio. 6 db: Stereo Separation. 35 db. Dimensions: 151/2Wx51/41-1x 
9"D. Shwa. wt.. 12 lbs. 
21 R 60511WX $ti Monthly  Net 156.95 
Metal Case for Model 315. Shpg. wt.. 5 lbs. 
21 R 6009W  Net 12.50 
Walnut Wood Case for Model 315. Shpg. wt.. 6 lbs. 
21 R 6024W  Net 22.50 

TOP QUALITY 100 WATT STEREO PHONO SYSTEM FEATURING SCOTT 260 

Model 260 

ONLY 

359" 
2 Lafayette Criterion  100 

Dual 1010 

• 

Pickering 

V-15/A--2 

Complete  System  SAVES You 61.30 from individual  component 
catalog prices when bought separately. 

Top Quality 100 Watt Stereo Phono System Includes: 
Scott Model 260 Solid State 100 Watt Stereo Amplifier (less case; 
Dual 1010 4-Speed Automatic Stereo Turntable with Walnut Wood 
Base 
Pickering V-15/ AT-2 Stereo Cartridge with .7 mil Diamond Needle 
2 Lafayette Criterion 100 True 2-Way Hi-Fi Bookshelf Speaker 
Systems with Oiled Walnut Finish 
Above system complete with all necessary cables and instructions. 
Shpg. WI.. 70 lbs. 
21 R 6059WXM $19 Monthly 

Same  Deluxe  System as  above 
with addition of the New Scott 
Model 315 Solid State FM Stereo 
Tuner. Shpg. wt., 82 lbs. 
21 R 6060WXM  Net 499.95 
524 Monthly 

Net 359.95 

•••• 
-1 1 

Optional Scott 315 FM Slues 
Tuner 

lit-F Systems Are Available on Easy Pay Plan-No Money Down Lafayette Cat. No. 660  35 



Scott Stereo Components 
MODEL 340B 70-WATT FM STEREO TUNER/AMPLIFIER 

6 

5 
New Low Price 

The 3408 combines all the features of the finest Scott separate components into a 
single compact unit. Incorporates elegant styling and advanced electronic circuits. 
Wide variety of features make this a music source and control center for all pos-
sible combinations in high fidelity systems. Power output is sufficient for all 
speaker systems including a reserve for occasional "bursts and peaks" in music 
level —even down to lowest frequencies. SPECIFICATIONS: (TUNER) Sensitivity: 2.2 

(IHFM); Channel Separation: better than 30 db; Distortion: 0.8%; Frequency 
Response: 20 to 20,000 cps; Selectivity: 35 db; Capture Ratio: 6.0 (AMPLIFIER) 
Power Output: 35 watts per channel (IHFM); Distortion: 0.8% Hum and Noise, - -80 
db. Size. 165/8Wx51/2Hx133/4"0. Mpg. wt.. 36 lbs. Less Case. 
21 R 6010WX $15 Monthly     Net 289.95 

Metal Case For Model 34013. 511PR. wt.. 7 the. 

89" 

1 Amazing  "Auto-Sensor"  Circuit  automatically 
switches tuner to stereo when tuned to an FM 
Stereo broadcast. An indicator light signals re-
ception of a stereo broadcast. 

2 Unique Sub-Channel Noise Filter eliminates noise 
on distant stereo stations without affecting fre-
quency response. 

3 Rumble and Scratch Filters. 

4 Tape Monitor Facilities assure professional results. 

5 Front Panel Headphones lack. 

6 Speakers! Headphones Selector Switch permits pr:• 
vate use of headphones; completely shuts off 
speakers. 

7 Powered Center Channel Output drives third loud-
speaker without additional amplification. 

8 Ball Bearing Dial Drive with stainless steel race 
assures smooth. effortless operation. 

9 Silver Plated Front End with 3-Gang Tuning Con-
denser assures highest sensitivity, maximum se-
lectivity. 

10 Massive Output Transformers deliver full power 
down to the lowest frequencies. 

11 All-Aluminum Chassis disperses heat rapidly for 
longer component life, eliminates hum and pre-
vents signal loss. 

12 Scott-Pioneered.  "Time-Switching" Multiplex 
21 R 6025W  Net 15 .95  Circuit. 

Walnut Wood Case For Model 340 B. Mpg. wt., 8 tbs. 
21 R 6026W 

Deluxe 70 Watt FM Stereo 
Phono System Featuring Scott 340B 

340B 

ItHOicf Of SUMO cforotOGI 

No Money Down 

3 8 9 9 5  

2 LAFAYETTE SK-300 

Complete  System SAVES you 46.80 from individual component 
catalog prices. 

Deluxe System Includes: 
Scott 3408 70 Watt Stereo Tuner/Amplifier (less enclosure) 

Garrard Model 50 4-Speed Automatic Record Changer with Oiled 
Walnut Wood Base 

Choice of Pickering V.15/ A7-2, Empire 888. or Shure MT/N21-0 
Stereo Cartridge with .7 mil Diamond Needle 

2 Lafayette SK-300 Slim Type 5 Speaker Systems with Oiled Walnut 
Finish 

Nothing else to buy. lust connect the record changer and speakers 
to the Scott 34013 Tuner/Amplifier — Plug the 3408 into an AC 
outlet. All connecting cables are included. Shpg. wt.. 96 lbs. 
21 R 6067CWXM $19 Monthly  Net 389.95 
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Net  26.95 

Scott Model 233 70-Watt Stereo Amplifier 
Model 233 features powered center channel output. all aluminum 
chassis, large output transformers, and complete operating flex-
ibility utilizing Input Selector. Mode Selector. Tape Monitor. Rumble 
and Scratch Filter, Speaker On/Off, Loudness Compensator, Dual 
Clutched Bass and Treble. Loudness, and Balance controls. Also 
includes front panel stereo headphone jack. Specifications: Power, 
70 watts IHF; Frequency Response. 20-20,000 cps !:1 db; Har-
monic Distortion. 0.8%; Hum Level. --80 db. Dimensions: 151/2Wx 
51411xx131.4"D. Shpg. wt., 31 lbs. Less case. 

21 R 6040WX $8 Monthly 
21 R 6009W Metal Case for 233. Shpg. wt., 5 lbs. 
21 R 6024W Walnut Wood Case for 233. Wt.. 6 lbs. 

Net 159.95 
Net  12.50 
Net  22.50 

Model 350-D Automatic FM Stereo Tuner 

Model 350-1) features silver-plated front end, automatc stereo 
switching,  combination signal  strength —  multioath distortion 
indicator, and stereo indicator light. Front panel tape output jack. 
Specifications: Usable Sensitivity, 2.3 roc: Signal-to-Noise ratio. 
60 db; Harmonic Distortion, 0.8%; Drift, less than .02%; Frequency 
Response, 30-15.000 cps -t-.1 db; Capture Ratio. 6 db; Stereo Sep-
aration. 30 db. Dimensions: 151/2 Wx51/4 Hx131.4"D. Shpg. wt.. 14 
lbs. Less case. 
21 R 6039WX $9 Monthly  Net 165.95 
21 R 6009W Metal Case for 350-D. Shpg. wt., 5 lbs.  Net  12.50 
21 R 6024W Walnut Wood Case for 350-D. Wt., 6 lbs.  Net  22.50 

For Complete Index See Pages 507-510 



World Famous Scott Hi-Fl Kits 
New Model LK-60 100-Watt Solid State Amplifier Kit 

- 

• Full Color, Easy-to-Follow Instructions 
• Pre-mounted Silicon Output Transistors 
• Six Pre-Wired, Pre-Tested Printed Circuit Boards 
• Front Panel Power Monitor Meter 

New LK-60 offers high performance and reliability utiliz.ng all 
solio-state circuitry. Heavy duty coupling capacitors and rugged 
heat sinks for low distortion and heat dissipation. Easy-to-follow, 
full color instruction book makes construction a pleasure even 
for  he beginner. Special front panel power monitor meter gives 
visu. I indication of power output. Full tape facilities with tape 
head input and tape monitor switch. Derived center channel output 
for i any addition of remote speaker system. Specifications: Power, 
100 watts IHF; Frequency Response. 15-30.000 cps -r 1 dp; Har-
mon c distortion, 0.8%: Hum Level. -80 db. Dimensions. 15Wx 
5L-21-x131.--2D. Shpg. wt., 21 lbs. 
21 R 6068WX $9 Monthly  Net 169.95 

Met i I Case for Model LK•60 Shpg wt.. 5 lbs. 
21 R 6009W 

Walrut Wood Case for Model LK 60 Shpg. WI.. 6 lbs. 
21 R 6024W 

New Model LT-112 Solid State FM Stereo Tuner Kit 

°M k 
hoism. 

• Silicon Transistors Used in Pre-Wired.IF Amplifier 
• Nuvistor Front End, Pre-Assembled & Pre- Aligned 
• Scott Time Switching MPX Pre-Wired. Pre- Assembled 

New Model LT-112 is a combination of superb FM reception, simple 
construction, and beautiful styling. Features pre-wired and pre-
aligned silver-plated front end for excellent sensitivity rating. Full 
color easy-to-follow instruction book cuts building time and makes 
construction a pleasure even for the beginner. Triple purpose meter 
circuitry utilized for alignment, zero center tuning, and reading 
relative signal strength. Automatic stereo switching and stereo 
indicator  light for  positive  FM  tuning.  Specifications:  Usable 
Sensitivity, 2.2 vv: Signal-to-Noise Ratio, 65 db: Harmonic Distor-
tion. 0.8%; Response. 30-15.000 cps  1 db: Drift. less than .02%; 
Separation. 35 db. Dimensions: 151/2 Wx51/4 Hx131/4"D. Shpg. wt., 
13 lbs. 
21 R 6069WX $9 Monthly 

Metal Case for Model LT-112 Shpg. wt.. 5 lbs. 
Net  12.50  21 R 6009W •   

Walnut Wood Case for Model LT-112. Shpg. wt., 6 lbs 
Net  22.50  21 R 6024W 

Net 161.95 

Net  12.50 

Net 22.50 

MODEL LK-48B 48-WATT STEREO AMPLIFIER KIT 
Popilar 0(488 amplifier kit gives a clean 24 watts output per 
charnel ItiFM. Completely versatile, offering phono, tuner  extra, 
and tapehead inputs. Features a powered center channel output for 
thre-t-channel stereo or for extension speakers without the seed of 
an a 1ditional amplifier. Front panel stereo earphone jack and speaker 
"on-sff" switch facilitates private earphone listening. SPECIFICA-
TIOKS: Power Output: 24 watts/channel IHFM standard. Frequency 
Rest onse:  20-20,000 cps ±-1 db.  Harmonic  distortion:  0.8%. 
Hum Level: -80 db. Sensitivity: phono, 3 my. tape head. 9 my. 
Dim, nsions: 151/2 Wx51/4 1-1x13 1/4 D. Shpg. wt., 35 lbs. (less case: 
21 R 6037WX $6.50 Monthly ....  Net 116.95 

Leatserette Metal Case for LK-48B. Shpg. wt., 2 lbs. 
21 R 6009W  Net  12.50 
Woo fen Walnut Case fcr LK-4811. Sting. wt., 7 lbs. 
21 R 6024W  Net  22.50 

• 

M3DEL LK-72B 80 WATT STEREO AMPLIFIER IT 
LK-77,13 offers complete flexibility with tape monitor facilities. de-
rive° and powered center channel outputs, tape head inputs, rumble 
and scratch filters. This deluxe amplifier kit is truly one of the 
finest Scott amplifiers available in either kit or wired form. SPECI-
FICAFIONS: Power Output: 40 watts/channel IHFM standard. Fre. 
quen:y response: 0-20.000 cps =t-1 db. Harmonic distortion 0.8%. 
Hum level: - 80 db. Sensitivity: phono, 3 mv. tape head, 9 my. 
Dimensions: 151,4Ws51/4Hx131/4 D. Shpg. wt., 35 lbs. (less case). 
21 R 6038WX $7.50 Monthly  ..  Net 134.95 

leatl•erette metal case for 1.11-7213. Shpg. wt., 2 lbs. 
21 R 6009W    Net  12.50 

Woo en Walnut Case for Lt(-72B. Shpg. wt.. 7 lbs. 
21 R 6024W  Net  22.50 

▪ •i; J.; 

MOgEL LT-110B WIDE BAND FM STEREO TUNER KIT 
Crit :al multiplex section and silverplated front end are wi-ed and 
pre- ested at the factory. SCOTT's sonic monitor eliminates guess. 
won  in identifying FM Stereo broadcasts. Features also include 
precision front panel tape output, stereo subchannel filter stereo 
noiss filter and precision tuning meter. Newly restyled to match all 
Scott amplifiers and amplifier kits. SPECIFICATIONS: Sensitivity: 
2.2 microvolts. Frequency response: 30-15.000 cps. Signal-- o-Noise 
Rah s 60 db. Separation, better than 30 db. Uses 8 tubes, 11 diodes 
plus rectifier. Size. 15Wx43/8ifx10-D. Shpg. wt., 20 lbs. less case. 
21 P 6036WX $6.50 Monthly . Net 116.95 
Leatherette metal case for LT-11013. Shpg. wt., 2 lbs. 
21  6009W . Net  12.50 

Woolen Walnut Case for LT-110B. Shpg, wt., 7 lbs. 
21 P 6024W  Net 22.50 
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McIntosh Professional Hi-Fl Components 
MODEL C-24 SOLID STATE  MODEL MX110 STEREO 

STEREOPHONIC PREAMPLIFIER  FM TUNER-PREAMPLIFIER 

249 00 
NO MONEY DOWN 

• Response Within 1/2 db 20 to 20,000 cps 
• Extremely Low Noise and Distortion 
• 18 Silicon-Planar Transistors 
Complements the finest musk system and satisfies the ear of the 
audio perfectionist. Control center features all solid state circuitry on 
military type circuit boards, achieving outstanding transient response, 
freedom from hum and microphonics and flat frequency response. 
Has exclusive "Panloc" custom installation device. Locks in place. 
Controls include: dual clutch-type bass and treble; volume; loudness 
contour; balance, 6 position input selector, 7 position mode selector; 
tape monitor, low and high frequency filters, 0-180 Phase, and 
speaker on/off switch. Front paril stereo headphone jack. Distortion: 
Less than .1% at 2.5 volts. Hum & Noise: --110 db;Output: 2.5 volts. 
Size: 16Wx5,/,,Hx11"D. Anodized gold and black panel. 
21 G 5117WX  $11 monthly  Shpg. wt., 24 lbs....  Net 249.00 

Model C-22 —Deluxe Tube Type Stereo Preamplifier with Panloc 
Mounting. Size: 16Y4x5%.11x13"D. Shpg. wt., 25 lbs. 
21 R 510 01X . $13.50 monthly  Net 279.00 

Wood Cabinet for C-22, C-24. Oiled Walnut. Shpg. wt., 11 lbs. 
21 R 5116W   Net 29.00 

DELUXE MODEL MR-71 
FM STEREOPHONIC TUNER 

349 00 No Down 399 00 
No Money Down 

• All-Electronic Automatic Stereo-Mono Switching 
• FM Multipath Reception Indicator 
• Double-Tuned Nuvistor RF, 5 I.F. Stages. 2 Limiters 

Features new improved tuner circuits: A new computer designed filter 
reduces noise from stations broadcasting subcarrier music sources; 
automatic all-electronic clickless stereo-mono switching; stereo light 
activated by 19KC carrier only. Two D'Arsonval signal strength and 
tuning meters. Multipath indicator to eliminate multipath distortion; 
double tured input circuits before rtuvistor R.F. amplifier; 5 IF stages. 
Also has "Panloc" system for custom installation. Sensitivity: better 
than 2.5 microvolts:Response: 4-  0.5 db 20-20,000 cps. Capture ratio: 
1.5; Hum: --70 db; Separation: better than 30 db; Distortion: less 
than 0.5% at 100% modulation. Anodized gold and black panel. 
16Wx5,A.Hx13"D. For 105-125 volts 50/60 cycles. AC. Shpg. wt., 37 
lbs. 
21 R Site =  ..... $19 monthly  Net 399.00 
Model MR-67 Stereo FM Tuner with Signal Strength/Multipath Distor-
tion Indicator Nuvistor RF, 4 IF Stages and 2 limiters. Shpg. wt., 33 
lbs. 
21 R 5107WX  $15 monthly   Net 219.00 

Wood Cabinet for MR-7I and MR-67, Oiled Walnut. Shpg. wt., 11 lbs. 
21 R 5116W Net 211.00 

38  Lafayette Cat. No. 660 

399 00 
NO MONEY DOWN 

• Nuvistor RF, 4 IF Stages, and 2 Limiters— 
Stereo Indicator Light 

• Exclusive "Panloc" For Professional Installation 

Engineered for the discriminating listener! Input selector features 
choice of six program sources; front panel stereo indicator, insensi-
tive to noise, lights only when energized by 19 KC stereo carrier; 
cascode RF stage with 6DS4 nuvistor, 4 IF stages, 2 limiters; and 300 
ohm and 75 ohm antenna inputs. Panloc mounting system permits pro-
fessional built-in installation. TUNER SPECIFICATIONS: Sensitivity: 
better than 2.5 my; Frequency response: within 1/2 db 20-20,000 cps; 
Distortion: less than .5%; Capture ratio: 1.7; IF bandwidth: 200 KC 
flat top response; Channel separation: better than 30 db. PREAMPLI-
FIER SPECIFICATIONS: Sensitivity: 2,5 my (phono 1, 2, Tape Head), .25 
volt (Aux, Monitor); Distortion: less than .2%; Frequency response: 
1/2 db 20-20,000 cps; Hum and noise: —80 db. Anodized gold and 
black panel. Dimensions: 16Wx5,A.Hx13-D. For 105-125 VAC 50/60 
cycles. 75 watts. Shpg. wt., 36 lbs. 
21 R 5106WX  $19 monthly • Net 391.00 

Oiled Walnut Wood Cabinet for MX110. Shpg. wt., 11 lbs. 
21 R 5116W . _  Net 29.00 

MODEL MA 230 DUAL 30-WATT 
STEREO INTEGRATED AMPLIFIER 

• Exclusive McIntosh Silicon Planar 
Solid State Preamplifier 

• Superb Dual 30-Watt 
Stereophonic Tube Power Amplifier 

• Military Specification Printed Circuit Board 

True musical enioyment is yours with this professional quality com-
bination preamplifier and power amplifier. Preamplifier uses 12 solid 
state devices mounted on military spec. printed circuit board. Only 
1/10 of 1% distortion. Power amplifier features 30 watts per channel 
continuous or 44 watts IHFM music power. Distortion is less than 
0.5% at rated output,Response: -±0.5 db 20-20,000 cycles. Hum and 
Noise: —75 db. Controls include: dual concentric Bass and Treble; 
Volume, valance, 6 position input Selector, Mode Selector. Switches: 
Equalization, Tape Monitor, Phase, Speaker on ,off, Power on/off, Low 
and High frequency filters and toudness. Also features exclusive 
"Panloc" system for custom mounting —permits unit to slide in or 
out with safety lock. 2 convenient front panel stereo headphone jacks 
for private listening. Size: 16Wx5,A,Hx15"D. Anodized gold and black 
finish. For 105-125V. 60 cycles AC. Shpg. wt., 56 lbs. 
21 R 5115WX Model MA 230  $19 monthly  Net 349.00 
21 R 5116W Oiled Walnut Cabinet for MA 230. 11 lbs.  Net 29.00 

Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down 



Famous McIntosh Basic Amplifiers 
M(240 DUAL 40-WATT STEREO BASIC AMPLIFIER 

A super p professional quality instrument which meets the standards 
of audic connoisseurs. Features exceptionally low distortion, separate 
gain coi.trols for each channel. Power output: 80 watts (40 watts per 
channel continuous, Frequency Response: • 0.1 db 20-20,000 cir; @ 
full rat id power; Distortion: less than 0.5% at rated output; lum 
and Noise: 90 db down. Phase shift: less than • 6°. Output imaed-
ances 4 8, 16 ohms. Finished in black and chrome. For 105-130 volts, 
50 60 cycles AC. Size: 103/4Wx8Hx17 1/4"D. Shpg. wt., 49 lbs. 
21 R 51 ,11WX $14 Monthly  Net 283.00 

MC275 DUAL 75 WATT STEREO BASIC AMPLIFIER. As above bu: 75 
watts c intinuous power per channel. 150-watts monophonic. Chrome 
and bla:k finish. 121/4WaHx17 1,41). Shpg. wt., 75 lbs. 
21 R 5135WX $19 Monthly  Net 444.00 

MC225 DUAL 25 WATT STEREO BASIC AMPLIFIER. Same specificetions 
as unit above except 25-watts power output continuous per channel. 
50-watt  monophonic, chrome and black finish. 91/aWx7Hx141,2"0. 
Shpg. v t., 39 lbs. (Not il(ustrated). 
21 R 5103WX $9 Monthly  Net 1911.00 

MC75 75-WATT MONOPHONIC BASIC AMPLIFIER 
A superb unit, designed for the finest audio systems. Use twc for 
stereo. Power output 75 watts continuous output. Distortion: C.5 % 
at rate,t output, (20-20,000 cps) 0.1 % at mid-frequency; Respcnse: 
+0. -0.5db 16 cycles to 20,000 cps. Hum & Noise: -90db. Phase 
Shift: Lsss than _4_8' 20 cps ---20KC. Output Impedances: 4, 8 and 16 
ohms. I inished in chrome and black. 81/4Wx81/4Hx163/4 0. Shpg. wt., 
48 lbs. (Not Il(us.) 
21 R 5•04WX $11 Monthly   Net 229.50 

MC40 £0 WATT MONOPHONIC BASIC AMPLIFIER. As above, but sated 
at 40 vatts continuous power output. Chrome and black finish. 81/8W 
x7 7/01x133/4"D. Shpg. wt., 38 lbs. (Not illustrated) 
21 R 5 02WX $8 Monthly  Net 119.00 

DELUXE PROFESSIONAL AUDIO COMPONENTS 

MODEL 7 STEREO CONSOLE PREAMPLIFIER MODEL 8B DUAL 35-WATT 
STEREOPHONIC POWER AMPLIFIER 

This rew self-powered stereo preamplifier combines Marantz's re-
markalile quality construction with complete versatility and eise of 
operat on. Front Panel Controls feature: 8- pox. Selector, 5-pos. Node, 
Volurn•, Balance, 4-independent Base and Treble Tone Cortrols, 
Recoil Equalizer, Tape Playback on Monitor, High Filter, !timbre 
Filter and Power Switch. Rear Controls feature: Output Level-sets, 3 
Pairs if Outputs. Tape-head Equalizer Adjustments, 9 Pairs of Inputs, 
6 AC Convenience Outlets and System Grounding Point. Frequency 
Resposse: 1/2 db 20-20,000 cps. IM Distortion: 0.1%. Total Noise: in 
20-20,)00 cps audio range, 80 db below 10 mv phono input. Tubes: 
6-ECC:i3/12AX7. Size: 15%Wx5 3/4Hx81/2"0. For 105425 volts, 50/60 
cps. C. Shpg. wt., 16 lbs. 
21 R !001WX Marantz Model 7 Less Cabinet  Net 285.00 

WOOD CABINET FOR ABOVE Oiled Walnut. Shpg. wt., 4 lbs. 
21 R I-002W  Net  24.00 

Furnishes performance and workmanship found in high quality broad-
cast or laboratory equipment. Built-in bias meter compensates for 
tube aging. Power output is 35 watts per channel. Response:  0.1 
db, 20-20,000 cps at 30 watts; Distortion: harmonic, less than .1%; 
IM, less than 0.5%; Hum: -100 db; Input Sensitivity: 1.3 volts; 
Output Impedance: 4, 8, and 16 ohms. 8 tubes. Size: 131/2Wx7 1/4Hx 
101/2 0. For 105-125 V, 50/60 cps AC. Shpg. wt., 57 lbs. 
21 R 5003WX Marantz Model 8B Less Cabinet  Net 285.00 

Model 8G Gold Finish Perforated Snap-On Grille For Above. 
21 R 5004W Shpg. wt., 1 lb.  Net  9.00 
MODEL 9. Superb massive single channel 70-watt amplifier -excep-
tional stability & low distortion. 2-60.18/ECC88, 1-6CG7, 4-6CA7/EL34, 
1 Zener Diode, 5 silicon rectifiers, 1554Wx8 WHK1.01/2 D̀. 
21 R 5005WX Not Illus. Shpg. wt., 63 lbs. .  . Net 384.00 

DELUXE MODEL NB FM STEREO TUNER 
• 6 )hase-Linear I.F. Stages-9 Limiters 
• M Jltipath/Tuning Indicator 
• As tomatic Photoelectric Stereo/Mode 
!witching And Muting 

Supe b FM performance, outstanding fringe area reception, and flawless, 
undi)torted stereo! !HEM Sensitivity: better than 2 tin. Capture Ratio: 1.5; 
Cluieling Slope: 40 db @ 2.5uv; 72db @ 24uv. Stereo Separation: 45db 
@ 2) cps through midrange. Balanced-bridge diode mixer. Automatic 
phottelectric stereo/mode switching and muting. Built-in oscilloscope 
Multipath/Tuning Indicator with switch for stereo test display of FM or 
external sources. 10" linear scale. Dimensions: 53/4015 %x15_ Less case, 
beim,. For 110-120V, 50-60 cycles AC. Shpg. wt., 38 lbs. 
21 R 500BWX     Net 600.00 
21 R 5007W Oiled Walnut Case for Model 101140 lbS.  Net 36.00 

Coniponents Are Available on Easy Pay Plan-No Money Down Lafayette Cat. No 660  39 



—Site/uvoed--- Solid State Stereo Components 

• 90 Waft Output-45 Watts Per Channel 
• Instant Identification of FM Stereo Programming 
• Center Channel Output to Power Remote Speakers 

MODEL S-9500S 50-WATT SILICON  NEW MODEL S-9900S 90 WATT SILICON 
SOLID STATE STEREO AMPLIFIER  SOLID STATE STEREO AMPLIFIER 

-... .1111 •110". - - 

6 ci)1 
• 

• 22 Silicon Transistors, 4 Silicon Rectifiers 
• Transformerless Output 
• Completely Non-Nlicrophonic 

A deluxe solid-state stereo amplifier for the discriminating music 
listener. Engineered into this compact unit are military-type silicon 
transistors with less heat sensitivity than low cost germanium types; 
transistor short-circuit protection and an extremely low harmonic 
distortion of 1-3% at rated output. Hefty 50-watts of music power. 
Also features phono input noise less than —70db with no micro-
phonics or hum; professional Baxandall tone controls, tape monitor-
ing and tape head playback, stereo headphone, jack and 4-position 
selector switch. Response: 12-35,000 cps. Outputs 4, 8 and 16 ohms. 
Compact 14Wx4V2Hx10"D. For 115-12 W. 60 cycles AC. Shpg. wt., 
20 lbs. Less Case. 
21 R mom Model S-9500S  $9 Monthly    179.50 
Walnut Tone Leatherette Case for Model 5-9500$. 
21 R 6113W Net  7.50 

NEW MODEL S-9000AS 150 WATT SILICON 
SOLID STATE STEREO AMPLIFIER 

• 150 Watt-75 Watts Each Channel 
• Transformerless Output • Center Channel Output 
A new 150-watt solid state integrated stereo amplifier providing 
tremendous power output with efficient silicon transistors. Special 
circuitry prevents damage to costly transistor components due 
to a shorted output or overheating. Silicon transistors mounted on 
glass-epoxy circuit boards are used throughout the audio stages. 
Output circuits are transformerless for optimum transient response 
and overall stability. Front-panel controls and switches include 
ganged stereo bass, treble, loudness, balance, selector, mode, 
phono level, scratch filter, rumble filter, loudness contour, phase. 
tape monitor, and headphone jack. Frequency response: 20 to 
20.000 cps -± 0.5 db at 50 watts per channel. Hum and noise 
down 80db below 50-watt output. Output impedance: 4 and 16 
ohms. Inputs: 2 phono. 2 tape head, 2 aux, 2 tuner. Less cabinet. 
Size 14x4x12 1/2 . Shpg. wt., 26 lbs. 
21 R 6133WX $15 Monthly 
Walnut Tone Leatherette Case for S-9000AS 
21 R 6116W 

Net 309.50 

Net  7.50 

• 23 Silicon Transistors, 2 Silicon 
• Transformerless Output 
• 45 Watts Each Channel 

New Model S-99005 all-silicon solid state 90-watt stereo ampli-
fier-preamplifier utilizes high-quality silicon transistors for ex-
treme reliability. Features very low distortion figure of 0.1 % for 
10 watts per channel resulting in a more transparent. realistic 
sound. Monaural third channel audio power output to drive third 
speaker system for center-channel stereo or monaural extension 
speaker system. Tape recorder output and tape monitor facilities. 
Specifications: 90 watts power output IHFM: Frequency response, 
12-35.000 cps at full power output and 1% harmonic distortion; 
Hum and Noise levels. Phono —70 db, Tuner —80 db; Sensitivity, 
Phono 1.8 my, Tape Head 1.0 my. Tuner 0.25 volt: Inputs: 6 Hi, 
4 Lo. Outputs: 4. 8, and 16 ohm. 14Wx101/2Dx4"H. Shpg. wt.. 22 lbs. 
21 R 6131W8  $11.50 Monthly Net 229.95 
Walnut Tone Leatherette Case for Model S-99005. 
21 R 6113W  Net  7.50 

•/‘ 
• 

Rectifiers 

NEW MODEL S-3300S SOLID STATE 
FM STEREOPHONIC TUNER 

• All Silicon Solid State Circuitry 
• FM Sensitivity Rated at 1.7pv (IHF) 
• 81/4 Inch Expanded Slide-Rule Tuning Scale 

New Model S-3300S FM Stereo Multiplex Tuner features precision 
tuning with professional-type zero-center FM tuning meter, stereo 
indicator light, automatic stereo selection, and 81/4 inch expanded 
slide-rule dial. FM interchannel hush for quiet, pleasurable tuning. 
Front panel controls for FM Tuning, Level, Mono/Automatic Stereo, 
FM Hush, Stereo Noise Filter, Power On/Off. Specifications: IHF 
Sensitivily. 1.7py for 30 db quieting; Frequency Response (Stereo) 
-1/2 db 20-15.000 cps, (Mono) T. V2  db 20-20.000 cps. Distortion. 
0.3% @ 100% Modulation; Separation, 40-12,000 cps 40 db typical, 
30 db minimum; Capture Ratio, 2.4 db. 13 Silicon Transistors, 14 
Silicon Diodes, Silicon Rectifier, Zener Diode. Dimensions: 14Wx 
101/2034"H. Shpg. wt., 101/2 lbs. 
21 R 6136WX    $9.00 Monthly  Net 157.50 
Walnut Tone Leatherette Case for Model S-3300S 
21 R 6113W     Net 7.50 

NEW MODEL S-8800S 90 WATT ALL-SILICON SOLID STATE FM STEREO RECEIVER 
New Model S-8800S 90-Watt FM Stereo Receiver utilizes 35 silicon 
transistors, 10 silicon diodes, and 4 silicon rectifiers for high 
quality and reliability. Offers center channel audio power output 
to power extension speaker systems or for three channel stereo 
systems.  Special  features  include  automatic FM stereo/mono 
switching, stereo indicator light for instant identification of FM 
stereo broadcasting, professional-type zero-center FM tuning meter 
and front panel stereo headphone jack. Specifications: FM Tuner — 
Multiplex Separation. 40 db from 150-10.000 cps. IHF Sensitivity. 
1.7my for 30 db quieting. Amplifier--IHF Music Power 90 Watts; 
Power Response, 12.35,000 cps at full power output @ 1% har-
monic distortion; Harmonic Distortion, 1/3% @ rated output; In-
termodulation Distortion 1% @ rated output; Maximum Hum and 
Noise below rated output, Phono --70 db. Tuner —80 db. Dimen-
sions: 161/2Wx14Dx4 1/2"H. Shpg. wt., 35 lbs. 
21 R 6134WX  $19 Monthly  Net 359.50 
Walnut Tone Leatherette Case for Model S-8800S 
21 R 6112W Net  am 
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Top Quality Stereo Components By -Skim/wt.-
MODEL S-8000S IV 80-WATT FM 
STEREOPHONIC RECEIVER 

The new model S-8000SIV 80-watt stereo receiver combines the per-
formance of a separate tuner and amplifier. Just add speakers and 
a chasger to completely complement the system. Basically the 5-8000 
SIV ri ceiver features two 40-watt amplifiers, complete witl- dual 
prean plifiers for phono and tape plus a highly sensitive FM tuner 
(1.8u:/ IHFM std.) complete with FM multiplex circuitry. Other fea-
tures FM interchannel hush, source indicator light. loudness con-
trol correctly compensated over 45 db range, friction lockec bass 
and treble controls, stereo balance control, tape monitor switch, 
phase inverter, stereo reverse switch, scratch switch and rumt le fil-
ters. D'Arsonval zero center tuning meter and stereo indicator light. 
Frequency response: 20 to 20,000 cps -1 0.5 db. Harmonic distortion: 
0.339, at 100% modulation. Less cabinet. Size: 161/4 x4x14". Shpg. 
wt., 36 lbs. 
21 R 6118WX Model S-8000SIV Receiver  Net :79.95 
Walni.t Tone Leatherette Case for S-8000S IV 
21 R 6112W  Shpg. WI., 8 tbs.  Net  8.50 

S-5500S IV 80-WATT STEREO AMPLIFIER 

op.  4  '4 
4  4  4 

t iffi111— lir le 

New Low Price 15995 
WAS 179.50 1965 CAT. 650 

• 80 Watt Power Output-40 Watts Per Channel 
• Tape Monitor Facilities 

The !-5500S1V stereo amplifier combines all the functions of a stereo 
preamplifier with a husky 80-watt stereo power amplifier livcludes 
many features such as a stereo normal/reverse switch, a phase in-
vert switch, a tape monitor switch, a stereo tape deck plyyback 
preamplifier, loudness compensation and friction locked bass and 
trebl. controls. Rumble filters operate on all channels. Incorporates 
the rew 7868 Novar output tubes featuring an all glass base con-
struc:ion. Frequency response: 20-20.000 cps. :1- I/2 db. at 36 watts 
outpit per channel. IHFM music power output--40 watts per channel. 
Distction 0.5%, 26 to 20.000 cps. Hum and noise 75 db below 1-
watt output. Sensitivity: phono. 1.2 my. Output impedances: 4. 8. 
and )6 ohms. Inputs, 2 phono, 2 tape head. 2 tape mon., 2 aux.. 2 
tuner Size: 14x4x121/2". Shpg. wt., 27 lbs. Less cabinet. 
21 R 6117WX Net 159.95 
Walnut lone Leatherette Case for S-5500S IV 
21 R 4116W  Shpg. wt., 7 lbs  Net  7.50 

27995 
NEW LOW PRICE 

• Combines Stereo Amplifier—Preamp And Stereo Tuner 
On One Chassis  • Highly Sensitive FM Tuner 

• Complete FM Multiplex Circuitry 

S-3000S V FM STEREO TUNER 

New Low Price 13995 
WAS 165.00 JAN. 1965 CAT. 652 
• 9 Tubes Plus 2 Silicon Rectifiers 
• Stereo Indicator Light 
• FM Interchannel Hush 

This deluxe FM stereo tuner provides top quality FM and FM multi-
plex reception. Features zero-center tuning meter, stereo indicator 
light which shows when you are tuned to a stereo broadcast, inter-
channel hush to quiet noise between FM stations and expanded slide-
rule tuning scale. Wide-band 3-MC gated beam limiter and 1 MC bal-
anced ratio detector combine to create a capture ratio of 2.4 db. 
Sensitivity: 1.8 pv for 30 db quieting (IHFM). Response  1,/z db 
20-20,000 cps. 1M distortion: below 1/396 @ 100% mod. 11 tubes 
plus rectifier. Size: 14Wx4Hx101/2"D. Less case. For 115-125V 60 
cycles AC. Shpg. wt., 15 lbs. 
21 R 6104WX    Net 139.95 
Walnut Tone Leatherette Case for Model S-3000S V 
21 R 6113W  Shpg. wt., 6 lbs   Net  7.50 

Deluxe 80-Watt Stereophonic Phono System Featuring 
Sherwood S5500S-IV 

Complete System SAVES You 53.30 from  Individual  :omponent 
Catalog Prices When Bought Separately. 

eluye 80 Watt Stereophonic System Consists of: 

t. Sherwood 80 Watt Stereo Amplifier (less case) 
Top Quality Dual 1010 4-Speed Automatic Turntable 

i• Walnut Base for Dual 1010 
Pickering V15/ AT-2 Stereo Cartridge with .7 mil Diamond Needle 

,- 2 Lafayette Criterion 100 True 2-Way Hi-Fidelity Speaker Systems 
—Oiled Walnut Enclosures 

lothing else to buy--lust connect the Dual 1010 and thy Lafayette 
i:+iterion 100 Speaker Systems to the Sherwood S5500S1.1 Amplifier 
-plug the amplifier into an AC outlet. All connecting cables are 

,ncluded. Shpg. wt., 84 lbs. 
R 6137WXM  $15 Monthly....  Net 289.95 

ame Deluxe System as above PLUS Famous 
herwood S3000SV FM Stereo Tuner. Shpg. 
+1  100 lbs. 
: 1 R 6138WXM  $22 Monthly  Net 429 90 

II   :. .--....---,.._ 
OPTIONAL S3000S-V  2 LAFAYETTE CRiVERION 100  PICKERING V15/AT-2 
FM STEREO TUNER 

  =ji 289" Vct e e) 0; 

S55 SOS - IV 

DUAL 1010 

Buy Note! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down Lafayette Cat. No. 660  4 



Bogen Stereo High-Fidelity Components 

20395 
NO MONEY DOWN 

RP-235 35-WATT AM/FM STEREO RECEIVER 
A fine AM/FM stereo tuner integrated with a conservatively rated 
35-watt stereo amplifier/preamplifier on a single chassis. Provides 
magnificent FM multiplex reception with enough stereo output 
power to drive low efficiency speaker systems. 19-tube, 8-diode 
circuitry offers stereo minder light and front panel headphone jack. 
RECEIVER SENSITIVITY: AM 6a0.. FM 30.y. FM STEREO SEPARATION: 
38 db @ 1000 cps., 25 db @ 10,000 cps. FM SELECTIVITY: 220 KC. 
IMAGE REJECTION: 55 db. FM DISTORTION: 0.5%. FM NOISE AND 
HUM LEVEL: —60 db. AUDIO POWER OUTPUT: 17.5 watts per channel. 
35 watts combined. AUDIO FREQUENCY RESPONSE: 20 to 20.000 
cps, -t 1 db. CONTROLS: Input Selector, Tuning Control. Mode Switch, 
Loudness, Balance, Bass, Treble, Power Switch, and AFC Switch. 
Size: 151s'.Wx51/4Hx15"D. Less cabinet. Shpg. wt.. 30 lbs. 
21 R 1805WX $11 monthly  Net 203.95 
Walnut Wood Cabinet For RP-235 
21 R 1802W Shpg. wt., 5 lbs.  Net  25.45 

8495 
NO MONEY DOWN 

AP-35 35-WATT STEREO AMPLIFIER 
Offers 35 watts of power (17 1/2  watts per channel) and is designed 
to provide distortion free performance at a modest price. Features 
8 controls to facilitate ease of operation. FREQUENCY RESPONSE! 
20 to 20,000 cps. ±1 db. DISTORTION: 0.6% at rated output. HUM 
AND NOISE LEVEL: —55 db mag. and tape. --70 db aux. and tuner. 
SENSITIVITY: phono magitape 4.5 my. CONTROLS: Input Selector, 
Balance.  Loudness-Volume, Treble.  Bass,  Mode.  Speaker-Phones. 
and Power. OUTPUT IMPEDANCE: 8 and 16 ohms. INPUTS: Phono, 
Aux., and Tape. Speaker aod Tape Outputs. Front panel headphone 
jack. Size: 15WxlIvaDx44/4"H. Less cabinet. Shpg. wt., 18 lbs. 
21 R 1713WX $5 monthly  Net 34.95 
Walnut vinyl-clad cabinet for AP-35 
21 R 1715W Shpg. WI.. 6 lbs.  Net 12.70 

17845 
NO MONEY DOWN 

RF-35 35-WATT FM STEREO RECEIVER 
Engineered to provide 35-watts of sparkling music power. Delivers 
natural balanced sound with near linear frequency response and 
almost unmeasurable distortion. Neatly integrates a stereo amplifier. 
preamplifier, and FM stereo tuner into an outstanding receiver. 
Features include electronic eye tuning, stereo minder light, and 
front panel headphone jack. RECEIVER SENSITIVITY: 3,Jv IHF  FM 
STEREO SEPARATION: Better than 38 db at 1000 cps. DISTORTION-
0.6% at rated output. HUM AND NOISE LEVEL: —50 db mag and 
tape, —65 db aux. and tuner. AUDIO OUTPUT POWER: 17.5 watts 
per channel, 35 watts combined. AUDIO FPEQUENCY RESPONSE: 
20 to 20.000 cps. :..s1 db. OUTPUT IMPEDANCE: 8. 16 ohms. SPEAKER 
AND TAPE OUTPUTS. 18-tubes plus 7-diodes and 1 rectifier. Size: 
15'4S.Vix5 1/eHx15"D. Less cabinet. Shpg. WI., 30 lbs. 
21 R 1801WX $9 monthly  Net 178.45 
Walnut Wood Cabinet for RP-35 
21 R 1802W Shpg. wt.. 5 lbs.  Net  25.45 

NO MONEY DOWN 

TP-35 FM STEREO TUNER 
Deluxe FM stereo tuner designed for operating simplicity. Functional 
tuner features the clarity of electronic eye tuning and an automatic 
stereo-minder light for effortless tuning. TUNING RANGE: 87.5 to 
108.5 MC. IMF USABLE SENSITIVITY: 3 uv. DISTORTION: 0.5% at 
100% modulation. FREQUENCY RESPONSE: 30 to 15.000 cps.. t-0.5 
db. HUM AND NOISE: 60 db below 100% modulation. IMAGE REJEC-
TION: 55 db. STEREO SEPARATION: 35 db at 1000 cps. CONTROLS: 
Selector Switch, AFC Switch. Tuning Control, and Power Switch. 
Sensitive circuit utilizes 9-tubes and 9-diodes to achieve dramatic-
ally realistic stereo response. Size: 15Wx11VaDx43/4"H. The perfect 
mate to the AP-35 stereo amplifier. Less cabinet. Shpg. wt.. 18 lbs. 

........ . .....  Net 110.45 21 R 1714WX $6.50 monthly 
Walnut vinyl-clad cabinet for TP•35 
21 R 1715W Shpg. wt.. 6 lbs  Net  12.70 

BOGEN 35-WATT AM/FM MATCHED STEREO PHONO SYSTEM 
FEATURING THE RP-235 STEREO RECEIVER 

31795 

GARRARD MODEL 50 

42  Lafayette Cat No 660 

PICKERING V15/AT-2 
STEREO CARTRIDGE 

7 CRITERION 100 

COMPLETE SYSTEM SAVES YOU $44.30 FROM 
INDIVIDUAL COMPONENT CATALOG PRICES 

NO MONEY DOWN  WHEN BOUGHT SEPARATELY 

A fine quality 35-watt AM(FM stereo phono system selected for 
outstanding sound reproduction by Lafayette's audio  specialists. 

BOGEN MODEL RP-235 RECEIVER (less case). Combines a sensitive 
AM/ FM stereo tuner with a 35-watt full-fidelity amplifier. Deluxe 
features include a time-division multiplex circuit and full array of 
controls to provide finger-tip command to suit your personal listen-
ing taste. 
FAMOUS GARRARD MODEL 50 smooth operating 4-sneed automatic 
record changer. Complete with oiled-walnut base. 
PICKERING V15/AT-2 STEREO CARTRIDGE with .7 mil diamond needle. 
TWO LAFAYETTE CRITERION 100 2-way extended range high fidelity 
speaker  systems finished in oiled-walnut. 

There is nothing else to buy —all you nave to do is connect the 
record changer and speaker system to the receiver —plug the re-
ceiver into an AC outlet. All connecting cables are included. Shpg. 
wt.. 86 lbs. 
21 R 11106WXM $17 monthly    Net 317.95 

Hi-Fl Components Are Auailable on Easy Pay Plan—No Money Down 


