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Stores 
NE W YORK  NEW JERSEY  MASSACHUSETT3  WASHINGTON, D.C. 
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Handsome 
Extruded Aluminum 
Gold Finish Panel 
and Walnut 

Grained Metal Case. 

Illuminated Tuning 
Meter Rapidly 
Pin-Points Both 
AM and FM 
Stations. 

Stereo "Search" 
Indicates Stereo 
Broadcast with 
Audible Tone 
Signal 

11=2" 

ivr"r 
Remote Speaker 
Switch to Operate 
Main or Extension 

Speakers. 

30 Watt Solid State AM/FM Stereo 
High in Performance — Low in Price 

Famous Lafayette quality at an astonishing 
low price. Power-packed solid-state ampli-
fier provides 30-watts of high fidelity sound 
at 8 ohms! Just place the LR-99 in a con-
venient  place  in  your  home,  add  two 
speakers and enjoy top-notch AM standard 
broadcasts. FM and Stereo FM. The versa-
tile control panel allows you to optimize 
sound quality to your taste. The tuner 
section features the dependable "Stereo 
Search" circuit to audibly signal the pres-
ence of FM stereo broadcasts; five FM IF 
stages; excellent selectivity, stereo separa-
tion and rejection of signal interference. 
A total of 52 high quality semiconductors 
assure cool running, instant play opera-
tion. with protective circuit against acci-
dental shorts or overloads. Additional fea-

tures: smooth tuning with flywheel weight 
knob and signal strength tuning meter: 
illuminated slide rule dial; front panel 
stereo  headphone jack  permits  private 
listening of your favorite stereo broadcasts 
or records; 2-position action rocker switch 
to allow choice of output from either main 
or remote speakers. Controls include: in-
dividual Bass and Treble and concentric 
Volume/ Balance. Sturdy rocker switches 
for Stereo  Filter; AC Power;  Loudness, 
Mode (stereo/ mono) and Stereo Search. 
Beautifully  styled  gold  finish  extruded 
aluminum panel with attractive two-tone 
knobs and simulated walnut grain metal 
case. 131',,,Wx4%,,Hx10"D. For 117v, 50/60 
Cps AC. Imported. Shpg. wt., 20 lbs. 
99 H 0191 WX $6.50 Monthly  Net 119.95 

SPECIFICATIONS 

TUNER SECTION 

FM: 3 Gang Tuning Condenser. Tuning Range: 88-108Mc. IHF Sensitivity: 3riy. Image 
Rejection: 55db. IF Rejection: 80db. Capture Ratio: 3.5db. Signal-to-Noise Ratio: - 55db 
Stereo Separation: 32db at 400 cycles. Antenna: 300 ohms balanced input to: external 
antenna 75 ohms unbalanced, built-in AM antenna. 

AM: 3 Gang Tuning Condenser. Tuning Range: 540-1605Kc  Image Rejection: 50db, 
Antenna: Built-in Ferrite bar. 

AMPLIFIER SECTION 

Power Output:  30 watts total music power at 8 ohms. Power Bandwidth: 40-17,000 cps. 
Frequency Response at 1 watt: 20 to 20,000 cycles  • 2db. Harmonic Distortion (at 1 
watt::, 0.5%. Hum/Noise: - 50db on Magnetic Phono. Input Sensitivity: Magnetic phono, 
3mv, Ceramic phono, 80mv; Auxiliary, 250mv. Base Control at 50 Cycles: 20db total. 
Treble (at 10 Kc:) 20 db total. Loudness Control: 10db at 50 cycles, 4.5 db at 10 KC 
Output Impedance: 4, 8 8 16 ohms-, low impedance stereo headphone lack. 

Front Panel 
Stereo 

Headphone 
Jack. 

Receiver 
ONLY 

95 
woh 

Walnut Grain Case 

NO MONEY DO WN 

35 Transistors 
17 Diodes 

• 30- Watt Stereo Amplifier 

• Tone Type Stereo Search 
Indicates Stereo Broadcast 

• 5-Position Selector Switch 

• Signal Strength Type Tuning 

Meter Fine Tunes AM & FM 

• Positive Action Rocker Switches 

• Switchable Loudness Control 

• 2 Auxiliary AC Convenience 

Outlets (1 Switched) 

• 5 IF and Limiting Stages 

• Fused Output Transistors 

COPYRIGHTED 1967 BY LAFAYETTE RADIO ELECTRONICS CORPORATION 



N O M ONEY 
D O WN 

Up To 2 Years To Pay 
LO W M ONTHLY PAY MENTS 

A lt EASY PAY 

CREDIT 
PLANS 

To suit your individual needs 
EXTENDED PLAN' 

TAKE UP TO 
2 Years To Pay 

BUDGET PLAN' 

LOW 
Credit Service Charge 

• Pay balance in 30 days, save entire service charge. 

Start Now To Take FULL ADVANTAGE 
LAFAYETTE'S Easy Pay Plans 

• No down payment. 

• Take up to 2 years to pat. 

• One low Monthly Payment buys all 

your electronic and hi-fl requirements. 

• No hidden charges. Small service 

charge included in fixed monthly 

payment. 

• Add-On any time you like. No money 

down and usually no change in 

monthly payment. 

• Choose the plan that suits you best— 

Budget or Extended. 

No need to wait to enjoy anything 
you need from LAFAYETTE 

HERE IS HO W YOU MULTIPLY YOUR SHOPPING DOLLAR UP TO 20 TIMES Monthly 
Payments 
FOR ONLY 

$5 6 7 8 9 10 11 15 17 19 22 23 24 

YOU CAN 

BUY UP TO 
$100 110 130 160 180 200 220 300 340 400 440 460 SOO 



YOU CAN DEPEND ON 

TO MAKE YOUR SHOPPING EASIER THAN EVER 

3 CONVENIENT WAYS TO SHOP 

by mail 

Shop in the comfort of 
your home at any time 
no matter where you live. 
Simply fill in order blank 
and mail. See page 460 
for helpful ordering in. 
formation. 

by phone 

Enjoy the extra conven. 
ience  of  shopping  by 
phone. Simply dial 516. 
921-7500. Just give your 
order  to  our  personal 
service  shopper  and 
your shopping is done, 
quickly and easily. 

in person 

Visit any of our large, 
modern, conveniently lo. 
cated  stores  listed  on 
page 6. Select from a 
wide assortment of cata-
log and special merchan• 
dise. 

NOW LAFAYETTE Gives You 
Up To 20 Times More 
SHOPPING POWER For Your Dollar 

NO MONEY DOWN 
Lafayette's two convenient credit plans are now easier than ever to use. 
Easy to open, easy to use, easy to pay. Now no down payment required. 

Widest selection of the finest hi-fi, stereo, components, systems, C.B., 
and radio electronic equipment is at your fingertips in this catalog, 
along with tape-recorders, musical instruments, accessories, and useful 
items of all kinds. 

Outstanding quality is the hallmark of all Lafayette products. Exact-
ing specifications, through inspection and double checking are your 
assurances of the best merchandise for the price. 

To serve you better, automated order filling system with the latest in 
mail order processing means most orders are shipped within 24 hours. 

Satisfaction is guaranteed. When you buy from Lafayette, you buy with 
confidence. See page 459 for our guarantee. 

Lowest prices are assured by Lafayette's huge buying power combined 
with minimum overhead and operating costs. We believe every item in 
this catalog to be as low or lower than the same merchandise in any 
other mail order catalog. We guarantee to meet any price you find 
lower than ours. 

No need to wait — Buy TODAY — 

to use and enjoy immediately 

IT IS EASY TO OPEN A 

CREDIT ACCOUNT AT 

Simply fill in application on back of Order Blank   

  when you send your order 

4 Lafayette Cat. No. 680 



COMMERCIAL SALES DEPT. 

The Commercial Sales Dept, services state, county and municipal 
purchasing offices; educational and medical facilities; Police, Fire 
and Civil Defense departments; churches, civic and social organiza-
tions; as well as commercial organizations whose activities are prim-
arily outside the electronics industry. A special staff is prepared to 
give advice, quotations and prompt service. 
For Personalized Service, Phone or Write: 

Lafayette Commercial Sales Dept. 

P. 0. BOX 260 Syosset, L.I., N.Y. 11791 
516 921-7450 

INDUSTRIAL ELECTRONICS DIVISIONS 

Lafayette's Industrial Electronics Divisions, your One Stop Electronics 
Source," will service all your industrial needs. Choose from a complete 
inventory at lowest factory prices. OEM quantity discount prices on 
request. 

Special to Semiconductor Buyers—Lafayette supplies from stock JAN-
TX, SIN, JAN, USN, USAF and USA type transistors and diodes. 

Industrial. Institutional'and Federal Agency Buyers 
Write or Phone for complete Personalized Service 

New York Area  New England 
165-08 Liberty Avenue 
Jamaica, N.Y. 11433 

N. Y. Phone-212 658-5050 
N. J. Phone-201 643-6868 

1400 Worcester Street 

Natick, Mass. 01760 

Phone: 617-875-1358 

Make La layette Your One Dependable Source 
for Everything in Electronics 

INTERNATIONAL SALES DIVISION 
Specializes in export shipment for quantity industrial and dealer orders 
as well as single item purchases throughout the world. An expert knowl-
edge of shipping and routing gives you the fastest and most dependable 
service. 

WRITE TO: Lafayette Radio Electronics Corporation 
International Sales Division 
P.O. Box P 
Syosset, L.I., N.Y., U.S.A. 

Export Terms 
Full payment must accompany your order. Enclose check or draft; or 
remit international Postal Money Order or confirmed, irrevocable Letter 
of Credit. All payments should be in U.S. Dollars payable at U.S. Bank. 
Foreign currencies will be accepted at prevailing exchange rate when 
converted. Include 20% above merchandise value to cover interna-
tional postage, insurance, consular fees and other export shipping and 
handling costs. Slightly more should be allowed for heavy items and 
ocean or air freight shipments. These charges cannot be accurately 
predetermined—overpayments are promptly refunded. 
We reserve the right to route order by the best method where order 
does not indicate routing or when method suggested is impractical or 
not possible. All prices F.O.B. our warehouses and subject to change 
without notice. Enclose Import License andor Consular Declaration 
where so required by your government. 

ASSOCIATE STORES FROM COAST TO COAST 

Consult your Telephone Directory for the Lafayette Associate Store 
nearest you. Come in for Personalized Service from your local Dealer. 

Lafayette CCaatt..  No. 680  5 



Mail Order and Sales Center 
111 Jericho Turnpike 

(west of So. Oyster Bay Rd.) 

Syosset, L. I., N. Y. 11791 
All Departments 
516 921-7700 

Phone Orders Only 
516 921-7500 

Open Mon., Thurs., Fri. 'tit 9:30 P.M. 

MAIL ORDERS 
Our modern Mail Order Headquarters, located on over 8 acres of 

land, includes expanded warehouse facilities plus the most modern 
handling equipment to give you quicker service. Within 24 hours after 

receipt, most orders are processed, picked, wrapped and shipped. 

RETAIL STORES 
20 Convenient Locations 

Visit the Lafayette Store nearest you for fast personalized service. See 
the catalog "come to life" and many other exciting displays of the latest 

products just released. Watch for New Grand Openings. 

NE W YORK NE W JERSEY MASSACHUSETTS 

BROOKLYN 

2265 Bedford Ave. 
(cot. Snyder Ave.) 

Phone: 212 469-8900 
Open Mon.. .Thurs., Fri. 'til 9:30 PM 

JAMAICA 

165-08 Liberty Ave. 
(Off Merrick Rd 1 

Phone: 212 291.7000 
Open Mon., Thurs., Fri. 'tit 8.45 PM 

N.Y.C.-45th STREET 

71 West 45 St. 
(between Sth-61h Axes.) 

Phone: 212 757-3121 
Open Thurs. 'til 9:00 PM 

N.Y.C.-UNION SQUARE 

17 Union Square West 
(corner 15th St.) 

Phone: 212 924-4433 
Open Thurs., Fri. 'til 8,00 PM 

SCARSDALE 

691 Central Ave. 
(I/2 mile north of Ardsley Rd.) 
Phone: 914 472-2700 

Open Daily 9,30 AM - 930 PM 
Sat. 9 AM to 5-30 PM 

SYOSSET, L.I., N.Y. 

III Jericho Turnpike 
(West of So. Oyster Boy Ed,) 
Phone: 516 921-7700 

Open Mon., Thurs., Fri.  930 PM 

TO SERVE YOU BETTER 
20 Lafayette Stores and over 180 
Franchised Associate Stores in op-
eration from Coast-to-Coast. Con-
sult your area telephone directory 

for the facility nearest you. Watch 
for  NE W  Grand  Openings  in 
your area. 

NE WARK 

24 Central Ave. 
(west of Broad St.) 

Phone: 201 622.1661 
Open Wed. 'tit 845 PM 

PARAMUS 

182 Route 17 
(I mile north of Garden State Plata) 

Phone: 201 261-8800 
Open Doily 9:30 AM - 930 PM 

Sat. 9 AM Co 5:30 PM 

PLAINFIELD 

139 W. 2nd St. 
(1 block east of Front St.) 
Phone: 201 756-5100 

Open Mon., Thurs 'la 8:45 PM 

WASHINGTON, D.C. (AREA) 

VIRGINIA 

FALLS CHURCH 

Plaza 7 Shopping Center 
(across from 7 corners) 
Phone: 703 534-5772 

Open Mon., Thurs., Fri. 'III 9:30 PM 

MARYLAND 

MT. RAINIER HYATTSVILLE 

3191 Queens Chapel Rd. (Rt. 500) 
(Oueenstown Shopping (enter) 
Phone: 301 779-7020 

Open Mon.. Thurs., Fri 'til 9:30 PM 

BOSTON 
584 Commonwealth Ave. 

(1/4  block above Kenmore Sq.) 

Phone: 617 267-8900 
Open Daily 9:30 AM - 9.00 PM 

Sat. 9 AM to 6 PM 

NATICK 
1400 Worcester St. 

(RI 9 opp. Shopper's World) 
Phone: 617 875-6146 
Open Mon., Wed., Thurs., 

Fri. 'Ill 9:30 PM 

SAUGUS 
Saugus Plaza Shopping Center 

(Rt. 1 IL Walnut St.) 
Phone: 617 233-6710 

Open Daily 9 30 AM - 900 PM 
Sat 9 AM to 6 PM 

CONNECT/CUT 

WEST HARTFORD 

Bishop's Corner Shopping Center 
(357 North Main St. cot. Albany Ave.) 

Phone: 203 236-0693 
Open Mon., Thurs., Fri. 'lit 9 00 PM 

HAMDEN 

Hamden Plaza 
(2100 Dixwell Ave., adjoining Pegnalaro's1 

Phone: 203 248-2182 
Open Daily 10 AM - 9 PM 

Sot. 9 AM to 6 PM 

PENNSYLVANIA 

PITTSBURGH 

OUR NE WEST STORE— 
MONROEVILLE 

Opening Foil 1967 
Monroe Village Shopping Center 

4045 W,Iliom Penn Highway 
Phone: 412 373-0060 

Open Mon. through Sat. 10 AM - 9 PM 

North Hills Village Shopping Or. 
4801 McKnight Road 

Phone( 412 366 0810 
Open Doily 10 AM - 9 PM 

Sot. 9 AM to 9 PM 

KING OF PRUSSIA 

King of Prussia Shopping Center 
(Routes 202 and 23) 

Phone: 215 265-3300 
Open Mon. through Sot. 10 AM-10 PM 

PHILADELPHIA 

Wyncote (Cheltenham Township) 

8156 ()gorily Ave 

Phone: 215 885-2140 
Open Daily 10 AM - 9 30 PM 

Sat. 9 AM to 6 PM 

6 Lafayette Cat. No. 680 .116ke Lafayette Your One Dependable Source for Everything in Electronics 



Lo NeRfUrT LRATELI 
31-Transistors, 2-FET'S, plus 1L Stereo Rec 

4 New Revolutionary IC's for Years111 --
of Concert Quality Lis+ening Pleasure 

Softly Illumi-
nated D'Arsonval  Stereo Indicotor 
Signal Strength  light, Autornati-
Meter Permits  cally Switches 
Fast, Accurate  "On" When FM 
Tuning on FM &  Stereo Program is 
AM.  Being Received. 

Selector Switch 
Determines the  Interstation Mut-
Mode of Opera-  ing Control ... 
tion For The Re-  Eliminates Noise 
ceiver —AM, FM  Between Stations 
Filter, FM, Phono, on AM and FM  
Tape Head and  When Tuning 
Auxiliory.  Across Dial. 

,,,,,,,,, 
•  PON 

LR-1000T 

Colored Function 
t.ghts to Indicate 
Phono, Tape, or 
Auxiliory Set-
tings of The Se-
lector Switch. 

NEW! Lafayette 120 Watt Solid State 
AM/FM Stereo Receiver 

with new revolutionary "IC's" and FIELD-EFFECT Transistors. 
The exceptional component quality and 
enduring performance of the LR-1000T— 
contributes directly to it s superb sound 
reproduction. Features the new space age 
miracle . "IC's". plus FET's in the tuner 
Front end. With the LR-1000T's advanced 
solid state circuitry you are assured of 
the  best  possible  selectivity,  improved 
capture ratio and unconditional stability. 
In addition to advanced circuitry you have 
all the controls you need to adjust the 
sound to your particular taste: Separate 
Bass. Treble, and Volume controls plus a 
balance control. Other features that have 
been included to make operation effortless 
are: Special filter that can be switched in 
or out from the front panel to minimize 

high frequency noise; precision vernier tun-
ing control; front panel headphone output 
jack, and tape output jack for direct tape 
recording without use of a separate ampli-
fier; tape monitor and loudness switches; 
mode aid selector switches; special mut-
ing con-rol; signal strength tuning meter; 
colored function lights and automatic FM 
Stereo iadicator light. Complete input and 
output facilities designed for easy installa-
tion and connection to any program source 
or  external  components.  Professionally 
brushed gold extruded  aluminum  front 
panel aid simulated walnut grain metal 
case. Far 105.120V., 60 cps AC. Size: 15 7/ex 
43/0(111; 6"D. Imported. Shpg. wt., 22 lbs. 
99 H 0183WX $11 Monthly  . Net 219.95 

SPECIFICATIONS 

TUNER SECTION 
4 Gang Tuning Condenser. Usable FM Sensitivity IHF: 1.65 0. FM Stereo Separation: 38db @ 400cps. 
Signal-to-Noise Ratio:  68db. Spurious Response Rejection: 95db. Harmonic Distortion: @ 100% 
modulation, 0.4%. Capture Ratio: 1.5db. Cross Modulation Index: 90db. FM Antenna Impedance: 
300 ohms balanced, AM Section: 3 gang tuning condenser. tHF External antenna sensitivity: 18 0. 

AMPLIFIER SECTION 
Power: 120 watts (lW) @ 4-ohm; 60 watts per channel, 95 watts @ 8 ohms. Frequency Response: 
22-20,000 Cps -4Adb. Harmonic Distortion: @ rated output, less than 1%, .2% at 1 watt at 1Kc. 
IM Distortion: @ rated output, 0.4%. Hum and Noise: Tape Head, -- 57 db; Phono (high), —57 db; 
Auxiliary, —75 db. Power Bandwidth: 22-40,000 Cps. Input Sensitivity: Tape Head, 2.5mV; Phono 
(high), 2.2mV; Phono (low), 7mV; Auxiliary, 270mV. Output •mpedance: 4-16 ohms; low Impedance 
stereo headphones. 

Hi-Fl Components Are Available on Easy Pay Plan—No Money Down 

ONLY 

219 
WITH CASE 

NO MONEY DO WN 

• Automatic FM Stereo 

Switching 

• Center Channel Output 

• High/Low Phono 

Sensitivity Switch 

• Built-in FM Antenna plus 
Loopstick AM Antenna 

• External FM Antenna 

Terminals 

• Each Channel Separately 

Fused plus Main 

Power Fuse 

Lafayette Cat. No. SSO  1 



For the Ultimate in Performance and Reliability 

• OUR NEW 150-WATT SOLID STATE AM-FM STEREO RECEIVER 
co 
O  With 

Revolutionary 
New 

...and Field Effect Transistors 

• N. N. 1%. Nth NNI N VS.,S,S4:1 0.,\,\:%••.̀....iN,.,...•:•1̀...*.NZ"...›... 
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LR-1500T 
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Softly Illuminated D'Arsonval 
Signal Strength Meter Per-
mits Fast, Accurate Tuning 
on FM & AM. 

Stereo Indicator Light Auto-
matically Switches "On" 
When FM Stereo Program is 
being Broadcast. 

2 AC convenience outlets (1 
switched). 

Interstation Muting Control  Variable Automatic Fre• 
Eliminates Noise Between  quency Control (AFC) keeps 
Stations when Tuning.  FM station "locked-in"... 

prevents drift. 

Phono  Selector Switch 
matches phono and tuner 
sound output ... eliminates 
blasting. 

4 IC's-2 FETS-41 TRANSISTORS-40 DIODES  2 THERMISTORS 
• Inherently Cool Operation for Installation Anywhere! 

• Massive, Regulated Power Transformer Insures Proper 
Tuner/Amplifier Operation 

• Fused Output Transistors 

• Center Channel Output 

• Illuminated Selector Function Indicator Jewels 

• Built-In AM and FM Antennas 

• IHF FM Sensitivity 1.5 uv 

ONLY 

27 95 

II G 

With 
Walnut 
rain Case 

NO MONEY DOWN 

SPECIFICATIONS 
FM SECTION: 4 Gang Tuning condenser. Tuning Range: 
88-108 Mc. Capture Ratio: 1.25 db. Selectivity: 40 
db. Total Har. Dist. @ 400 cps: 0.3%. Stereo Separa-
tion: 40 db @ 400 cps. S/N Ratio (100% Modula-
tion): 68 db. Spurious Response Rejection: 95 db. 
Crossmodulation Index: 90 db. Antenna Impedance: 
300 ohms balanced AM SECTION: 3 Gang Tuning 
Condenser. Tuning Range: 535-1605 Kc. External 
Antenna Sensitivity:  154y. AMPLIFIER SECTION: 
Power: 150 Watts (IHF)  4 ohms, 120 watts @ 8 
ohms. Total Harmonic Distortion @ rated output: 
under 1%; @ 1 watt .15%. Frequency Response: 
20-20,000 cps ±.75 db. Power Bandwidth: 25-35,000 
cps. Hum and Noise: Tape HD., —57 db., Phono, —57 
db; Aux., —75 db. Input Sensitivity: Tape HD., 2.5 
my; Phono, (high) 1.8 my, (medium) 4.5 my, (low) 12 
my; Aux., 270 my. Output Impedances: 4, 8, and 16 
ohms: 

• Exclusive Front and Rear Panel Tape Output Jacks 

• Separate Input Jacks Provide For Two Magnetic 
Phono and For Ceramic/Crystal Cartridges 

• Full-Length Backlighted Slide Rule Dial 

• Automatic Stereo FM Switching 

• Adjustable Automatic Interstation Muting 

Lafayette's finest deluxe solid state AM/FM stereo receiver! The 
LR-1500T 150-watt stereo receiver is expressly engineered to 
blend the ultimate in high fidelity sound with superb perform-
ance, long life, and space-age reliability. In addition to its comple-
ment of fine quality transistors the LR-1500T includes 4 revolu-
tionary new Integrated Circuits (IC's) and 2 high-performance 
Field Effect Transistors to provide truly sterling FM stereo recep-
tion. You'll hear more stations—the weak as well as the strong, 
with amazing, noise-free clarity! Incorporates up-to-the minute 
technological advances for high reliability and exceptional per-
formance for many years to come. Utilizes a complete set of 
automatic and manual controls such as: Automatic FM stereo/ 
mono switching; sharp, adjustable Muting circuit to silence the 
receiver when tuning between stations; dual system speaker 
switch permits enjoyment of stereo in one or two rooms separ-
ately or simultaneously; direct tape monitor switch for tape mon-
itoring without changing cable connections; and a center channel 
low level output for monaural amplifier and speaker. AM rf sec-
tion has a separate 3-gang tuning condenser and rf stage to 
accommodate the full sound potential of standard AM broad-
casting. Incorporates built-in FM and AM antennas plus con-
nections for external local and distant FM and AM antennas. 
Distinctively styled to enhance any decor. Features a handsome 
gold anodized extruded aluminum front panel with matching 
knobs and includes an attractive vinyl-clad metal enclosure fin-
ished with the simulated look of rich walnut wood-grain. For 
117V., 50/60 cycles AC. Imported. Size: 16% x 4% x 14%"D. 
Shpg. wt, 32 lbs. 
99 H 0190WX $13.50 Monthly   Net 279.95 

The Electronic Miracle 
of The Space Age 

The Integrated Circuit is a complete cir-
cuit in miniature, barely larger than a grain 
of sand. Lafayette Integrated Circuits are 
etched onto a microscopic wafer of silicon, 
an extremely stable and durable substance. 
There are no loose wires or parts, nothing 
to short out or fall out. Each of the IC's 
used in the LR-1500Tcontains 5-transistors 
and 2-resistors, providing significantly bet-
ter front end performance than conven-
tional transistor circuitry. The use of IC's 
plus FET's results in lower cross-modula-
tion and cross-talk, improved rejection of 
unwanted signals, and greater sensitivity 
due to lower inherent noise. You hear more 
stations with amazing clarity and less 
noise! 
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The Electronic Miracle Of The Space-Age plus Field Effect Transistors Make The IR-500T 
The Most Advanced 60 Watt Solid State AM/FM Stereo Receiver We Have Ever Built! 

"1111951 M1111111111111111r.  
-IS , 

62 

AM 
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60 

• With New Revolutionary IC's for Outstanding 

Performance 

• 4 IC's, 2 FET's, 30.Transistors, 17 Diodes and 
4 Thermistors 

..• 

• • •  • 1;0 RIO ,, 90 100  i70 

MODEL LR-500T 

Just add speakers and an antenna, then sit back and enjoy 
the magnificent FM stereo sound that comes from the finest 
60 watt Solid-State AM/FM Stereo receiver we have ever 
built. Employing space-age technology in its design, the LR-
5007 incorporates 4 revolutionary Integrated Circuits and 2 
high-performance Field Effect Transistors in the FM section 
to provide dramatic improvements in FM stereo reception. 
And, because of the amazing reliability of these new devices, 
you are assured of this superior performance for many years 
to come. 
Advanced solid-state engineering has been applied to other 
areas of the receiver too. AM broadcast reception is im-
proved to let you hear your favorite AM stations with max-
imum possible fidelity. There's a built-In AM antenna for 
local stations, plus provision for an external antenna for 
those distant, hard-to-get stations. And all program sources 

•1•1 0.5 

•  ea. 

• 60 Watts Of Flawless Stereo Output Power 

• Fused Output Transistors—Protects Transistors Against 

Shorts or Overloads 
• Exclusive Front and Rear Panel Tape Output Jacks 

—bullt-In AM and FM or external —are superbly reproduced 
through the audio section. 4 rugged silicon output tran-
sistors delivering 60 watts of stereo music power with full 
fidelity assure you of stunning realism. And there's every 
needed control for complete flexibility of operation, plus a 
full range of stereo inputs to accomodate virtually any 
external program source. You get outputs for stereo tape 
recording (both front and rear of unit for convenience), pro-
vision for 4, 8 or 16 ohm main and remote speakers, plus a 
stereo headphone receptacle. Check the distinctive styling 
too. There's a handsome brushed gold extruded aluminum 
front panel with matching knobs and, at no extra cost, you 
get a vinyl-clad heavy gauge metal enclosure with the sim-
ulated look of rich walnut wood-grain. Size: 15W x 12D 
5"kl. For 117V 50/60 cps AC. Imported. Shpg. wt., 20 lbs. 
99 N 0182WX $9 Monthly . Net 179.95 

179ONLY  

9' 
NO MONEY DO WN 

Integrated Circuits 
The size of a tiny tran-
sistor, each IC contains 
a complete  circuit  in 
i rg  —Mt I frowns 
tort nnrf 7 re.I7tr.i. 
vide diumulic  Improve-
ments in FM reception, 
plus  life.tim• depend-
ability. 

Field Effect Transistors 
High Performance FET RF amp-
lifier and Mixer in FM "front 
end"  provide high overload 
capability, excellent cross-mod• 
ulation index and image rejec-
tion. 

FM 

STEREO 

• 

Automatic FM Stereo Switching 
Receiver automatically switches 
to stereo mode and lights indi-
cator when you tune to a stereo 
station 

Illuminated Tuning Meter 
For accurate tuning ot 
FM and AM stations 

•• ,111,11 

eat l I 
• a—A 

Speaker Mode Switch 
Switches sound to main 
or remote speakers separ-
ately, or to both  sets 
simultaneously,  plus  a 
head phone only position 
for private listening 

TECHNICAL SPECIFICATIONS 
TUNER SECTION. 4 Gang Tuning Condenser. Tuning Range: FM 88-108Mc, AM 
535-1605Kc, FM-IHF Sensitivity: 1.8 0. S/N Ratio: 67db. Distortion: 0.5% at 
100% Mod. Spurious Response Rejection: 95 db. Capture Ratio: 1.75db. Stereo 
MPX Separation: 35db at 400 cycles. Cross Modulation Index: 90db. AM 
SECTION: 3 Gang Tuning Condenser, IMF External Antenna Sensitivity: 20 0. 
Image Response Rejection: 50db. 
AMPLIFIER SECTION. IHF Power Output: 60 watts (30 each channel) at 4 ohms; 
50 watts (25 each channel) at 8 ohms. Frequency Response: 22-20,000 cycles 
-±-1db at 1 watt. Power Bandwidth: 25-35,000 cps. Harmonic Distortion: Less 
than 1% at full output; 0.3% at 1 watt. Channel Separation: 70 db at 1Kc. 
Hum & Noise: Auxiliary —72db; Phono —55db. Input Sensitivity: Mag Phono, 
2.2mV; Tape Hd 2.5mV; Aux 270mV; Tape-In 500mV. Output Impedance: 4-16 
ohm speaker (main & remote). 
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A Lafayette Special 
All Solid State... 

Cool, Instantaneous Operation 

19-Transistors, 8-Diodes 

• IHF Music Power 30- Watts Total at 8 Ohms 

• Frequency Response 30-20-000 cps at 1-Watt 

db 

• Complete With Attractive Complementary Case 

• Stereo Headphone Jack on Front Panel 

MODEL LA-224T 

30 Watt Solid State Stereo Amplifier 
A "Remarkable" value by any standard of com-
parison. Offers strikingly pure sound reproduc-
tion, and ample power for most speaker systems. 
All the characteristics of a quality Hi Fi amplifier 
have been incorporated into the LA-224T. At-
tractive slim styling permits unrestricted place-
ment of this unit in the home. 30-watts power 
supplied through the use of 19-transistors, 
8-diode circuitry for instant, cool operation, low 
current drain, minimum distortion and noise, 
excellent frequency response. A full complement 
of front panel controls have been provided for 
maximum  stereo capability.  Dual  Concentric 
Volume, Bass and Treble controls allow inde-
pendent level control over each channel. Mode 
switch controls mono, or Stereo operation. Se-

lector switch determines external music source: 
Phono; Tuner;  or Auxiliary positions. An addi-
tional switch has been provided for speaker or 
headphone listening. Rear panel features an AC 
convenience outlet and tape recorder output 
jacks for recording through your tape recorder; 
complete with paired input jacks for Magnetic, 
Crystal or Ceramic cartridges. Speaker outputs 
for all 4, 8, and 16 ohm impedance speakers. 
Advanced design insures longer life of the semi-
conductors in the unit. Attractive, brushed alum-
inum, gold anodized, extruded front panel with 
complimentary metal case. Size: 101/4W x 3,S,H x 

Shpg. wt., 9 lbs. For 110 to 125V 50 ,60 
cycles AC. Imported. 
99 H 0187WX $5.00 monthly  Net 59.95 

Extruded Brushed Alum-
nun,  Gold-Anodized 
Front Panel. 

Front  Panel  headphone 
ack permits private lis-
tening to your favorite 
stereo source. 

AC convenience outlet on 
rear panel provides power 
to associated equipment. 

oncentric Control varies 
olume of each or both 
hannels. 

Tape recorder output jacks 
for recording through your 
tape recorder. 

SPECIFICATIONS 

Power Output: 30-watts IHF; 15-watts 
per channel. Frequency Response: 30-
20,000 -±2db at 1-watt. Harmonic Distor-
tion: 1% or less. Hum and Noise: Mag 
phono —50db; Tuner Auxiliary —65db. 
Sensitivity: (Mag input) 3mv at 1-watt;. 
tuner/auxiliary 250mv. 

Crosstalk: 45db at 1,000 cps. Controls: 
Power on/off, Spkr/Phone, Bass, Treble, 
Mode (Mono, Stereo). AC receptacle. Com-
plement: 19-Transistors, 8-Diodes. 



Quality solid state stereo pre-amplifier 
and dual channel 85 watt amplifier on 
one integrated chassis. Compact 13" x 
3!/8" x 9  size and minimum of heat 
make for easy installation anywhere. 
Instant play, no waiting for warm-up are 
characteristic of this quality transistor-
ized amplifier. The fully transistorized 
circuitry incorporated in the LA-85T pro-
vides for a very low degree of hum, 
noise, and microphonics normally en-
countered with ordinary tube amplifiers. 
4 stereo inputs accept stereo/monaural 

EW! 85 WATT SOLID STATE STEREO AMPLIFIER 
20 Transistors and 4 Diodes for Ric  om-illing Hi-Fidelity Performance 

ONLY 9,95 
NO MONEY DOWN 

phono, tape head, tuner, and aux. Speak-
er outputs for 4, 8, or 16 ohm imped-
ance, plus convenient front and rear 
cutputs for direct stereo taping. Con-
trols include: Bass and Treble tone con-
trols, separate dual concentric volume 
control for each channel, Mode switch 
selects R/L input, Mono, Stereo, Reverse 
and Tape Monitor, Selector switch se-
lects any of 4 different program sources. 
For 110 V AC 50/60 cycles. Shpg. wt., 
14 lbs. 
99 H 0187WX $5 Monthly  Net 99.95 

SPECIFICATIONS 

IHF Music Power: 85 Watts at 4 ohms total, 42.5 
watts per channel, 60 watts into 8 ohms; Fre-
quency Response: 22 cycles-20,000 cps -z1 db., 
Harmonic Distortion: less than 1% at rated out-
put,  at 1 watt at 1Kc. Channel Separation: 
65 db at 1Kc. Hum and Noise: tape head and 
phono —57db, aux and tuner —75db. Input Sen-
sitivity: aux and tuner 270mV, tape head and 
phono less than 2.5mV. High Frequency Filter: 
—10db 10Kc. 

Tone Controls: 25dh range at 50 cycles, 
24db at 10Kc. Loudness Control: —11 db at 50 
cycles --3.5db at 10Kc. 

• All Solid State 

• 42.5 Watts Per Channel 

• Cool, & Instant Operation 

• Tops Race. J I..puls 

• Playback Outputs 

• 9 Versatile Controls 

• brushed Al”minum, Cold 
Anodized Extruded Front 
Panel 

• Simulated Walnut Wood Crain 

Case 

• Direct Coupled Output Matches 
4, 8 or 16-Ohm Speakers 

• fused Output transistors 

AC Convenience Outlets (1 

Switched) 

Front ponel stereo 
headphone jock. 

....... 

High Filter for 
er;minotion 
of high 
‘requency noises. 

R•rnote/Main 
speaker 
selector switch. 

Front and Rear 
Tope Output Jacks 

Loudness switch for 
compensation uf 
.onal Quality at low 
volume levels. 

s• 



125 WATT SOLID STATE STEREO AMPLIFIER 

Enjoy The Richness Of Unexcelled Stereophonic Sound! 

Deluxe Lafayette solid state 125 watt single chassis 
prea mplifier and amplifier. Its incredible 13" x 31/4 " x 
9'4" size and cool transistorized circuitry make it 
ideal for any location in your home. Produces a full 
125 watts of audio power from 20.20,000 cps  • 2db 
with virtually no faltering at either end of the 
response range. The circuitry incorporated within the 
LA-125T will provide years of trouble free operation. 
Concentric Balanoe/ Volume, Treble, and Bass Con-
trols provide easy adjustment on both channels. Four 
"rocker" type switches for Low Filter, High Filter, 
Loudness Switch for tonal balance at low volume 
levels, Tape Monitor Switch for monitoring tape while 
recording, and playing tape back through amplifier, 
hree quality multi-position rotary switches for 

er Mode.  Mode, and Program Source 
r0  PrOVI 1.Irifi for 

Headphones, I ape ouspul. aiid It.lierophonts or Musi-
cal input. The rear panel provides you with 12 inputs 
(6 inputs per channel), and 2 outputs for tape record-
ing direct through amplifier. The 12 stereo inputs 
include: Magnetic, Ceramic phono cartridge: Tape 
Head input for direct connection to tape deck that 
does not have a playback preamplifier: Tuner: Auxil-
iary: and Tape Input for connection of a tape deck 
that has its own preamplifier. Left and Right speaker 
connections permit the use of 4, 8. or 16 ohm speak. 
ers. Special remote speaker terminals are provided 
for remote placement of speakers anywhere in your 
home. Protective fuses prevent da mage to output 
transistors from accidental speaker terminal shorts. 
For 117 volts AC. 60 cps Maximum power consump-
tion 115 watts. Shpg. wt.. 12 lbs 

$7 Monthly  Net 

Monitor switch 
for tape 

playback and 
recording 

2 AC convenience 
outlets (I switched) 

Front panel stereo 
headphone jack 

Microphone/Musical 
Jack conveniently 

located on 
front panel 

ONLY 129  
NO MONEY DO WN 

corrIFICATIONS 
IHF Music Power: 1[3 walls ut 4 ehmc. 
62.5 watts per channel. 95 watts at 8 
ohms. Frequency Response: 22-20,000 
cycles  db at 1 watt. Power Band-
width: 25.35,000 cycles. Harmonic Dis• 
tortion: at 1Kc, less than 1% at rated 
power; .2% at 1 watt. Channel Separa-
tion: 65db at 1Kc. Hum and Noise: Aux 
and tuner —75db, tape head, phono and 
microphone  56db.  Input Sensitivity: 
aux and tuner, 270mV; tape head, 2.5mV; 
phono icert, 80mV;  phono (Mag). H 
2.2mV,  L 7mV, Mic/Guitar -•Low 
Frequency Filter: - 17db at . 
High Frequency Filter:. -- 10db 

S 

VIII MOW , n. 

PMONIFO 

MC/,! 

m allitINIP-- 13T 
20 Transistors, 
4 Diodes 

• All Solid State 

• 62.5 Watts Per Channel 

• Low and High Frequency 

Filters 

• 10 Controls or Optimum 

rLiforman•• 

• Protective Transistor Outpul 

Fuses 

• I  Duty To,nsformer 

Operated Power Supply 

• Direct Coupled Output 

Matches 4, 8, or 16 Ohm 

Speaker 

• Simulated Walnut Wood 

Grain Case 

• Remote Speaker Terminals 

• Brushed Aluminum, Gold 

Anodized Extruded Front 

,P.O.ne I 



LAFAYETTE 
A M/FM Stereo Tuners 

M OW 

Deluxe Solid State AM/FM 
Stereo Tuner 

F •  los  .  . N ••  as .  art 
• t...•  rt ••• .   ...   .1ort o 
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LT-425T 

Now With New 
Revolutionary 

I 
GRATED 
RCUIT 

and 
Field Effect 
Transistors 

4 IC'S PLUS 2 FET'S, 10 

4 IC's, 2 FET's, 10 transistors, and 12 diodes 
go into making this fine Lafayette tuner an 
extraordinary performer.  Tune more sta-
tions than you ever thought possible before 
...virtually flawless reception of strong local 
stations as well as weak distant ones. 
Unprecedented clear reproduction with least 
outside noise interference! All solid state 
circuitry assures natural "Transistor Sound", 
cool and hum-free operation. 2 FET's used in 
the separately shielded front end section 
provide  a high degree of overload capabil-
ity, minimum cross-modulation, and stronger 
image rejection. 4 IC's are used in the IF 
amplifier section for hard limiting, excellent 
temperature stability, and increased reliabil-
ity. Each Lafayette type IC contains 5 tran-
sistors, and 2 resistors. In addition to ad-
vanced solid state circuitry, the LT-425T 

A TRANSISTORS, 12 DIODES!  An Exceptional Value at 

features built-in AM loopstick 1300 ohms FM 
antennas; illuminated tuning meter on front 
panel for easy and precise tuning of incom-
ing signals. Front panel controls include: 
Tape output jack; AM FM selector switch; 
meter function selector switch for zero-
center tuning and signal strength reading; 
Muting control; Filter In Out; Mono Stereo 
Mode switch; Power Off On; and Tuning con-
trol. The LT-425T, with its handsome brushed 
aluminum  gold  anodized  extruded  front 
panel, and simulated walnut wood grain case 
makes it ideal for any decor. The LT-4257 
may also be built into cabinets without fear 
of heat damage usually caused by tuners 
utilizing heat generating tubes. Size: 13 x 
37/e x 9',',,'. For 110V., 60 cycles AC. Im-
ported. Shpg. wt., 11 lbs. 
99 H 0184WX $5 Monthly  Net 99.95 

SPECIFICATIONS 
FM SECTION , 4 Gang Tuning Condenser. FM Sensitivity, IHF: 1.641/. Signal-to-Noise 
Ratio: 68db (400 cycles 100% mod., 1 my input): Harmonic Distortion @ 100% Modula-
tion, 0.4%. Image Response: 85db. Deemphasis 75gsec. Spurious Response Rejection: 
95db; Selectivity: 40db; Capture Ratio: 1.5db; MPX Channel Separation: 38db at 400 
cycles. Cross Modulation Index: 90db. External Antenna Impedance: 300 ohms (balanced) 
FM Tuning Range: 88-108Mc. AM SECTION: 3 Gang Tuning Condenser. AM Tuning Range: 
535-1605Kc. IHF External AM Antenna Sensitivity, 15uV. Image Response Rejection: 
50db. Selectivity: -* 20Kc; Signal-to-Noise Ratio (400 cycles 30%, 1 my input): 40db. 

9 995,.  

NC) mL)NEY DO WN 

FEATURES 

• All Solid State 

• Front Panel Tuning / Zero Center 

Meter For Accurate Tuning of Stations 

• 40 db Stereo Multiplex Separation 

• Fully Automatic Stereo Indication 

• Muting Control For Elimination of 

Noise Between Stations While Tuning 

• Noise Filter Minimizes Static 

Interference 

• Built-In AM/FM Antennas 

• Front and Rear Panel Tape Output 

Jacks 

"Double-Driven" 10 Element 
FM Antenna 

• For Deep Fringe Areas 

GOLDENIZED 

Ideally suited to Multiplex FM reception. This 
10-element double-driven yagi array has the 
necessary added gain, sensitivity and di-
rectivity to compensate for any lack of signal 
strength. All-aluminum goldenized construc-
tion. Fiberglas insulators. Torsion lock hard-
ware sure-lock clamp. Shpg. wt., 7 lbs. 
18 H 0128WX .   Net 9.95 

995 

Nuvistor FM 
Preamplifier 1.1112 =0  s mow 

r 

-40 

aa..•••••• ca. 

Nuvistor Cascode FM Preamplifier is the 
ideal solution for weak, fading, and noisy FM 
reception. Extremely easy to install and op-
erate; just connect between your existing FM 
antenna and tuner or receiver with 300 ohm 
twin-lead wire. Contains its own power sup-
ply and ON/OFF indicator light and may be 
placed anywhere near the FM tuner. Once 
desired station is tuned on FM tuner, the 
control is also tuned to that station for opti-
mum reception. Greatly helps to eliminate 
fading and background noise especially inher-
ent in weak FM multiplex signals. Features 
two 6DS4 nuvistors in cascade circuit, size 
53/4W43H435/8"D.  Power requirements  117 
VAC at 60 cps. Shpg. wt., 3 lbs. 
21 H 2001    Net 19.95 

FM Stereo/Multiplex Antenna 

695 
• Pulls In More FM Stations 

• Reduces Drift, Hum and Noise 

• Up to 10 Times More Effective 

Than Built-in Antennas 

The Model FM1000 features 1/4-wave 4-sec-
tion precision arms; 3/4-wave induction coil; 
12-position station direction control and a 
special noise filtering circuit for extremely 
effective performance. Weak stations are 
strengthened  and  reflected  signals  and 
background-noise are blocked out. Low sil-
houette slim-line styling. Shpg. wt., 3 lbs. 
18 H 1217 Mahogany   Net 6.95 
18 H 1219 Walnut   Net 6.95 

14  Lafayettt Cat. No. 610  Prices & Specifications Subject to Change Without Notice 



Made In U.S.A. 

39" 
including deluxe 
wood enclosure 

no money down 

LAFAYETTE "STEREO 20" 20-Watt 
Solid-State Stereo Amplifier 

A Yak 

Deluxe Styling...High Quality Sound! 
tr,um'aiiiItm'..-‘-wasimirewwwwww.,._ 

With 20 watts of power (10 each channel), the Stereo 20 offers full, 
wide-range response for outstanding music reproduction and the 
modern solid-state design assures you of top performance for years 
to come. Transformerless solid-state complementary symmetry output 
circuitry ensures extended response and lowest distortion, plis long 
life for the power transistors. Printed circuit board construcion ef-
fects high reliability and permits rugged, compact design. 

Operating features include a source switch for selection of Liner or 
ceramic phono, a function switch for choice of mono or stereo op-
eration, and a speaker mode switch for selection of main speakers. 
remote speakers, or headphones. There's a master volume control 
for both stereo channels, plus a separate balance control that lets 
you adjust individual speaker levels for best stereo effect. S3parate 
Bass and Treble controls let you "tailor" sound to suit your taste! 
Stereo outputs include provision for main and remote speakers rated 
from 4 to 16 ohms impedance (although highest power is cotained 
at 8 ohms), plus a front panel jack for stereo headphone listening. 
Also features a tape recorder output that lets you record your fa-
vorite stereo music. You'll like the attractive, modern styl,ng too 
. . . the satin-gold front panel with handsome walnut grain 3ccent, 
the all-wood enclosure in rich walnut finish, plus the stylisi, non. 
mar plastic legs. Size 12"Wx7 3-4"Dx4 1/2 "H. Shpg. wt., 8 lbs. 
21 H 0902W)( $5 monthly  Ne  39.95 

 STEREO 20" SPECIFICATIONS   

Max. Power Output (IHF) 20 watts (10 per channel at 8 chms. 
Frequency Response: 30 Hz to 40 KHz (.-3db), 1 watt at 8 chms. 
Stereo Inputs: Phono (ceramic/crystal), tuner. Input Sensitivity: 
for rated output. 0.1 volt. Stereo Outputs: tape output. Main 
Speaker Outputs, Remote Speaker Outputs. Headphones. Con-
trols: Master Bass, Master Treble, Balance, Master Vo ume, 
Phono-Tuner Switch, Stereo-Mono Switch. Power On-Off Switch, 
Remote-Main Speaker Switch. Solid-State Devices: 10 Transis-
tors. 2 Diodes, 2 Thermistors. Power Supply: AC Transformer op-
erated with full-wave rectification. 105-170 volts 50 .60 cycles 
AC input. Dimensions: 12"Wx7 3/4"Dx41/2"H Net Weight: 61/2  lbs. 

20-WATT STEREO HI-Fl PHONO SYSTEM 
FEATURING THE "STEREO 20" 

SYSTEM COMPONENTS 
• Lafayette Stereo 20 Solid-State Amplifier 
• Lafayette Model 200 4-speed Automatic Stereo F ecord 

Changer with Oiled Walnut Base and Plastic Dust 
Cover 

• Two Lafayette Minuette  II Speaker Systems 
A complete stereo high fidelity ouonograoh system offeting high 
quality music reproduction at an unbelievable low price. The sys-
tem consists of the following fine Lafayette components, The deluxe 
solid-state Stereo 20 with 20 watts of power and wide, full-range 
response. The Lafayette Model 200 four-speed automatic record 
changer that features a 7", 10" or 1r record selector kncb that 
permits dialing your own intermix of up to seven 7", 10", or 12" 
records of the same speed, a heavy precision 10" turntab e. bal-
anced feather weight tone arm equipped with a turnover stereo 
cartridge, plus automatic shut-off after last record. Changer comes 
complete with deluxe oiled walnut base and attractive plastic dust 
cover. Two rich-sounding Minuette II 2-way speaker syste m:, each 
containing a specially designed 5 x 7" woofer and a 21.'2" 'weeter 
with electrical crossover. Each compact decorator-styled en:losure 
is of a ducted port bass reflex design, with rich oiled walnut fin-
ish on all four sides for vertical or horizontal placement. Size 
15 7/8"Hx6104x91/8"D. Shpg. wt., 41 lbs. 
21 H 943 MXM $5 monthly  Ne: 89.95 
Same system as above except with two Criterion 50 two-war book-
shelf and/or floor speaker systems. Shpg. wt.. 81 lbs. 
21 H 9431WXM$6.50 Monthly  Net 117.95 

The Complete 
System 

Only 

899' 
no money down 

2. Criterion 50 

STEREO 20 

2 Minuette It 

Model 200 

MIN 

Systems Are Available on Easy Pay Han- !Vo Money Down  Lafayette Cat. No. 680  15 



Popular Hi-Fl Stereo Phono 
Music System 

Complete Stereo Phono System 
Only 7295 

No Money 
Down 

featuring 
Lafayette Stereo/10 Solid State Stereo Amplifier 

Lafayette Model 200 4-Speed Automatic Stereo 
Record Changer with Oiled Walnut Base 
and Attractive Plastic Dust Cover 

Two Lafayette Minuette , II Speaker Systems 

An ideal music system for the Hi-Fi beginner or as a second 
system in the den, bedroom, or office. You get the following 
fine components: A Lafayette Stereo/10 solid state amplifier de-
signed to provide clean, smooth response. Features include sep-
arate volume controls for left! right channels and a tone control. 
The Lafayette Model 200 4-speed automatic record changer plays 
162/3, 33 1/3, 45, and 78 RPM records; includes a 7", 10". or 12" 
record selector knob, automatic shut-off, intermix of 7. 10. and 
12" records, and balanced feather weight tone arm with stereo 
turnover cartridge. Deluxe oiled walnut base and attractive plastic 
dust cover. Two rich sounding Lafayette Minuette/ It 2-way speaker 
systems each containing a 50" woofer and 21/2" tweeter mounted 
in a beautiful compact genuine oiled walnut wood base-reflex 
bookshelf enclosure. Site 6-Wx157,e"Hx91/a"D. With speaker con-
necting cable. Shpg. wt., 33 lbs. 
21 H 9430WXM $5 Monthly 

LAFAYETTE STEREO/10 SOLID STATE AMPLIFIER 
• Left/Right Channel Volume Controls 
• Front Panel Phono/Tuner Switch For Selection of 
Phono or Tuner Input 

COMPACT SIZE, BIG PERFORMANCE! Ideal amplifier for Hi-Fl begin. 
ners, or use it in a second system for the living room, den, bedroom 
or business. Perfect for limited-space installation; bookshelf or end 
table. For use with record players, AM, FM and FM MPX tuners. 
Completely transistorized to provide clean, cool operation. Output 
stages couple directly to the speakers for smooth frequency response 
and low distortion. Input stages are designed to present a high 
impedance, resulting in an excellent low frequency response when 
used with high impedance crystal or ceramic phono cartridges. Front 

Net 72.95 

• Variable Tone Control (Bass/Treble) 

• Selector Switch for Monaural or Stereo Operation 

panel features: Separate volume controls for Left. Right channels; 
tone control for Base and Treble; individual slide switches for mode 
input (1-Stereo ,Mono operation), (1-Phono/Tuner input); power On/ 
Off slide switch. Rear panel features: Right 'Left channel inputs for 
phono and tuner; Right Left channel taps for 8-ohm speakers. 
Beautifully finished in neutral gray and aluminum. Size: 71/2"W x 
2,}).11 x 55-8"D. For 105-125Y 50;60 cycles AC. Imported. Shpg. wt., 
4 lbs. 
99  0161  . _ _ Net 22.95 

16  Lafayette Cat. No. 680 Ili-Fe Systems Arc Available im Easy Pay Plan—No Money Down 



30 Watt Stereo Systems with LR-99 

Solid State AM/FM Stereo Receiver 
Complete 30 watt stereo system with ° choice of Pickering 11-15/AC-3, Empire 
888 or Shure M44-7 stereo cartridge with diamond s-.ylus. The Lafayette 111.99 
offers top notch AM and FM standard broadcasts plLs FM stereo performance. 
The solid state tuner provides outstanding selectivity even for distant stations. 
Power-packed amplifier delivers 33 watts of high fidelity sound without a 
whisper of distortion. Wide-range frequency response of 20-20,000 cps captures 
the vivid highs and vibrant lows of your. favorite mus c. 
Garrard Model 40 MKII, world famous 4-speed automatic record changer con-
forms to professional standards for rumble, wow, flutter, speed accuracy, and 
speed regulation. Has many features of more expensive turntables such as: 
Automatic Intermix, controls for auto/manual play, counterweighted tone arm, 
and a 4-pole shaded "Induction Surge" motor. 
2-Lafayette "Criterion stye complete the componer.:s of a well balanced hi-fl 
system. Each speaker system is a 2-way bookshelf type featuring an 8" woofer 
and a 4" tweeter to give you impressive hi-fl sound. Bass-reflex designed enclo-
sure uses a ducted port to provide proper acoustic "tuning- of the enclosure 
with speakers being used. Complete system is designed to blend with any decor. 
Complete with 50' clear polarized speaker cable. Shpg. wt., 88 lbs. 
21 H 9406WXM $11 Monthly   Net 219.95 
Same system as above except with 2-Lafayette "Criterion 150", completely 
sealed and damped acoustic suspension speaker systems instead of "Criterion 
50" speaker systems. Shpg. wt., 66 lbs.-
21 H 9407WXM $12.50 Monthly     Net 255.95 
You save $43.25 from individual catalog prices! 
Same system as 21-9406WXM except with 2-Lafayette "Criterion 200A" 3-
speaker. 3-way speaker systems foiled walnut) instead of "Criterion 50" speaker 
systems. Shpg. wt.. 102 lbs. 
21 H 9408WXM $15.00 Monthly  Net 291.95 
You save $47.25 from individual catalog prices! 

"Criterion 150" 

ALTERNATE SPEAKER SYSTEMS 
"Criterion 200A'' 

pa. 

COMPLETE SYSTEM 

O NLY  21995 
N O M O NEY D O WN 

*Choice of Elliptical Cartridge 

it-la.._. - k dt'" illP 
Pickering Empire Shure 
V-15/AC-3 888 • M44-7 

• Lafayette LR 99 30 Watt Solid 
State AM 'FM Stereo Receiver.. 119.95 

• Garrard Model 40MKII 4-
Speed  Automatic • Record 
Changer ........... ........  44.50 

• 'Pickering V-15/AC-3 Diamond 
Needle Stereo Cartridge with 
Stylus Brush   24.95 

• Garrard Base  for 
Changer   4.95 
• Garrard Molded Plastic Dust 
Cover for Changer   4.95 

• 2-Lafayette  "Criterion  50" 
Wide Range 2- Way Bookshelf 
and/or Floor Speaker Systems 
(Oiled Walnut)   

Automatic 

Total 

59.90 

259.20 

For Complete Description of Above Components See Pages 2-14, 81-86 and 106-108 
Hi-Fi Components Are Available on Easy Pay Plan— No Money Down  Lafayette Cat, No. 680  17 



REVOLUTIONARY 

...NE W 

60 WATT STEREO SYSTEMS WITH LAFAYETTE 
LR-500T SOLID STATE AM/FM STEREO RECEIVER 
Rich Wall to Wall Sound For Your Listening Pleasure 

Complete stereo system above with  choice of Pickering V15/ACE.3, Empire 
808E or Shure M32E stereo cartridge with high compliance elliptical diamond 
stylus. The LR-500T gives you tomorrow's technical advantages today! The use 
of 4-IC's (Integrated Circuits) plus high performance FET's in the tuner front 
end section results in dramatic improvements in FM reception. 
Garrard Model 40 MKII, world famous 4-speed automatic record changer con-
forms to professional standards for rumble, wow, flutter, speed accuracy, and 
speed regulation. Has many features of more expensive turntAbles such as: 
Automatic Intermix, controls for auto/manual play, counterweighted tone arm, 
and a 4-pole shaded "Induction Surge" motor. 
2-Lafayette"Criterion 50's" complete the components of a perfectly matched 
system. Each speaker system is a 2-way bookshelf type featuring an 8" woofer 
and a 4" tweeter to give you amazing life-like sound. Bass-reflex designed 
enclosure uses a ducted port to provide proper acoustic "tuning" of the enclo. 
sure. Electrical crossover achieves optimum performance of woofer and tweeter. 
Complete system is designed to blend with any decor. Complete with 50' clear 
polarized speaker cable. Shpg. wt., 88 lbs. 
21 H 9409WXM $13.50 Monthly      Net 269.95 
Same as above except with Garrard $1-55 4-speed Synchrm-Labe Automatic 
Turntable instead of Garrard Model 4081K11. Shag. wt., 90 lbs. 
21 H 9410WXM $15 Monthly    Net 284.95 
Same system as 21 H 9409WXM except with 2-Lafayette "Criterion 150", com. 
pletely sealed and damped acoustic suspension speaker systems instead of 
"Criterion 50" speaker systems. Shpg. wt., 66 lbs. 
21 H 9411 WXM $17 Monthly   . Net 305.95 
You Save 58.25 from individual catalog prices! 

Same system as 21 H411 WXM except with Garrard SL55 4 Speed Synchro-Lab 
Automatic turntable instead of Garrard Model 40MKII. Shpg. wt.. 68 lbs. 
21 H 9412WXM $17 Monthly    Net 320.95 
Same system as 21 H 9409WXM except with 2-Lafayette "Criterion 200A" 3. 
speaker, 3-way speaker systems (oiled walnut) instead of "Criterion 50" speaker 
systems. Shag. wt.. 102 lbs. 
21 H 9413WXM $19 Monthly     Net 341.95 
You save 62.25 from individual catalog prices! 
Same system as 21 H9413WXM except with Gerrard M SS 4-speed Synchro-Lab 
Automatic Turntable instead of Garrard Model 40MKII. Shpg. wt., 105 lbs. 
21 H 9414INXM $19 Monthly   Net 356.95 

ALTERNATE SPEAKER SYSTEMS 
"Criter;on 150" 
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"Criterion 200A" 

For 

ONLY 

AND FIELD 
ADD SUPERIOR 

COMPLETE SYSTEM 

26995 
NO MONEY DO WN 

*Choice of Elliptical Cartridge 

iL ia--- 1  1 1 -11 
Pickering Empire Shure 
V15/ACE-3 808E M32E 

• Lafayette Model LR•500T 60 
Watt  Solid  Stole  AM/FM 
Stereo Receiver 

•Garrard Model 40MIal 4-
Speed  Automatic Retard 
Changer   44.50 

• 'Pickering V-15/ACE-3 Stereo 
Cartridge with High Compli-

ance Elliptical Diamond Stylus  29.95 
• Garrard  Bose  for Automatic 
Record Changer (Walnut and 
Ebony Color with Silver Trim)  4.95 

• Garrard Molded Plastic Dust 
Cover For Changer   4.95 

• 2-Famous Lafayette "Criterion 
50" Wide-Range 2-Way Book-

shelf  and/or Floor Speaker 
Systems (Oiled Walnut)   

  179.95 

59.90 
- -

Total 324.20 

Complete Description of Above 



EFFECT TRANSISTORS 
Stereo High Fidelity 

PERFORMANCE AND RELIABILITY TO STEREO SYSTEMS 

1 111 11 11 111 1-- ---1  

DELUXE 120 WATT STEREO SYSTEMS WITH 
LR-1000T SOLID STATE AM/FM 

STEREO RECEIVER 
Concert Hall Realism Right In Your Own Living Room 

Complete stereo system with  choice of Pickering V-15/ACE-3, Empire 808E 
or Shure M32E stereo cartridge with high compliance eli,ptical d,amond stylus. 
The Lafayette Model IR-1000T features 120 watts of true component sound 
with enduring performance through the years to come! The tuner section pro-
vides exceptional selectivity, plus high image and IF "-ejection through the use 
of FET's and IC's in the tuner front end section. In addition to advanced cir-
cuitry you have all the controls you need to adjust the sound to your particular 
taste. 
Garrard SL55 features a new Synchro-Latirmotor for smooth synchronous speed. 
Additional features that are equally impressive are: Oversized turntable; light-
weight tubular tone-arm; stylus pressure adjustment; cueing control; cueing 
pointer; and automatic intermix operation, plus automatic or manual play. 
The SL55 is a perfect blend of high quality and performance, plus beauty. 
2-Lafayette "Criterion 50's" complete the components of a perfectly matched 
system. Each speaker system is a 2-way bookshelf type featuring an 8" woofer 
and a 4" tweeter to give you amazingly life-like sound. Bass-reflex designed 
enclosure uses a ducted port to provide proper acoustic "tuning" of the enclo-
sure with speakers being used. Transition from wo3fer to tweeter is achieved 
by means of an electrical crossover. Complete syitem is designed to blend 
with any decor. Complete with 50' clear polarized speaker cable. Wt., 95 lbs. 
21 H 94I5 WXM $17 Monthly   Net 31995 
Same system as above except with 2-Lafayette "Criterion 150" completely 
sealed and damped 2-way acoustic suspension speaker systems instead of 
2-"Criterion 50" speaker systems. Shpg. wt., 71 lbs. 
21 H 94I6WXM $19 Monthly    Net 355.95 
YOU SAVE $63.25 from individual catalog prices! 
Same system as 21 H 9415WXM above except with 2-Lafayette famous "Crite-
rion 3X" deluxe 3-way completely sealed and damped acoustic suspension 
speaker systems. Shpg. wt. 101 lbs. 
21 H 9417WXM $22 Monthly   Net 427.95 
YOU SAVE $ 71.25 from individual catalog Prices! 

"Criterion 150"  ALTERNATE SPEAKER SYSTEMS "Criterion 3X" 

COMPLETE SYSTEM 

ONLY 31995 
NO MONEY DO WN 

*Choice of Elliptical Cartridge 

Pickering Empire Shure 
V15/ACE-3 808E M32E 

• Lafayette Model 1.11-1000T 120 
Watt  Solid  State AM/FM 

Stereo Receiver 
•Garrard  SL5 5 4-Speed 
Synchro-Lab° Automatic Turn-
table   59.50 

• *Pickering V-15/ACE-3 Stereo 
Cartridge with High Compli-
ance Elliptical Diamond Stylus  29.95 

• Garrard Base for Automatic 
Turntable (Walnut and Ebony 

Color with Silver Trim)   4.95 
• Garrard Molded Plastic Dust 
Cover for Turntable   4.95 

• 2-Famous Lafayette "Criterion 
50" Wide-Range 2- Way Book-
shelf and/or  Floor Speaker 
Systems (Oiled Walnut)   

Total 

219.95 

59.90 

379.20 

Components See Pages 2-14, 81-86, 106-108. Lafayette Cat, No, 680  19 



STEREO HI-Fl SYSTEMS Magtuf•ieett* Mateitp% 
featuring 

SUPERB 150 WATT SOLID STATE 
STEREO RECEIVER Model LR-1500T 

WITH 

REVOLUTI ONARY 

NE W 

‘ 14. 

• Lafayette Model LR-1500T Deluxe 150 Watt Solid State AM/FM Stereo 
Receiver   279.95 

• Garrard Model 5165 4-Speed Synchro-Lob° Automatic Turntable with 

Dynamically Balanced Tone Arm   79.50 

• 'Pickering V-15/ACE-3 Stereo Cartridge with High Compliance Ellipti-
cal Diamond Stylus   29.95 

• Garrard Base for Automatic Turntable (Walnut and Ebony Color with 

Silver Trim)  4.95 

• Garrard Molded Plastic Dust Cover for Turntable  ...... ...... 4.95 
• 2-Lafayette Deluxe "Criterion 200A" High Power 3-S aaker 3- Way 
Speaker System (Oiled Walnut)  139.90 

Total 539.20 

and Field Effect 
Transistors 

Above system with • choice of Pickering V-15/ 
ACE-3, Empire 808E or Shure M32E stereo 
cartridge with high compliance elliptical dia-
mond  stylus.  System  includes  Lafayette's 
superb 150-watt stereo receiver which is de-
signed to fulfill the highest demands for 
outstanding quality, superb performance, and 
maximum audio enjoyment. Its advanced IC's 
(Integrated Circuits), plus FET's (Field Effect 
Transistors) in the FM front end section permit 
you to hear more stations than ever before 
with stunning clarity! In addition, the visual 
design of front panel and case make the LR-
1500T a thing of beauty for years to come! 

Garrard Model SL65 4-speed Synchro-Lab au-
tomatic turntable features a new Synchro-Lab 
motor for smooth, synchronous speed with 
minimum rumble and resonance. "Criterion 

COMPLETE SYSTEM 

ONLY  4 5 9 95  

NO MONEY DOWN 

- Choice of Elliptical Cartridge 

1-11L-- 1  j :11 
Pickering Empire Shure 
VLS/ACE-3 808E M32E 

200A" 3.speaker 3-way system combines a 
highly efficient 12" woofer plus a superb 8" 
midrange speaker, a back-loaded 3" metallic 
dome-type "Super" tweeter and presence and 
brilliance controls for extraordinary perform-
ance. Beautifully finished in hand-rubbed oiled 
walnut. Complete with 50 ft. clear polarized 
speaker cable. Shpg. wt., 121 lbs  
21 H 9401WXM $23 Monthly   Net 459.95 

Same  150  watt  Super-Deluxe  solid  state 
stereo system as above except with 2-famous 
Lafayette "Criterion 3X" deluxe 3-way com-
pletely sealed and damped acoustic suspen-
sion speaker systems instead of 2-"Criterion 
200A" speaker systems. Shpg. wt., 115 lbs. 
21 H 9403WXM $24 Monthly . Net 495.95 
SAVE  83.25 from individual catalog prices! 

"Criterion 3X" 



Complete Solid State Amplifier Systems 
High quality components combined with our dependable 

30 Watt Model LA-224T Amplifier 
Complete 30 watt stereo system above with ° choica of Pickering V-15/AC-3. 
Shure M44-7 or Empire 888 diamond needle stereo cartridge. The Lafayette 
LA-224T 30 watt stereo amplifier offers 30 watts of strikingly pure sound repro-
duction, and sufficient power to drive virtually any speaker system. All re-
quired controls are included for full stereo capability. Attractive slim styling 
and an extruded brushed aluminum, gold anodized front panel with comple-
mentary metal case permit the LA-224T to grace any decor. Garrard 40MKII 
4-speed automatic turntable features oversized turnta3le; cast aluminum, coun-
ter balanced tonearm; intermix automatic operation; 4-pole shaded "Induction 
Surge" motor; super-sensitive trip with Dupont DeIrirstk, Can be played manual 
or automatic. Lafayette "Criterion 20A", ultra-compac•. 2-way, 2-speaker system. 
Provides quality sound reproduction through the use of a powerful 5" woofer 
equipped with a large magnet structure and voice coil, plus a back loaded 
mid-range/high frequency speaker. Includes an L/C crossover network. Enclo-
sure is beautifully finished in oiled walnut. Complete with 50 ft. clear polarized 
speaker cable. Shpg. wt., 42 lbs. 
21 H 9403 WXM $.8 Monthly     Net 159.95 

Same system as above except with 2 Lafayette "Criterion SO" 2.speaker 2-way 
ducted port bookshelf and/or floor speaker systems (olled walnut) instead of 
"Criterion 20A's". Shag. wt., 82 lbs. 
21 H 9404WXM $9 Monthly  Net 173.95 
You Save 25.25 from indivictual catalog prices! 

Sa me system as 21 H 9403WXM except with 2-"Criterion 75" 2-way acoustic 
suspension sealed and damped speaker systems instead of 2-"Criterion 20A" 
speaker systems. Shpg. wt., 60 lbs. 
21 H 9405WXM $10 Monthly   Net 187.95 
You Save 27.25 from individual catalog prices! 

ALTERNATE SPEAKER SYSTEMS 

"Criterion 50"  "Criterion 75" 

For Complete Description of Above Components See 
Pages 2-14, 81-86 and 106-108 

For Complete Index See Pages 455-458 

SYSTEM PRICE 

ONLY 1 5 9 9 5  

NO MONEY DO WN 

' CHOICE OF STEREO CARTRIDGE 

ilL 'I L E i ) gel 
Pickering Shure Empire 
V-15/AC-3 M44-7 13138 

• Lafayette Model LA-224T 30-

Watt Solid State Stereo Ampli-

fier   59.95 

• Garrard Model 40 . 11 4-

Speed Automatic  Record 

Changer   44.50 
• Pickering V-15/AC-3 Diamond 

Needle Stereo Cartridge with 

Stylus Brush   24.95 

• Garrard  Ba se  for  Record 

Changer (Walnut and Ebony 

Color with Silver Trim)   4.95 

• Garrard Molded P:astic Dust 

Cover for Changer   4.95 

• 2 Lafayette "Criterion  20A" 

2- Way  Ducted Port  Shelf 

Speaker Systems (oiled walnut) 44.50 

TOTAL 183.80 

Lafayette Cat. No. 680  21 



SAVE 2925 

▪  V S 
•  • • •  •  • • 

•  113111---. 

85 Watt Stereo Systems 
with LA-85T 

SOLID STATE STEREO AMPLIFIER 
Complete 85 watt stereo phono system abcve with  choice of Pickering V-15/ 
ACE-3, Empire 808E, or Shure M32E stereo cartridge with high compliance 
elliptical dia mond needle. The Lafayette LA-857 features 85 watts of full-
impact power. Advanced solid state circui:ry offers thrilling full-range stereo 
realism, extra reliability, and low current consumption. Full complement of 
front panel controls, plus stereo inputs are provided to handle every con-
ceivable music source. Garrard Model 40 MKII world famous 4-speed automatic 
record changer conforms to professional standards for rumble. now. flutter, 
speed accuracy, and speed regulation. Has many features of more expensive 
turntables such as: Automatic Intermix, ccntrols for Auto/Manual play, coun-
terweighted tone arm, and a 4-pole shaded, "Induction Surge" motor. 2-Lafay-
ette "Criterion 50's" 2-way bookshelf type speaker systems featuring an 8' 
woofer and a 4" tweeter to give you excellent Hi-Fi sound reproduction. Bass-
reflex designed enclosure uses a ducted port to provide proper acoustic "tun-
ing" of the enclosure with speakers being used. All components used assure 
you of outstanding performance and reliability, Complete with 50' clear polar-
ized speaker cable. Shpg. wt., 88 lbs. 
21 H 9418 WXM $11 Monthly   Net 214.95 

Same system as above with Garrard SL55 4-speed Synchro•Lab* automatic 
turntable instead of Model 40MKII. Shag. WI. 90 lbs. 
21 H 9420WXM 511.50 Monthly Net 229.95 

Same system as above except with 2-Lafayette "Criterion 100A" deluxe 2-
speaker 2-way speaker systems with ducted port and beautiful walnut finish 
on 4 sides instead of 2-"Criterion 50". Shpg. wt.. 92 lbs. 
21 H 9419WXS4 $12.50 Monthly  Net 241.95 
You save 32.25 from catalog individual prices! 

Same as 21-9419WXM except with Garrard SL55 4-speed Synchro-Lab automatic 
turntable instead of Model 40MKII. Shpg. wt.., 94 lbs. 
21 H 9421 WXM $12.50 Monthly Net 256.95 .... 

Same system as 21-9418WXM except with 2-famous Lafayette "Criterion 200A" 
3-speaker 3-way ducted port speaker systems (oiled walnut finish) with bril-
liance and presence controls, instead of 2-"Criterion 50". Shpg. wt., 102 lbs. 
21 H 94221NXM $15 Monthly  Net 286.95 
You save 37.25 from catalog individual prices! 
Same system as 21-9422WXM with Garrard 5155 4-speed Synchro-Lab automatic 
turntable instead of Model 40MKII. Shpg. *et , 104 lbs. 
21 H 9423WXM $17 Monthly  Net 301.95 

"Criterion 100A"  ALTERNATE SPEAKER SYSTEMS "Criterion 200A" 

e 

0 Lail 

From Individual 
Catalog Prices 

COMPLETE SYSTEM 
ONLY 

214" 
NO MONEY DO WN 

, *Choice of Elliptical Cartridge 

t lit'-- 1  :4 1?' 
Pickering Empire Shure 
V15/ACE-3 808E M32E 

• Lafayette  Model  LA-851  85 

Watt  Solid State Stereo Am-

plifier   99.95 

• Garrard Model 40Mial 4  

Speed Automatic Record 

Changer   44.50 

• 'Pickering V-15/ACE-3 Stereo 
Cartridge with High Compli-

ance Elliptical Diamond Stylus  29.95 
• Garrard  Base  for Automatic 

Changer (Walnut and Ebony 

Color with Silver Trim)   4.95 

• Garrard Mo'ded Plastic Dust 

Cover for Changer   4.95 

• 2-Lafayette Famous "Criterion 

50" Wide-Range 2- Way Book-

shelf  and/or  Floor Speaker 

Systems (Oiled Walnut)   59.90 

Total 244.20 

22  Lafayette Cat. No. 680 Systems Arc Available on Easy Pay Plan—No Money Down 
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125 Watt Stereo Systems 
with LA-125T 

SOLID STATE STEREO AMPLIFIER 

7•1 7-

Above 125 watt stereo phono system with ° choice of Pickering V-15/ACE-3, 
Empire 808E, or Shure M32E stereo cartridge with high compliance elliptical 
diamond needle. The LA-125T delivers 125 watts of music power for clean, full 
range response. Exemplary solid state circuitry will give you many years of 
satisfactory operation. Compact size makes it ideal for any location in your 
home! 
Garrard Model 40 MKII world famous 4-speed automatic record changer con-
forms to professional standards for rumble, wow, fluter, speed accuracy, and 
speed regulation. Has many features of more expensive turntables such as: 
Automatic Intermix, controls for Auto/Manual Play, counterweighted tone arm, 
and a 4-pole shaded, "Induction Surge" motor. "2-Lafayette Criterion 50's" 
2-way bookshelf type speaker systems featuring an 8" woofer and a 4" tweeter 
to give you excellent Hi-Fi sound reproduction. Bass-reflex designed enclosure 
uses a ducted port to provide proper acoustic "tuning" of the enclosure with 
speakers being used. All components have been integrated to produce a stun-
ning blend of beauty and performance. Complot* with 50' clear polarized 
speaker cable. Shpg. wt.. 88 lbs. 
21 H 9424WXM $12.50 Monthly  Net 241.95 
Same system as above, except with G.  d SL55 4-speed Synchro-Labe auto-
matic turntable instead of Model 40MKII. Shag. wt., 90 lbs. 
21 H 9426WXM $12.50 Monthly   Net 256.95 

Same system as 21 H 9424WXM except with 2-Lafayette "Criterion 200A" 3. 
speaker 3-way ducted port speaker systems (oiled walnut finish) with brilliance 
and presence controls, instead of "Criterion SO" speaker systems. Wt., 102 lbs. 
21 H 9425WXM $17 Monthly   Net 313.95 
You save $40 25 from catalog individual prices! 
Same as 21-9425WXM except with Garrard SL55 4-speed Synchro-Lab auto-
matic turntable instead of Model 40MKII. Shag. wt., 104 lbs. 
21 H 9427WXM $17 Monthly    Net 328.95 
Same system as 21-9424WXM except with 2-famous Lafayette "Criterion 3X" 
deluxe 3-way completely sealed and damped acoLstic suspension speaker 
systems instead of "Criterion 50" speaker systems. Shpg. WI., 96 lbs. 
21 H 9428WXM $19 Monthly   Net 349.95 
You save $44.25 from catalog individual prices! 
Same system as 21-9428WXM with Garrard SL55 4 speed Synchro-Lab auto-
matic turntable instead of Model 40MKII. Shpg. wt., 98 lbs. 
21 H 9429WRIA $19 Monthly ...... . Net 3E4.95 

ALTERNATE SPEAKER SYSTEMS 

COMPLETE SYSTEM 

"Criterion 200A" "Criterion 3X• 

ONLY 241  95  
NO MONEY DO WN 

*Choice of Elliptical Cartridge 

f l a-- k 411? / J 7- • 
Pickering Empire Shure 
V15/ACE-3 _  808E M32E 

• Lafayette Model LA 125T 125 
Watt Solid State Stereo Am-
plifier ____ 129.95 

• Garrard Model 40MKII 4-
Speed  Automatic Record 
Changer ..... ........ ........... 44.50 

• 'Pickering V-15/ACE-3 Stereo 

Cartridge with High Compli-
ance Elliptical Diamond Stylus  29.95 

• Garrard Base for Automatic 
Changer (Walnut and Ebony 
Color with Silver Trim)   4.95 

• Garrard Molded Plastic Dust 
Cover for Changer   4.95 

• 2-Lafayette Famous "Criterion 
50" Wide-Range 2- Way Book-
shelf and/or Floor Speaker 
Systems (Oiled Walnut) ..... _  59.90 

-- --
Total 274.20 

Lafayette Cat. No. 680  23 For Complete Index See Pages 45.5-458 



FISHER. New Stereophonic Solid State Receivers 
Featuring Microcircuitry 

Only 

254" less case 

No Money Down 

MUSIC POWER - IHF 

70 WATTS r& 4 OHMS 

NEW! Model 200-T 70 WATT FM STEREO RECEIVER with MICROCIRCUITRY 

• Integrated Circuits (IC's) 

• Field Effect Transistors (FET's) 

• Muting 

• Tape  Monitoring 

• Exclusive Stereo Beacon 

• Transist-O-GardTm Overload 
Protection Circuit 

New  Model 200-T FM Stereo Receiver with 
microcircuitry, offers everything you need 
on one functional integrated chassis . . 
power, performance, and reliability at a 
moderate cost. You get every solid-state ad-
vancement to assure you of brilliant per-
formance and magnificent stereo hi-ti sound. 
The super-sensitive FM stereo tuner section 
features FET front end circuitry plus ad-
vanced space-age IC's to perform IF ampli-
fication and limiting functions. These IC's 
are comparable to four IF stages, two lim-
iters and a wide-band discriminator. A sep-
arate IC is employed for muting. Stereo 
amplifier section has all vital controls . . 
Volume, Balance, Bass and Treble, plus loud-
ness contour, Muting, Monitor, and Mode 

switches. Has inputs and controls for all 
music sources; 4-position speaker selector 
switch; signal strength tuning meter; and 
stereo indication light. Gold plated front 
panel features pale copper and gold inserts. 
Specifications — Tuner Section. Sensitivity 
(IHF): 2.0.uv; Capture Ratio: 2.5 db; FM 
Stereo Separation: better than 35 db. Ampli• 
tier Section. Music Power (IHF): 70 watts @ 
4 ohms:  Frequency  Response:  20-25,000 
— 2 db; Harmonic Distortion @ 1 kHz: 
0-8%; Power Bandwidth:  22-30,000  Hz. 
15 1/eWx4IN,Hx11 1/2"D. Shpg. wt., 22 lbs. 
21 !I 331811/8 $12.50 Monthly  Net 254.96 
Custom Oiled Walnut Wood Cabinet For 200-1 
21 H 3641W Shpg. wt., 6 lbs.  Net 22.46 

Only 

38 ,46 
g m less case 

No Money Down 

1 MUSIC POWER - IHF 

90 WATTS ' 4 OHMS 

NEW! Model 550-T 90 WATT AM/FM STEREO RECEIVER with MICROCIRCUITRY 

• Integrated Circuits (IC's) 

• Field Effect Transistors (FET's) 

• Six-Position Program Selector 

• Five-Position Mode/Tape-
Monitor Selector 

• Exclusive Stereo Beacon 

• Transist-O-GardTm Overload 
Protection Circuit 

Exciting, all-new Fisher 550-1 90-watt AM/ 
FM stereo receiver. Provides complete ver-
satility and flexibility for the fullest enjoy-
ment of stereo high fidelity sound. Features 
Integrated Circuits and Field Effect Tran-
sistors in the FM tuner section. IC's perform 
the important functions of IF amplification 
and limiting; FET tuner front end has superb 
signal pulling power. An IC also is utilized 
for muting. An AM tuner section with greatly 
improved sensitivity and selectivity is an 
added convenience feature. Fullest compli-
ment of front panel controls: Volume/on-off, 
dual bass and treble, balance controls; easy 
action rocker switches for loudness contour, 
muting, high and low filters. Has 4-way 

speaker selector control, illuminated tuning 
meter, front panel stereo headphone lack, 
and stereo indicator light. Elegant gold-
plated front panel with inlaid walnut tex-
tured upper insert. Specifications — Tuner 
Section. Sensitivity (INF): 1.8µV; Capture 
ratio: 2.0 db: FM Stereo Separation: better 
than 35 db. Amplifier Section. Music Power 
(IHF): 90 watts @ 4 ohms: Frequency Re-
sponse: 10-50.000 Hz :t 2 db; Harmonic Dis-
tortion p 1 kHz: 0.8%; Power Bandwidth: 
20-24,000 Hz,  163/4 Wx51,4,Hx123/4"D. Shpg, 
wt.. 29 lbs 
21 H 3319WX $19 Monthly  Net 382.46 
Custom Oiled Walnut Wood Cabinet for 550-T 
21 14 3642W Shpg. wt., 8 lbs.  Net 22.46 

24  Lafayette Cat. No. 680 Buy Now! Pay Later . . . Use Lafayette's Easy Pay Plan. No Money Down 



--;-2.% FISHER Distinguished Hi-Fl Stereo Receivers 

Only 

280°8 
ess enclosure 

No Money Down 

• "Neo-Synchrode" Front-End with FET 
•• Guard-O-Matic Overload Protection 

Circuit 
• Stereo Beacon Indicates Stereo 

Stations 

_ +Avas—taimiltit, 

• 

• 99 99 9? 99 1, 1, V 12 ,96 Kt. 
E N 5.9 99  104 IQO  "P 7 40 V 

ant': 

Model 220-T 55 WATT SOLID STATE AM/FM STEREO RECEIVER 
An outstanding receiver combining superb AM and FM; FM stereo 
reception facilities, and a powerful 55-watt OKI stereo amplifier 
in a beautifully integrated compact chassis. Features sold state 
circuitry with famous Fisher design. The highly sensitive anc selec-
tive tuner section featuring the exclusive Neo-Synchrode front.end 
with FET, also employs 4 IF stages, 3 limiters, and a wide-band 
ratio detector. The ,time-division multiplex section features the ex-
clusive Fisher Stereo Beacon which automatically switches the set 
to stereo or mono operation in response to the type of signal being 

Only 

3 3 958 

Less enclosure 

No Money Down 

• Super Synchrode Front-end with 3 Sili-
con Field Effect Transistors (F.E.T.) 

• Fisher Stereo Beacon Indicates Stereo 
Broadcasts 

• Direct tape Monitoring Facilities 

Model 500-T 90 WATT SOLID STATE FM STEREO RECEIVER 

received.  24-carat  gold plated  front panel. 4-position selector 
switch (Phono, FM Auto, AM, Aux.), Muting switch for elimination of 
interstation FM noise. Specifications: Music Power (IHF): 55 watts 
@ 4 ohms, 40 watts @ 8 ohms: Power Bandwidth (IHF): 28-30.000 
CPS; Usable Sensitivity (INF): 2.5 my; Harmonic Distortion: 0.5%. 
Dimensions: 15VoWx4'4 0x11"D. Shpg 
21 H 3300W8 $15 monthly 
Walnut wood cabinet for Model 220-T 
21 H 3641W 

wt., 171/2 lbs. 
Net 260.08 

Shpg. wt., 6 lbs. 
Net 

Widely acclaimed FM Stereo Receiver, elegant in appearasce and 
reliable in performance. Features the Super Synchrode font end 
with 3 field effect transistors and the exclusive Guard-O-Matic 
circuit which completely eliminates any possibility of transistor 
damage due to short circuits. Tuner section has in addifizn to the 
Super Synchrode front end. 4 IF stages, 3 limiters, and a wide-
band ratio detector. This circuit provides extreme sensit vity and 
selectivity as well as a high degree of overload capacity to pull in 
the weakest FM signals even under adverse conditions. lhe time-
division multiplex section has the exclusive Stereo Beac)n which 
automatically switches the set to stereo or mono ope•ation in 

Only 

4 2 4 58  
Less enclosure 

No Money Down 

• Super Synchrode Front-End with Field 
Effect Transistors featuring 2 RF 
Stages, 6 Tuned Circuits 

• Exclusive Stereo Beacon—Direct Tape 
Monitor 

STATE FM STEREO RECEIVER Model 700-T 120 WATT SOLID 
A truly superb performing unit, includes all the exclusive features of 
the 500T Stereo Receiver and in addition boasts a power ricrease of 
approximately 30% over the 5001. 120 watts iiHr) @ 4 ohms. and 
100 watts @ 8 ohms. This additional power helps to bring out 
even further the capabilities of the extremely sensitive and selective 
tuner section which includes the Super Synchrode FET front-end 
utilizing 2 RF stages, and 6 tuned circuits. The time-division multi-
plex section includes the exclusive Fisher 4 Diode Coincidence 
Circuit and the Stereo Beacon which automatically switches the set 
to stereo or mono operation in response to the type of signal being 

22.46 

respnnse to the type of signal being received. Provision for tape 
monitoring without changing cable connections. 5 position Program 
Selector (Tape Head. Phono. FM Auto. FM Mono  Aux.) Specifica-
tions: Music Power (IHF): 90 watts @ 4 ohms. 70 watts @ 8 ohms; 
Power Bandwidth (IHF): 22-30,000 cps: Usable sensitivity (IHF) 1.8 
uv:  Harmonic  Distortion less than 0.5%. 163/4Wx51/01x123/4"D. 
Shpg. wt., 26 lbs. 

21 H 3303WX $17 monthly  Net 339.58 

Custom Oiled Walnut Wood Cabinet for 5004. Shpg. wt., 8 lbs. 
21 H 3642W   Net 22.46 

"viwisg worg-Timritimm--a74-'et 

received. 24-carat gold plated front panel with contrasting walnut 
grained and anodized panel ' inserts. Features 3 position speaker 
selector (Main. Remote. Main & Remote). Specifications; Music 
Power (IHF): 120 watts @ 4 ohms. 90 watts @ 8 ohms; Power 
Bandwidth (iHF): 20-24,000 cps, Usable sensitivity (IHF): 1.8 01, Har-
monic Distortion less than 0.5%. 16%Wx123/4Dx51/8"H  Shpg. wt. 
26 lbs. 
21 H 3649WX $22 Monthly  Net 424.58 
Custom Oiled Walnut wood cabinet for 7007. Shpg. wt.. b lbs. 
21 H 3642W  Net  22.46 

Components Are Available on Easy Pay Plan—No Money Down Lafayette Cat. No. 680  25 



Fisher Perfectly Matched Money Saving 
55 WATT FM STEREO MUSIC SYSTEM featuring the NEW FISHER 200-T 

COMPLETE 
SYSTEM 

NEW! FISHER 200-T 

0 0 0 0 0 

Garrard Model 40 

31495 
No Money Down 

Our lowest price for  dazzling Fisher hi-fi stereo mus.c system. 
You save 63.91 from individual component catalog p ices. This 
quality system consists of the new Fisher 200-T 55-watt FM stereo 
receiver with space age microcircuitry (less case), G  d Model 
40 4-speed automatic turntable with Garrard base, choice of 
elliptical cartridge: Pickering V15/ACE-3, Empire 808E, or Shure 
M32E, and 2-Lafayette "Criterion 20/4" speaker systems. All con. 
necting cables are included. Shpg. wt., 70 lbs. 
21 H 3324WXM $17 Monthly  Net 314.95 

YOU SAVE 63.91 
From Individual Catalog Prices 

!,2-Lafayette "Criterion 20A"   
Speaker Systems 

Choice of Elliptical C nudge 

it—gl ei 41'  t Z it 
Puttering E.Oire Shiot 
vI5 ACC 3 M E .1:1 

90 WATT AM/FM STEREO MUSIC SYSTEM 
featuring THE NEW FISHER 550-T 

2-Lafayette "Criterion 100A" 
Speaker Systems 

48995 
No Money Down 
Superb stereo reproduction plus big savings of 75.79 on this 
superb performing stereo hi-fl music system featuring the new 
Fisher 550-T 90-watt AM/FM stereo receiver (less case), Deluxe 
system also includes the new Garrard Model S155 4-speed 
Synchro-Lab  automatic turntable with synchronous motor, base, 
and choice of stereo elliptical cartridge; Pickering 1/15/ACE-3, 
Empire 808E, or Shure M32E, plus 2-Lafayette "Criterion 10011" 
2-speaker, 2-way systems (see page 82 for complete description 
of the "Criterion 100A" speakers). Includes all connecting cable. 
Shpg. wt.. 104 lbs. 
21 H 3325WXM $24 Monthly  Net 489.95 

COMPLETE SYSTEM 

Garrard SL55 

Choice of Elliptical Cartridge 

richer' , 
VIS/OCE.3 

YOU SAVE 75.79 
From Individual Catalog Prices 

120 WATT AM/FM STEREO MUSIC SYSTEM 
featuring the FISHER 700-T 

2-Lafayette "Criterion 200A" 
Speaker Systems 

- 

COMPLETE SYSTEM 

57995 
No Money Down 

Tremendous savings of 108.95. Specially selected for the audio 
connoiseur; each component is one of the manufacturer's finest. 
Consists of Fisher's most powerful FM stereo receiver. the 120-
watt Model 700-T (less case), G a d's deluxe new Model St.65 
4-speed Synchro-Lab automatic turntable with base, choice of 
deluxe elliptical cartridge; Pickering V15-ATE-3, Empire 888E, 
or Shure M44E, and 2-superb performing Lafayette "Criterion 
700A" 3-speaker, 3-way systems (see page 83 for description of 
"Criterion 200A's). With connecting cables. Shpg. wt., 112 lbs. 
21 H 3326WXM $29 Monthly  Net 579.95 

Garrard SL65 

CSOfte OF EllIkKAL GUITRIDGE 

!;'1!::43 
1111  
Shure 
M44E 

11.4 
In,por• 
888E 

YOU SAVE 108.95 
From Individual Catalog Prices 

26  Lafayette Cat. No. 680 Hi-Fl Systems Are Available on Easy Pay Plan—No Money Down 



Stereo Hi-Fi Music Systems Fisher 
55 WATT AM/FM STEREO MUSIC SYSTEM featuring The FISHER 220-T STEREO RECEIVER 

COMPLETE 
SYSTEM 

34995 
YOU SAVE 69.45 
From Individual Catalog Prices 

No Money Down 

Money saving system that lets you enjoy the thrill of beautiful 
stereo music reproduction! Consists of the Fisher 220-7 solid 
state 55 watt AM! FM stereo receiver (less case), Garrard 
40MKII 4-speed automatic turntable with Garrard base, ctoice 
of elliptical stereo cartridge: Pickering V15/ACE-3, Empire 808E. 
or Shure M32E, and 2-Lafayette "Criterion 50" 2-way bookshelf 
speaker systems (see page 81 for complete description of 'Cri-
terion 50's"). Includes connecting cables. Shpg. wt., 86 lbs. 
21 H 3322WXM $19 Monthly    Net 3L9.95 

OE M 

2-"Criterion 50" 
Sp aaker Systems 

Choice of Elliptical Cartridge 
- . 

1  1 X  
PlciArrol, I mpirg Shure 
VI5 ACE 3 SOU MIN IGarrard Model 40MIKII 

90 WATT FM STEREO MUSIC SYSTEM featuring THE FISHER 500T FM STEREO RECEIVER 

COMPLETE 
SYSTEM 

44995 YOU SAVE 83.93 
From Individual Catalog Prices 

No Money Down 

Save 83.93 on this Magnificent stereo system featuring the 
widely acclaimed Fisher 500-7 90 watt FM stereo receiver (less 
case), new Garrard Model SL55- 4-speed Synchro-Lab* autcmatic 
turntable with Garrard base, choice of elliptical stereo cartidge: 
Pickering V15/ACE-3, Empire 808E, or Shure M32E, aid 2-
Lafayette "Criterion 150" 10— 2-way Acoustic Suspension speaker 
systems (see page 84 for complete description of "Criterion 
150"). All connecting cables included. Shpg. wt., 96 lbs. 
21 H 3323WXM $23 Monthly   Net 449.95 

New Garrard SL55 

Fisher 500-T 

2-"Criterion 150" 
Speaker Systems 

Choice ot Elliptical Cartridge r 

1 I • 
PKIke, ,,, , I re !Aare 
'̀IS, ACI 3 8041 YIN 

FAMOUS K-10 "SPACEXPAN3ER" ELECTRONIC REVERBERATION SYSTEM 

add a new dramatic sound to 
your listening pleasure with 
one simple control. 

Add concert hall realism to your listening area. Supplies the 
reverberation normally heard in an acoustically perfect concert 
hall. Samples sound output from amplifier, and reinjects the 
sattie sound after a short time delay thus adding the reverbe-
ration effect. May be used with any mono or stereo home music 
system using separate pre-amplifiers or tape monitorirg facili-
ties. Connects to any signal from 0.2 to 5.0 volts. S'mple to 
operate and easy to install. Tubes: 2.12AX7, 1-7247 plus a 
selenium ratifier. Size: 91A.Lel ,K. M67/8"H. Shoe. wt.. 8 lbs 
21 H 3650 $5 monthly   ri?t 71.55 

7155 
No Money Down 

t 
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Fisher 
HI-Fl COMPONENTS 

Solid State Stereo Amplifiers and Tuners 
New! TX-1000 120 WATT LABORATORY-STANDARD 

STEREO CONTROL AMPLIFIER 

_ _  _ _ _ _ 

ui  • • 

a 

Only 29746 • 
No Money Down  Less Case 

3-Position Pushbutton 
Speaker Selector 

New! TX-1000 stereo master control amplifier provides 120 watts 
at 4 ohms (IHF) undistorted power —enough reserve to drive 
sound systems in the largest auditoriums and theaters. The 
TX-1000 features pushbutton controls for selection of remote, 
main, or center channel speakers; low filter, high filters 1 and 2; 
and loudness contour. Six position program selector permits choice 
of microphone, tape, phono, tuner plus Aux., 1 and 2 for input of 
other program sources. Tape monitoring facilities. Added con-
veniences include front panel jacks for tape and phones, plus a 
center channel power output to drive a "Third" or remote speaker 
system. Specifications--Power output: (IHF) 120 watts RMS @ 
1 kHz; HD @ 1 kHz: 0.5%; IM Distortion: 60/7000 Hz. each chan-
nel @ rated power: 0.8%; Power Bandwidth: (IHF) 22-24,000 Hz; 
Sensitivity @ 4 ohms: Phono low 2 my, Phono high 7.5 mv; Tuner 
200 mv; Tape HD 1.8 my. Size 15 1/0/x411{,Hx123/4"D. 
21 H 3320WX $15 Monthly. Shpg. wt., 24 tbs.  Net 291.46 

21 H 3641W  Oiled Walnut Wood Cabinet. Wt.. 6 lbs. Net  22.46 

NEW! MODEL TX-100 65 WATT  Model P.2006 5-Band 
STEREO CONTROL AMPLIFIER  AM/FM/FM STEREO SW TUNER 

L i I: II cm; i 

Only  16107 
High-quality all transistor control amplifier. 
Delivers 65 watts @ 4 ohms (IHF) pure music 
power. Features exclusive Fisher Direct Tape 
Monitor; 4-position program selector (Tape 
HD., Phono, Tuner, Aux.); 2-position Mode 
selector (Mono/Stereo); as well as matched 
volume, balance, dual bass and treble con-
trols, and loudness contour switch. Front 
panel headphone jack  has  main/remote 
speaker switch for private listening. Speci-
fication —HD @ 4 ohms 0.5%; Frequency 
Response: (IHF) 10-20,000 Hz ± 2db; Size: 
15'.Wx4,30x12,X."D. Shpg. wt., 21 lbs. 
21 H 3321WX $9 Monthly   Net 161.07 

Less Enclosure 
No Money Down 

Oil Walnut Wood Cabinet for TX•100 
21 H 3641W  Wt., 6 lbs. ...  Net  22.46 

Only 2 9 708 Less Enclosure 
No Money Down 

Deluxe, high quality, 5-band tuner offering 
a broad coverage of world-wide entertain-
ment programs. Incorporates superb recep-
tion facilities for FM/FM stereo, and 4-AM 
broadcast bands: Covers FM broadcast band 
87.5-108Mc; AM: Medium Wave 0.51-1.63Mc, 
tong Wave 0.15-0.35MC; Shortwave 7.0-16.5 
Mc, Shortwave (49 Meter) 5.9-6.3Mc. FM 
Sensitivity:  1.8,uv; AM/Multi-Band section 
features tuned RF stage. Also has exclusive 
stereo beacon, 3-position inter-station mut-
ing control, illuminated d'Arsonn,a1 tuning 
meter, AM ferrite antenna for MW and SW. 
151/8W44 ,3i.Hx11 7/u"D. Shpg. wt., 183/4 lbs. 
21 H 3307W1 $15 Monthly Net 297.08 
Custom Oiled Walnut Cabinet for R-200B. 
21 H 3641W Wt., 6 lbs. Net 22.46 

TFM-1000 LABORATORY 
STANDARD FM STEREO TUNER 

°n'424 50 
The finest tuner from Fisher! Features ex-
clusive "Super•Synchrode" FET front end 
with 2-RF stages. 4-Rang variable and 6-
tuned circuits for extremely high overload 
capability, selectivity and spurious response 
rejection. 10 MHz wide limiter and detector 
circuit virtually eliminates distortion and 
drift. Other outstanding features include: 
5-IF stages, 4-limiters, foolproof multiplex 
circuit. "Stereo Beacon." clear signal indi-
cator. illuminated d'Arsonval tuning meter, 
7" dial scale, front-panel tape and head-
phone  jacks.  Sensitivity:  1.84o; Capture 
Ratio: 0.6db  (IHF).  163/4Wx5,A,Hx117/8"D. 
Shpg. wt.. 20 lbs. 
21 H 3308WX $22 Monthly  Net 424.50 
Oiled Walnut Cabinet for TFM-1000. 
21 H 3642W Shpg. wt., 8 lbs. Net 22.46 

Less Enclosure 
No Money Down 

Easy to Build Hi-Fl Kits by Fisher 

KX-100  50-WATT  STEREO  MASTER  AUDIO 
CONTROL AMPLIFIER KIT. Features  unique 
StrataKit assembly designed to eliminate 
possibility of error. Uses 4 newly designed 
7868 power output tubes. Fourteen front 
panel controls including sharp cutoff high 
frequency  filter,  tape  monitor,  loudness 
contour switch, tape and phono equalization. 
distortion: Harmonic 0.5%; IM 1.0%; Fre-
quency response: 20-20,000 cps; Hum and 
noise level —80 db; Stereo separation: 50 
db. Facilities for direct connection of center 
channel  speaker,  front panel  headphone 
jack. 10 tubes, 2 silicon diodes. Dimen-
sions: 151/04449 0x11 7/8"0. Shpg. wt.. 24 
lbs-Less Cabinet. 
21 H 3627WX $6.50 monthly  Net 116.55 

Oiled Walnut Cabinet for KX-1CO. Wt. 6 lbs. 
21 H 3610W    Net  22.46 

KX-90 40 WATT STEREO CONTROL AMPLIFIER 
KIT. Superb audio quality and ease of oper-
ation! Front panel controls include: Input 
Selector; Mode Selector; Left/Right Bass; 
Left/Right Treble; Balance; Vo:ume (includ-
ing AC off). Switches: Tape Monitor; Speak-
ers: High Filter; Loudness Contour. Specifi-
cations: IHFM power output; 40 watts; IM 
distortion: less than .8%; Frequency re-
sponse: 20-20.000 cps t 1.5 db; Hum and 
noise: — 50 db; Bass variation: 15 db at 50 
CPS; Treble variation 16 db at 10 KC. Front 
panel headphone jack. For 105-120 VAC. 
50/60  cycles.  115  watts.  Dimensions: 
15 ,,,Wx4,30x1178"D. Shpg., wt. 29 lbs. 
Less Cabinet . 
21 H 3685WX $5 monthly Net 89.55 

Oiled Walnut Wood Cabinet for KX-90 
21 H 3641W  Shpg. wt., 6 lbs. Net 22.46 

KM-6O FM STEREO TUNER KIT. With its wide 
band design and 1.8 microvolt IHF sensi-
tivity this  high quality stereo multiplex 
tuner delivers superb reception, even in 
fringe areas. Kit features pre-aligned front-
end and multiplex sections, Stereo Beam 
multiplex indicator, d'Arsonval  meter for 
center-of-channel  tuning. 4 IF stages,  2 
limiters, individual level control for each 
channel. Specifications: Sensitivity: .6 My 
at  20 db  quieting;  Signal-to-noise  ratio: 
70 db  (100%  modulation);  Frequency re-
sponse: •=1 db 20-15,000 cps. 11 tubes. 12 
diodes. Complete with ' lustrated manual. 
Dimensions:  ,14x13"D. Shpg. wt.. 
18 lbs, Less cabi 
21 H 3624WX $8 ifionthly  Net 143.55 
Oiled Walnut Wood Cabinet 1dj KM-60. 
Wt. 6 lbs. 
21 N 3610W v \  Net 22.46 
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SCOTT Solid State FM Stereo Receivers 

255 1 
Only 

Less Enclosure 

No Money Down 

<11-1 

Music Power: 65 Wa:ts @ 4 Ohms, 50 Watts @ 8 Ohms 

NEW! MODEL 3426 65-WATT SOLID STATE FM STEREO RECEIVER 

• Field Effect Transistor (FET) Front End 
• Direct Coupled Silicon Output 
• Stereo Indicator Light 

New, improved version of the best selling series of 342 FM Stereo 
Receivers now with Integrated Circuits (IC's), main/remote speaker 
switching, noise filter, and a new decorator vinyl dial face. Inte-
grated Circuits plus FET front end in the tuner section provides 
increased selectivity, and virtually eliminates interference from 
nearby stations or other noise sources. Through the use of direct 
coupled silicon outputs the amplifier section delivers 65 wEtts (lHF) 
of clean, natural sound. Also features: Scott's patented time switch-
ing multiplex circuit which automatically switches the tuner to 
stereo operation; precision signal strength tuning meter; and stereo 
indicator light. All new decorator styled ebony color vinyl dial face 
shows dial calibrations and markings only when the unit power 

NEW! MODEL 344C 90 WATT 
SOLID STATE FM STEREO RECEIVER 

NEW! MODEL 3486 120 WATT 
SOLID STATE FM STEREO RECEIVER 

Only 

339 95 
Less Enclosure 

No Money Down 

• Music Power: 90 Watts @ 4 Ohms 
• Integrated Circuits (IC) 
• Field Effect (FET) Front End 
• Tape Monitoring Facilities 

High quality FM stereo receiver with exclusive Scott silver plated. 
Field Effect Transistor front-end for maximum sensitivit! with min-
imum interference. Features Integrated Circuit (IC) IF strip, and 
a new ebony color decorator styled face plate that conceals the dial 
scale markings until the power is switched on.Ovnaural muting con-
trol,compiete tape monitoring facilities. Specifications: Sensitivity, 
1.7µv; Frequency Response. 18-25.000 Hz; t 1.0  db. Size: 51/2x 
17 1/2 x137/e-D. For 117 VAC 60 cps. Shpg. wt. 25 lbs. 
21 H 5422WX $17 Monthly . Net 339.95 
Oiled Walnut Wood Cabinet for 344C. Shpg. wt., 8 lbs. 
21 H 6063W   Net  26.95 

Buy Now! Pay Later   . . Use Lafayette's Easy Pay Plan 

• Integrated Circuit (IC) IF Strip 
• Precision Signal Strength Meter 
• Front Panel Headphone Jack 

switch is "on." Controls include tape monitor; stereo balance, bass, 
treble, and volume; dual speaker switches to select main-remote-or 
both sets of speakers, or allow  all speakers to be turned off for 
headphone listening. Front panel stereo headphone output. Specifica-
tions: Sensitivity. 2.0 1.0/: Selectivity. 42 db; Capture Ratio, 2.5 db. 
Cross Modulation Rejection. 80 db; Stereo Separation, 40 db; Power 
Bandwidth, 25-20.000 Hz; Frequency Response, 18-25,000 Hz. Size: 
43/8"Hx15-Wx13"D. For 117 VAC 60 cps. Shpg. Wt. 25 lbs. 
21 H 5421WX $12.50 Monthly   Net 255.00 

Oiled Walnut Wood Cabinet for 3428. Shpg. wt.. 6 lbs. 
21 H 6024W   Net  22.50 

Only  • 

424 95 • 
• 

Less Enclosure 
No Money Down 

For the connoisseur who desires superb performance! The Scott 
348B offers features normally found only in broadcast monitoring 
equipment--Dynaural  muting control, complete tape monitoring fa-
cilities. professional signal strength meter for precise FM tuning, 
patented time switching multiplex automatically and silently switch-
es to stereo when tuned to a stereo station, dual front panel micro-
phone jacks. Specifications: Sensitivity, 1.5 Ox; Selectivity 46 db: 
Capture Ratio, 1.9 db; Signal-to-noise ratio, 65 db; Power band-
width, 20-20,000 Hz; Frequency Response, 15-30,000 Hz. Size : 51/2x 
17 1/2x13 1/8"D. For 117 VAC 60 cps. Shpg. Wt. 25 lbs. 
21 H 5423WX $22 Monthly Net 424.95 
Oiled Walnut Wood Cabinet for 3480. Shpg. wt., 8 lbs 
21 H 6063W  Net  26.95 

Music Power: 120 Watts @ 4 Ohms 
3-FET Front End 
Integrated Circuits (IC's) 
Computer Type Pushbutton 
Switches 

No Money Down Lafayette Cat. No. 680  29 



S C( )rl'rl'6 Solid State AM/FM Stereo Receivers 

36995 
Less Enclosure 

No Down Payment 

Music Power: 
90 Watts @ 4 ohms 
70 Watts @ 8 ohms 

NEW MODEL 384 90 WATT SOLID STATE AM/FM STEREO RECEIVER 

• Field Effect Transistor (FET) Front End 
• Complete Tape Monitoring Facilities 
• Professional Signal Strength Meter 

Expertly engineered stereo receiver combines a superb AM/FM 
tuner with a powerful 90 watt solid state amplifier on one hand-
some chassis. Features Field Effect Transistor (FET) silver plated 
front end for outstanding FM sensitivity, and integrated circuit (IC) 
IF strip with built-in noise limiter for extra sharp selectivity. The 
superb AM section boasts Scott's patented wideband automatic 
variable bandwidth AM tuner for outstanding AM reception with a 
minimum of interference. Professional signal strength meter and 
stereo indicator light assure precise, accurate tuning. Has com-
plete tape monitoring facilities, front panel headphone jack, and 
front panel Mike/Guitar inputs in addition to a full array of con-
trols. Handy computer type pushbutton switches include loudness 
compensation, mode, and tape monitor switches, muting,  noise 

NEW MODEL 382B 65 WATT 
SOLID STATE AM/FM STEREO RECEIVER 

2850° FMiuesldic•     EPffoewc et ra6n5s iWstaotrt s( g•  T4) oFhromnst 
End 

Less Enclosure  • Stereo Indicator Light 
No Money Down 

• Front Panel Headphone Jack 

Scott's lowest priced, quality AM/FM Stereo Receiver. Features 
patented automatic variable bandwidth AM tuner and Field Effect 
Transistor (FE!) FM front end with built-in noise filter to virtually 
eliminate interference from strong nearby stations or other noise 
sources. Direct coupled silicon outputs eliminate power robbing 
frequency limiting transformers. Has stereo indicator light and 
precision tuning meter. Full array of controls include separate 
bass and treble for each channel, dual speaker switches, and full 
tape monitoring facilities. Usable Sensitivity: 2.0 CV.  Signal to 
Noise Ratio: 60 db. Frequency Response: 18-25,000 Hz. Harmonic 
Distortion, 0.8%. 43/8Hx15Wx15"D.  For 117VAC, 60 cps. 
21 H 5425W8 Shpg. Wt. 19 lbs.  $15.00 Monthly__ Net 285.00 
Oiled Walnut Wood Cabinet for Model 302B. 
21 H 6024W  Shpg. Wt. 6 lbs.  $15.00 Monthly Net 22.50 

• Integrated Circuit (IC) IF Strip 
• Dynaural Interstation Muting 
• Wideband Automatic Variable Bandwidth AM Tuner 

filter, 3nd dual speaker switches for main, remote, or both oper-
ation. Also has 7 position stereo selector, balance, and separate 
bass and treble for each channel. Large, easy to read, illuminated 
slide rule tuning dial and handsome new "blackout" styling pre-
sent a clean, modernistic appearance whether the unit is off or 
on. Specifications:  Usable  FM  Sensitivity:  1.7  Av.  Selectivity: 
46 db. Capture Ratio: 2.2 db. Cross Modulation Rejection: 90 db. 
Power, 90 Watts @ 4 ohms. Frequency Response: 15-30.000 Hz. 
Harmonic Distortion: 0.8%. Dimensions: 51/211x171/2Wx16"D.  For 
117VAC GO cps. Shop. wt., 26 lbs. 
21 H 5424W8 $19.00 Monthly   Net 369.95 
Oiled Walnut Cabinet for Model 384. Shpg. wt., 8 lbs. 
21 H 6063W8     Net 26.95 

NEW MODEL 3886 120 WATT 
SOLID STATE AM/FM STEREO RECEIVER 

454 95; 
Less Enclosure 
No Money Down 

Three Field Effect Transistor Front 
End 

Integrated Circuit (IF) Strip 
Computer Type Pushbutton 
Switches 

• Complete Tape Monitoring 
Facilities 

Powerful new AM/FM stereo receiver consists of a magnificently 
performing 120 watt IHF @ 4 ohms stereo amplifier, and a super 
sensitive AM FM stereo tuner with exclusive silver plated 3 FET 
front end and patented wideband AM tuner on one compact chas-
sis. Includes many professional features including Dynaural mut-
ing contro, professional signal strength meter, and patented time 
switching multiplex. with stereo indicator light. Has every control 
for complete operating convenience —Features Dual Speaker Switch-
ing. Usable Sensitivity: 1.5 vv. Signal-to-noise ratio, 65 db. Freq. 
Response,  15-30,000 Hz. Har. Dist. 0.8%. 51/2Hx17 1/2Wx15743"D. 
For 117VAC 60 cps. 
21 If 5426WX  Shpg. Wt. 26 lbs.  $23.00 Monthly  Net 454.00 
Oiled Walnut Cabinet for Model  3868  Shpg.  Wt.  8 lbs. 
21 H 6063W  Net 26.95 
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Deluxe Stereo  Music Systems 
FEATURING SCOTT, GARRARD AND LAFAYETTE COMPONENTS 

65 WATT FM STEREO PHONO SYSTEM FEATURING SCOTT 3426 RECEIVER 

Complete 

System  YOU SAVE 68.45 

3 2 495  
From Individual Catalog Prices 

A superb selection of stereo components make up this outstand-
ing system--and you get a big savings of 68.45 from individual 
catalog prices. Features the new Scott 3248 65-watt FM stereo 
receiver (less enclosure); Garrard Model 40 MK-II 4-speed auto-
matic turntable with deluxe Garrard base; choice of elliptical 
stereo cartridge: Pickering V15,"ACE-3, Empire' 808E, or Shure 
M32E; and 2 Lafayette Criterion 50 2-way speaker systems (see 
page 81 for complete description of the Criterion 50's). All connect-
ing cables included. Shpg. wt., 86 lbs. 
21 II 5439 WXM. $17 monthly  324.95 

Choice of Elliptical Cartridges 

t 

Pickering 
V 15-ACE-3 

W t 
Empire 
808E 

1 117 
Shure 
M32E 

Garrard 
40 MK-II 

Allibiampoimmommomilin& 

181, 
Scott 3248 FM Stereo Receiver 

2 Lafayette Cri erion 50 
Speaker Systems 

U11 WAI I FM SU M PHLINU SYSILM 

FEATURING SCOTT 344C RECEIVER 

ogle 

2 Lafayette Criterion 100A 
Speaker Systems 

Scott 344C FM Stereo Receiver Complete 
System 

43995 
An outstanding system featuring magnificent components, thrilling 
stereo realism, and tremendous savings of 83.28. Deluxe system 
consists of new Scott 344C 90 watt FM stereo receiver (less 
mclosure); new Garrard Model SL55 4-speed synchro-Lab automatic 
turntable with deluxe base; choice of Elliptical stereo cartridge: 
Pickering V15/ACE-3, Empire 808E, or Shure M32E; and 2 lkayette 
Criterion 100A speaker systems (see page 82 for complete de-:cription 
f the Criterion 100's) All connecting cables are included 
21 H 54311WXM Shpg. wt., 100 lbs. $22 monthly  Ne ) 439.95 

_ _ _ 

Garrard Model SL-55 

Choice of Elliptical Cartridges 1 

Pickering 
V15/ACE-3 

4 
Empire 
804E 

YOU SAVE 83.28 
From Individual Catalog Prices 

Shure 
M32E  4 

90 WATT AM-FM STEREO PHONO SYSTEM 
FEATURING SCOTT 384 RECEIVER 

cat. Garrard Model SL65 

Choice of Elliptical Cartridges 

2 Lafayette Criterion 150  11--ma_ik 
Speaker Systems 

Pickering 
V15/ATE-3 

Empire 
888E 

4 111 

Shure 
M441 

-1 n o n-• 

Complete 
System 

Scott 3134 AM/FM Stereo Receiver 

YOU SAVE 94.30 499 9 5  From Individual Catalog Prices 

Spectacular performance and savings when you buy this superb per-
forming Hi Fi Music System. Features Scotts powerful new Model 384 
90 watt AM-FM stereo receiver (less enclosure), new deluxe Garrard 
Model SL65 4-speed synchro-Lab automatic turntable and deluxe 
base, choice of. outstanding stereo elliptical cartridge: Pickering 
V15/ATE-3, Empire 888E, or Shure M-441; and 2 Lafayette Criterion 
150 Acoustic suspension speaker systems (see page 884 for complete 
description of the Criterion 150's). All connecting cables are included 
11 U CA VIVI CIA Ch.,"  tat  lflA lhc  t7A mnnthlv  Nat A04 44 
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m SCOTT 

NEW MODEL 299F 65 WATT SOLID STATE 
STEREO AMPLIFIER 
• 65 Watts IHF @ 4 ohms 

less enclosure  • Tape Monitoring Facilities 
No Money Do wn •  Dual Speaker Switching 
Powerful 65 watt solid state amplifier features rugged direct 
coupled all  silicon circuits, and modular  type printed circuit 
boards for  maximum reliability,  low  distortion.  Has  complete 
facilities for tape monitoring, dual speaker switching for remote. 
main-or both operation, and a headphone jack.  Full range of 
control functions including separate bass and  treble for each 
channel, and a scratch filter. Frequency response: 18-25,C00 Hz. 
Harmonic Distortion: 0.8%. Hum and Noise: -55 db.  Vim. 
43/8"Hx15'Wx13"D. For 117 VAC 60 cps. Shpg. Wt. 12 lbs. 
21 H 5429WX $9.00 Monthly . Net 169.95 
Metal Case for Model 299F Shpg. wt., 5 lbs. 
21 H 6009W  Net 12.50 
Walnut Wood Case for Model 299F Shpg. wt., 6 lbs. 
21 H 6024W  Net 22.50 

0.11, 

lor 

NEW MODEL 315B SOLID STATE 
FM STEREOPHONIC TUNER 

• Field Effect Transistor Front End 
less enclosure  • Integrated Circuit (IC) IF Strip 

No Money Down • Stereo Indicator Light 
High quality FM stereo tuner featuring Scott's exclusive silver 
plated front end and famous IC IF strip for increased sensitivity. 
FET's virtually eliminate annoying interference and provide free-
dom from drift. Has precision signal strength meter for accurate 
station tuning and Scott-patented time switching multiplex circuit. 
Usable sensitivity: 2.0 Av. signal to noise ratio. 60 DB. Cross 
modulation rejection: 80 DB.  Capture ratio: 2.5 DO.  4341'11x 
15-Wx13-1). 
21 H 5427WX Shpg. wt., 12 lbs. $9.00 Monthly    Net 169.95 
Metal case for 3158. Shpg. wt. 5 lbs. 
21 H 6009W 
Walnut wood case for 31513. Shpg. wt. 6 lbs. 
21 It 6024W 

16995 

Stereo Amplifiers And Tuners 

169'5 

Complete 
System  As low as 

Net 12.50 

Net 22.50 

111IF 

24995 
NEW DELUXE MODEL 2606 120 WATT SOLID 

STATE STEREO AMPLIFIER 

• 120 Watt IHF @ 4 ohms 
less enclosure  • Tape Monitoring Facilities 

No Money Down  • Dual Speaker Switching 
Superbly engineered and constructed solid state stereo amplifier. 
Features a multitude of modern conveniences -computer type push-
button switches, complete tape monitoring facilities, dual front 
panel microphone inputs, and dual speaker selector switch for 
main and/or remote operation. Wide range of control functions 
including tone control by-pass switch for absolutely flat response. 
Direct Coupled Silicon outputs. Response:  15-30K Hz. Harmonic 
Distortion: .8%. Hum and noisc: -55 db.Dim 43/8"Hx15-Wx12 1/2"D. 
For 117 VAC 60 cps. Shpg. wt. 18 lbs. 
21 H 5430WX $12.50 Monthly 
Metal Case for Model 2608. Shpg. wt., 5 lbs. 
21 H 6009W  Net 12.50 
Walnut Wood Case for Model 26013. Shpg. wt., 6 lbs. 
21 H 6024W    

Net 249.95 

Net 22.50 

NEW DELUXE MODEL 3120 SOLID STATE 
FM STEREOPHONIC TUNER 26995  T  Focroi rnctu tn di F Strip 

less enclosure  • Three-Way Tuning Meter 
No Money Down • Dvnaural Muting Control 
Scott's finest tuner featuring the silver plated. FET front end and 
IC IF strip for maximum sensitivity with minimum interference. 
3-way meter allows you to monitor signal strength, multipath and 
center  tuning.  Has  computer  type  pushbutton  switches  and 
patented  time  switching  multiplex  circuit.  Usable  sensitivity: 
1.5 Av. Signal to noise ratio: 65 db. Cross modulation rejection: 
43/4 "Hx15-Wx12 1/2 "D. For 117 VAC 60 cps. Shpg. wt. 13 lbs. 
21 H 5428W5 $13.50 Monthly  Net 269.95 
Metal Case for Model 3120. Shpg. wt., 5 Itn. 
21 H 6009W  Net 12.50 
Walnut Wood Case for Model 3121). Shpg. wt., 6 lbs. 
21 H 6324W  Net 22.50 

MONEY SAYING 65 WATT STEREO PHONO SYSTEMS 
featuring Scott, Garrard, and Lafayette Components 

25495 SAVE up to 7995 
No Money Down 

el a a a Sm. 

SCOTT MODEL 299F 

PICKERING 
V15ACE•3 

GARRARD 
MODEL 40  MKII 

From Individual 
Catalog Prices 

Save 64.30 from individual catalog prices on this top quality 
65 watt stereo phono system consisting of: 
SCOTT MODEL 299F 65-watt solid state stereo amplifier (less case: 
GARRARD  MODEL 40  MKII  4.speed  automatic  stereo  record 
changer with Garrard base. 
PICKERING V15ACE-3 Elliptical stereo cartridge. 
2 LAFAYETTE CRITERION 50 true 2-way bookshelf type speaker 
systems (see page 81 for complete description of Criterion 50's, 
Above system complete with all necessary cables. Shpg. wt 
84 lbs. 
21 H 5431WXM $12.50 Monthly   Net 254.95 
Save 79.25 from individual 
catalog prices. Deluxe sys-
tem as above with addition 
of the  Scott Model 3158 
solid state FM stereo tuner. 
Shpg. wt.. 96 lbs. 
$19 Monthly 
21 H 5432WXM  Net 399.95 

042110  • 
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Deluxe II SCOTT Hi-Fl Kits 

NEW MODEL LT-1126-1 SOLID STATE 
FM STEREOPHONIC TUNER KIT 

NEW MODEL LK606 120 WATT SOLID STATE 
AMPLIFIER KIT 

17995 
less enclosure 

No Money Down 

A superb tuner in easy to build kit form. learn as you build 
manual contains full color wiring diagrams, mistake proof double 
check instructions, and theory of operation. Finished produ:t is a 
fine performer featuring the famous Scott silver plated FET front 
end for maximum sensitivity and low distortion. Has four position 
meter selector switch for signal strength, multtpath center fre-
quency tuning and alignment, and stereo indicator light for positive 
identification of stereo broadcasts. Dynaural* muting control vir-
tually eliminates interstation static, Usable sensitivity:  1.6 Av. 
Signal to no;se ratio: 65 db. Cross modulation rejection: 90 db. 
Dim. 4vs"Hx15-Wx13 1/4"0. For 110 VAC 60 cps. Shpg. wt. 13 lbs. 
21 H 5434WX $9.00 Monthly   Net 179.95 
Metal case for Model LT-1128-1. Shpg. wt., 5 lbs. 
21 H 6009W     Net 12.50 
Walnut wood case for Model LT-1126-1 Shpg wt., 6 lbs  
21 H 6024W     Net 22.50 

NEW MODEL LR-88 SOLID STATE 100 

FET Front End 
Dynaural Muting Control 
Stereo Indicator Light 

Only 2 9 995 

less enclosure 

No Money Down 

• 100 Watt IHF Power @ 4 Ohms 
• FET Front End 
• Integrated Circuit IF Strip 
• Tape Monitoring Facilities 
• Dynaural Muting Control 

17995 
less enclosure 

No Money Down 

Enjoy the advantages of famous Scott quality in economical kit 
form.  The  LK-608  120 Watt  stereo  amplifier  features  direct 
coupled silicon outputs for maximum power and low distortion. 
Step by step instructions with mistake proof cross checks assure 
optimum performance. Has complete tape monitoring facilities, 
bu It-in meter for power monitoring and construction testing, and 
a full range of control functions including a 7 position stereo selector, 
rumble and scratch filters, and separate bass and treble for each 
channel. Specifications: Frequency response: 15-30,000 Hz. Harmonic 
distortion: .8%. Hum and noise: —55db. Dimensions:43/4 "Hx15"Wx 
12 1/2 "0. For 110 VAC 60 cps. Shpg. wt. 21 lbs. 
21 H 5433WX $9.00 Monthly     Net 179.95 
Metal Case for Model LK-60B. Shpg. wt., 5 lbs. 
21 H 6009W    Net 12.50 
Walnut Wood Case for Model LK-6013. Shpg. wt., 6 lbs.  
21 H 60 24W    Net 22.50 

WATT AM/FM STEREO RECEIVER KIT 

• 120 Watts IHF Output @ 4 Ohms 
• Tape Monitoring Facilities 
• Front Panel Headphone Jack 

0 

Superbly performing 100 watt AM/FM stereo receiver kit incorpora-
ting the latest advances in audio and FM stereo engineering. Full 
color easy to follow  instruction manual  has virtually mistake 
proof instructions for the audio connoisseur who wants to build 
his own quality receiver. Features IC IF strip and FET front end 
for maximum sensitivity and minimum interference. Has wideband 
AM with automatic variable bandwidth, dual speaker swrch, dual 

Complete System 

39995 
No Money Down 

Selected for the "do-i -yourselfer" and music lover, 
this deluxe system provides magnificent performance 
-and you also save 79.30 from individual catalog 
prices.Consists of the new Scott 1R88 100-watt AM-FM 
Stereo Receiver less enclosure; Garrard Model 40 
MK/ II 4-speed automatic Turntable with deluxe base; 
Pickering V15/ACE-3 Elliptical Stereo Cartridge; and 
2 superb Lafayette Criterion 150 Acoustic Suspension 
Speaker Systems (see page 84 for complete descrip-
tion of the Criterion ISO's). All connecting cables 
are included. Shpg. wt., 100 lbs. 
21 H 5436WXM $19 Monthly ....  Net 399.95 

Prices & Specifications Subject to Change With:nit Notice. 

1111F 
front panel mike inputs. Response: 15-30 KHz. FM sensitivity: 
1.7 uv. Signal to noise ratio: 65 db. 51/2 "Hx171/2 -Wx16"D. Fcr 110 
VAC 60 cps. Shpg. wt. 28 lbs. 
21 H 5435WX  $15.00 Monthly  Net 299.95 

Oiled Walnut cabinet for LR-88  Shpg. wt. 8 lbs. 
21 H 6063W   

100 WATT AM-FM STEREO PHONO SYSTEM 
featuring Scott LR88 Receiver Kit 

YOU SAVE 7930 
From Individual Catalog Prices Pickering VI5 ACf 3 

Garrard 
Model 40 

Net 26.95 

406111k 

I M , 

AM, 

Scott 1888 

Lafayette Criterion 150 Speaker Systems 
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Quality :DYN AIXOT High Fidelity Components 
PAS-3X STEREO PREAMPLIFIER KIT 

69 
No Money 
Down 

• Complete Stereo Control facilities  $5 Monthly 
• All critical circuits pre-wired at Factory 

Top-performing stereo preamp for use with high quality basic ampli-
fiers includes two independent high gain. low noise preamplifier• 
control channels. All critical circuitry is pre-assembled on 2 printed 
circuit boards. Features -Dyna-Blend" For variable channel separation. 
DC heated tube filaments. Inputs: 3 stereo low level and 4 stereo high 
level. Frequency response: • 0.5 db 10-40,000 cps. Distortion: less 
than .05%. Noise: less than 2 ny. Gain. 60 db at 1000 cps on RIAA, 
20 db on high level. For 110-120V., 50/60 cycles AC. Deluxe gold 
panel. Size, 13x8x4". Shpg. WI., 11 lbs. 
21 H 2301WX PAS-3X Kit.  ..... . Net  69.95 
21 H 2302WX PAS-3XA Wired. $6 Monthly  Net 109.95 

"SCA-35" 35-WATT STEREO INTEGRATED AMPLIFIER KIT 

99" 
No Money Down 

• Full Range of Stereo Inputs 
• Frequency Response 20-20,000 cps  $5 Monthly 

Combines a quality stereo preamplifier with a 35-watt stereo power 
amplifier. Inputs 7 pairs, outputs; tape, 8 and 16 ohm speaker out-
puts, and provision for headphone connection. Frequency Response: 
20-20.000 cps - 0.25 db., IM Distortion: less than 1%. Hum and 
noise. 70 db below rated output. Controls: Input Selector, Volume. 
Bass, Treble. Stereo-Mono Switch, Loudness compensation switch. 
Filter switch, Power switch. For 110-12CV AC. Complete with case. 
deluxe gold panel. Size: 13x10x4". Shpg. wt., 20 lbs. 

21 H 2317WX SCA-35 Kit.   Net  99.95 
21 H 2318WX SCA-35 Wired. 67.50 Monthly Net 139.95 

"STEREO 35- 35-WATT STEREO 
BASIC AMPLIFIER KIT 

High performance at low cost. Power: 17.5 
watts continuous each channel, 45 watts 
IMF Music power (both channels). Response 
• I db 10 to 40,000 cps. Harmonic and IM 
distortion are less than 1% at 17.5 watts 
each channel. Hum and Noise: 80 db below 
17 watts. Damping factor 10. Output im-
pedance: 8, 16 ohms cadmium plated chas-
sis, charcoal brown cover. For 110-120 volts, 
60 cycles AC. Size: 13x51/2x4"H. Shpg. wt., 
19 lbs. 
21 H 2315WX Kit. $5 Monthly  Net 59.95 
21 H 2316WX Wired. $5 Monthly Net 79.95 

"STEREO 10" 70-WATT STEREO BASIC AMPLIFIER KIT 

No Money Down 

$5 Monthly 

• Flat Frequency Response From 10 to 40,000 cps 
• Printed Circuit Boards For Fast, Easy Assembly 

The stereo 70 provides outstanding reproduction, firm bass, and 
smooth natural highs. Delivers 35-watts per channel, Frequency re-
sponse: • 0.5 db from 10 cps to 40,000 cycles. IM distortion: less 
than 1% at 35 watts. Sensitivity 1.3 volts rms input for 35 watts 
output. Hum and Noise: better than 90 db below rated output. Output 
impedance: 4, 8 and 16 ohms. Nickel-finished chass,s; vinyl coated 
charcoal brown cover. For 110-120V 50/60 cycles AC. Size 13Wx6 1'2Hx 
9I3. Shoe. wt., 32 lbs. 
21 H 2303WX Stereo 70/A. Kit,  Net  99.95 
21 H 2304WX Stereo 70/A Wired. $7 Monthly  Net 129.95 

FM-3 FM STEREO TUNER KIT 

•••••• 

C i altil r e 

44:73I 

ni0):-9995  
m 

• 

• Auto atic Stereo Switchi g  No Money Down 
• Rapid, fool-proof assembly  $5 Monthly 
A deluxe FM Stereo tuner designed for flaw ess FM mono or Multiplex 
reception. Offers high sensitivity, selectivity, and separation. Uses 4 
IF limiters. wideband balance bridge discriminator, and time-switch-
ing multiplex system. Features Dyna's "stereomatic" tuning system 
that automatically switches to stereo and signals when multiplex is 
being  received. Kit vers.on  offers  rapid, foolproof  assembly; 
unique circuit design permits simple, yet precise, home alignment 
using the tuning eye alone. Sensitivity: 4 uv. Frequency Response, 
10-40.000 cps •_ 0.5db (before de-emphasis). Separation: 30 db. For 
110-120v 50,60 cycles AC. With deluxe gold panel and brown vinyl 
coated cover. Size 131/7Wx41/2Hx8"D Shpg. wt.. 15 lbs 
21 H 2322WX FM-3 Kit. . 
21 H 2308WX FM-3 Wired. $8 Monthly 

MODEL FM-1 FM TUNER KIT 

gass-C.) 

1; 74.11.95 
The -Dynaturter" offers for top performance 
in near or fringe areas. Can be completely 
aligned without  the  need  for  auxiliary 
equipment or instruments - using only the 
built-in tuner indicator. Tuned RF input pro-
vides 4 microvolt (ItiFM) sensitivity and ex-
cellent rejection of spurious signals.  IM 
DISTORTION: less than 0.5%. 7 tubes plus 
rectifier, tuning eye and 2 diodes. POWER 
REQUIREMENTS: 110-120V. AC. 60 cPs. 13x 
4x8". Shpg. WI.. 12 lbs. 
21 H 2305WX $5 Monthly  Net  74.95 
21 H 2306WX Wired. $6 Monthly Net 109.95 

Net  99.95 
Net 154.95 

OTHER DYNAKIT COMPONENTS 
MODEL FMX-3 MULTIPLEX INTEGRATOR KIT. 
Fits into chassis cutout of FM-1 and converts 
it to fully automatic stereo reception when 
multiplex is broadcast. Channel separation 
30 db. Shpg. wt., 3 lbs. 
21 H 2351  Net 29.95 

MARK IV 40.WATT MONO BASIC AMPLIFIER 
KIT. Ideal match for PAM•1 or PAS-3 Pre 
amps  Response: • 0.5 db from 10-40,000 
cps. IM distortion: Less than 1%. Hum & 
Noise: 90 db down. 4, 8, 16 ohms output. 
With cover 14x5x7"H. Shpg. wt., 23 lbs. 
21 H 2313WX Kit. $5 Monthly  Net 59.95 
Mark IV/A Wired. 
21 H 2314WX 55 Monthly  Net 79.95 
PAM-1 MONO PREAMPLIFIER KIT. Fast print-
ed circuit board construction. Full flexibility 
for all input sources. Response, • 0.5db, 
10 cps to 40KC. IM dist.. less than 0.05% 
at 2V output. 200 to 400 Vdc at 4 ma and 
6 Vac at .75 amps. With baked vinyl coat-
ed cover. 12x6x3. Shpg. WI.. 10 lbs. 
21 H 2352 Kit, $5 Monthly  Net 34.95 
PAM-1/A Wired. 
21 H 2353  5 Monthly  Net 59.95 

34  Lafayette Cat. No, 680 hi-Fl Components Are Available on Easy Pay Plan-No Money Down 



Deluxe New Solid State Components by D Y N AN.071 

PAT 4 
KIT 

8 9 95  
No Money Down 

KIT OR FACTORY WIRED 

PAT-4 
WIRED 

12995 
No Money Down 

PAT-4 STEREO PRE-AMPLIFIER KIT 

• Exclusive Tone Control Circuit (Patent Pending) 
• 8 Silicon Transistors, 2 Diodes 

Deluxe solid state stereo pre-amplifier offering complete control 
facilities for any conceivable stereo or music system sour:e. Fea-
tures exclusive "Dyna Tone Control Circuit" to assure truly flat 
response (Patent Pending). Also features a switch select A high 
frequency filter @ 7. 10, and 15 K c . Plus flat position. SPECIFICA-
TIONS. Freq. Response.  5 db from 5 cps to 100,000 cps. Harmonic 
Distortion less than 0.1 % at 2 volts output between 20 ;pis and 
20,000 cps. IN  less than 0.1 % at 2 volts output; Tone Control 
Range  12 db at 50 cps and 10,000 cps. Noise: less thal 2 my. 
8 silicon Transistors, 2 diodes for 120 or 240 volts 50 or 6C cycles. 
Shpg. wt.. 12 lbs. 
21 H 2325WX PAT-4 Kit $5 Monthly  Ne- 89.95 
21 H 2326WX PAT-4A Factory Wired  Ne: 129.95 

STEREO 120 
KIT 

15995 
No Money Down 

STEREO 120 
WIRED 

19995 
No Money Down 

"STEREO 120" POWER AMP MER—K4T----
• 60 Watts RMS Power Output Per Channel* 
• 15 Transistors, 15 Diodes 

New solid state stereo power amplifier offers superb performance. 
Perfect companion to the PAT-4. No interstage or output transform-
ers are used. Output section uses series-connected push-null power 
transistors. •Power output per channel: 60 watts RMS @ 4 and 8 
ohms, 32 watts at 16 ohms. Features: Electronic protection against 
open circuits or shorts; by means of a current limiting biasing 
circuit. No fuses or circuit breakers are needed. SPECIFICATIONS: 
Frequency Response: 5 cps to 100.000 cps: ±-0.5 db. Harmonic Dis-
tortion: less than 0.5 % at any power level up to 60 watts. IN 
Distortion: less than 0.5% up to 60 watts. Noise: 95 db below rated 
output. 15 Transistors. 15 diodes. Size: 13210 1/2 04". For 120 or 240 
volts. 60 or 50 cps. Shpg. wt., 20 lbs. 
21 H 2323WX Kit $8  Net 159.95 
21 14 2324WX Factory Wired $10  Net 199.95 

HI-Fl TUNER AND AMPLIFIER KIT 

JI M/ 

tt f  fft 
ame 

EICO "CORTINA 3070" SILICON 
SOLID STATE 70-WATT STEREO AMPLIFIER 
• 70 Watts IHF Music Power at 4 ohms; 50 watts 

IHF Music Power at 8 ohms 
• Complete Control Facilities: Tape Monitor, Loud-

ness Contour,  Low and  High  Cut  Filters, 
Balance Control and Speaker Systems Switch 

"All Silicon Solid State Design" offers powerful performance and 
true-to-life  sound.  Delivers  35-watts  of continuous  power  per 
channel (IHF) at 4 ohms Freq. Resoonse: 5-100 000 cps • 1 5 db; 
8-6n 000 cos • 0 5 db. Hum and Noise: 72 db below rated output. 
Input Sensitivity: 4.2 my on magnetic phono; 270 my on auxiliary, 
tuner and tape. Input Impedance: 47k ohm on magnetic plono: 110k 
minimum on other 'flouts. Danish walnut vinyl clad casE. For 105-
130V 50 ,60 cycles AC. Size: 3%,x12x8"D. Shpg. wt.. 71/2 lbs. 
21 H 253711/8 Model 3070 Kit $5 Monthly  Net  89.95 

Model 3o7nw —same as above but factory wired and tested 
21 H 25311WX $7 Monthly  Net 129.95 

EICO "CORTINA 3200" SOLID STATE 
FM/MPX AUTOMATIC STEREO TUNER 

• 13 Transistors, 8 Diodes, 2 Rectifiers 

• Contains 2 RF stages and 5 Tuned Circuits, plus 

a 4-Stage Double-Tuned IF Circuit 

Quality solid state, RF. IF and multiplex circuitry provides excellent 
channel separation and eliminates interference. Noiseless, electronic 
automatic switching automatically indicates stereo (with light). and 
switches to stereo mode. D'Arsonval tuning meter and AFC function. 
Sensitivity: 2.4fly for 30 db quieting. HO,: less than 0.75 %. Fre-
quency Response: 20-15 NO cps -t-1 db. Output Impedance: 5000 
ohms. Antenna Mout: 300 ohms balanced. Danish walnut vinyl case. 
For 105.130V 50/60 cycles AC. Size: 3ti,H212Wx8"D. Shpg. wt., 7 lbs. 
21 H 2540WX Model 3200 Kit $5 Monthly . Net  89.95 

Model 3200W —same as above but factory wired and tested. 
21 H 25411118 $7 Monthly    Net 129.95 
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- Sitel/41006t—'- Solid State Hi Fi Components 

36 9 
No Money Down 

• FET Front End 
• Power Output: 140 Watts 
IHF at 4 Ohms, 100 
Watts IHF at 8 Ohms 

• Noise-Gated Automatic FM 
Stereo/Mono Switching 

DELUXE MODEL S-8800S ALL-SILICON SOLID STATE 140 WATT FM STEREO RECEIVER 

Deluxe Model S-8800S FM Stereo Receiver combines an FET front 
end, 43 silicon transistors, 16 silicon diodes and rectifiers for high 
quality and reliability. Features: Noise Gated Automatic FM Stereo/ 
Mono; Instant indicator-light identification of FM Stereo Program-
ming. Professional Zero-Center D'arsonvai Tuning Meter, "Velvet-
Action" tuning knob for rapid, accurate tuning. Selector Switch for 
phono, tape head. FM stereo and aux. Controls for bass, tri.ble, 
volume and balance. Four rocker switches control tape heao monitor. 
high frequency filter, speaker selection of main or remote speaker 
disconnect, plus jack for stereo headphone. Controls for level adjust-
ment of pre-amplifier and inter-station muting. Specifications: 140 
Watts IHF at 4 ohms, 100 watts IHF at 8 ohms, IM Distortion: 0.1 % 

at 10 watts or less. Power bandwidth: 12-35,000 cp at 1% distortion. 
Sensitivity: Aux 0.2v, phono 1.6mv., tape head 1.2 my. Hum and 
Noise: Aux input -75db, phono -63db. S. N: -70 db, Capture ratio: 
2.2db. Distortion: 1 '3' at 100% modulation. Size: 161/2 W x 140 x 
41/2 "H. Shpg. wt., 26 lbs. 
21 H 6134WX $19 monthly  Net 369.50 
MODEL S-7800S AM. FM STEREO RECEIVER —same as model S-880CS 
but with AM band. Size: 161/2 W x 14D x 41/2"H. Shpg. wt., 27 lbs. 
21 H 6139WX $22 monthly . Net 409.50 
Walnut Tone Leatherette Case for Models S7800S and S8800S. Shpg. 
wt., 8 lbs. 
21 H 6112W    Net  9.00 

DELUXE 140 WATT FM STEREO PHONO SYSTEM 
Featuring Model S-8800S RECEIVER 

4 4 4 

You Save 93.85 
CbAIL 

— I • a -. 1  1 • 

Choice of Elliptical Cartridge 

t'ulk--k 41116b 11111 

Pickering Empire Shure 
V15/ACE-3 808E M32E 

MODEL S-9500AS 50-WATT SILICON 
SOLID STATE STEREO AMPLIFIER 

179 

Garrard S1.55 On Base 

2 Criterion 150's 

50 • 22 Silicon Transistors, 4 Silicon Rectifiers 
• Transformerless Output 

Less Case  • Completely Non-Microphonic 

A deluxe solid-state stereo amplifier for the discriminating music 
listener. Engineered into this compact unit are military-type silicon 
transistors with less heat sensitivity than low cost germanium types; 
transistor short-circuit protection and an extremely low harmonic 
distortion of 1/3% at rated output. Hefty 50-watts of music power. 
Also features phono input noise less than —70db with no micro-
phonics or hum. professional Baxandall tone controls, tape monitor-
ing and tape head playback, stereo headphone, jack and 4-position 
selector switch. Response: 12-35,000 cps. Outputs 4, 8 and 16 ohms. 
Compact 14Wx4 1/2 Hx10"D. For 115-125V. 60 cycles AC. Shpg. wt., 
20 lbs. Less Case. 

21 H 6120WX $9 Monthly  Net 179.50 
Walnut Tone Leatherette Case for Model S-9500AS. 
21 H 6113W  Net  7.50 

177 

Complete System 

46995 
No Money Down 

From Individual Catalog Prices 

Deluxe system for the connoisseur fea-
turing the Sherwood S-8800S FM Stereo 
Receiver (less case), new Garrard model 
SL55 4-speed Synchrolabe Automatic 
Turntable with matching base, choice of 
quality elliptical stereo cartridge: Pick-
ering V15, ACE-3, Empire 808E, or Shute 
M32E, and 2 Lafayette Criterion 150 
10" 2-way acoustic suspension speaker 
systems (see page 84 tor complete de-
scription of Criterion 150's). Complete 
with all connecting cables. Wt., 100 lbs. 
21 H 6142WXM $24 Monthly Net 449.95 

MODEL S-3300S SOLID STATE 
FM STEREOPHONIC TUNER 
50 • All Silicon Solid State Circuitry 

• FM Sensitivity Rated at 1.7mv (IHFI 
Less Case  • 81/4 Inch Expanded Slide-Rule Tuning Scale 

Deluxe  Tuner  features  precision  tuning  with  professional-type 
zero-center FM tuning meter, stereo indicator light, automatic stereo 
selection, and 81,-4 inch expanded slide-rule dial. FM interchannel 
hush for quiet, pleasureable tuning. Front papel controls for FM 
Tuning, Level, Mono 'Automatic Stereo, FM Hush, Stereo Noise Filter, 
Power On, Off. Sensitivity: 1.7ia for 30 db quieting. Size: 101/2 0 x 
4"H. Shpg. wt., 101/2  lbs. 
21 H 6136WX $9.00 Monthly  Net 177.50 
Walnut Tone Leatherette Case For S-3300S. Shpg. wt., 5 lbs. 
21 H 6113W . Net  7.50 
MODEL S2300S. Same as Model 5-330(15, Includes AM broadcast band. 
Size: 14 x 4 x 121/2 "0. Shpg. WI., 15 lbs. 
21 H 6140WX $10 monthly . --  Net 209.50 
Walnut Tone Leatherette Case for S2 *S, stip'. wt., 5 lbs. 
21 H 6116W Net 7.50 
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Nocturne Solid State Stereo Receivers by 
Nocturne Styling gives new elegance to Hi-Fi. 
With  power  turned  off,  the  tuning  scale, 
tuning meter, and stereo indicator of these 
fine  receivers disappear behind a gleaming 

ebony  panel.  Turn  on the  power,  and  the 
receo.ers come to life with the panel lit up 
in a rich amber color. 

NEW! Model 520 70-WATT FM 
STEREOPHONIC RECEIVER 
• MOSFET Front End 
• FM Interchannel Muting 
• Tape Monitor Switch 
• Separate Speaker 

Selector Switch 

Only 

269°° 
Less Case 

No Money Down 

The  Model  520  is a complete  stereophonic  electronic  music 
center  with  a stereo  preamplifier,  powerful  70  watt  stereo 
amplifier. and FM stereo tuner mounted on a handsome chassis. 
Features  new  Nocturne  Styling  and  advanced  new  integrated 
circuits for absolute reliability. MOSFET front end and FN inter• 
channel muting provide noise free reception of even the most 
distant stations. Separate speaker selector permits a choice of 
stereo in one or two rooms, individually or simultaneously. Has 
automatic stereo indicator, illuminated D'Arsonval tunini meter, 

NEW MODEL 210 50-WATT AM/FM 
STEREOPHONIC RECEIVER 

229°° 
Less Case 

No Money Down 

Handsome 50 watt receiver with Nocturne styling plus tile added 
convenience of AM as well as AM/FM stereo listening pleasure. 
The 210 feature an MOSFET front end. FM stereo indicator light, 
and an illuminated D'Arsonval tuning meter for precise FM and 
AM tuning. Also has two separate speaker selector swi:ches for 
choice of stereo in 2 rooms, tape monitor, and headphone re-
ceptacle. Power:  50 watts IHF. Frequency Response: 10-23,000 
cps at full power. Harmonic Distortion: less than 1%. Usable FM 
sensitivity: 2.7 µV IHF. 144(41Vx41/2-11x13 1/4 "D. Shpg. wt.. 20 lbs. 
21 II 4272WX $11.50 Monthly Net 229.00 
21 H 4275W Oiled Walnut Enclosure for 210. Wt 10 lbs. Net  21.25 

• MOSFET Front End 
• Tape Monitor Switch 

• FM Stereo Indicator Switch 

tape  monitor  switch,  and  stereo  headphone  jack.  Power:  70 
watts  IHF. Freq.  Response: 8-40,000 cps at  rated power.  FM 
sensitivity) 1.95 uv. Harmonic Distortion: less than .8%. 15.;,-Wx 
12 1/2"Dx454"H. 
21 H 4270WX Shpg. Wt. 21 lbs.  $13.50 Monthly  Net 269.00 
Model 530. 70-Watt AM-FM 5f.reo Receiver. Identical to Model 
520, but with MOSFET AM circuit. Shpg. Wt. 23 lbs. 
21 H 4271WX  $15.00  Monthly  Net 299.00 
21 11 4274W Oiled Walnut Enclosure for 520 and 530  Net 

314°° 
Less case 

No Money Down 

Powerful new 80 watt FM stereo receiver engineered to provide 
truly fine tonal response. The 720 has every modern convenience 
for operating simplicity, beautiful Nocturne styling, aid a new 
MOSFET front end that pulls in hard to get stations with an 
outstanding  1.8 v  sensitivity.  Features  illuminated  D'Arsonval 
tuning meter, stereo indicator, tape monitor, and two speaker 
selector switches for choice of stereo in 2 rooms. Power: 80 
watts IHF. Freq. Response: 8-40,000 cps at rated power. Harmonic 
distortion: less than .8%. 161,4-Wx5"Hx114/4"D. 
21 11 4273WX Shpg. wt. 26 lbs. $17.00 Monthly  Net 314.00 
21 H 4244W Oil Walnut enclosure for 720. Wt. 10 lb. Net 25.50 

25.50 

NEW MODEL 720 80-WATT FM 
STEREOPHONIC RECEIVER 

• MOSFET Front End 
• FM Interchannel Muting 
• 80-Watt IHF Power 

70-WATT FM STEREO PHONO SYSTEM featuring the MODEL 520 Receiver 

Complete 

YOU SAVE 6835 339  
From Individual Catalog Prices  95 

System 

Quality 70 watt FM Stereo Phono System 
consisting of deluxe Harmon Kardon Model 
520 70-watt FM stereo Receiver (less en-
closure),  Garrard Model 40MK•Il  4-speed 
automatic record changer with official Gar-
rard  simulated  ebony and  walnut base, 
choice of elliptical stereo cartridge: Pick-
ering V15/ACE-3. Empire 808E  or Shure 
M32, and lastly 2 Lafayette Criterion 50 
True 2-way speaker systems (see Page 81 
for complete description of the Criterion 
50's). Shpg. wt.. 95 lbs. 
21 11 4276WXM $19 Monthly  Net 339.95 

No Money 
Down 

CHOICE OF 
ELLIPTICAL 
STEREO 

CARTRIDGE 

Harmon Kardon 
Model 520 

Garrard  Model 
2Criterion 50 speaker systems  40MK-I I 

Hi-Fi Systems Are Available on Easy Pay Plar,—No Money Down Lafayette Cat. No. 680  37 



Superb Quality Hi-Fl Components 

Only 595  
Less Cabinet 

0 0  No Money 
Down 

• Power Output At 4 or 8 Ohms 
35 Watts RMS Per Channel 
From 20 Hz To 20 KHz 
(Both Channels Operating 
Simultaneously) 

MODEL 71 SOLID STATE STEREO 
PREAMPLIFIER CONSOLE 

• 
• 

• Tape Play/Tape Copy Switch 

• Center Channel Output 
• Selector Switch With Automatic Equalization 
Deluxe self-powered solid state stereo preamplifier combines new 
methods of solid state application developed by Marantz engineers 
with remarkable Marantz quality construction for complete versatility 
and ease of operation. Deluxe features include: 2 front panel jacks 
for recording, copying, or playback with an external Tape Recorder, 
8 pos, selector switch with automatic equalization insertion, Preci-
sion tracking volume control, selectable-curve feedback Tone control, 
5 Pos, mode control, output level adjustments for high and low 
efficiency speakers, Tape head equalizer adjustments. Complete 
input facilities for every type of music source, 6 AC Convenience 
outlets. Frequency Response: 20-20,000 cps - 0.1 db. IM Distortion: 
0.15% at 10 volts RMS output. Size: 153/4  x 53/4  x 81/2"D. 105-130 
220-240 volt, 50/60 cycle AC. Shpg. wt., 12 lbs. 
21 H 5009WX $17 Monthly Less cabinet  Net 325.00 

21 H 5002W Oiled Walnut cabinet for 71. Wt., 4 lbs.  Net 24.00 

byinn"  rb ik Rik 2Ar 

NEW MODEL 18 70 WATT 
SOLID STATE FM STEREO RECEIVER 

Deluxe stereo receiver complete with dual 35 watt 
RMS solid state direct coupled amplifiers, solid 
state stereo preamplifier and solid state FM stereo 
tuner. FM tuner section features passive front end, 
and a novel tuning arrangement which provides silky 
smooth tuning over the entire dial. Very low FM 
stereo distortion is made possible through the use 
of constant phase IF filters. Built-in oscilloscope 
shows exactly when station is tuned in for highest 
quality FM stereo reception. Direct coupled power 
amplifiers are designed so that overload recovery 
is virtually instantaneous. At and below rated power 
from 20-20KHz, distortion is less than .1%. Front 
panel dubbing input and output are provided, as is 
a stereophone output jack. Also features speaker 
selector switch for stereophone, remote, or main 
speakers. Specifications, Sensitivity 2.5 pV; signal-
to-noise ratio 70 db; harmonic distortion 0.15%; 
stereo separation at 1 KHz 45 db. Size: 181/4 " x 16" 
x 6". Less Cabinet. For 105-130 ,220-240 volt AC 
50 60 cps. Shpg. wt., 40 lbs. 
21 H 5013WX $29 Monthly  Net 595.00 

Oiled Walnut Wood cabinet for Model 18 
21 H 5014W Shpg. wt., 11 lbs.  Net 39.50 

MODEL 15 120 WATT SOLID STATE 
STEREO BASIC AMPLIFIER 

m ong111 
*0. 6741-

• 60 Watts RMS Per Channel Power Output 
• Each Channel Has Individual Power Sup 

Furnishes performance and workmanship found in high quality broad-
cast or laboratory equipment. Offers maximum reliability and tech-
nical performance. Power output is 60 watts RMS per channel at 
8 ohms. Harmonic distortion throughout 20-20,000 cycle band is 
less than 0.1 % at full power output. Stability is unconditional at 
high levels without any audible distortion. May be used with any 
type of speaker. Safety circuit for instant overload recovery. Mas-
sive heat sinks for cool operating conditions even with continuous 
high power output. 24 transistors. Size: 81/4 0 x 153/4 W x 53/4 "H. 
Shpg. WI., 35 lbs. 105-130,,220-240 volt 50/60 cps AC. 
21 14 5010WX $19 monthly  ..  Net 395.00 

MODEL 9--Superb massive single channel 70-watt amplifier--excep-
tional stability and low distortion. 2-6018/ECC88, 1-6CG7, 4-6CA7/ 
EL34, 1 Zener Diode, 5 silicon rectifiers, 153/8W x 81/4 H x 101/2"D. 
Shpg. wt., 63 lbs. 105-130 220-250 volt 50 ,60 cps AC. 
21 H 5005WX Not illus $19 monthly  Net 384.00 

MATTES PROFESSIONAL SOLID STATE HI-Fl COMPONENTS 
MODEL SSP/200 SOLID STATE STEREO POWER AMPLIFIER 

• 100 Watts Per Channel Continuous Power With 
Less Than 0.1 -, IM Distortion At Full Output 

The Mattes SSP''200 is a solid-state two-channel power amplifier for 
applications requiring absolute fidelity of music reproduction at both 
low levels and at levels approximating those of actual performances. 
Absolute short-circuit may be applied to output terminals, driven or 
not, without damage to components. Harmonic distortion is 0.5% 
at 100 watts per channel, 20-20,000 cps. Sensitivity is only 1-volt 
input for 100 watts per channel output. Hum and noise 90 db below 
rated output. Continuous power output is 100 watts per channel, 
20 to 20,000 cps at both 4 and 8 ohms. Intermodulation distortion 
(SMPTE): 0.07 % at 100 watts per channel. Size: 81/4  x 51/4  x 14 1/4 ". 
For 117 VAC. Shpg. wt., 30 lbs. 
21 H 4901WX $22 monthly  Net 425.00 

Model SSA 200 200 watt solid state integrated stereo amplifier 
(not illustrated). 
21 H 4909WX Shpg. wt., 36 lbs.. .....  Net 675.00 
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> Last Minute Exciting Release < 
ONLY -- -11:=1■1=00 :11  

19 9 No Money 
Down 

95 

with 4-connecting cables, 

2-rubber reel caps, 

7" empty reel 

Optional Dynamic Mikes 

1495 
ea. 

• Automatic and Continuous Re-
verse in Record or Playback 

• Bi-directional  Recording  and 
Play-back in Connection with 
External Amplifier and Speaker 
System 

• Built-in Solid State Stereo Re-
cord/Playback Preamplifier 

• 4-Track Stereophonic or Mono-
phonic Recording/ Playback 
in connection with External 
Amplifier 

• Two Sensory Syvitches for Auto-
matic Tape Reversing System 

• Automatic Shut Off Switch 

• Sound-on-Sound, 
Sound-with-Sound 

• 3-Digit Tape Counter with Push 
Button Reset 

• Horizontal or Vertical Operation 

• Two Large Illuminated VU 
Meters 

NEW! DELUXE LAFAYETTE RK-920 AUTOMATIC REVERSING 
SOLID STATE STEREOPHONIC TAPE DECK 

Lafayette's  RK-920 Tape  Reversing System  Works  on  1-Manual  and  3 
Automatic Reversing Positions in Either Record or Playback Mode. 

Reversing Positions: 
1) Manual —Same as any tape recorder, but permits man-

ual reverse at any point by depressing a button. Sens-
ing metallic foil is disregarded. 

2)  Automatic-1 —Tape moves in one direction and stops 
at end of tape where sensing metallic foil is located. 

3)  Automatic-2 —Single Reverse —Tape playing or record-
ing from either left or right reel feeds to opposite take-
up reel, reverses itself at the end of the tape where 
metallic sensing foil is located and then feeds back to 
starting reel and automatically stops. 

4)  Automatic-3 —Continuous  Reverse  —  Tape  continues 
changing (reversing) its direction at each end of the 
tape where the metallic sensing foil is located. 

P•ANuAi.  •LITC W AT IC 

•  •  • • 

Revolutionar! deluxe 4-track automatic re-
versing  tape  transport  system  with  full 
record and playback provisions. Automatic 
"computer type" sensing permits direction-
al selection  in  either record or playback 
mode. In addition to automatic reversing, 
the RK-920 •eatures a top performing stereo 
preamp,  pe•fectly  matched  for  use with 
high quality basic amplifiers. You can rec-
ord "live" from microphones, or from aux-
iliary sources such as receivers, tuners or 
phonographs, and playback at either  
31/4  or  71/2  ips.  The  tape  transport  is 
powered by two separate 4-pole induction 
capstan drive motors to assure ultra-smooth, 
accurate speed. Feather-touch push-button 

  SPECIFICATIONS 

controls allow you to change operational 
modes instantly or preset the unit to auto-
matically reverse itself. Instant pause con-
trol assures smooth, professional editing 
during recording sessions. Two professional 
vu meters are provided for visual monitor-
ing of signal levels from either tape or 
auxiliary audio source. Housed in a beau-
tiful brown leatherette covered wood case. 
17x151/2x81/4 "D. Imported. Shpg. wt., 38 lbs. 
99 H 1554WX $10 Monthly  Net 199.95 

99 H 4588 Optional Dynamic Mike Net 14.95 
7" reel of 1800 ft. Mylar Base Recording 
Tape with reversing sensing foils. 

28 H 0118  Net 2.69 

Solid-State Circuitry: 14 transistors, 27 diodes. Frequency Response: 30.22,000 He 
3db at 71/2  ips; 40-18,000 He ±3db at 33/4 ips. Wow and Flutter: Less than 0.2% 

rms at 31/4  ips. S/N Ratio: 50db or better. Harmonic Distortion: Less than 1.5%. 
Crosstalk Better than 58 db. Equalization: 71/2  ips, NAB; 33/4 ips, RIAA. Input lmped.: 
Mic., 1010 ohms; Aux., 500K ohms. Output hived.: Ext. amp., 3K ohms; Heads: Two 
1/4 -track lamination type stereo record! playback; two  1/4 -track double-gapped  high 
efficiency erase heads. For 110-120Y., 60 He, AC. 

See Pages 52 thru 62 For Lafayette's Complete Line of Deluxe Recorders  Lafayette Cat. No. 680  39 


