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Cat. No. Price
Paired objectives

285.]—perpair .......cv00innen $19.00
286-]—perpair............... 19.00
288.]—perpair............... 19.00
289.]—perpair............... 19.00
290.J—per pair............... 20.00
Ui B siaenmassimnsnnd46.00
B3] o A A e 46.00
Paired Eyepieces

134P—perpair............... 6.00
138P—perpair............... 6.00
142P—perpair............... 6.00
144P—perpair............... 6.00
135P—perpair. .............. 12.50
137P—perpair............... 12.50
139P—per pair............... 1250
BT R i 107.00
57V +132.00
STW: o smsndbasmmnme snmg 132.00
BTK s v v R 138.50
< L A 138.50
STRE. . oncsmerms st 93.00
BERN nvon s s R 118.00
57-AW.. 118.00
S57AX. . ..124.50
57-AZ.. ..124.50
L 88.00
57.BV... 113.00
BLPW v 113.00
57.BX. .. 119.50



Spencer Optical Quality
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Spencer Quality

C. A. Seence
the firse American microseope maker

The Spencer Trammion Mecroscope
such ar made in 1847

Cu.\RLESA, SeexcER (1813-1881) was
the first American microscope
maker. While still a boy, he ground
lenses on a home-made lathe. In 1847
he started the commercial production
of microscopes. His primary interest
was in the construction of microscope
optics, but he was forced to make mi-
croscope stands so that physicians and
other scientists, for whom he made
optics, would obtain the rigidity,
smoothness of adjustment, and con-
venicnce needed for best optical re-
sults. This perfection of oprical quali-
ty in an instrument of utmost conven-
ience — an ideal with C. A. Spencer—
became a policy of the Spencer organi-
zation. Today this policy is fostered by
the Researchand Development Depart-
ment of the Spencer Lens Company
where new ideas originate and sugges-
tions from far and wide have the con-
sideration of experts. Here, the new is
fused with the good of past practice
in perfecting instruments.

Full usefulness of a scientific organ-
ization requires the application of the
most modern manufacturing methods
such as are found in the Spencer organ-
ization; for, after an optical product
has been designed, the oprical system

A—Computing the Lens System B—Thke Tesr for Surfuce Accuracy C—Mounring the Lens sn its Cell




... arising from Ideals, Science and Facilities

computed and the model approved, it
must be manufacrured in quantities
large cnough to be economical. It
must pass the critical rests that assure
complete and lasting satisfaction.

In addition to mechanical and opti-
cal equipment, complete manufaccur-
ing facilities must include experts in
all phases of optical work, and experi-
enced craftsmen who are capable of
carrying out the most advanced and
ideal plans.

Special skill is required to grind and
polish lenses accurate to a millionth
of an inch. The illustration B shows
lenses that make up a 1.8mm. oil im-
mersion microscope objective. They
are mounted ready for polishing on
the ends of spindles. For each lens sur-
face there is a master test glass such as
the one shown below the lenses. The
workman grinds and polishes cach
lens surface until the bands of color
(Newton's rings) spread out, forming
anevenstraw colorasobserved through
its parcicular test glass. The large lens-
es at the right side of B illustrate the
appearance of a satisfactory lens (up-
per)and anunsatisfactory lens (lower).
Newton's ring test (interference of
light waves) is the most critical meas-

D—Assembly of the Lens Elesents

A._‘a

E—The " Star Test™ for Opeical Qualicy

ure of accuracy known to science.
Lenses must be accurately centered
and mounted permanently into their
cells as shown in illustration C—a
mechanical operation consummared
while watching a reflected point of
light in the swiftly turning lens.
The assembly of an objective, illus-
tration D, demands a practical knowl-
edgeof the various phenomena of light;
for here, correction in the spacing of
lenses is accomplished. A laboratory
method of checking optical qualicy of
microscope objectives is shown at E
—sometimes called the “star test™.
By mecans of such a test, faults in de-
sign or workmanship may be detected.
The illustration F shows part of the
Inspection Department where the mi-
croscope is used exactly as you will use
it. The quality of the optical system is
verified by inspectors who are skilled
microscopists. The mechanical perfec-
tion is confirmed by the smooth, posi-
tive operation of all adjustments.
The Spencer idealism, scientific
knowledge and manufacruring facili-
ties — revealed in enduring instru-
ments—form the basis for the confi-
dence men of science have placed in
the Spencer organization since 1847.

F—Final laspection



 THE REQUIREMENTS FOR

MEDICAL WORK

Examination of Tissue for Diagnosis

The many different magnifications obtainable with a medical micro-
scope aid the doctor in the study of tissue and cell strucrure. The

Earfocal mounting of the objectives facilitates quick change of magni-
cations without the need for refocusing.

Direct and Differential Blood Count and Examination

For making white blood cell percentage counts and the regular exami-
nation and count of red cells, the 4mm. objective is ideal. It provides
the doctor with the correct magnification for precision and convenience
in this type of observation. The “Bright-Line™” Haemacytometer reduces
eyestrain, improves the distribution of blood cells in the counting
chamber and makes fast work practical.

Diagnosis of Bacterial Diseases

The study of bacteria is facilitated by modern medical microscopes.
The problems in this field have called forth the best efforts of the micro-
scope manufacturers as well as the best technique on the pare of the
docrors. High magnification, correct illumination and excellent resolu-
tion of fine detail are now obtained with casc.

One of the medical developments that has received much public
commendation is the recent effort toward early diagnosis of syphilis.
The medical microscope with a dark field condenser is considered the
best means of identifying the living Treponema pallidum—difficult to
identify except with the best optical equipment.

Identification of Diseases of Parasitic Origin

The astute diagnostician requires the finest of optical quality. In the
identification of fungi, protozoa and other parasites, he is assisted by the
critical definition resulting from the correction of microscope optics for
the various aberrations.




OPTICAL FEATURES OFFERED BY SPENCER
Many Useful Magnifications

The Spencer medical microscopes provide a full range of magnifications.
The 16mm. objective is divisible. The front lens element may be re-
moved, leaving an efficient low power 32mm. objective which, with the
two eyepieces, gives four relatively low powers useful in the study of
large sections in histology, embryology and neurology. Four higher
powers are obtained with the other two objectives.

= ificati Eyepice Tersl
Objectine .;génm Magnificarion Maugnifcation
32mm, 4x 6X X
Divisible ) 32mm. 4X 10X 40X
16mm, | lémm. 60X
16mm. 10X 10X 100X
4mm X 6X 264X
44X 10X

Bmm. 95 570,
1.6 X X
1.8mm, 95X 10X 950X

4mm. Objective for Blood Work

The Spencer 4mm. objective was desi especially for blood exami-
nation and counts. Sufficient magnification is obtained without the
need for the oil immersion objective. It has a long working distance,
more than is necessary to focus through the relatively thick cover
glasses used on haemacyrometers. Hence there is lictle danger of break-
ing the cover glass.

Resolution and High Numerical Aperture

Resolving power in_a microscope is its ability to separate fine detail in
a specimen, Resolving power is a function of the numerical aperture
(MN.A.} and the highest practical N.A. gives the best detail if all other
factors are equal. The lowest numerical aperture in the system limits the
resolving power of the microscope.

The Spencer 1.8mm. oil immersion objective has an N.A. of 1.25;
and in order that it may receive sufficient light ac full aperture, the
Spencer condenser is designed to work with it at N.A. 1.25 when in oil
immersion contact with the slide. This BALANCED OPTICAL
SYSTEM gives the excellent resolution of detail needed for diagnosis

Dark Field

Dark ficld illumination, impormnt in the examination of living bac-
teria, blood serum, spinal fluid, emulsion and colloids, is obtained with
a special Spencer dark field condenser and a strong source of micro-
scope illumination. This condenser, while necessary in some types of
work, is not required on a medical microscope and therefore is listed
as an accessory.
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INOCULAR microscopes have been
B selected almost universally for
usc in research. They relieve eye strain
during long observations and provide
the comfort conducive to better con-
centration and greater achicvement.

The Spencer binocular body is es-
pecially designed for comfortable vi-
sion. The cyepicce tubes are adjusted
quickly to your exact interpupillary
distance by turning a knurled ring on
the right eyepiece. An adjustable col-
lar on the left eyepiece provides a fo-
cusing adjustment to compensate for
any differences of vision between your
eyes. An exclusive feature of Spencer
binocular microscopes is the comfort-
able cight degree convergence of the
cyepiece tubes, this is desirable since
normal eye work is customarily done
at ten to twenty inches. You will find
it easy to look into the converging
eyepieces and blend the two images.

The inclined binocular body enables
you to make observations through the
microscope and at the same time main-
tain a comfortable posture. Eyes, neck
and shoulders are in a normal rescful
position, muscles do not become tired

and you will work more efficiently.
All Spencer Medical Microscopes
shown in this folder are the same in
optical construction and mechanical
precision. The differences are in the
bodies and the method of mounting
the bodies. If your work is likely to
include rescarchand your presentavail-
able funds are restricting you in the
choice of a microscope, we suggest
the purchase of Spencer Medical Mi-
croscope 13MAH. It has the single
vertical body tube which is inter-
changedreadilywith either theverrical
or inclined binocular body when you
are ready to purchase one of these.
The single tubc is large in diameter,
especially well suited for later use in
photomicrography.

Fluorite Objectives

The Spencer achromatic objectives are
the best that can be produced using
glass alone in the lenses. For more per-
fect chromatic correction, lenses made
of fluorite crystals are introduced. The
prices are necessarily slighcly higher.
The results, however, are well worth
the additional cost.




A Choice of

Number 33-MH  Spencer Medical Microscope is the instrument
stlected by thowsands of medical students during the last few years.
The demand for all Spencer Medical Microscopes has been increas-
ing rapidly bat 33-MH is most popular. It meets all reguirements for
medical work,

Number 33-MH Spencer Medical Microscope—Complete as described
with 6X and 10X Huyghenian eyepieces, dualcone triple nosepiece,
16mm., 4mm., dry, and 1.8mm., N.A. 1.25 0|[ immersion achromatic
objecmes mechanical stage, fork-type substage with condenser N.A.
1.25 and iris diaphragm. In carrying case equipped with slide box and
fitings for additional objectives, haemacyromerer and accessories;
covered with rich black leatherette with chromium p!atcd fictings,
lock and key.......... ..§ 157.00

The same as above butin h.{rdwnud cablnet wuh Iou_k :md k:y 155.00

Number 33-H the same as 33-MH bur with the mcch.mlcal stage
omitted, in hardwood case. . ceeiineee 135,00

Number 13-MAH is a monocalar microscope that later may be can-
verted into @ binocular microscope by the addition of either the verti-
cal or inclined binocular bodies. These bodies may readily be inter-
changed. Buy this instrument now and plan to buy a binocular body
at a later date.

Number 13-MAH the same as 33-MH but with large removable body
tube in hardwood case...........coiiiiiiiiiiin i $ 169.00
Vertical binocular body for number 13-MAH wirth extra 6X .md JOX
Huyghenian eyepicees. . ... ceeen 76,00
Inclined binocular body for numbcr 13 \ir\H \sl(h cxra 6}{ and 10X
Huyghenian eyepieces. .. covvrvrnrrirnerionnrrrnnnnees 96.00

The Research Bimocuwlar Microscope has become increasingly popular
with those who have planned to do advanced work. Ir reduces eye-
strain and offers comfors mot inable in a

Number 13-MH the same as 13-MAH but with vertical binocular
body, in place of monocular body, in hardwood case........ $ 235.00

Number 13-MLH the same as 13-MH but with inclined binoculnr body
for greater comfort in continuous work, in hardwood case.... 255.00

Number 13-M] the same as 13-MH bue with fluorite oil immersion
objective instead of the achromatic, in hardwood case. . 258.00

Number 315 achromaric condenser N.A. 1.30in place of condcnscr N.A.
1.25 on above mMiCroscopes, EXIra. ... ovveeniiaaraeiaaaaans 12.50
Additional slng]: body tube, iargc diameter, to fic binocular micro-
SCOPES . 3 2 10
Without \Icchamc.{] Sragc—]f the ml:chamca] stage is not d:s:rcd on
the microscope,deduct. .. ... il 0.00
Leatherctte Carrying Case, in place of wood case, extra........ 2.00
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Instruments

Accessories

that add to the usefulness and convenience of your microscope
Bakelite Substage Lamp

The Spencer Substage Lamp embodics features in construction that
make 1t a better lamp . . . and at the same time less costly than usual
substage lamps.

Made of Bakelite, it is practically indestructible and is capable of
withstanding the continuous hard usage and minor accidents which
occur in a laboratory. Ventilation is better—specially placed vents
allow the air to circulate around the bulb more readily. The bulb is
replaced casily. It may be used in an upright position directly in front
of the microscope mirror or under the stage with the mirror removed,
as desired.

Number 385-A Lamp with blue ground glass, 10 ware bulb., .§ 2.50
Number 385-B Lamp with daylight glass, 10 wate bulb. ... 3.25

For use with binocular n\icrcs{()?cs the additional illumination of
the 15 wate bulb is desirable. Specify when ordering above lamps and

Number 386-Bulb, 10 wate, 110 volt. ... .ooeeiviron oo 223
Number 388-Bulb, 15 warg, 10 vole. ..o 35

Dark Field Condenser

Dark field illumination is so important in the search for Treponema
pallidum that it is almost a necessity in medical microscopy. The best
type of cquipment is needed for this work. Therefore, the Spencer
Lens Company recommends the number 344 Dark Ficld Condenser,
2 separate unit, to fit in the fork type substage in place of the regular
condenser. It is this type of equipment that is giving such excellent
results in the hospital laboratories. A brilliant source of illumination
such as the 369 Lamp is necessary for dark field.

Number 344 Dark Ficld Condenser with objective stop...... 5 26.00

Number 369-A Adjustable Laboratory Lamp, with 100 ware, 120 volt
medium screw base bulb, with one blue and one ground glass... 18.00

Graduated Mechanical Stage
Number 485 Graduated Mechanical Stage makes possible the systematic
examination of the entire arca of a slide. Verniers read ro tench milli-
meters in both directions. Graduations are in white lines on a black
background, complete in case...........oeeen § 33.00
Without case. . ....coovvnnnnnns

Inclined Eyepiece
To assume a comfortable sitting posture when working at a microscope
is to increase your efficiency in obscrving. The Inclined Eyepiece is
easily and quickly actached in place of the eyepicce tube.
Number N—Spencer Single Inclined Eyepiece...............5 20.00
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